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Budget Bureau No. 42-R359.4.
Approval expires 12-31-60.

Form 9-381b
(Äpril 1952) UBMN LICA Indian Agency _ _

winddwRock
UNITED STATES

N oDEPARTMENT OF TH INTERIÒR ^noa..

GEOLOGICAL SURVEY Lease N

SUNDRY NOTICES AND REPORTS ON WELLS
NOTICE OF INTENTION TO DRIU-------. ---- ---- -_Ä- SUBSEQUENT REPORT OF WATER SHUT-OFF.--

NOTICE OF INTENTION TO CHANGE PLANS--- ___-. -----__.. SUBSEQUENT REPORT OF SHOOTING OR ACIDIZING

NOTICE OF INTENTIONTO TEST WATER SHUT-OET.... ---- ---- SUBSEQUENT REPORT OF ALTERIMGCASING

NOTICE OF INTENTION TO REDRILL OR REPAIR WELL- - --_-.. SUBSEQUENT REPORT OF REDRILLING OR REPAIR

NOTICE OF INTENTION TO SHOOT OR ACIDIZE---------- ---- SUBSEQUENT REPORT OF ABANDONMENT-

NOTICE OF INTENTIONTO PULL OR ALTER CASING. --- -_-. SUPPLEMENTARYWELLHISTORY.

NOTICE OF INTENTION TO ABANDON WELL. ----- -- ---- ....-- --- ....----- .....
--- ----

(INDICATE ABOVE BY CHECK MARK NATUliE OF REPORT, NOTICE, OR OTHER DÁTA

..19_ne 2 9 5_9

.
#42=_6

__ is located 2089 Jt. frorn line and --ft. from line of sec. 6

(¼ Sec. and Sec. No.) (Twp.) (Range) (Meridian)

(Field) (County or Subdivision) (State or Territory)

The elevation of the dernielaßabaabove sea level is 1151 ft. Ungraded ground.
4742 ' Graded Ground .

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weights, and lengths of proposed casings; indicate mudding jobs, cement-

ing points, and all other important poposed work)

Propose to drill nell to test Paradox Formation at a depth of approximately
5780'.

Will set approximately 1200' of 10-3/4" surface pipe.

Will set 7" casing through any commercial production encountered.

Verbal approval by B. J. Shoger May 18, 1959.

I

I understand that this plan of work must receive approval in writing by the Geological Suker before operations may be commenced.

Cornpany...Theßugerier_ Qik_Co gany

Address â•Jrawer G

Title Engineer

U. S GOVERNMENT PRINTING oFFicE
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THE SUPERIOR OIL CO.
P.O.Drawere

Cortez, Colorado

June 22, 1959

State of Utah
Oil & Gas Conservation Commission
310 Hewhouse Building
Salt Lake City 11, Utah

Attention: Mr. Cleon B. Feight

Dear Mr. Feight:

We recently received a letter stating that you have not
received a Notice of Intention to Drill for our Navajo

'C' #42-6, located in section 6, T41S,,R25E, SIJRI, San
Juan County, Utah. This well was spudded May 27, 1959,
and according to our records the notice was sent out on
May 19, 1959. Evidently there has been a mixup some-

where, so we have enclosed two copies of the notice.

Also enclosed are one copy each of the sundry notices

on the Navajo LB' #34-7 well located in section 7, T41S,
R24E, SLBM, San Juan County, Utah, the log of oil or gas
well is also enclosed.

We will be glad to send you any additional information
you might need.

Yours truly,

Engineer

THE SUPERIOR OIL CO.
P.O.Drawere

Cortez, Colorado

June 22, 1959

State of Utah
Oil & Gas Conservation Commission
310 Hewhouse Building
Salt Lake City 11, Utah

Attention: Mr. Cleon B. Feight

Dear Mr. Feight:

We recently received a letter stating that you have not

received a Notice of Intention to Drill for our Navajo

'C' #42-6, located in section 6, T41S,,R25E, SIJRI, San
Juan County, Utah. This well was spudded May 27, 1959,
and according to our records the notice was sent out on
May 19, 1959. Evidently there has been a mixup some-

where, so we have enclosed two copies of the notice.

Also enclosed are one copy each of the sundry notices

on the Navajo LB' #34-7 well located in section 7, T41S,
R24E, SLBM, San Juan County, Utah, the log of oil or gas
well is also enclosed.

We will be glad to send you any additional information
you might need.

Yours truly,

Engineer



June 23, 1959

The Superior 011 Company
P. O. Drawer G
Cortes, Colorado

Attention: D. B. Kingman, Engineer

Seattament

thank you for your letter of June 22, 1959 and the enelosed
notice of intention to Arill for Well No. Navajo O 42•6.
Your prompt attention to tMs matter is greatly appractated.

To avoid any compitcations VMoh might arise whereby a hole
might be lost, it is suggested that no wett abould be apudded
in without receiving written or verbal approval from tMs
office.

Yours very truly,

GIL & GAS CONSERVATIONCW0ttSSION

CLEONB. TRIGIR
EXECWlIVESECREART

CBFreo

get P. T. WeGrath, Dist, Eng.
V. 8. Geological Survey
Paraington. Wow
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Dallas: RI-2-2421
Midland: MU-2-5522

ðx-W-9256
Houston: HO-8-4663

G Farmington, New Mexico:
$$¾ymy RA-5-68ii

DA-5-6476

DALLAS.TEXAS
POST OFFICE BOX 10185

July 1, 1959

The Superior Oil .Company
Post Office Box 276
Cortez, Colorado

Subject: Temperature Survey
Navajo "C" No. 42-6 Well
Aneth Field
San Juan County, Utab
Our File No. 7-283 T

Gentlemen:

On June 21-22, 1959, a temperature survey to locate the cement top was made

in the Navajo "C" No. 42-6 Well, Aneth Field.

The results of the testing operation are shown in both tabular and graphical

form on the following page.

We appreciate your calling upon us to perform this service for you. If we can

serve you again in the future, please call.

Very truly yours,

DENNIS GWENSCOMPANY

Farrest Tefteller

FT:mh
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Budget Bureau No. 42-R359.4.

Form 9-331b
Approval expires 12-31-60.

(April 1952)
(SUBMIT IN TRIPLICATg Indian Ag.ney .

telow asek
UNITED STATES - -

DEPARTMENT OF THE INTERIOR ^ ••---

14•20 $•$72
GEOLOGICAL SURVEY Lease No..

SUNDRY NOTICES AND REPORTS ON WELLS
NOTICE OF INTENTION TO DRILL.-------------___- SUBSEQUENT REPORT OF WATER SHUT-OFF.

NOTICE OF INTENTION TO CHANGE PLANS-______--- --------. SUBSEQUENT REPORT OF SHOOTING OR ACIDIZING.

NOTICE OF INTENTIOMTO TEST WATER SHUT-OFF__
--... SUBSEQUENT REPORT OF ALTERINGCASING.-

NOTICE OF INTENTION TO REDRILL OR REPAIR WELL -. - SUBSEQUENT REPORT OF REDRILLING OR REPAIR..

NOTICE OF INTENTION TO SHOOT OR ACIDIZE---___ ... SUBSEQUENT REPORT OF ABANDONMENT..-- --- -------g

NOTICE OF INTENTION TO PULL OR ALTER CASING. SUPPLEMENTARY WELLHISTORY.... ---- - ---

NOTICE OF INTENTION TO ABANDONWELL

(INDICATE ABOVE BY CHECK MARK NATURE OF REPORT, NOTICE, OR OTHER DATA)

July 4 39
, 19__.

Nevejo *C'
#4t•4 09 173 6

WellNo. __ is located ft. from line and ft. from lineof sec.

88 1 ee. 6 Als 255 BL

The elevation of the above sea level is . ft. Rolly Baebing

DETAILS OF WORK
(State names of and expected depths to objective sands; show sizes, weights, and lengths of proposed casings; indicate mudding jobs, cement-

ing points, and aH other important proposed work)

Spedded: May 27, 1989

Ceapletedy Joos 30, 1959

7.9.: 3770* Pare: $737*

castage 10•3/4 38.700 set O LtBS*with aske.
Y 23# set at $770' with 300 enths.

Top et samens9 4486 by temperature server.

I underâtand that this plan of work must receive approval in writing by the Geological Survey before operations may be commenced.

The seporter 041 company
Company

P. O. Br-ser
Address

By 0. a. gingman
saataaer

Title -

U. S GovERNMENT PRINTING OFFICE
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Budget Bureau No. 42-R355.4.
Approval expires 12-3140.

Form e-sao Santa e
U. S. LAND Orric -

SERIAL NUMBER --------- ----------

LEASE OR PERMIT TO ŸROSPECT -

X UNITED STATES
6 DEPARTMENT OF THE INTERIOR

GEOLOGICAL SURVEY

LOG OF OIL OR GAS WELL
LOC A"rE WELL CORRECTLY

The Separler 011 Company P.O.armeer 4, Cortes, Colora oCompa ay .. .... _............ ..... _ _ _ _ _.. Address .

Navajo 'C* Matino Creek StahLessor or Tract -_ _ ... _ _........
_ _........ Field ... . .. .... State42-6 6 Als 25E SL San Jean

Well No. -----------. ... T. ...... R. .... Meri ·

----------- ------... County
2089 N 773 E saatism 6 . 4757 EBLocation ------... ft. of ... Line and --- ft. of ... Line of ---- -- .... ElevationW. (Derrick floor relative to sea leveD

TLe information given herewith is a complete and correct re ord the wl and all work done thereon
so far es can be determined from all available records.

Signed ____-- ....S._ a.
Date .... . .. _I.--

......-....--...--..... Title
The summary on this page is for the condition of the well at above date

May 27 59 June 22 59Commenced drilling ...... _ _..............

, 19...... Finished drilling 19

OIL OR GAS SANDS OR ZONES
(Denote gas by G)

, 5395 5533No. 1, rom ..... .. ....... . to .....- . _ _...._ _ No. 4, from ..... to
5539 5733No. 2, rom ...----. .... to . ...... --...._ _ No. 5, from to

No. 3, rom ---------. .... to . ---. .....--. No. 6, from to
IMPORTANT WATER SANDS

No. 1, rom -----._-..
. to - --. . .. No. 3, from --. to

No. 2, rom .......... to . .....- ... _ _ No. 4, from --. to
CASING RECORD

e i g
Threnacds per Make Amount Kind of shoe Out and puHed from

Fro

JPerforated
Purpose

iÛ• ope pqqi¾r.s but pr to ges ne yrig og urs says; resq booggo1; suq r sange og buurbr
ergeges ysq yogprgra-me 1 e ya-agre,a gyrcygorr--11qss sep-yst poetrqktrarnpocy-trie

ty.e a 10JEG- 0 ILS IBIABARBI- GIG-Rul_cyaules wage_Wige..caaWK-e can aan
y r¢ y et gee; I uce go yste a c p agotl oppe meg• LIGE29 Bist6 I 46f 'H IU PIR* 40804PGL

- HIS & H & - I -OK-CYB-MEFT----
-930 €OAEaustui bHIRLIMS OhaltE

MUDDING AND EMENTING RECORD

c$Ëg Wherþ set Number sa :ks of cement ethod used Mud gravity Amount of mud used

10-3/4" 1203' 94 C elated a surface.

PLUGS A D ADAPTERS
Heavin plu Material Le gth .. Depth set ..

Adapte s--M terial ---
- Si



PLUGS A D ADAPTERS

Heaving plug Material ... Le gth . Depth set

Adapters-M terial ..
---. Si e .

SHOOTING RECORD

Size hell used Explosive used Qu ntity Date Depth shot Depth chaned ut

TOO S USED

Rotary tools ere used from feet to feet, and from feet to feet

Cable tools we e used from ..
feet to feet, and from feet to - feet

¯¯¯¯¯¾ liösi lBäãT
¯¯ ' 19 ...

EP
t to producing -----. _ _Ë_.. 19 -

The prod etion for the first 24 hours was . arrelsof fluid of which % was ol -- %
emulsion; __1 er; and....._% sediment. Gravity, °Bé. *

If gas we , cu. ft. per 24 hours ..-...
Ôallonsgasoline per 1,000 cu. ft. of gas

Rock pre sure, lbs. per sq. ii. ......

EMPLOYEES
Driller ...-------NT Ë&.ÊË , Driller

Driller . .._ __--_ _ _............ ......._ _ _ .. . , Driller

FORMAT ON RECORD

raon-- TO- TOTAL FEET FORMATION

Electit¢ Lo ops:

2676' De Chally
2789' Drgan Rock
6587 * Rezamen
5395* lamay
Gothie Shale 5533*
$539' (-782') ÍDesert Creek
$733' i Chimey Rock
$770' Total Depth

EEOH- O- LOLYP EEEL LOERVIIOR

Eoswvi.IOM KU so-conganeq
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U T STATES SIBUT IN TRIP1A 4 r a y .No.
42-R1424.

DEPARTMENMF THE INTERI0R verse°sid )struction e-
Õ. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY l 4-20-603-379

SUNDRYNOTlŒS AND REPORTSON WELLS
6. IF INDIAN, ALLOTTEE OR TRIBE NAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals.) Nava jo

1. 7. UNIT AGREEMENT NAME
OIL GAS
WELL WELL OTHER

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

The Superior Oil Company
3. ADDRESS OF OPERATOR 9. WELL NO.

P. O. Drawer 'G', Cortez, Colorado #M-14
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)
At surface

11. SEÖ., T., R., M., OR BLK. AND

SE NE Sec. 6, T41S, R25E 6 "'32 °2

San Jûan County, Utah Sec. 6, T41S, R25E
14. PERMIT NO. 15. ELEVATIONS (Show whether DF, RT, GR, etc.) . 12, COUNTY OR PARISH 13. STATE

4759' KB San Juan Utah
16· CheckAppropriate BoxTo Indicate Nature of Notice, Report,or OtherData

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SEUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE . FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE X ABANDON* SHOOTING OR ACIDIZING ABANDONMENT.*

REPAIR WELL CHANGE PLAvs (Other)
(NOTE.: RepOTÌ TOSults of multiple completion on Well(Other) Squeeze 6c Reverforate -X_ Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones perti-
nent to this work.) *

Propose to squeeze off all existing perfs and drill out to 5630'.

Will re-perforate Desert Creek 5542-64', 5582-87', 5596-5621' and stimulate
with 10,000 gallons 28% acid in two 5,000 gallon stages.

Will perforate Ismay formation 5500-08' and stimulate with 2,000 gallons 15% acid.

Production from all zones will be commingled.

18. I hereby certify that the foreg ing is true and correct

SIGNED * AM // //M , TITLE Production Engineer pies 10/19/65
D. D. Kingman

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

DDK/njh *See Instructionson Reverse
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NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER SEUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE . FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE X ABANDON* SHOOTING OR ACIDIZING ABANDONMENT.*

REPAIR WELL CHANGE PLAvs (Other)
(NOTE.: RepOTÌ TOSults of multiple completion on Well(Other) Squeeze 6c Reverforate -X_ Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones perti-
nent to this work.) *

Propose to squeeze off all existing perfs and drill out to 5630'.

Will re-perforate Desert Creek 5542-64', 5582-87', 5596-5621' and stimulate
with 10,000 gallons 28% acid in two 5,000 gallon stages.

Will perforate Ismay formation 5500-08' and stimulate with 2,000 gallons 15% acid.

Production from all zones will be commingled.

18. I hereby certify that the foreg ing is true and correct

SIGNED * AM // //M , TITLE Production Engineer pies 10/19/65
D. D. Kingman

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

DDK/njh *See Instructionson Reverse



DEPARTMUE
J

TT ESNTERI0R
ve°r

e 'el"
" °

5. LEASE DE
GeœO

A
O 4R

L NO

GEOLOGICAL SURVEY 14-20-603-372
6. IF INDIAN, ALLOTTEE OR TRIBM NAMESUNDRYNOTICESAND REPORTSON WELLS

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals.) Nava jo

1. 7. UNIT AGREEMENT NAME
OIL GAS
WELL [2 WELL OTHER McElmo Creek

2. NAME OF OPERATOR 8. FARM OB LEASE NAME

THE SUPERIOR OIL COMPANY
8. ADDRESS OF OPERATOR Û. WELL NO.

P. O. DRAWER 'G', CORTEZ, COLORADO #M-14
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL) OR WILDCAT

See also space 17 below.)
at surface McElmo Creek

11. smc., T., R., M., on BLK. AND
SE NE SEC. 6, T41S, R25E soavar on sama

SAN JUAN COUNTY, UTAH Sec. 6, T41S, R25E
14. PERMIT NO. 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARIGE 13. STATE

4759' KB San Juan Utah

1e CheckAppropriate BoxTo Indicate Nature oFNotice,Report,or OtherData
NOTICE OF INTENTION TO : BUBSEQUENT REPORT O]P :

TEST WATER SHUT-OFF PULL OR ALTER CASING WATER SHUT-Orr REPAIRING WELL

FRACTURE TREAT MULT PLE COMPLETE . FRACTURE TREATMENT ALTERING CASIIfG

SHOOT OR ACIDIzz ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL CHANGII PI»ANs (Other) Squeeza Reperfm-ate
(Norm: Report resultä of multîple completion on Well(Other) Completion or Recompletion Report and Log form.)

4 ommenismenorosso og conymmosoorgaarrone (Clearly state all pertinent details, and give pertinent daten, including estimated date et starting any
proposed work. It well is directionally drilled, give subsurface locations and measured and true vertical depths107 all markers and nones portf-
nent to this work.) *

PBTD - 5631'

10-19-65 Squeeze off all perfs with 500, sacks regular cement w th .6% Halad #9
10-21-65 Drilled to 5631', circulate hole clean.

Perforate - 5500-08, 5542-64, 5582-87, 5596-5621.
10-22-65 Acidize perfs 5542-5621' with 10,000 gallons 28% acid i two 5,000 gallon

stages,
10-23-65 Swab to clean,
10-24-65 Acidize perfs 5500-08' with 2000 gallons 15% acid.
10-25-65 Squeeze perfs 5500-08' with 100 sacks cement with 0.6% Halad #9.

Stage #2 - Perfs 5500-08' with 75 sacks cement with 0 6% Halad #9.
Stage #3 -.Perfs 5500-08' with 150 sacks cement with 0.6% Halad #9.

10-26-65 Drilled from 5486' to 5513'. Circulate hole clean.
10-27-65 B.P. stuck in hole. .Milled over B.P.
11-5-65 Drilled out from 5559'-5632'. Circ hole clean. Perf 5542-64 5582-87,

5596-5621'.
11-6-65 Acidize perfs with 10,000 gal with 28% acid. Swab to clean.
11-7-65 Job complete.

18. I hereby certify at foregoin is true and correct

SIGNED / //ÑA B, TITL, ,
Production Engineer Dec. 8 1965

D. D. ¥ingmap'
(This space for Federal or State ofBce use)

APPROVED BY TITLIO
CONDITIONS OF APPROVAL, IF ANY:

*SeeInstructionson ReverseSide
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THE SUPERIOR OIL G3 \NY 36. 55075%
Arm #1

McEUdO CREEK UNIT #M-14
2089' FNL, 773' FEL
Section 6, T41S, R25E
San Juan Ctunty, Utah

WATERINJECI'ION WELL

FIELD: McELMOCREEK

KB: 4757' DF: 4756' GL: 4742' PBTD: 5770' TD: 5631' TLD: 13.50'
TOC: 4486 ' (temp)

SPUDDED: 5-27-59 00MPLETED: 6-30-59

INJECl'ION ZONE: Isray
Desert Creek Zone I

PERFS: Isaay - 5500-08' w/ 25 shots per Ioot
Desert Creek Zone I - 5542-64', 5582-87', 5596-5621'(2 jets/ft)

CASING: 10-3/4", 32.75#, H-40 R-2 ST&Cw/ 500 sx 40 jts 1203'
7", 23#, J-55 R-2 SI&C w/ 300 sx 184 jts 5770'

TUBING: 175 jts 2-7/8" N1-Lock lined w/ TK-75. Util at 5431' .

1 jt 2-7/8" J-55 8R plastic coated. Avg jt length 30.8 '

PACKERS: 7" Biker Loc-set at 5427'.

PUMP'G EQUIP: Injection equiprent.

REMARKS:

WELL HEAD: 6" Series 600 OCI' type T-16

6-28-59 Ierf 'd 5604-21', 5638-98' w| 4 jet/f t., trated w/ 12,000 pl
reg acid. Ax presore 800 psi, on vac inrnediately. Perf 'd
5542-68' w/ 4 jet/f t., treated w/ 3400 gl reg acid. Ax
pressure 3700#. On vac in 5 min.

10-19/11-6-65 Squeezed all perf s. Perf 'd 5500-08 '
,

5542-64 '
,

5582-87'
,

5596-5621' . Treated w/ 12, 000 pl acid , squeezed 5500-08 '
,

re-perf ' d 5542-64 '
,

5582-87 '
,

5596-5621'
, trated w/ 10 , 000

pl 28% acid.
1-19-77 Converted to mater injection.
10-2-80 Trated thrægh perf s w/ 96 larrels 28% HCL acid. Avg press

1200 psi, ISIP 1050 psi.
8-3/5-81 Replaced Ine-set packer and set 62' higher. Injection mater

by-pa ssing packer below 5500 '
.

12-8-81 Perf orated Isaay Zone w| 2 shot|f tf rom 5500-5508 '
. Troted

all perf s w| 5000 pl 28% in 5 - 1000 ga.1 stages using
blocking agent between states. Avg treating press - 2400 psi,
avg rate 6 bbl/mLn, ISIP - 1700 psi, 10 min SIP 1000 psi.
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INITIAL WELLTEST

McELMOCREEKUNIT # M-14

DATE January 30, 1959

OIL BBL/DAY 675

OIL GRAVITY 40.7

GASCU.FT/DAY

GAS-0IL RATIO CU/FT/BBL

WATERBBL/DAY 7

PUMPINGIFLOWING F

CHOKESIZE 26/64

FLOWTUBING PRESSURE
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OIL GRAVITY 40.7

GASCU.FT/DAY

GAS-0IL RATIO CU/FT/BBL

WATERBBL/DAY 7

PUMPINGIFLOWING F

CHOKESIZE 26/64

FLOWTUBING PRESSURE



0-19-65:Squeezed of perfs with 500
socks reg cement with.6°/o Holod No.9

Perfed 5500-08', 5542-64', 5582-87,
5596-5621° Acidize perfs.5542-5621

with 10,ÔOO gols 28 /o ocid in 2 equal

sfoges; Ac(dire perfs 5500-08 with
2000 gols.15% ocid.
Squeezed perfs 5500-08 with OOsocks

cement with .6°/o Halod No.9

Squeezed perfs 5500-08 with75 socks
cement with .6 /o Holod No.9

Squeezed perfs
5500-08°with 150 ocks

cement with .6°/o Hölad No.9

Drilled out to 5632 :perf.5542--64

5582 --87,

5596-5G21°: Acidized with

GALT P PLUS.
I-A ri 10,0-00 Gal with 28°/o acid .

se 1-15-77: Pmp 35 bbis F. Woter trtd w/K-700

& 475, Put on Water in;ection
-- 10-2-80: Tri d. oil perfs. w/96 bb1s. 28 lo

HCL ocid.
8-5-81= Reptoced loc-set pocker,set62'higher

on 12/8/81: Perf d Ismoy w/2 jfft. at 5500-08

Trtd all Perfs w/5OOO gal. 28°/o in 5-
1000 gal. Stages.

21
ee PETD

800 GALS.BDA.
1200 GALS.RET
IN 3 EQUAL STAGES

/2-300 GAL.TEMP.PLUGS.

e

o

seo

Oo

MmELMO CREEK UNIT
WELL NR M-I4

hi

McELMO CREEK UNIT
THE SUPER10R OIL CO.OPERATOR Re,vision : 1-25-77

SE NE SEC.6, T41 S,R25E.
SAN JUAN COUNTY, UTAH. W¤†er Injection,

ELEV.4759' K.B. T.D.5770' We/I No.
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McE1moCreek Unit

ATTACHMENTI

RULE I-5: Application for Approval of Class II Injection Wells

(a) Well Data Sheets.

(b) (1) Plat #1.
(2) Well Data Sheets.
(3) Well Data Sheets & Logs.
(4)

i. The average intervening thickness is 4000' between
the existing injection interval and the deepest fresh
water sand.

ii. Maximum Surface Pressure: 2800 psig.
Maximum Rate: 4000 BWPO.

FORMATION DEPTH LITHOLOGY

Chinie 1300' avg. Shale
DeChelly 2350' avg. Sandstone

::- Organ Rock 2600' avg. Shale
Hermosa 4400' avg.' Limestone
Upper Ismay 5300' avg. Limestone
Lower Ismay 5370' avg. Limestone
Gothic 5450' avg. Shale
Desert Creek 5460' avg. Limestone
Chimney Rock 5550' avg. Shale

(5)
(i) A throttling valve is installed on the wellheaa

to control injection rates and pressures.

(ii) The source of injection water is Superior's
production wells within the McElmo Creek Unit.
The wells produce from the Ismay and Desert Creek
formations with approximate depths of 5300' and 5460'
respectively.

(iii) The analysis of injection water is as follows: (as
parts per m 11ion).

PH: 6.5 Ca: 13770 ppm SO4: 25 ppm
CL: 16700 ppm Mg: 11421 ppm H2S: 30 ppm
Fe: 3 ppm HCO3: 109.8 ppm Sa: -

CaCO3: 18470 ppm CO3: - Specific
Gravity:
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PH: 6.5 Ca: 13770 ppm SO4: 25 ppm
CL: 16700 ppm Mg: 11421 ppm H2S: 30 ppm
Fe: 3 ppm HCO3: 109.8 ppm Sa: -
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McElmoCreek Unit

(5) Cont.
(iv) The injection zones are the Ismay and Desert

Creek formations. Both zones are carbonate formations
consisting of limestone, anhydrite and dolomite. The
formations extend throughout the Paradox Basin and are
underlain by the Chimney Rock Shale and are overlain
by the Hermosa Limestone.

(v) Fresh water zones (Morrison, Bluff, Entrada) range
from 0 to 1300' with Entrada being the deepest and
somewhat saline.

(vi) The analysis of formation water (Desert Creek) is
as follows: (as parts per million).

PH: 6.6 Ca: 17410 ppm SO4: 33 ppm
CL: 34800 ppm Mg: 11518 ppm H2S: 10 ppm
Fe: 1.5 ppm HCO3: 48.8 ppm Ba: -

CaCO3: 22150 ppm CO3: - Specific
Gravity: 1.0902

(6) To assure that injection is confined to intervals intended
to receive the disposed water, wireline diagnostic surveys
are run periodically to determine whether any escapement
is taking place. If such information is discovered, the
disposal well will be shut-in until proper measure can be
taken. Casing pressure readings are made regularly to-.
verify that no tubing or packer leaks have developed.
If such leaks develop, the well will be shut-in until
proper repairs can be made.

(7) N/A.

(8) The Division will be notified of the date and time to

monitor the mechanical integrity test.

(10)
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CHECKLIST FOR INJECTION WELL APPLICATION AND FILE REVIEW

Operator: Well No.

County: T /// R ¶¶ Sec. Ö API# -AS -

New Well onversion Disposal Well Enhanced Recovery Well )

YES NO

UTC Forms C Coleted E-

Plat includinc Surface Owners. Leaseholders
and wells of availacle record

Schematic Diagram

Fracture Information . &

Pressure and Rate Control '

Adequate Geologic Information

Fluid Source

Analysis of I jection Fluid Yes No TDS

Analysis of Water in Fcrmation Yes C '
No TOS

to be injected into

Known USDW in area Depth

Number of wells in area of review Pred. Úp P&A

Water In j.

Aquifer Exemption Yes NA

J Mechanical Integrity Test Yes No L

Date Type

Comments:

Reviewed
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DËPARTMUE
FT NTERJOR

BUREAUOF LANDMANAGEMENT 14-20-603-372

SUNDRYNOTICESAND REPORISON WELLS

u....O A. .... CATHODICPRRTICTION MCELMOGREEK
ga orpyggxfŒ ERWolitaast mass

SUPERIOROIL COMPANY,through ts Agent, MOSIL OIL CORP. MCELMOCREEK
soonssa orywiwa

. waza, no.
P. 0. DRAWER'G', CORTEZ, COLORADO81321 M-14

sheanoarnf Wxit"3R I naWá WIëstrly indigiec dan with ami state geogi ente t. 10 fiaWä¾ii woot,ei wigggsee also space 1Belo TTC Ci V GREATER ANETHe surrace
.

Asc a,;at.,on sig a2089 FNL 773 EEL, SE O 2 21 5 6, T41S, R25E S

eck pr ate 89 Tojnchnete N e e, h
ossemos a roarsom oo: suasser a s an one ers

er massa emes u,wa asana.earne warsa ...24,, s.ras....was;
.aer......ar varses. eenrear. ,.4,.......aw..., as...... 44. .

stoor en Acsossa Anaxpox• wooorsitona aespasaxe -asAxoomassw•

aarass wsz.t. . çµAWSE pi,AWS (ggher)
9tarr) JppstÑÏžt Gathodic Protecti n Syst m ",¶?, *,rt re.. eo orerna wen

y, ggs¶glSE $1LOPOSED OR CONPLETED OPERATioxs (Clearly Atate all pes(tygt 4egalls, and give IIertinent dates, tacinding estimated date et starting anyproposed work. It well is directionally dr#ilati; gwe ¢mbsaggace AlmeAions And measured and true vertical depths for all anerkers and sones perti-anna so this work.)•

To maximize effective korrosion control of metallic piping and structures down hole and above
ground, Mobil Oil Corporation, Agent for Superior Oil Company, proposes to construct an
electrified cathodic protection system consisting of a subsurface graphite anode bed connected
to an above ground rectifier which has a lead connected to the well casing.

The constrúction will onsist of firench, 140' long Ú' deep and 2 wide in thi 1 r§serve pi
arei of h well Tocation. All constrdótio Wil1 he confined to existing distufbed area õf wel

c31tion xisting electrical power to the well will be used fo this cathodic protection
system

8. hereby tertit that the orego is true and rrect

Rats spaie to eke te em

COND ONS OF



Mobil Oil Cor por ation
P.O. BOX 5444
DENVER, COLORADO 80217 5444

May 14, 1986

Utah Board of Oil, Gas and Mining
355 West North Temple

MAY1 6 19863 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

DIVISION OF
Attn: R. J. Firth OIL GAS & MINING

Associate Director

SUPERIOR OILCOMPANYMERGER

Dear Mr. Firth:
On September 20, 1984, The Superior Oil Company (Superior) became a wholly ownedsubsidiary of Mobil Corporation. Since January 1, 1985, Mobil Oil Corporation(MOC), another wholly owned subsidiary of Mobil Corporation, has acted as agentfor Superior and has operated the Superior-owned properties.
On April 24, 1986, Superior was merged with Mohil-EKplûrktian_su1d_ froducillaNorth America Inc. (MEPNA)s, which is also a wholly owned subsidiary of MobilCorporation. MEPNAis the surviving company of the merger.
This letter is to advise you that all properties held in the name of Superiorwill now be held in the name of MEPNA; and that these properties will continueto be operated by MOCas agent for MEPNA.
Attached is a listing of all wells and a separate listing of injection-disposalwells, Designation of Agent and an organization chart illustrating the relation-ships of the various companies. If you have any questions or require additionaldocumentation of this merger, please feel free to contact me at the aboveaddress or (303) 298-2577.

Very truly yours,

CNE/rd R. D. BakerCNE8661 Environmental Regulatory
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PAC.E 2

r WESTERNREGULAIGRïWELLCOMPLIANCEDATAFILE (PAGEi OF2)
FC:RTHECORTEZSUPERVISORAREA

FORTHEGREATERANETHFIELD 05/í3/86

PROFERTï WELL WELLA EEDERAL STATE UNITNAME NAME COUNTï STATESEC T NSHPRNG TYPEI APINühBER LEASEN.UMBER NüniER R 63ER

HCELMOCREEK I-23 SANJUAN UT NESE í3-415-24E INJ 0? 43-637-16352 14-20-603-37û 96-604199
I-25 SANJUAN UT NENE24-415-24E INJ OP43-637-16353 14-2 -603-370 96-û04196
J-í\ SANJUAN UT NWSW31-405-25E INJ OP43-637-ió354 14-29-6û3-372 96-9ô4190
J-13 JANJUAN UT NWNW06-415-25E INJ CP43-037-16355†4-20-663-372 96-004190
J-15 SANJUAN UT NWSW06-415-25E INJ DP43-037-15954 14-20-603-372 96-ô04190
J-ii SANJUAN UT NWNWû7-415-25E INJ DP43-û37-0559514-2û-663-263 96-094199
J-19, SANJUAN UT NWSWû7-415-25E INJ DP43-037-055501~4-20-603-263 96-004190
J-21 SANJUAN UT NWNW18-415-25E INJ OP43-037-0654714-26-603-263 96-604199
K-í4 SANJUAN UT SE NW06-415-25E INJ GP43-337-15956 14-20-603-372 96-904190
K-18 SANJUAN UT SE N'àû?-415-25E INJ 0P 43-037-0558314-20-603-263 96-0û4190
K-2û SANJUAN UT SE SWû7-415-25E INJ GP43-937-1550314-20-603-263 96-004196
K-22 SANJUAN UT SE'A'û18-415-25E INJ OP43-037-15504í4-29-603-263 96-904190
X-22X SANJUAN UT SE ín-4ís-25E INJ OP 43-037-30430ie-20-693-263 96-664190
K-24 SANJUAN UT SE SW18-415-25E INJ OP43-937-0540614-2û-603-2ò3 96-004190
L-09 SANJUAN UT NWNE31-493-25E INJ ûP 43-037-ió359 14-20-603-372 96-004190
L-lit SANJUAN UT NWSE 3í-405-25E INJ OP43-037-15958i4-20-6û3-372 96-û 4199
L-i3 SANJUAN UT NWNE06-4íS-25E INJ GP43-937-1595914-20-6û3-372 96-064190
L-15r *ANJUAN UT NWSE 6-415-25E INJ OP43-037-1596û14-29-603-372 96-00419
L-í7 SANJUAN UT NWNE97-4iS-25E INJ DP43-937-05613i4-20-663-263 96-û04í90
L-i9-I'SAN JUAN UT NWSE07-415-25E INJ DP43-û37-û553914-20-¿ô3-263 96-994190
L-21st/SAN JUAN UT NWNE18-415-25E INJ OP43-037-0547114-2û-603-263 . 96-09419ô
L-23y/ IANJUAN UT NESE 18-415-25E INJ GP43-037-1550714-20-603-263 96-894i?û
L-25 ei SANJUAN UT Na WE19-415-25E INJ DP43-037-iñ508 14-20-603-264 96-0û419û
M-12/'SAN JUAN UT SE SE 3í-408-25E INJ UP43-037-15962i4-2û-603-372 96-004199
M-14* SANJUAN UT SE NE06-415-25E ÏNJ 0? 43-937-15963 i4-20-663-372 96-60419¥
M-16/ SANJUAN UT SE SE 06-415-25E INJ ur 43-637-15361 14-20-603-372 96-0û4i?û
6-18 a SANJUAN ül SE E 37-4\S-25E INJ l? 43-937-15513í4-20-603-263 96-004190
M-20 SANJUAN UT SE SE û7-415-25E INJ GP43-637-1551114-20-6ô3-263 96-004190
N-07A SANJUAN UT NE-·5W29-405-25E INJ UP43-037-658i9 I-149-IND-8839-A 96-004190
N-999 SANJUA;4 UT NWNW32-4ûZ-25E INJ CP 43-037-1596414-2 -6 3-372
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UTAHDIVISION OF OIL, GAS AND MINING
CASING-BRADENHEADTEST

OPERATOR: /)QE P/W9
FIELD: f/& Åt LEASE:

,gg /F

WELL# - 4 4 V, ¯ SEC. TOWNSHIP 71 RANGE 2. 5

STATE FEE DEPTH TYPE WELL N MAX. INJ. PRESS. 2E

TEST DATE |O EL/g

PRESSURE
CASING STRING SIZE SET AT CMT READINGS REMARKS FUTURE
SURFACE /0 S/ /203 500

INTERMEDIATE

PRODUCTION 7

TUBING 2 9 543/

PRESSURE
CASING STRING SIZE SET AT CMT READINGS REMARKS FUTURE
SURFACE

INTERMEDIATE

PRODUCTION

TUBING

PRESSURE
CASING STRING SIZE SET AT CMT READINGS REMARKS FUTURE

SURFACE

INTERMEDIATE

PRODUCTION

UTAHDIVISION OF OIL, GAS AND MINING
CASING-BRADENHEADTEST

OPERATOR: /)QE P/W9
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Fenn 3:eo-s UNITED STATES FORM APPtovEDalesmaer 19×4*
DEPARTMENT OF THE INTERIOR NWgit Arten No 05

BUREAU OF I.AND MANAGEMENT i s e,,, "°

SUNDRYNOTICES AND REPORTS ON WELLS 14-20-603-372
6 If indaan. Allanee or Tnbe NLDo not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPt.lCATION FOR PERMIT-" for such proposals NAVAJO
-mi ....

SUBMIT IN TRIPLICATE t it una or c^ ^sr••=•= oessananon

i. Typ.«w•u MCELMOCREEK
Ow.a Ow.. Qo..' INilFCTIONWELL WeMNamaandNo

2. No..orop•ramr M-14
MOBII,OR ÇQRPOMTION AUG 13 1990 « an w.a s.

^*=='""'**""* %Mobil Exploration & Producing U.Sp .

43-037-15963
P.O. Box 633 Midland. Texas 79707 DF iõ.FiesaandPoes.orex,,,,,,,,,4,,,

4 or w.n <r...... s... T.. a.. M.. or s.n.y o..npuo. ;fDNG GREATERANETH
I 1. Commyor Pansh. Sma

2089' FNL, 773 FEL, SENE . Sec. 6, T41S, R25E
SAN JUAN, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATENATUREOF NOTICE, REPORT, OR OTHER OATA
TYPEOF SUSMISSION TYPEOF ACTION

O s.... .n... O 4......... Oes... ., ...
O a...... O New ComannanaO*l=•†mRepon Rugang Buk O Non-Raunas FracarmgO c..., a..... O w- sa.,«O FM Abandonmem Nonc, O 42.... c... O ..... .Oo.., conversionto fô

(Note: Repen results of muitspie compienon on Well Completion or
Recompletion Report and laag form.:

13. Descrtbe Proposed or Completed Operauons (Clearly state all pertment detads, and Bivepertmem dates, mcludmg estimaceddate of startsag any proposed work. If well à direcuonally drilled.give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work )*

7-15-90 MIRU POOHw/ tbg
7-16-90 Drill & circ.
7-17-90 Set CIBP @5517 Spot 50x plug "B" Neat from 5517-5317
7-18-90 Tag cmt @ 5400' Drill & circ down to 5514. Press csg 1500#
7-19-90 Set cmt ret. @ 5390 Sqz Ismay perfs 5500-5508 w/50x "B" w/2% CACHL
7-22 to 7-25-90 Drill cmt.
7-26-90 Drill to PBTD Set pkr @ 5538
7-27-90 Acdz D.C. Zone I perfs w/5000 gals 13% & 2100 gals diverter
7-29-90 RIH w/prod tbg.
8-1-90 RIH w/pkr Set @5406' Press. Csg to 1000#psi/Héld/0K

RDMO

14 i hereby ca ify that the forego g is mac and correct

(This space for Federal or tale office use)

Approved by Tide Date
Condalons of approval. sí any

Title 18 U 5 C Section 1001. makes at a crime for any person knowmgly and wdinally to make to any department or agency of tne Umted States any false. ficmtous or fraudule statemens
or representanons as to any maner withm its jurisdiction

'See instruction on Aeverse
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Recompletion Report and taig fonn.:
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7-16-90 Drill & circ.
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7-29-90 RIH w/prod tbg.
8-1-90 RIH w/pkr Set @5406' Press. Csg to 1000#psi/Héld/0K

RDMO

14 i hereby ca ify that the forego g is mac and correct

(This space for Federal or tale office use)

Approved by Tide Date
Condalons of approval. sí any

Title 18 U 5 C Section 1001. makes at a cnme for any person knowmgly and wdinally to make to any department or agency of tne Umted States any false. ficmtous or fraudule statemens
or representanons as to any maner withm its Junsdiction

'See instruction on Aeverse



SENT BV:MOBIL OIL - CORTEZ 03-11-93 11:300M 30356522344 915 688 2050 W 5

RECOMMENDEDWORK PROCEDURE

WELL NO. M-14 (Injection Well)
LEASE McElmo Creek Field

ANNULAR FLUID Inhibited Produced Fluide
WORKOVERFLUID Produced Water (or lø pps brine)

WT.(LBS/GAL) 8.6
HYD. PRESS 2318 pai
RES. PRESS est 2200 poi

ZONE Ismay & Desert Creek

Spanial Tnatructions:
*Provide two covered tanks for flow back & kill fluid (400 bble

capacity each). MI one set of pipe racks and ±5650' 2-7/8" WS.
Ensure EPA has been notified 2 weeks prior to any MIT. Utilise
Apollo wireline (Farmington) for resin work and BHST logging,
Contact Wayne McPherson (Mobil) for Resin application @ (303)
565-2207,

1. ND wellhead CPC equipment.

2. NU backflow equipment and backflow well to test tank for 3 dever
prior to moving on well (at until well is statio). Kill well
10 pyg brine as necessary.

3. MIRD Big A DDPU, NO BOP w/ adaptor flange (as necessary) w/ -

2-7/8" pipe and blind rams on 900 Series wellhead. Ins
pressure certi£1ed and tested to 3000 psi WP and 5000
Use new gasket and all 12 bolts. RO Cyclone tong service
38ø degree £ull radius grip tongs w/ backup. ---

4. Insure casing annulus and tubing is full of produced watestand
POOH w/ ±173 Jts 2-7/8" est lined tog and 7" Inverted Lok•B&b-

phr. Install thread pr..otectore & stand tog back.in derr
Visually inspect pipe & LD Joints w/ flaked one or defo
pina/collara. RD Cyclone tongs. Send pkr assembly to Bak
redress.

5. MIRU power swivel/reverse unit (as necessary). FU & GIB w/
6-1/4" bit, 7" 238 J-55 aoraper, & DC's (as necessary) on 4
2-7/8" WS. DO/CO to PETD 0 5631'. RD power swivel/reverse unio.
POOH & LD DC's, scraper, & bit.

6. RU Apollo wireline. PC & GIH w/ 7" CIBP on wireline setting-

head. Set CISP ® 6812'. POOH w/ setting head.

7. PU & GIH w/ CCL/GR/Temp logging tools. Run temp log from
5512'-5400' (or minimum footage charged). Notify Engineer w/
BHST. POOH w/

SENT BV:MOBIL OIL - CORTEZ 03-11-93 11:300M 30356522344 915 688 2050 W 5

RECOMMENDEDWORK PROCEDURE

WELL NO. M-14 (Injection Well)
LEASE McElmo Creek Field

ANNULAR FLUID Inhibited Produced Fluide
WORKOVERFLUID Produced Water (or lø pps brine)

WT.(LBS/GAL) 8.6
HYD. PRESS 2318 pai
RES. PRESS est 2200 poi

ZONE Ismay & Desert Creek

Spanial Tnatructions:
*Provide two covered tanks for flow back & kill fluid (400 bble

capacity each). MI one set of pipe racks and ±5650' 2-7/8" WS.
Ensure EPA has been notified 2 weeks prior to any MIT. Utilise
Apollo wireline (Farmington) for resin work and BHST logging,
Contact Wayne McPherson (Mobil) for Resin application @ (303)
565-2207,

1. ND wellhead CPC equipment.

2. NU backflow equipment and backflow well to test tank for 3 dever
prior to moving on well (at until well is statio). Kill well
10 pyg brine as necessary.

3. MIRD Big A DDPU, NO BOP w/ adaptor flange (as necessary) w/ -

2-7/8" pipe and blind rams on 900 Series wellhead. Ins
pressure certi£1ed and tested to 3000 psi WP and 5000
Use new gasket and all 12 bolts. RO Cyclone tong service
38ø degree £ull radius grip tongs w/ backup. ---

4. Insure casing annulus and tubing is full of produced watestand
POOH w/ ±173 Jts 2-7/8" est lined tog and 7" Inverted Lok•B&b-

phr. Install thread pr..otectore & stand tog back.in derr
Visually inspect pipe & LD Joints w/ flaked one or defo
pina/collara. RD Cyclone tongs. Send pkr assembly to Bak
redress.

5. MIRU power swivel/reverse unit (as necessary). FU & GIB w/
6-1/4" bit, 7" 238 J-55 aoraper, & DC's (as necessary) on 4
2-7/8" WS. DO/CO to PETD 0 5631'. RD power swivel/reverse unio.
POOH & LD DC's, scraper, & bit.

6. RU Apollo wireline. PC & GIH w/ 7" CIBP on wireline setting-

head. Set CISP ® 6812'. POOH w/ setting head.

7. PU & GIH w/ CCL/GR/Temp logging tools. Run temp log from
5512'-5400' (or minimum footage charged). Notify Engineer w/
BHST. POOH w/



90 dump ostler n oireline Mix resin/catalyst for BHST from
gging can. .p cail 35 gais resin soroes peris 5500'-55ø8'.

PD :ailer 4 ::reline air. TO WO resin _24 hre. Consult w/
Engineer a resin setting eine :core time . av ce necessary).

9. RU wireline, 312 & tag resin top my sinker bar/CCL to insure
complete set en resin. If reein top has fallen below $500', RO
dump bailer & dump additional resin to cover perfs. RD wireline.

10. MIRU power suivel/reverse unit (as necessary). 20 & GIH w/
6-1/4" bit & DC's (as necessary) on 2-7/8" WS. Locate and record
resin top. DO/CO resin to CIBP @ 5512'. Tie onto tbs w/ pump
truck and pressure test resin squeeze to 1ØØØ pai. Notify
2ngineer w/ results. If resin squeeze holda pressure, DO/CO .

CISP. RD power swivel/reverse unit. POOH & LD WS, DC's, & bit.
If resin squeeze does not hold pressure, consult w/ Engineer for
revised procedure.

11. RU Cyclone tong service w/ 380 degree full radius tongs w/
backup. PG & GIH w/ 2-7/8"x 110' Fiberglass erosion joint,
Guiberson 2-7/8"x 7" G-8 IPC/EPC pkr and Guiberson 2-7/8"
318SS O/F tool w/ 1.781" 'F' profile (for 7" ces & lubrica
tubing seal grease) on ±173 Jts 2-7/8" amt lined tbg..£w‡
ring couplings & permaserts). Drift all tog & connectio
1.9". Set pkr ±5406'. Note: Run 1.781" pump out plug;

Make-un requirementa:
12ØØ-140Ø ft-1bs to torque ring
2200-2480 ft-1bs into torque ring

12. Sting off of 0/F tool and circulate inhibited packer t
casing annulus. Sting onto 0/F tool. If backside.ia no
completely loaded after resetting O/F tool, dump inhí
fluid until annulus is completely loaded. Fressure te
annulus..to 1000 psL£or 30 minutes. Obtainrpre
file (note: 1000 poi must-£all within 38-70%.o
pressure chart). RD Cyclone··fulÍ'žadine tongs

NOTIFTEPA IN FARNINGTON;NM. , PRIOR TO CONDUCTI
EPA representative: Ken Lingo.

13. Tie onto tog. Pressure test tbg to 500 pel below pump
shear for 10 minutes to insure tbg integrity. Pressure
pump plug out bottom.

14. ND BOP & NU injection wellhead. RDMODDPU. Make all .

necessary surface connections. Place well on injection.
Target rate = 100 BPD CO2

Max wellhead pressure = 2881 pai.

GLM - 15 FEB

90 dump ostler n oireline Mix resin/catalyst for BHST from
gging can. .p cail 35 gais resin soroes peris 5500'-55ø8'.

PD :ailer 4 ::reline air. TO WO resin _24 hre. Consult w/
Engineer a resin setting eine :core time . av ce necessary).

9. RU wireline, 312 & tag resin top my sinker bar/CCL to insure
complete set en resin. If reein top has fallen below $500', RO
dump bailer & dump additional resin to cover perfs. RD wireline.

10. MIRU power suivel/reverse unit (as necessary). 20 & GIH w/
6-1/4" bit & DC's (as necessary) on 2-7/8" WS. Locate and record
resin top. DO/CO resin to CIBP @ 5512'. Tie onto tbs w/ pump
truck and pressure test resin squeeze to 1ØØØ pai. Notify
2ngineer w/ results. If resin squeeze holda pressure, DO/CO .

CISP. RD power swivel/reverse unit. POOH & LD WS, DC's, & bit.
If resin squeeze does not hold pressure, consult w/ Engineer for
revised procedure.

11. RU Cyclone tong service w/ 380 degree full radius tongs w/
backup. PU & GIH w/ 2-7/8"x ±1Ø' Fiberglass erosion joint,
Guiberson 2-7/8"x 7" G-8 IPC/EPC pkr and Guiberson 2-7/8"
318SS O/F tool w/ 1.781" 'F' profile (for 7" ces & lubrica
tubing seal grease) on ±173 Jts 2-7/8" amt lined tbg..£w‡
ring couplings & permaserts). Drift all tog & connectio
1.9". Set pkr ±5406'. Note: Run 1.781" pump out plug;

Make-un requirementa:
12ØØ-140Ø ft-1bs to torque ring
2200-2480 ft-1bs into torque ring

12. Sting off of 0/F tool and circulate inhibited packer t
casing annulus. Sting onto 0/F tool. If backside.ia no
completely loaded after resetting O/F tool, dump inhí
fluid until annulus is completely loaded. Fressure te
annulus..to 1000 psL£or 30 minutes. Obtainrpre
file (note: 1000 poi must-£all within 38-70%.o
pressure chart). RD Cyclone··fulÍ'žadine tongs

NOTIFTEPA IN FARNINGTON;NM. , PRIOR TO CONDUCTI
EPA representative: Ken Lingo.

13. Tie onto tog. Pressure test tbg to 500 pel below pump
shear for 10 minutes to insure tbg integrity. Pressure
pump plug out bottom.

14. ND BOP & NU injection wellhead. RDMODDPU. Make all .

necessary surface connections. Place well on injection.
Target rate = 100 BPD CO2

Max wellhead pressure = 2881 pai.

GLM - 15 FEB



creekBait M-84
Propeesde schemeneNB•4757*

a: 4742·
Z: t5*A

10-3/4" 32.75# N-40 Cag- - 1207R-2 Stam-
cmeet. ...sw/ seersumm

2-7¾
173 Jtsst-7/BW 5 id-6&

..h-AMA

:-7/maranno esem¢¾
w/ t.Tage

2-7/yyy - sam#ramin
:-7/** treo

Pir•

PERW
mate a w- gensame:-me• ·

->-7•

PRID'565t*
aw-mæ•

7" 2ag a-as a-a stances.
. . y .Omfd-w/ 30 emenemV

10 5770*
A -
15

creekBait M-84
Propeesde schemeneNB•4757*

a: 4742·
Z: t5*A

10-3/4" 32.75# N-40 Cag- - 1207R-2 Stam-
cmeet. ...sw/ seersumm

2-7¾
173 Jtsst-7/BW 5 id-6&

..h-AMA

:-7/maranno esem¢¾
w/ t.Tage

2-7/yyy - sam#ramin
:-7/** treo

Pir•

PERW
mate a w- gensame:-me• ·

->-7•

PRID'565t*
aw-mæ•

7" 2ag a-as a-a stances.
. . y .Omfd-w/ 30 emenemV

10 5770*
A -

15



EENT 5 :MOEIL L - RTEÏ 3-11-97 :32 M 565227 915 688 2 5

McElmascresbUsta-N-ië
Present

KB:4757
4: 4742'
I: 1s•Aa

10-3/4* 32.75¢ H-40 Cag- - 1207
R-2 Si

cmesse.suseel seeraumene
2-7/BWendsp
173 jimae•7/ .8 M-

anniassey

PER
auss* -- .

35 tw

gggfg•
-

PURESMP
MWW

rw a..ss.a-a sran ces.
cmeeel seeaumen* la s a

15

EENT 5 :MOEIL L - RTEÏ 3-11-97 :32 M 565227 915 688 2 5

McElmascresbUsta-N-ië
Present

KB:4757
4: 4742'
I: 1s•Aa

10-3/4* 32.75¢ H-40 Cag- - 1207
R-2 Si

cmesse.suseel seeraumene
2-7/BWendsp
173 jimae•7/ .8 M-

anniassey

PER
auss* -- .

35 tw

gggfg•
-

PURESMP
MWW

rw a..ss.a-a sran ces.
cmeeel seeaumen* la s a

15



Form 3160-5 ~

UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR i a 31

BUREAU OF LAND MANAGEMENT 5. Izase Designation and SerialNo.
14-40-603-372

SUN DRYNOTICES AND REPORTS ON WELLS 6. U Indian, AHonee or Trüse Nans
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for NAVAJO TRIBAL

7. If Unit or CA, Agreement Desigmtion
SUBMIT IN TRIPLICA MCELMO CREEK UNIT

1. Type of Well

Ou Ot'n do.., INJECTION WELL 8. WeH Name and No.

2. Name of Operator M-14
MOBILOIL CORPORATION VSON OF ,

3. Address and Telephone No- 43-037-15963
PO BOX 633 MIDLAND,TX 79702 (915) 688-2585 10. Field and Pool, or Ex¢oratory Area

4. Location of Well (Footage, Sec., T., R., M , or Survev Descriotion) GREATER ANETH
2089 FNL, 773 FEL SEC. è, T41S, R25E 11. Countyor Parish,State

SAN JUAN, UTAH

12. CHECK APPROPRIATE BOX(s)TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intcut Abandonment Change of Plans

O a....w.o.. O New Construction

Subsequem Repon Plugging Back O NwRoudne Pruturing

O c.i., a.,... O Waar Shut-Off

Final Abandonment Notice Maring Cning Cæversion W Igcdo
O otherSQUEEZE Ü DisposeWaar

(Note: Reportresuksof mekipiccompletienesWell

Completion or Recompletion Repen form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including.estimated date of starting any proposed work. If wen is directionaHydrBlod,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

SEE ATTACHMENT

DA

BY

14. I herebyc that ng is true and correctTODD

Title ENGINEERINGTECHNICIAN Date
3-11-93

(This space for Federal or State office use)

Federal Approval of this Title Date
o f approval, if any: ACÍIOn Is Necessary

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictidous or fraudulent statemesh
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse

Form 3160-5 ~

UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR i a 31

BUREAU OF LAND MANAGEMENT 5. Izase Designation and SerialNo.
14-40-603-372

SUN DRYNOTICES AND REPORTS ON WELLS 6. U Indian, AHonee or Trüse Nans
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for NAVAJO TRIBAL

7. If Unit or CA, Agreement Desigmtion
SUBMIT IN TRIPLICA MCELMO CREEK UNIT

1. Type of Well

Ou Ot'n do.., INJECTION WELL 8. WeH Name and No.

2. Name of Operator M-14
MOBILOIL CORPORATION VSON OF ,

3. Address and Telephone No- 43-037-15963
PO BOX 633 MIDLAND,TX 79702 (915) 688-2585 10. Field and Pool, or Ex¢oratory Area

4. Location of Well (Footage, Sec., T., R., M , or Survev Descriotion) GREATER ANETH
2089 FNL, 773 FEL SEC. è, T41S, R25E 11. Countyor Parish,State

SAN JUAN, UTAH

12. CHECK APPROPRIATE BOX(s)TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intcut Abandonment Change of Plans

O a....w.o.. O New Construction

Subsequem Repon Plugging Back O NwRoudne Pruturing

O c.i., a.,... O Waar Shut-Off

Final Abandonment Notice Maring Cning Cæversion W Igcdo
O otherSQUEEZE Ü DisposeWaar

(Note: Reportresuksof mekipiccompletienesWell

Completion or Recompletion Repen form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including.estimated date of starting any proposed work. If wen is directionaHydrBlod,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

SEE ATTACHMENT

DA

BY

14. I herebyc that ng is true and correctTODD

Title ENGINEERINGTECHNICIAN Date
3-11-93

(This space for Federal or State office use)

Federal Approval of this Title Date
o f approval, if any: ACÍIOn Is Necessary

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictidous or fraudulent statemesh
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse



Form 31604 UNITED STATES FORM APPROVED
(Jung1990) DEPARTMENT OF THE INTERIOR BudEx

i
aNrch3 19943

BUREAU OF LAND MANAGEMENT 5. Izase Designation and serialNo.
14-40-603-372

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottce or Tribe Name
Do not use this form for proposals to drill or to deepen or reentr to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such NAVAJO TRIBAL

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE MCELMO CREEK UNIT

1. Type of WellO°win O°w':ndo.., INJECTION WELL 8. Well Name and No.
2. Name of Operator M-14

MOBILOIL CORPORATION DIVISIONOF 9. API Well No.
3. Address and Telephone No. CAOÛ 43-037-15963

PO BOX 633 MIDLAND,TX 79702 (915) 688-2585 10. Field and Pool, or Exploratory Area
4. Lacation of Well (Footage. Sec., T., R., M , or Survev Descriotion) GREATER ANETH

2089 FNL, 773 FEL SEC. 6, T41S, R25E
11. County or Parish, State

SAN JUAN, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plans

O acco.pietion O New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

O c.in, a.pair O Water Shut-Off

Final Abandonment Notice Altering Casing Convmion to Inytion

O Other SQUEEZE DisposeWater
(Noac: Reportresuksof mukipiccompletiononWeH
Completion or Recompletion Report and Logform.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including.estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

5-04-93 MIRU NU BOP.
5-05-93 DISPLACE HOLE & TBG W/10# WTR.
5-06-93 PKR HUNG
5-08-93 ATTEMPT TO RETREIVE PLUG F/PKR. SET PLUG IN TBG SUMP BIAL CMT ON TOP OF PLUG.SET ANOTHER PLUG
DUMP BAIL CMT ON TOP OF PLUG.
5-09-93 SNUB INGSTRING OUT OF HOLE.
5-10-93 SET CIBP @ 5530
5-12-93 TAG TOP OF CMT RET. @ 3118
5-13-93 DRILL OUT CMT RET. CIRC. HOLE CLEAN. SET CMT RET. @ 5406
5-14-93 P.U. BIT SNUB IN HOLE TO RET. DRILL RET, CIRC HOLE CLEAN.
5-15-93 SET RET @ 5404. RETREIVE PLUG F/TBG. PRESS ANN TO 1000 PSI. PUMP ELASTOMER CMT BY HESITATION
SQZ. .3 BBLS, .5BBL - 930 PSI, .5 BBL - 930 PSI, .5BBL -960 PSI, .5BBL - 990 PSI, .5BBL - 1000 PSI, .25BBL - 1100
PSI, .25BBL - 1100 PSI. REVERSE OUT TBG W/200 BBLS FW. PRESS CSG TO 1200 PSI.
5-17-93 TIH W/BIT TO CMT RET. @5404. DRILL OUT CMT. RET. & ELASTOMER CMT CLEAN HOLE.
5-18-93 DRILL CMT RET & ELASTOMER TO 5373'
5-19-93 DRIL 5353-5383. BROKE THRU RET. TAGGED RET ON TOP OF ClBP.PRESS TEST SQZ TO 1200 PSI. LOST 300 PSI
IN 2 MIN. STILL HOLD 900 PSI BACK PRESS.
5-21-93 DINISHDRLG THRU CIBP. @ 5530. TAGGED SOLID. CIRC. HOLE CLEAN.
5-22-93 SET PKR @ 5413.57. TEST PKR & CSG TO 1000 PSI FOR 30 MIN.. CIRC. PKR FLUID
5-24-93 RIH W/TBG.
5-25-93 ND BOP. RDMO.

14. I hereby c t t9thebf e ng is true andRcorrectTODD

y¡ti, ENGINEERING TECHNICIA -30

(This space for Federal r State office use)

Approved by Title NO NG
Conditions of approval, if any:

DATE:
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any depar t•or agency of th
or representations as to any matter within its jurisdiction.

*Soo Instruction on Reverse

Form 31604 UNITED STATES FORM APPROVED
(Jung1990) DEPARTMENT OF THE INTERIOR BudEx

i
aNrch3 19943

BUREAU OF LAND MANAGEMENT 5. Izase Designation and serialNo.
14-40-603-372

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottce or Tribe Name
Do not use this form for proposals to drill or to deepen or reentr to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such NAVAJO TRIBAL

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE MCELMO CREEK UNIT

1. Type of WellO°win O°w':ndo.., INJECTION WELL 8. Well Name and No.
2. Name of Operator M-14

MOBILOIL CORPORATION DIVISIONOF 9. API Well No.
3. Address and Telephone No. CAOÛ 43-037-15963

PO BOX 633 MIDLAND,TX 79702 (915) 688-2585 10. Field and Pool, or Exploratory Area
4. Lacation of Well (Footage. Sec., T., R., M , or Survev Descriotion) GREATER ANETH

2089 FNL, 773 FEL SEC. 6, T41S, R25E
11. County or Parish, State

SAN JUAN, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plans

O acco.pietion O New Construction

Subsequent Repon Plugging Back Non-Routine Fracturing

O c.in, a.pair O Water Shut-Off

Final Abandonment Notice Altering Casing Convmion to Inytion

O Other SQUEEZE DisposeWater
(Noac: Reportresuksof mukipiccompletiononWeH
Completion or Recompletion Report and Logform.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including.estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

5-04-93 MIRU NU BOP.
5-05-93 DISPLACE HOLE & TBG W/10# WTR.
5-06-93 PKR HUNG
5-08-93 ATTEMPT TO RETREIVE PLUG F/PKR. SET PLUG IN TBG SUMP BIAL CMT ON TOP OF PLUG.SET ANOTHER PLUG
DUMP BAIL CMT ON TOP OF PLUG.
5-09-93 SNUB INGSTRING OUT OF HOLE.
5-10-93 SET CIBP @ 5530
5-12-93 TAG TOP OF CMT RET. @ 3118
5-13-93 DRILL OUT CMT RET. CIRC. HOLE CLEAN. SET CMT RET. @ 5406
5-14-93 P.U. BIT SNUB IN HOLE TO RET. DRILL RET, CIRC HOLE CLEAN.
5-15-93 SET RET @ 5404. RETREIVE PLUG F/TBG. PRESS ANN TO 1000 PSI. PUMP ELASTOMER CMT BY HESITATION
SQZ. .3 BBLS, .5BBL - 930 PSI, .5 BBL - 930 PSI, .5BBL -960 PSI, .5BBL - 990 PSI, .5BBL - 1000 PSI, .25BBL - 1100
PSI, .25BBL - 1100 PSI. REVERSE OUT TBG W/200 BBLS FW. PRESS CSG TO 1200 PSI.
5-17-93 TIH W/BIT TO CMT RET. @5404. DRILL OUT CMT. RET. & ELASTOMER CMT CLEAN HOLE.
5-18-93 DRILL CMT RET & ELASTOMER TO 5373'
5-19-93 DRIL 5353-5383. BROKE THRU RET. TAGGED RET ON TOP OF ClBP.PRESS TEST SQZ TO 1200 PSI. LOST 300 PSI
IN 2 MIN. STILL HOLD 900 PSI BACK PRESS.
5-21-93 DINISHDRLG THRU CIBP. @ 5530. TAGGED SOLID. CIRC. HOLE CLEAN.
5-22-93 SET PKR @ 5413.57. TEST PKR & CSG TO 1000 PSI FOR 30 MIN.. CIRC. PKR FLUID
5-24-93 RIH W/TBG.
5-25-93 ND BOP. RDMO.

14. I hereby c t t9thebf e ng is true andRcorrectTODD

y¡ti, ENGINEERING TECHNICIA -30

(This space for Federal r State office use)

Approved by Title NO NG
Conditions of approval, if any:

DATE:
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any depar t•or agency of th
or representations as to any matter within its jurisdiction.

*Soo Instruction on Reverse



Form 3160-5 UNITED STATES FORM APPROVED
Budget Burean No. 1004-0135

(June 1990) DEPARTMENT OF THE INTERIOR Expires: Mara 31, 1993

BUREAU OF LAND MANAGEMENT 5. Izase Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS
14-20-603-372

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT -

" for such proposals NAVAJO TRIBAL

7. If Unit or CA, Agnement Designation
SUBMIT IN TRIPLICATE MCELMO CREEK UNIT

1. Type of Weß

ell 11 Other 8. Well Name and No.

2. Name of Opemtor MCELMO CREEK UN M-14
MOBIL EXPLORATION & PRODUCING US, AS AGENT FOR MOBIL OIL CORPORATION 9. API Well No.

3. Address and Telephone No. 43-037-15963

P. O. BOX 633, MIDLAND, TX 79702 (915) 688-2585 10. Fieki and Pool, or exploratory Aæa

4. Incation of WeH (Footage, Sec., T., R., M., or Survey Description) GREATER ANETH

2089' FNL, 773' FEL; SEC. 6, T41S, R25E 11. County or Parish, State

SAN JUAN UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Ð Subsequent Report Plugging Back Non-Routine Fracturing

O Cning RW Water Shut-Off
Final Abandonment Notice Altering Casing Conversion to Injection

O ou,,, SI STATUS Dispose water
(Nole: Report results of undtiple ccupletim on Well
comrMon or F-×miPMenFerort9171Ie form3

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertment dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and tme vertical depths for all markets and zones pertinent to this work.)*

MOBIL REQUESTS SI STATUS. WAITING ON FUNDINGFOR WORKOVER.

14. I hereby rtify t the forego g is true correct

signes , Title ENV. & REG. TECHNICIAN
Date

05/31/94

(This space for Fedemi or S office use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

* See Instruction on Reverse

Form 3160-5 UNITED STATES FORM APPROVED
Budget Burean No. 1004-0135

(June 1990) DEPARTMENT OF THE INTERIOR Expires: Mara 31, 1993

BUREAU OF LAND MANAGEMENT 5. Izase Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS
14-20-603-372

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT -

" for such proposals NAVAJO TRIBAL

7. If Unit or CA, Agnement Designation
SUBMIT IN TRIPLICATE MCELMO CREEK UNIT

1. Type of Weß

ell 11 Other 8. Well Name and No.

2. Name of Opemtor MCELMO CREEK UN M-14
MOBIL EXPLORATION & PRODUCING US, AS AGENT FOR MOBIL OIL CORPORATION 9. API Well No.

3. Address and Telephone No. 43-037-15963

P. O. BOX 633, MIDLAND, TX 79702 (915) 688-2585 10. Fieki and Pool, or exploratory Aæa

4. Incation of WeH (Footage, Sec., T., R., M., or Survey Description) GREATER ANETH

2089' FNL, 773' FEL; SEC. 6, T41S, R25E 11. County or Parish, State

SAN JUAN UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Ð Subsequent Report Plugging Back Non-Routine Fracturing

O Cning RW Water Shut-Off
Final Abandonment Notice Altering Casing Conversion to Injection

O ou,,, SI STATUS Dispose water
(Nole: Report results of undtiple ccupletim on Well
comrMon or F-×miPMenFerort9171Ie form3

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertment dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and tme vertical depths for all markets and zones pertinent to this work.)*

MOBIL REQUESTS SI STATUS. WAITING ON FUNDINGFOR WORKOVER.

14. I hereby rtify t the forego g is true correct

signes , Title ENV. & REG. TECHNICIAN
Date

05/31/94

(This space for Fedemi or S office use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

* See Instruction on Reverse
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6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT -

" for such proposals NAVAJO TRIBAL

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE MCELMO CREEK UNIT

1. Type of Well

O& Oa Ð Other 8. Wen Name and No.
2. Name of Operator MCELMO CREEK UN M-14
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P. O. BOX 633, MIDLAND, TX 79702 (915) 688-2585 10. Field and Pool, or exploratory Area
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2089' FNL, 773' FEL; SEC. 6, T41S, R25E 11. County or Parish, State

SAN JUAN UT
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Recompletion New Construction
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Casing Repair Water Shut-Off
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Altering Casing C-ion m Ingn
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(Note: Report resuhs of nmkiple coupletion en Well
comrMon or FrenmrlatimPerortmi i er form3

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

*** SEE ATTACHED ***

ÏE©ElWÐAccepted by theUtah Division of JUN- 9 1994Oil, Gas and Mining
-____ LF

V.0FDLBASSU UFORRECORDONLY

14. I hereby c that the fo going is true and correct

Signed ENV. & REG. TECHNICIAN
Date

06/06/94

(This space for Federal or State office use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfullv to make to any department or agency of the United States any false, fictitious or fmudulent statements
or representations as to any matter within its jurisdiction.

* See Instruction on Reverse
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McElmo Creek M-14

Workover Procedure
(REVISED)

1. Lock and tao out all power sources. RU pump and pump lines to
christmas tree. Bullhead 50 bble of 10 ppg brine into well.
Observe well the next dav to confirm if well is dead.

2. MI workover rig having 108' derrick. Bleed off casing Dressure.
Unbolt tree and PU 20.000 lbs tension and rotate 1 turn to the left
to close downhole shut off valve. If well is not dead. bleed off
tubing pressure to confirm downhole shut off valve is closed.

3. Release on/off tool. ND tree. NU and PT BOP's to 3000 psi high and
250 osi low. Circulate hole to 10 000 brine. If well was not dead.
RU snubbing equipment. Send tree to Big Red Tool, Farmington for
inspection and replacement of AB modified teflon seal ring in bottom
of tree. Notify Big Red that this tree has leaking valves. Have
tree returned in time for use on this well.

4. Release Guiberson Uni-VI packer and POH laying down 2-7/8"
J-55 EUE Brd KCTS fluorolined injection tubing and send to Permian
Interprises in Odessa, Texas for inspection and repair cost
estimate. Use open rotary type tongs with backup on collar (Do not
use Foster type closed rotary tongs). Install thread protectors
while laying down tubing. RIH with 6-1/8" rock bit without nozzles
and casing scraper for 7", 23 lb/ft casing on 2-7/8" EUE Brd
workstring and CO to PBTD at 5608' EL (Top of Junk). POH.

5. RIH with squeeze packer and set at +/- 5410'. PT casing to 1000 psi
for 30 minutes (5 percent leakoff or less is acceptable).

6. If 7" casing failed to PT in Steo No. 5, PU SOO' and reset squeeze
packer. PT backside to 1000 psi. Continue un hole and locate leak.
POH. RIH with saueeze packer, 4 joints of 2-3/8" tubing and REP.
Set RBP at 5408'. Set squeeze packer and PT RBP to 2000 psi. PU
to +/- 5395. Dump 400 lbs of 20/40 sand down workstring slowly and
pump to bottom. Wait 1 hour for sand to fall. Reverse out
workstring. RIH and tag top of sand to confirm +/- 10' of sand on
top of RBP. PU and set tubing tail +/- 100' above location of
casing leak. Set Squeeze packer and space out with 15,000 lbs
weight. Pressure backside to 1000 psi and monitor. Establish
injection rate of +/- 1-2 BPM using 10 ppg brine at maximum surface
injection pressure of 2500 psi. Mix and pump the following:

A) 5 bble of fresh water spacer
B) 100 exs of Class B standard cement containing

O.3% Halad 344, 3% Microbond, 0.1% CFR-3, and
sufficient retarder for 3 hour pump time.

C) 5 bble of fresh water

McElmo Creek M-14

Workover Procedure
(REVISED)
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workstring. RIH and tag top of sand to confirm +/- 10' of sand on
top of RBP. PU and set tubing tail +/- 100' above location of
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7. Displace top of slurry to end of tailpipe or to a maximum injection
pressure of 2500 psi. Stage squeeze last 4 bble of cement as
necessary to obtain a fina2 squeeze pressure of at least 2000 psi.
Release squeeze packer and reverse 'out. POH. WOC 12 hours.

8. RIH with 6-1/8" rock bit without nozzles and casing scraper on
2-7/8" workstring and drill out cement. Clean out to top of sand on
top of RPS. PT casing to 1000 psi. POH. Resqueeze as necessary.
If PT OK then RIH with retrieving tool on workstring. Wash sand off
RPB and retrieve RBP. POH laying down workstring. ND snubbing
unit if it was required.

9. RU Schlumberger wireline and lubricator. PT lubricator to 1000 psi
or wellhead pressure if higher. RIH with GR/METT/CCL and log from
PBTD at 5608' to 4600' or until short casing joints are located.
POH.

10. RIH with 4" casing guns loaded with deep penetratino charges at 4
SPF, 90 degree phasing and perforate 5540'-5608'EL. RIH with junk
basket/gauge ring to 5420'.

7. Displace top of slurry to end of tailpipe or to a maximum injection
pressure of 2500 psi. Stage squeeze last 4 bble of cement as
necessary to obtain a fina2 squeeze pressure of at least 2000 psi.
Release squeeze packer and reverse 'out. POH. WOC 12 hours.

8. RIH with 6-1/8" rock bit without nozzles and casing scraper on
2-7/8" workstring and drill out cement. Clean out to top of sand on
top of RPS. PT casing to 1000 psi. POH. Resqueeze as necessary.
If PT OK then RIH with retrieving tool on workstring. Wash sand off
RPB and retrieve RBP. POH laying down workstring. ND snubbing
unit if it was required.

9. RU Schlumberger wireline and lubricator. PT lubricator to 1000 psi
or wellhead pressure if higher. RIH with GR/METT/CCL and log from
PBTD at 5608' to 4600' or until short casing joints are located.
POH.

10. RIH with 4" casing guns loaded with deep penetratino charges at 4
SPF, 90 degree phasing and perforate 5540'-5608'EL. RIH with junk
basket/gauge ring to 5420'.
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FORM APPROVED
Form 3160-5 UNITED STATES adget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR ... Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT . a: Designation and Serial No.

4 20-603-372
SUNDRY NOTICES AND REPORTS ON WELLS

r lian, Allottee or Tribe Name
Do not use thisform for proposals to drill or to deepen or reentry to an*Y

Use "APPLICATION FOR PERMIT-" for such proposafs NAVAJOTRIBAL
7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE MCELMOCREEKUNIT
1. Type of Well

gi, °•,"ii
[X]Other INJECTION B. Well Name and No.

2. NameofOperatorMobilExploration & Producing U.S. Inc. MCELMOCREEK M-14
as Agent for Mobil Producing TX & NM Inc. 9. APIWeRNo.

3. Address and Telephone No. 43-037-15963
P.O. Box 633, Mid1and, TX 79702 915/688-2585 10. Field and Pool, or exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) GREATERANTEH
2089' FNL773' FEL 11. countyor varish,stat.
SE SE SEC6-T41S-R25E

SAN JUAN UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Noû e of Inknt Abandonment Change of Plans

O R-pletion New Construction

Subsequent Report Plugging Back Non-Routino Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Altering Casing Conversion to Injection

Other NORKOVER oisposewater
(Note: Report results of umltipio completim m Well
Completion or Recompletion Reportani IA form.)

13. Describe Proposed or Completed Operations (Clearly stato all pertinent details, and give portinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

2-14-95 MIRU. CIRC NELLW/ 10# BRINE. TEST CSG TO 1000#, GAINED100 PSI IN 30 MINS.
2-15-95 N/D TREE, N/U B0PS
2-16-95 POOH& L/D 2 7/8 INJECTION STRING.
2-17-95 TIH W/ 7" SQZ PKR, 2 7/8 WS & SET PKR 0 5379'.
2-18-95 N/U SNUBBINGUNIT, POOHN/ PKR, SNUB IN N/ BIT & SCRAPER.
2-20-95 TAG 0 5614'.
2-21-95 PERF 5580-5608 & 5540-5570 W/ 4N CSG GUNW/ 4 SPF. SET PKR 0 5400'.
2-22-95 L/D WORKSTRING, RUN 18 JTS INJECTIONTBG. 2 7/8 6.5# J55.
2-23-95 RIH W/ SEAL ASSY. & 173 JTS 2 7/8 6.5# J55. RD MO.

14. I hereby ce(tify that the foregoing is true and correct

Signed 4% km Title ENV& REG TECHNICIAN oat. 3-29-95

(This space for Federal or State office use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

* See Instruction on Reverse
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give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*
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14. I hereby ce(tify that the foregoing is true and correct

Signed 4% km Title ENV& REG TECHNICIAN oat. 3-29-95

(This space for Federal or State office use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

* See Instruction on Reverse



Page No. 2 STATE OF UTAH
08/03/95 INVENTORY OF INJECTION WELLS

OPERATOR API NO. WELL TNS RGE SE WELLTYPE INDIAN COUNT

/NEPNA (MOBIL 43-037-16344 E-23 41S 24E 14 INJW Y
EPNA (MOBIL 43-037-16343 E-21 41S 24E 14 INJW Y
EPNA (MOBIL 43-037-16353 I-25 41S 24E 24 INJW Y
EPNA (MOBIL 43-037-16349 G-25 41S 24E 24 INJW Y

b/ÑEPNA (MOBIL 43-037-16384 V-15 41S 25E 3 INJI Y
p/NEPNA (MOBIL 43-037-16383 V-13 41S 25E 3 INJW Y
t/ÑEPNA (MOBIL 43-037-16157 U-16 41S 25E 4 INJW Y
s/fEPNA (MOBIL 43-037-16148 R-13 41S 25E 4 INJW Y
v MEPRA (MOBIL 43-037-16149 R-15 41S 25E 4 INJW Y
/ÑEPNA (MOBIL 43-037-16378 T-13 41S 25E 4 INJW Y

EPNA (MOBIL 43-037-16379 T-15 41S 25E 4 INJW Y
MEPNA (MOBIL 43-037-16156 U-14 41S 25E 4 INJW Y

/'MEPNA (MOBIL 43-037-16152 S-16 41S 25E 4 INJW Y
/MEPNA (MOBIL 43-037-16151 S-14 41S 25E 4 INJW Y
¿MEPNA (MOBIL 43-037-16365 0-14 41S 25E 5 INJW Y
VMEPNA (MOBIL 43-037-15969 0-16 41S 25E 5 INJW Y
vÑEPNA (MOBIL 43-037-16363 N-15 41S 25E 5 INJW Y
vfEPNA (MOBIL 43-037-15966 N-13 41S 25E 5 INJW Y
vkEPNA (MOBIL 43-037-15975 Q-16 41S 25E 5 INJW Y
cAEPNA (MOBIL 43-037-15974 Q-14 41S 25E 5 INJW Y
y¾EPNA (MOBIL 43-037-15972 P-15 41S 25E 5 INJW Y
tyÉEPNA (MOBIL 43-037-16368 P-13 41S 25E 5 INJW Y
/MEPNA (MOBIL 43-037-15960 L-15 41S 25E 6 INJI Y
/ÉEPNA (MOBIL 43-037-16355 J-13 41S 25E 6 INJW Y

e/ÑEPNA (MOBIL 43-037-15959 L-13 41S 25E 6 INJW Y
v/ÑEPNA (MOBIL 43-037-15963 M-14 41S 25E 6 INJI Y
w/MEPNA (MOBIL 43-037-15957 K-16 41S 25E 6 INJI Y
e/ÑEPNA (MOBIL 43-037-15954 J-15 41S 25E 6 INJI Y
e/MEPNA (MOBIL 43-037-15956 K-14 41S 25E 6 INJW Y
L/REPNA (MOBIL 43-037-16361 M-16 41S 25E 6 INJW Y
e/MEPNA (MOBIL 43-037-15498 J-17 41S 25E 7 INJW Y
/MEPNA (MOBIL 43-037-15511 M-20 41S 25E 7 INJW Y

t/REPNA (MOBIL 43-037-15510 M-18 41S 25E 7 INJW Y
t/ EPNA (MOBIL 43-037-15505 L-19 41S 25E 7 INJW Y
VMEPNA (MOBIL 43-037-16360 L-17 41S 25E 7 INJW Y
/MEPNA (MOBIL 43-037-15503 K-20 41S 25E 7 INJW Y
¿MEPNA (MOBIL 43-037-16357 K-18 41S 25E 7 INJW Y
/MEPNA (MOBIL 43-037-16356 J-19 41S 25E 7 INJW Y
/MEPNA (MOBIL 43-037-15519 P-17 41S 25E 8 INJW Y
/ÑEPNA (MOBIL 43-037-15515 N-19 41S 25E 8 INJW Y
/REPNA (MOBIL 43-037-15514 N-17 41S 25E 8 INJW Y

c/$EPNA (MOBIL 43-037-15520 P-19 41S 25E 8 INJW Y
v/REPNA (MOBIL 43-037-15517 O-18 41S 25E 8 INJW Y
/MEPNA (MOBIL 43-037-16373 R-19 41S 25E 9 INJW Y
/NEPNA (MOBIL 43-037-15976 R-17 41S 25E 9 INJI Y
/ÉEPNA (MOBIL 43-037-16380 T-17 41S 25E 9 INJW Y
/ÑEPNA (MOBIL 43-037-16374 R-21 41S 25E 16 INJW Y

ÑEPNA (MOBIL 43-037-31439 P-23A 41S 25E 17 INJW Y
/REPNA (MOBIL 43-037-15516 N-21 41S 25E 17 INJW Y
L/ÉEPNA (MOBIL 43-037-16369 P-21 41S 25E 17 INJW Y

MEPNA (MOBIL 43-037-16364 N-23 41S 25E 17 INJW Y
CEPNA (MOBIL 43-037-15507 L-23 41S 25E 18 INJW

Page No. 2 STATE OF UTAH
08/03/95 INVENTORY OF INJECTION WELLS

OPERATOR API NO. WELL TNS RGE SE WELLTYPE INDIAN COUNT

/NEPNA (MOBIL 43-037-16344 E-23 41S 24E 14 INJW Y
EPNA (MOBIL 43-037-16343 E-21 41S 24E 14 INJW Y
EPNA (MOBIL 43-037-16353 I-25 41S 24E 24 INJW Y
EPNA (MOBIL 43-037-16349 G-25 41S 24E 24 INJW Y

b/ÑEPNA (MOBIL 43-037-16384 V-15 41S 25E 3 INJI Y
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v MEPRA (MOBIL 43-037-16149 R-15 41S 25E 4 INJW Y
/ÑEPNA (MOBIL 43-037-16378 T-13 41S 25E 4 INJW Y

EPNA (MOBIL 43-037-16379 T-15 41S 25E 4 INJW Y
MEPNA (MOBIL 43-037-16156 U-14 41S 25E 4 INJW Y

/'MEPNA (MOBIL 43-037-16152 S-16 41S 25E 4 INJW Y
/MEPNA (MOBIL 43-037-16151 S-14 41S 25E 4 INJW Y
¿MEPNA (MOBIL 43-037-16365 0-14 41S 25E 5 INJW Y
VMEPNA (MOBIL 43-037-15969 0-16 41S 25E 5 INJW Y
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vfEPNA (MOBIL 43-037-15966 N-13 41S 25E 5 INJW Y
vkEPNA (MOBIL 43-037-15975 Q-16 41S 25E 5 INJW Y
cAEPNA (MOBIL 43-037-15974 Q-14 41S 25E 5 INJW Y
y¾EPNA (MOBIL 43-037-15972 P-15 41S 25E 5 INJW Y
tyÉEPNA (MOBIL 43-037-16368 P-13 41S 25E 5 INJW Y
/MEPNA (MOBIL 43-037-15960 L-15 41S 25E 6 INJI Y
/ÉEPNA (MOBIL 43-037-16355 J-13 41S 25E 6 INJW Y

e/ÑEPNA (MOBIL 43-037-15959 L-13 41S 25E 6 INJW Y
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/MEPNA (MOBIL 43-037-15511 M-20 41S 25E 7 INJW Y

t/REPNA (MOBIL 43-037-15510 M-18 41S 25E 7 INJW Y
t/ EPNA (MOBIL 43-037-15505 L-19 41S 25E 7 INJW Y
VMEPNA (MOBIL 43-037-16360 L-17 41S 25E 7 INJW Y
/MEPNA (MOBIL 43-037-15503 K-20 41S 25E 7 INJW Y
¿MEPNA (MOBIL 43-037-16357 K-18 41S 25E 7 INJW Y
/MEPNA (MOBIL 43-037-16356 J-19 41S 25E 7 INJW Y
/MEPNA (MOBIL 43-037-15519 P-17 41S 25E 8 INJW Y
/ÑEPNA (MOBIL 43-037-15515 N-19 41S 25E 8 INJW Y
/REPNA (MOBIL 43-037-15514 N-17 41S 25E 8 INJW Y

c/$EPNA (MOBIL 43-037-15520 P-19 41S 25E 8 INJW Y
v/REPNA (MOBIL 43-037-15517 O-18 41S 25E 8 INJW Y
/MEPNA (MOBIL 43-037-16373 R-19 41S 25E 9 INJW Y
/NEPNA (MOBIL 43-037-15976 R-17 41S 25E 9 INJI Y
/ÉEPNA (MOBIL 43-037-16380 T-17 41S 25E 9 INJW Y
/ÑEPNA (MOBIL 43-037-16374 R-21 41S 25E 16 INJW Y

ÑEPNA (MOBIL 43-037-31439 P-23A 41S 25E 17 INJW Y
/REPNA (MOBIL 43-037-15516 N-21 41S 25E 17 INJW Y
L/ÉEPNA (MOBIL 43-037-16369 P-21 41S 25E 17 INJW Y
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CEPNA (MOBIL 43-037-15507 L-23 41S 25E 18 INJW



Division of Oil, Gas and Mining

PHONE CONVERSATION DOCUMENTATION FORM

Route original/copy to:

E] Well File E] Suspense zwJ Other
(Return Date) OPER NM CHG

(Location) Sec_Twp Rng (To - Initials)
(API No.)

1 . Date of Phone Call: 8-3-95 Time:

2. DOGM Employee (name) L. CORDovA (Initiated Call E3)
Talked to:

Name RJ J. FIRTH (Initiated Call D) - Phone No. ( )

of (Company/Organization)

3 . Topic of Conversation: MEPN A / N7370

4 . Highlights of Conversation:

OPERATOR NAME IS BEING CHANGED FROM MEPN A (HOBIL EXPLORATION AND PRODUCING

NORTH AMERICA INC) TO MORIL EKPLOR & PROD. THE NAME CHANGE IS BEING DONE AT

THIS TIME TO ALLEVIATE CONFUSION, BOTIl IN HOUSE AND AMONGST THE GENERAL PUB

*SUPERIOR OIL COMPANY MERGED INTO HEPN A 4-24-86 (SEE ATTACHED)
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'
Mobil Oil Corporation P.O.BOXS444

DENVER, COLORADO 80217-5444

May 14, 1986

Utah Board of Oil, Gas and Mining '1355 West North Temple
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

DIVIS10NOF
Attn: R. J. Firth OiL, GAS & MINING

Associate Director

SUPERIOR 0IL COMPANYMERGER

Dear Mr. Firth:
On September 20, 1984, The Superior Oil Company (Superior) became a wholly owned
subsidiary of Mobil Corporation. Since January 1, 1985, Mobil'0il Corporation
(MOC), another wholly owned subsidiary of Mobil Corporation, has acted as agent
for Superior and has operated the Superior-owned properties.

On April 24, 1986, Superior was merged with Mobil Exploration and Producing
North America Inc. (MEPNA), which is also a wholly owned subsidiary of Mobil
Corporation. MEPNAis the surviving company of the merger.

This letter is to advise you that all properties held in the name of Superior
will now be held in the name of MEPNA;and that these properties will continue
to be operated by MOCas agent for MEPNA.

Attached is a listing of all wells and a separate listing of injection-disposal
wells, Designation of Agent and an organization chart illustrating the relation-
shipi of the various companies. If you have any questions or require additional
documentation of this merger, please feel free to contact me at the above
address or (303) 298-2577.

Very truly yours,

CNE/rd R. D. Baker
CNE8661 Environmental Regulatory
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Oivision of Gil, Gas and Mining
OPERATOR CHANGEHORKSHEET N°"

Attach all documentation received by the division regarding this change. 2- 28
Initial each listed item when completed. Write N/A if item is not applicable. 3 -F

4-VLC¿-

O Change of Operator (well sold) O Designation of Agent 5-RJF

O Designation of Operator IROperator Name Change Only

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 8-2-95
)

TO (new operator) MOBIL EXPLOR & PROD FROM (former operator) HEPN A
(address) c/O MOBIL OIL CORP (address) c/O HOBIL OIL CORP

PO DRAVER G PO DRAWER G
CORTEZ CO 81321 CORTEZ CO 81321
phone (303 ) 564-5212 phone (303 )564-5212

¯¯

account no. N7370 account no. N7370

Hell(s) (attach additional page if needed):

Name: ** SEE ATTACHED ** API:OS h5gd3 Entity: Set Twp_Rng_ Lease Type:
Name: API: Entity: Sec_ _Twp_ _Rng_ _ Lease Type:
Name: API: Entity: Sec___Twp __Rng Lease Type:
Name: API: Entity: Sec___Twp___Rng_ Lease Type:
Name: API: Entity: Sec___Twp___Rng_ Lease Type:
Name: API: Entity: Sec___Twp_ Rng_ Lease Type:
Name: API: Entity: Sec___Twp _Rng__ Lease Type:

OPERATORCHANGEDOCUMENTATION

& 1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).

2. (Rule R615-8-10) Sundry or other legal documentation has been received from new operator
(Attach to this form).

3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file number:

I 4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Öil and Gas Information System (Hang/IBM) for each well
listed above. (gey-fs)

6. Cardex file has been updated for each well listed above.Ëì)/, †‡-

7. Hell file labels have been updated for each well listed above. 7.

8. Changes have been included on the monthly "Operator, Address and Account Changes" memo
for distribution to State Lands and the Tax Commission. (ggggg)

. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

ii..m i nus

-
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placed there for reference during routing and processing of the original documents.

ii..m i nus

-



OPERATOR CHANGEWORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

R

eEHR615-8-7)

Entity assi ments have been reviewed for all wells listed above. Here
entity changes made? (yes/ o (If entity assignments were changed, attach copies of
Form 6, Entity Action FormT.

2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

BONDVERIFICATION (Fee wells only) Ë
1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a

proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) ___.

Today's date 19____. If yes, division response was made by letter
dated 19 __.

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such

/G-notificationhas been requested.

2. Copies of documents have been sent to State Lands for changes involving State leases.

FILMING

1. All attachments to this form have been microfilmed. Date: (DrÀ©kva- 4 19
95~

.

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form and the original attachments have been filed in the Operator
Change file.

OPERATOR CHANGEWORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

R

eEHR615-8-7)

Entity assi ments have been reviewed for all wells listed above. Here
entity changes made? (yes/ o (If entity assignments were changed, attach copies of
Form 6, Entity Action FormT.

2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

BONDVERIFICATION (Fee wells only) Ë
1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a

proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) ___.

Today's date 19____. If yes, division response was made by letter
dated 19 __.

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such

/G-notificationhas been requested.

2. Copies of documents have been sent to State Lands for changes involving State leases.

FILMING

1. All attachments to this form have been microfilmed. Date: (DrÀ©kva- 4 19
95~

.

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The original of this form and the original attachments have been filed in the Operator
Change file.



ExxonMobil Production Compa
U.S. West
P.O. Box 4358
Houston, Texas 77210-4358

June 27, 2001
Egon Mobil

Production

Mr. Jim Thompson
State of Utah, Division of Oil, Gas and Mining
1549 West North Temple
Suite 1210
Salt Lake City, UT 84114-5801

Change of Name - Mobil Oil Corporation to
ExxonMobil Oil Corporation

Dear Mr. Thompson

Effective June 1, 2001, Mobil Oil Corporation (MOC) changed its name to ExxonMobil Oil Corporation
(EMOC). This was a name change only; EMOC is the same corporation as Mobil Oil Corporation, but with a
new name. No facility or other asset was transferredfrom one corporation to another by virtue of the name
change. Specifically, EMOC will remain the owner and operator of its existing exploration and production oil
and gas properties and facilities, as well as relevant permits.

There is no change to the name of Exxon Mobil Corporation, the ultimate shareholder of EMOC.

Please note the change of name of MOC to ExxonMobil Oil Corporation in your records pertaining to any MOC
permits.

The Federal Identification Number for MOC (13-5401570) will remain the same for EMOC.

A copy of the Certification, Bond Rider and a list of wells are attached.

If you have any questions please feel free to call Joel Talavera at 713-431-1010

Very truly yours,

Charlotte H. Harper
Permitting Supervisor

ExxonMobil Production Cornpany
a division of Exxon Mobil Corporation,
acting for ExxonMobil Oil
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ExxonMobil Production Cornpany
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acting for ExxonMobil Oil



APR-09-2002TUE01'17 PNBLMNMD70FF0 FAXNO,15055998998 P. 02

United States Department of the Interior

navamro P.O. Box 1060
,

.Gallup, New Mexico 87305-1060

RRES/543

CERTIFIED MAIL - RETURN RECEIPT REQUESTED

Charlotte H. Harper, PermittingSupervisor
Exxon MobilProduction Company
U. S. West
P. O. Box 4358
Houston, TX 77210-4358

Dear Ms. Harper:

This is to acknowledge receipt of your company's name change from Mobil Oil Corporationto
ExxonMobilOil CorporationeffectiveJune 1,2001. The receipt of documentsincludes theName
Change Certification, current listing of Officers and Directors, Listing of Leases, Financial
Statement, filing fees of $75.00and a copy of theRider for Bond Number 8027 31 97. There are
no other changes.

Please note thatwe will provide copies of thesedocumentsto other concerned parties. If you need
further assistance, you may contact Ms. Bertha Spencer, Realty Specialist,at (928) 871-5938.

Sincerely,

0"'$ NETSONE
Regional Realty Officer

cc: BLM, Farmington Field Office w/enclosures *

Navajo Nation Minerals Office, Attn: Mr. Akhtar Zaman, Director/w enclosures

NATVAM8: CODAD.

A11TEAMLt?ADERS
LLANDRESOURCES

ENVIRONMENT

APR-09-2002TUE01'17 PNBLMNMD70FF0 FAXNO,15055998998 P. 02

United States Department of the Interior

navamro P.O. Box 1060
,

.Gallup, New Mexico 87305-1060

RRES/543

CERTIFIED MAIL - RETURN RECEIPT REQUESTED

Charlotte H. Harper, PermittingSupervisor
Exxon MobilProduction Company
U. S. West
P. O. Box 4358
Houston, TX 77210-4358

Dear Ms. Harper:

This is to acknowledge receipt of your company's name change from Mobil Oil Corporationto
ExxonMobilOil CorporationeffectiveJune 1,2001. The receipt of documentsincludes theName
Change Certification, current listing of Officers and Directors, Listing of Leases, Financial
Statement, filing fees of $75.00and a copy of theRider for Bond Number 8027 31 97. There are
no other changes.

Please note thatwe will provide copies of thesedocumentsto other concerned parties. If you need
further assistance, you may contact Ms. Bertha Spencer, Realty Specialist,at (928) 871-5938.

Sincerely,

0"'$ NETSONE
Regional Realty Officer

cc: BLM, Farmington Field Office w/enclosures *

Navajo Nation Minerals Office, Attn: Mr. Akhtar Zaman, Director/w enclosures

NATVAM8: CODAD.

A11TEAMLt?ADERS
LLANDRESOURCES

ENVIRONMENT



APR-09-2002TUE01:17 PNBLNNND70FF0 FAXNO,15055998998 P. 03

UE oWn bil Production Co µny

PO. Box 4358
Houston, Texas 77210-4358

June27,2001 EgonMobil
ProductionCertified Mail

Retum Receipt Requested

Ms. Genni Denetsone
United States Department of the Interior jg § -Bureau of Indian Affairs, Navajo Region
Real Estate Services

NavajoRegionOfficeP. O. Box 1060
RES- MineraisSectionGallup,New Mexico87305-1060

Mail Code 543
Change of Name --

MobilOil Corporationto
ExxonMobilOil Corporation

Dear Ms. Denetsone:

Effective June 1, 200 l, MobilOil Corporation (MOC) changed its name to ExxonMobil Oil
Corporation (EMOC). This was a name change only; EMOC is the same corporation as Mobil
Oil Corporation, but with a new name. No facility or other asset was transferred from one
corporation to another by virtue of the name change. Specifically,EMOC will remain the owner
and operator of its existing exploration and production oil and gas properties and facilities,as
well as relevant permits.

There is no change to the name of Exxon Mobil Corporation, the ultimate shareholder of EMOC.

Please note the change of nameof MOC to ExxonMobil Oil Corporation in your records
pertaining to any MOC permits.

The Federal Identification Number for MOC(13-5401570) will remain the same for EMOC.

Attached is the Name ChangeCertification, Current listingof Officersand Directors,
Filing Fee of $75/-, Listing of Leases, Financial Statement and a copy of the Rider for
Bond number 802731 97. The original Bond Rider has been sent to Ms. Barbar Davis at your
Washington Office.

If you have any questions , please contact Alex Correa at (713) 431-1012.

Charlotte H. Harper
Permitting Supervisor

Attachments
ExxonMobilProductionCompany
a division of ExxonMobit Corporation,
acting for ExxonMobilOil CorporationJul. 0 5 2001

AJO REGION OFFICE
, / dL, A1eBRANCHOFREALESTATESERVICES
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The Federal Identification Number for MOC(13-5401570) will remain the same for EMOC.

Attached is the Name ChangeCertification, Current listingof Officersand Directors,
Filing Fee of $75/-, Listing of Leases, Financial Statement and a copy of the Rider for
Bond number 802731 97. The original Bond Rider has been sent to Ms. Barbar Davis at your
Washington Office.

If you have any questions , please contact Alex Correa at (713) 431-1012.

Charlotte H. Harper
Permitting Supervisor

Attachments
ExxonMobilProductionCompany
a division of ExxonMobit Corporation,
acting for ExxonMobilOil CorporationJul. 0 5 2001

AJO REGION OFFICE
, / dL, A1eBRANCHOFREALESTATESERVICES
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Bureau of Indian Affairs
Navajo RegionOffice
Attn: RRES- Mineral and MiningSection
P.O.Box1060
Gallup, New Mexico 87305-1060

Gentlemen:

TÍlS CUffent $ÍStIngOf OffiCens and director of ExxonMobil 011 Corporation (Name ofCorporation), of New York (State) is as follows:

OFFICERS
President F.A. Risch Address 5959 Las coiinas siva. Irving, Tx 7so39
Vice President K.T. Koonce AddreSS 800 Bell Street Houston, TX 77002
Secretary F.L. Reid AddreSS 5959 Las Colinas Blvd. Irvjpg, TX 75039
Treasure ß.A. Maher Address5959 Las Çolinas Blvd. Irving, TX 75039

DIRECTORS ,

Name D.D. Humphreys Address 5959 Las Colinas Blvd. Irving, TX 75039
Name P.A. Hanson AddreSS 5959 Las Colinas Blvd. frving, TX 75039
Name T.P. Townsend Address 5959 Las Colinas Blvd. Irving, TX 75039
Name B.A. Maher AddrgSS 5959 Las Colinas Blvd. Irving. TX 75039
Name F.A. Risch Address 5959 Las Colinas Blvd. Irving, TX 75039

Alex Correa

This is to certify that tlie above information pertaining tO ExxonMobil Oil Corporation (Corporatiori)is trust and correctas evidenced bythe recordsand accounts covering business for theState of Utah. ..and in the custodyof corporation service company (Agent), Phone: 1 (800 )927-9800
,whose business address IS. One Utah Cepter, 201 Sputh Main Street Salt Lake Citv..Utah 84111-2218
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CERTIFICATION

I, the undersigned Assistant Secretary of ExxonMobilOil Corporation. (formerly Mobil Oil
Corporation), a corporation organizedand existingunder the lawsof the Stateof New York,UnitedStatesof America, DO HEREBY CERTIFY, That, the following is a true and exact copy of the resolutions
adopted by theBoard of Directors on May 22, 2001:

CHANGE OF COMPANY NAME

WHEREAS,the undersigned Directors of the Corporation deem it to be in the best interest of the
Corporation to amend the Certificate of Incorporation of the Corporation to change the name and
principalofficeof the Corporation:

NOW THEREFORE BE IT RESOLVED, That Article 1st relating to the corporate name is hereby
amended to read as follows:

"Ist The corporatename of said Companyshall be,

ExxonMobilOil Corporation",

FURTHER RESOLVED,That the amendmentof the Corporation'sCertificateof Incorporation referredto in the preceding resolutions be submitted to the sole shareholder of the Corporation,entitledto votethereonfor its approvaland, if such shareholder gives its written consent, pursuant to Section 803 of the
Business CorporationLaw of the State of New York, approving such amendment, the proper officers ofthe Corporation be, and they hereby are, authorized to execute in the name of the Corporationthe
Certificate of Amendment of Certificateof Incorporation, in the formattachedhereto;

FURTHERRESOLVED,That the proper officers of the Corporationbe and they hereby are authorized
and directed to deliver, file and record in its behalf, the Certificate of Amendment of Certificate of
Incorporation, and to takesuch action as may be deemed necessary or advisable to confirm and make
effective in all respects the change of this Company'sname to EXXONMOBIL OIL CORPORATION.

WITNESS,my handand the seal of the Corporation at Irving, Texas, this 8thday of June, 2001.

Assistant Secretary

COUNTY OF DALLAS )
STATE OF TEXAS )
UNITED STATES OF AMERICA )
Sworn to and subscribed beforeme at Irving, Texas, U. S. A. on this the 8th day of June, 2001.

Notary
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CERTIFICATION

I, the undersigned Assistant Secretary of ExxonMobilOil Corporation. (formerly Mobil Oil
Corporation), a corporation organizedand existingunder the lawsof the Stateof New York,UnitedStatesof America, DO HEREBY CERTIFY, That, the following is a true and exact copy of the resolutions
adopted by theBoard of Directors on May 22, 2001:

CHANGE OF COMPANY NAME

WHEREAS,the undersigned Directors of the Corporation deem it to be in the best interest of the
Corporation to amend the Certificate of Incorporation of the Corporation to change the name and
principalofficeof the Corporation:

NOW THEREFORE BE IT RESOLVED, That Article 1st relating to the corporate name is hereby
amended to read as follows:

"Ist The corporatename of said Companyshall be,

ExxonMobilOil Corporation",

FURTHER RESOLVED,That the amendmentof the Corporation'sCertificateof Incorporation referredto in the preceding resolutions be submitted to the sole shareholder of the Corporation,entitledto votethereonfor its approvaland, if such shareholder gives its written consent, pursuant to Section 803 of the
Business CorporationLaw of the State of New York, approving such amendment, the proper officers ofthe Corporation be, and they hereby are, authorized to execute in the name of the Corporationthe
Certificate of Amendment of Certificateof Incorporation, in the formattachedhereto;

FURTHERRESOLVED,That the proper officers of the Corporationbe and they hereby are authorized
and directed to deliver, file and record in its behalf, the Certificate of Amendment of Certificate of
Incorporation, and to takesuch action as may be deemed necessary or advisable to confirm and make
effective in all respects the change of this Company'sname to EXXONMOBIL OIL CORPORATION.

WITNESS,my handand the seal of the Corporation at Irving, Texas, this 8thday of June, 2001.

Assistant Secretary

COUNTY OF DALLAS )
STATE OF TEXAS )
UNITED STATES OF AMERICA )
Sworn to and subscribed beforeme at Irving, Texas, U. S. A. on this the 8th day of June, 2001.

Notary
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LISTING OF LEASES OF MOBILOIL CORPORATION

Lease Number

1) 14-20-0603-6504
2) 14-20-0603-6505
3) 14-20-0603-6506
4) 14-20-0603-6508
5) 14-20-0603-6509
6) 14-20-0603-6510
7) 14-20-0603-7171
8) 14-20-0603-7172A
9) 14-20-600-3530
10) 14-20-603-359
11) 14-20-603-368
12) 14-20-603-370
13) 14-20-603-370A
14) 14-20-603-372
15) 14-20-603-372A
16) 14-20-603-4495
17) 14-20-603-5447
18) 14-20-603-5448
19) 14-20-603-5449
20) 14-20-603-5450
21) 14-20-603-5451
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CHUBB GROUP OF INSURANCE COMPANIES

FEDERALINSURANCE COMPANYRIDER
to be attached to and fonn a part of

BOND NO 8017 3197
wherein
Mobil Oil Corporation and Mobil Exploration and Producing U.S., Inc. isnamedas Principaland

FEDERALINSURANCECOMPANYAS SURETY,

in favor of United States of America, Department of the InteriorBureau of Indian Affairs

in the amountof $150,000.00
bonddate: 11/01/65

IT IS HEREBYUNDERSTOODAND AGREED THATeffectiveJune 1, 2001the name of thePrincipalis changed

FROM: Mobil Oil Corporation and MobitExploration and Producing U.S., Inc.
TO : ExxonMobil Oil Corporation

All other termsand conditions of this Bond are unchanged.

Signed,sealed and dated this 12* of June, 2001.

FEDERAL INSURANCECOMPANY

Mary Pierson,
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hubb POWER Fedëraf insurance Company Attn.: Surety Department
OF Vigilant insurance Company 15 Mountain ViewRoadA $UI'Oty ATTORNEY Pacific Indemnity Company Warren, NJ 07059

KnowANby These Presents, ThatFEDERALSISURANCECOMPANY,an Indianacarpersion,VIGILANTINSURANCECOMPANY,a NewYorkcorporation, and PACIFICINDEMNFTYCOMPANY,a Wisconsincorporation,do each hereby constituteand appoint R. F. Bobo,Mary Pierson, Philana Betros, and Jody E. Specht of Houston, Texas----------

each as theirtrueandlawfulAttorney-in-Facttoexeculeundersuch designation In theirnames and toafnxtheircorporateseals toand delver for andon theirbehalf as surety thereonorotherwise, bonds and undertakingsand other writingsobligatolyin thenature thereof(ather thanball bonds) gWenor executedin the course of business, and any instruments amendingor atering thesame, and consentsto themodificatlanor alterationof anyinstrument mierredtoin said bonds orobligallons.

In Witness Whereof,saidFEDERALINSURANCECOMPANY,VIGILANTINSURANCECOMPANY,andPACIFICINDEMNtfYCOMPANYham: eachexecutedand attestedthesepresentsand affixedtheircorporateseals on this 10 th day of May , 200 1.

STATE OF NEWJERSEY\
Couniyorsomerset )

onthis 10thdar• Mav, 2001 , beforeme, a NotaryPut:Ho of Now.lersey,pomonaMycame KennethC. Wendel,to me known to be Assistard Secrefasy of FEDERAL INSURANCECOMPANY, VIGILANTINsURANCE COMPANY, and PACIFIC INDEMNITYCOMPANY,thecompanieswhich executed1he foregning Powerof Atlomonend stosaid KennethC. Wendet bólng by me swom, did depose and say that he in Assialan!Secretaryof FEDERALINSURANCECCMPANY,VIGILANTINSURANCECOMPANY.endPACIFICINDENINITY PANYand knowstheporporate seals thereof,ihat theseals afiked tothe foregoingPowero(Altameyare suchcorporaleseals and were thereloallizedbyaidhority of the ByLawsof said Companies;and thathesigned said Power of Atiomey es AssistantSecretary of said Companies by like authority;and thathe is acquaintedWilh FrankE. Rotterison,and buiwa him tobeVies of said Companies; and that the signature of FrankE. Robertson, dubscribedto said Power af Attomeyis kt the genuine handwriting of Frank E,s theretosubscribed by authorityofsaid a presence.

NCS ofNewJersey

w CommissionExpiresQgggWION
ExtractfromtheBy-Lawsof FEDERALINSURANCECOMPANY,VIGILANTINSURANCECOMPANY,and PACIFIC INDEMNITYCOMPANY:'AUpowersofattomeyforandon behalfof theCompanymayandshallbe executedin thename and onbehalfoftheCompany,eitherbytheChairmanorthePresident ora VicePresident orenAssistantVicePresident,jointlywiththeSecretaryor an AssistantSecretary, undertheirrespectivedesignations. The signatureof suchofficersmaybe engraved,printedor lithographed. The signatureof eachof thefollowingofficers:Chairman,Preeldent,anyVicePresklent, anyAssistantVicePreeldent, any Secretary,any Assistant Secretaryand thesealof theCompanymaybe allizedby facalmie to anypowerof attorneyor to anycertificaterelatingtheretoappolnlingAssistant Secretaries orAttomeys-in-Factforpurposesonlyofexeculingandaltestingbonds andundertaldngsand otherwritingsobligatoryin theruhturethereof,andanysuchpoWerofattomeyorceltili¢aiebeadngsuchfacsimiesignakse orfacsimiesealshil lie validandbindingugioritheCompany and .anysuch powersoexecutedand certifiedbysuch facsimile signatureand facsimile seal shall be validand binding upon theCompanywithrespect toanybond orundertakingtowhichRis attached."
I, KinOEth C.Wendel,AssistantSecretary ofFEDERALINSURANCECOMPANY,VIGILANTINSURANCE COMPANY,and PACIFIC INDEMNITYCOMPANY(the'Companies") doherebycertifylhat

(i) thefomgaingextractoftheBy-LawsoftheCompaniesis trueandcorrect,(II) theCompaniesare duly icensedand aulhadaadimIransact surelybusinessin all50 oftheUnted Slales ofAmericaandtheDistrictofColumNaandareaulharhedby1he U.8. TreasuryDepartmart;fasther,FederalandVigilantare soensedinPuerto RIm and Ihe U.8. Virgintalands,andFederalis ScensedinAmericanSamoa, Guam,andeachofihe ProvincesofCanada eteept PdneeEdwardIsland;and(Ili) theforeGolngPower of Attomeyis true,correctand in fuKforceand effect
Given undermyhand and seals ofsaidCompanies at Warren, NJ this 12th day of June , 2001

.

IN THE EVENT YOU WISH TO NOTIFY US OF A CLAIM, VERIFY THE AUTHENTICITYOF THIS BOND ORNOTIFYUS OF ANY OTHER MATTER,PI.EASE CONTACTUS AT ADDRESS USTED ABOVE, OR BYTelephone (908) 903-3485 Fax (908)003-3656 e-mall: surety@chubb.com
1MOO225(Ed.4-09)
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CSC. 5184334741 06/01 '01 08:46 NO.410 03/05
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CESTIFICATE OFAMENDMELYr

'
CERTDBCATE OF MCORPORATIO

MOBIL OIL CORFORATION

(Undersection805 of the BusineseCorporadopLaw) .

Purocenttotheprovisions ofSe'otion805 of theBusines¢CorporationLaw,the .

undersignedPresident andgeerstory,resþectively,ofhfoÈ011Corporation hereby
carey -

FIRST: Thattheastne of the cerpocationis MúBIL OILCORPORATION
andthatsaidcorporationwasincorporatedanderthe nameofStandardOilCompanyof
New York,·

.

SECOND: That theConificate ofinogy.orglen ofthe corporadenwas illed
.

bythe Departmentof$tate,Albany,NevirYork,maioth dayófAugust,1882.
TERD: Thatthe,.gents to the CertificateofIncorpotition efFepted.

bythisCertifcateareasibliows:

(a) Art a of theCertiflpateofporpodon,Mg to the corporate -

name,ikherèby ¢to readgif Ilows: .
.

"1st The narne'eisaid Colupanyshallbe,
EmonMo60011Corporation", .

(b) . Arti.ele 71:h of the Cartificate of Ipcorporation, relating, to the ,

fice •of thy corpyratign to .hereby
emend2 tò' fé*4 as follows: ' ~

•
, .

The office of the corporttion within the State of NewYork is to
be JoeAfed in the County of Albany. The Company shall have .offices at such .

other p1a as the.hoard of Directors may from time ce ti.ne
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CSC 5184334741 06/01 '01 08:47 No.410 04/05ÇgÇ 90/Ut U I MY:UO 119. taa V.WIV•t
; - ¡

I

FOURTH: That theamendmentsto theCertifiesteof Incorporadonwere
authodsed by ihe:noû4..pt i e Ito e ho1 r.oi li t:anding

shakesintitled to wete,,on,gmendmentie to.:tly Cértificate of Incorporati n.by
.

written consent öf .tlie Wol.eshareholder dated May 22, 2001.

IN WlTNESSWHEBEOF,thisCertificatehas beensignedthisgg Day
ofMay,2001.

F.A.Imoh, Pre

STATEOFTEXAS )
COUNTY OF DALLAS )

P.L. 8810, being duly swom,deposes and saysthatheis the Secretaryof
MOBILOILCORPORATION,thecorporadon meadonedanddescribed inthe foregoing '

inetoment;thathelas readandsignedthesameandthatthestatementscontainedtherein '¡
aretrue. ' i

SUSSCRISED AND SWORNTObeforetue, theundersignedauthority,Þa this
.

the a dayof May,2001.

(SEAL)

PUBLIO, STATE TEXAS

mace M.netups 4
IN COMMitolt SMS

+ sierta.2004

> CSC ,TEL=5184334741 06/01'01
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CERTIFICATEOF puman
. .

OF '

" ' ÑlOBILOIL ORPORATION
UnderScodon 805 of the BusinessCorporaden Diw

.
100

. STATEOFNEWYOR
DEPARTENTOFSTATE

F¾edby: EXXONMOBILCORPORATION FilFO ABN0 1 2001
.
(Name) '

ygg .

seseLas connessiva. SY

kvina,TX75039-2298

SEhv:CES

01o 60100e l95'
> CSC - , TELm5184334741 06/01'01
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State of New York ]
Department of State }

I hereby certify that the annexed copy has been compared with the original documentin the custody oftheSecretary of State and that the same is a true copyof said original.

Witness my hand and seal of the Department of State on

DOS-1266
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State of New York ]
Department of State }

I hereby certify that the annexed copy has been compared with the original documentin the custody oftheSecretary of State and that the same is a true copyof said original.

Witness my hand and seal of the Department of State on

DOS-1266



Divisiorrof Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW

Change of Operator (Well Sold) Designation of Agent

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 06-01-2001

FROM: (Old Operator): TO: ( New Operator):
MOBIL EXPLORATION & PRODUCTION EXXONMOBIL OIL CORPORATION
Address: PO BOX DRAWER "G" Address: US WEST PO BOX 4358

CORTEZ, CO 81321 HOUSTON, TX 77210-4358

Phone: 1-(970)-564-5212 Phone: 1-(713)-431-1010
Account No. N7370 Account No. N1855

CA No. Unit: MCELMO CREEK

WELL(S)
SEC TWN API NO ENTITY LEASE WELL WELL

NAME RNG NO TYPE TYPE STATUS
NAVAJO C 42-6 (MCELMO CREEK M-14) 06-41S-25E 43-037-15963 99990 INDIAN WI A
NAVAJO C 11-6 (MCELMO CREEK J-13) 06-415-25E 43-037-16355 99990 INDIAN WI A
NAVAJO C-2 (MCELMO CREEK M-16) 06-41S-25E 43-037-16361 99990 INDIAN WI A
NAVAJO 114-6 (MCELMO CREEK J-17) 07-41S-25E 43-037-15498 99990 INDIAN WI A
MCELMO CR K-20 07-41S-25E 43-037-15503 5980 INDIAN WI A
MCELMO CR L-19 07-41S-25E 43-037-15505 99990 INDIAN WI A
MCELMO CR M-18 07-41S-25E 43-037-15510 5980 INDIAN WI A
MCELMO CR M-20 07-41S-25E 43-037-15511 5980 INDIAN WI A
MCELMO CR J-19 07-41S-25E 43-037-16356 99990 INDIAN WI A
NAVAJO 114-18 (MCELMO CREEK K-18) 07-41S-25E 43-037-16357 99990 INDIAN WI A
NAVAJO 114-9 (MCELMO CREEK L-17) 07-41S-25E 43-037-16360 99990 INDIAN WI A
NAVAJO 114-1 (MCELMO CREEK N-17) 08-41S-25E 43-037-15514 99990 INDIAN WI A
NAVAJO 114-2 (MCELMO CREEK N-19) 08-41S-25E 43-037-15515 99990 INDIAN WI A
NAVAJO 114-11 (MCELMO CREEK 0-18) 08-41S-25E 43-037-15517 99990 INDIAN WI A
NAVAJO 114-10 (MCELMO CREEK P-17) 08-41S-25E 43-037-15519 99990 INDIAN WI A
NAVAJO 114-4 (MCELMO CREEK P-19) 08-41S-25E 43-037-15520 99990 INDIAN WI A
NAVAJO J 11-9 (MCELMO CREEK R-17) 09-41S-25E 43-037-15976 99990 INDIAN WI A
NAVAJO J-2 (MCELMO CREEK R-19) 09-41S-25E 43-037-16373 99990 INDIAN WI A
NAVAJO J 31-9 (MCELMO CREEK T-17) 09-41S-25E 43-037-16380 99990 INDIAN WI A
NAVAJO J 11-16 (MCELMO CREEK R-21) 16-41S-25E 43-037-16374 99990 INDIAN WI A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 06/29/2001

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 06/29/2001

3. The new company has been checked through the Department of Commerce, Division of Corporations Database on: 04/09/2002

4. Is the new operator registered in the State of Utah: YES Business Number: 579865-0143

5. If NO, the operator was contacted contacted on:

Divisiorrof Oil, Gas and Mining
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NAVAJO C 11-6 (MCELMO CREEK J-13) 06-415-25E 43-037-16355 99990 INDIAN WI A
NAVAJO C-2 (MCELMO CREEK M-16) 06-41S-25E 43-037-16361 99990 INDIAN WI A
NAVAJO 114-6 (MCELMO CREEK J-17) 07-41S-25E 43-037-15498 99990 INDIAN WI A
MCELMO CR K-20 07-41S-25E 43-037-15503 5980 INDIAN WI A
MCELMO CR L-19 07-41S-25E 43-037-15505 99990 INDIAN WI A
MCELMO CR M-18 07-41S-25E 43-037-15510 5980 INDIAN WI A
MCELMO CR M-20 07-41S-25E 43-037-15511 5980 INDIAN WI A
MCELMO CR J-19 07-41S-25E 43-037-16356 99990 INDIAN WI A
NAVAJO 114-18 (MCELMO CREEK K-18) 07-41S-25E 43-037-16357 99990 INDIAN WI A
NAVAJO 114-9 (MCELMO CREEK L-17) 07-41S-25E 43-037-16360 99990 INDIAN WI A
NAVAJO 114-1 (MCELMO CREEK N-17) 08-41S-25E 43-037-15514 99990 INDIAN WI A
NAVAJO 114-2 (MCELMO CREEK N-19) 08-41S-25E 43-037-15515 99990 INDIAN WI A
NAVAJO 114-11 (MCELMO CREEK 0-18) 08-41S-25E 43-037-15517 99990 INDIAN WI A
NAVAJO 114-10 (MCELMO CREEK P-17) 08-41S-25E 43-037-15519 99990 INDIAN WI A
NAVAJO 114-4 (MCELMO CREEK P-19) 08-41S-25E 43-037-15520 99990 INDIAN WI A
NAVAJO J 11-9 (MCELMO CREEK R-17) 09-41S-25E 43-037-15976 99990 INDIAN WI A
NAVAJO J-2 (MCELMO CREEK R-19) 09-41S-25E 43-037-16373 99990 INDIAN WI A
NAVAJO J 31-9 (MCELMO CREEK T-17) 09-41S-25E 43-037-16380 99990 INDIAN WI A
NAVAJO J 11-16 (MCELMO CREEK R-21) 16-41S-25E 43-037-16374 99990 INDIAN WI A

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 06/29/2001

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 06/29/2001

3. The new company has been checked through the Department of Commerce, Division of Corporations Database on: 04/09/2002

4. Is the new operator registered in the State of Utah: YES Business Number: 579865-0143

5. If NO, the operator was contacted contacted on:



6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BIA-06/01/01

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 06/01/2001

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: N/A

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to Inject,
for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 04/16/2002

NOTE: EPA ISSUES UIC PERMITS

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 04/16/2002

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 04/16/2002

3. Bond information entered in RBDMS on: N/A

4. Fee wells attached to bond in RBDMS on: N/A

STATE WELL(S) BOND VERIFICATION:
1. State well(s) covered by Bond Number: N/A

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: N/A

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 80273197

FEE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number N/A

2. The FORMER operator has requested a release of liability from their bond on: N/A
The Division sent response by letter on: N/A

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: N/A

COMMENTS:

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BIA-06/01/01

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 06/01/2001

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: N/A

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to Inject,
for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 04/16/2002

NOTE: EPA ISSUES UIC PERMITS

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 04/16/2002

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 04/16/2002

3. Bond information entered in RBDMS on: N/A

4. Fee wells attached to bond in RBDMS on: N/A

STATE WELL(S) BOND VERIFICATION:
1. State well(s) covered by Bond Number: N/A

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: N/A

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 80273197

FEE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number N/A

2. The FORMER operator has requested a release of liability from their bond on: N/A
The Division sent response by letter on: N/A

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: N/A

COMMENTS:



Division of Oil, Gas and Mining ROUTING

OPERATOR CHANGE WORKSHEET
2. CDW

X Change of Operator (Well Sold) Operator Name Change/Merger

The operator of the well(s) listed below has changed, effective: 6/1/2006
FROM: (Old Operator): TO: ( New Operator):
N1855-ExxonMobil Oil Corporation N2700-Resolute Natural Resources Company

PO Box 4358 1675 Broadway, Suite 1950
Houston, TX 77210-4358 Denver, CO 80202

Phone: 1 (281) 654-1936 Phone: 1 (303) 534-4600

CA No. Unit: MC ELMO (UIC)

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 4/21/2006

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 4/24/2006

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 6/7/2006

4. Is the new operator registered in the State of Utah: YES Business Number: 5733505-0143

5. If NO, the operator was contacted contacted on:

6a. (R649-9-2)Waste Management Plan has been received on: requested

6b. Inspections of LA PA state/fee well sites complete on: n/a

6c. Reports current for Production/Disposition & Sundries on: ok

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM n/a BIA not yet

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: not yet

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 6/12/2006

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 6/22/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 6/22/2006
3. Bond information entered in RBDMS on: n/a
4. Fee/State wells attached to bond in RBDMS on: n/a
5. Injection Projects to new operator in RBDMS on: 6/22/2006
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: n/a

2. Indian well(s) covered by Bond Number: PA002769
3. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number n/a

a. The FORMER operator has requested a release of liability from their bond on: n/a

The Division sent response bv letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a
COMMENTS:

Resolute McElmo UIC 1 FORM 4A.xis

Division of Oil, Gas and Mining ROUTING

OPERATOR CHANGE WORKSHEET
2. CDW

X Change of Operator (Well Sold) Operator Name Change/Merger

The operator of the well(s) listed below has changed, effective: 6/1/2006
FROM: (Old Operator): TO: ( New Operator):
N1855-ExxonMobil Oil Corporation N2700-Resolute Natural Resources Company

PO Box 4358 1675 Broadway, Suite 1950
Houston, TX 77210-4358 Denver, CO 80202

Phone: 1 (281) 654-1936 Phone: 1 (303) 534-4600

CA No. Unit: MC ELMO (UIC)

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 4/21/2006

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 4/24/2006

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 6/7/2006

4. Is the new operator registered in the State of Utah: YES Business Number: 5733505-0143

5. If NO, the operator was contacted contacted on:

6a. (R649-9-2)Waste Management Plan has been received on: requested

6b. Inspections of LA PA state/fee well sites complete on: n/a

6c. Reports current for Production/Disposition & Sundries on: ok

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM n/a BIA not yet

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: not yet

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 6/12/2006

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 6/22/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 6/22/2006
3. Bond information entered in RBDMS on: n/a
4. Fee/State wells attached to bond in RBDMS on: n/a

5. Injection Projects to new operator in RBDMS on: 6/22/2006
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: n/a

2. Indian well(s) covered by Bond Number: PA002769
3. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number n/a

a. The FORMER operator has requested a release of liability from their bond on: n/a

The Division sent response bv letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a
COMMENTS:

Resolute McElmo UIC 1 FORM 4A.xis



STATE OF UTAH UIC FORM 5
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number
See attached list Attached

Location of Well Field or Unit Name

Footage ; See 4ttachedlist county: San Juan McElmo Creek Unit
Lease Designation and Number

QQ. Section, Township, Ra State : UTAH See attached list

EFFECTIVEDATE OF TRANSFER: 6/1/2006

CURRENT OPERATOR

Company: Exxon Mobil Oil Corporation Name:

Address: PO Box 4358 Signature:

city Houston state TX zip 77210-4358 Title:

Phone: (281) 654-1936 Date:

Comments: Exxon Mobilhas submitted a separate, signed copy of UIC Form 5

NEW OPERATOR

Company: Resolute Natural Resources Company Name: wi tE Ma

Address: 1675 Broadway, Suite 1950 Signature: I .i

*O
city Denver state CO zip 80202 Title: R ulatory Coordinator

Phone: (303) 534-4600 Date: 4) 7nna

Comments: A list of affected UIC wells is attached.
New bond numbers for these wells are:
BIABond # PA002769 and US EPA Bond # BOO1252

(This space for State use

Transfer approved Approval Date: I

Comments;

RECEIVED
APR2 4 2008

<-i
DIV.0F0lL,GAS&

STATE OF UTAH UIC FORM 5
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number
See attached list Attached

Location of Well Field or Unit Name

Footage ; See 4ttachedlist county: San Juan McElmo Creek Unit
Lease Designation and Number

QQ. Section, Township, Ra State : UTAH See attached list

EFFECTIVEDATE OF TRANSFER: 6/1/2006

CURRENT OPERATOR

Company: Exxon Mobil Oil Corporation Name:

Address: PO Box 4358 Signature:

city Houston state TX zip 77210-4358 Title:

Phone: (281) 654-1936 Date:

Comments: Exxon Mobilhas submitted a separate, signed copy of UIC Form 5

NEW OPERATOR

Company: Resolute Natural Resources Company Name: wi tE Ma

Address: 1675 Broadway, Suite 1950 Signature: I .i

*O
city Denver state CO zip 80202 Title: R ulatory Coordinator

Phone: (303) 534-4600 Date: 4) 7nna

Comments: A list of affected UIC wells is attached.
New bond numbers for these wells are:
BIABond # PA002769 and US EPA Bond # BOO1252

(This space for State use

Transfer approved Approval Date: I

Comments;

RECEIVED
APR2 4 2008

<-i
DIV.0F0lL,GAS&



STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5 t.EASEDESIGNATIONANDSERIAt.NUMBER
See attached list

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN.ALLOTTEEORTRIBENAME:

Navajo Tribe
7. UNITor CA AGREEMENTNAME:

Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, or t° McElm C k Unitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals. O FOO

OIL WELL D GAS WELL OTHER Unit Agreement 8. WELL NAMEand NUMBER
' See attached list

R
soEOUte

N tural Resources Company Att
chM R

3 ADDRESSOF OPERATOR. PHONE bluMBER: 10. FIELDAND POOLOR WILDCAT

1675 Broadway, Suite 1950 cy Denver CO ,780202 (303) 534-4600 Greater Aneth
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: sittlighedlist COUNTY Sari ..luall

QTRIQTR.SECTION. TOWNSHIP. RANGE. MERIDIAN: STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^c- O MN REPERFORATE CURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicale) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Appmximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

EffectiveJune 1, 2006 Exxon Mobil Oil Corporation resigns as operator of the McElmo Creek Unit. Also effective June 1, 2006
Resolute Natural Resources Company is designated as successor operator of the McElmo Creek Unit.

A list of affected producing and water source wells is attached. A separate of affected injection wells is being submitted with
UIC Form 5, Transfer of Authority to Inject.

As of the effective date, bond coverage for the affected wells willtransferto BIABond # PA002769.

NAME(P PRI DWight E TITLE Regulatory Coordinator

SIGNATURE DATE 4/20/2006

(This space for State use

APP G/k/DC REApgCEIVED

(5/2000) DÍVÏSion of Oil, Gas and Mining (SminstucionsonReverseSide)

Earlene Russell, Engineering Technician DIV.0FOIL,GAS&

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5 t.EASEDESIGNATIONANDSERIAt.NUMBER
See attached list

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN.ALLOTTEEORTRIBENAME:

Navajo Tribe
7. UNITor CA AGREEMENTNAME:

Do not use thisform for proposals to drillnew wells, significantly deepen existing wells below currentbottom-hole depth, reenter plugged wells, or t° McElm C k Unitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals. O FOO

OIL WELL D GAS WELL OTHER Unit Agreement 8. WELL NAMEand NUMBER
' See attached list

R
soEOUte

N tural Resources Company Att
chM R

3 ADDRESSOF OPERATOR. PHONE bluMBER: 10. FIELDAND POOLOR WILDCAT

1675 Broadway, Suite 1950 cy Denver CO ,780202 (303) 534-4600 Greater Aneth
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: sittlighedlist COUNTY Sari ..luall

QTRIQTR.SECTION. TOWNSHIP. RANGE. MERIDIAN: STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^c- O MN REPERFORATE CURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicale) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Appmximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

EffectiveJune 1, 2006 Exxon Mobil Oil Corporation resigns as operator of the McElmo Creek Unit. Also effective June 1, 2006
Resolute Natural Resources Company is designated as successor operator of the McElmo Creek Unit.

A list of affected producing and water source wells is attached. A separate of affected injection wells is being submitted with
UIC Form 5, Transfer of Authority to Inject.

As of the effective date, bond coverage for the affected wells willtransferto BIABond # PA002769.

NAME(P PRI DWight E TITLE Regulatory Coordinator

SIGNATURE DATE 4/20/2006

(This space for State use

APP G/k/DC REApgCEIVED

(5/2000) DÍVÏSion of Oil, Gas and Mining (SminstucionsonReverseSide)

Earlene Russell, Engineering Technician DIV.0FOIL,GAS&



STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME

Ship Rock
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantlydeepen existingwells below current bottom-hole depth, reenter plugged wells, or to UTU68930Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1 TYPE OF WELL
OIL WELL O GAS WELL OTHER InjeCÍiOn 8. WELL NAME and NUMBER:

McElmo Creek
2 NAXMEnOF00bi

Corporation | $ tt
hMeBdœ

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL OR WILDCAT:

P.O. Box 4358 crrv Houston TX 77210-4358 (281) 654-1936 Aneth
4. LOCATION OF WELL

FOOTAGESATSURFACE: COUNTY: San Juan

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

6/1/2006 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

ExxonMobil Oil Corporation is transferringoperatorship of Greater Aneth field, McElmo Creek lease to Resolute Natural
Resources Company. AIIchange of operator notices should be made effective as of 7:00 AM MST on June 1, 2006.

Attached please find a listing of injection wells included in the transfer.

aurie bride DATE Pe1rrnittingSupervisor

(ThisspaceforStateuseonly) APPROVED b lá ./L RECENEU
/ APR2 12006

Divisionof Oil, Gasand Mining
(5/200

Earlene Russell, Engineering Technician DN.0FOIL,GAS&MINING
0) (See Instructions on Reverse

STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME

Ship Rock
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drill new wells, significantlydeepen existingwells below current bottom-hole depth, reenter plugged wells, or to UTU68930Adrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1 TYPE OF WELL
OIL WELL O GAS WELL OTHER InjeCÍiOn 8. WELL NAME and NUMBER:

McElmo Creek
2 NAXMEnOF00bi

Corporation | $ tt
hMeBdœ

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL OR WILDCAT:

P.O. Box 4358 crrv Houston TX 77210-4358 (281) 654-1936 Aneth
4. LOCATION OF WELL

FOOTAGESATSURFACE: COUNTY: San Juan

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

6/1/2006 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

ExxonMobil Oil Corporation is transferringoperatorship of Greater Aneth field, McElmo Creek lease to Resolute Natural
Resources Company. AIIchange of operator notices should be made effective as of 7:00 AM MST on June 1, 2006.

Attached please find a listing of injection wells included in the transfer.

aurie bride DATE Pe1rrnittingSupervisor

(ThisspaceforStateuseonly) APPROVED b lá ./L RECENEU
/ APR2 12006

Divisionof Oil, Gasand Mining
(5/200

Earlene Russell, Engineering Technician DN.0FOIL,GAS&MINING
0) (See Instructions on Reverse



GREATER ANETH FIELD UIC WELL LIST
McElmo Creek lease, San Juan County, Utah

3urfaae Lot ation
Reg Lease Name Well ID API Num Status Rep Lease # Qtr 1 Qtr 2 Sec TN RNG NS Foot EW Foot

MCELMOCREEK H11 43037163500081 Active 14-20-0603-6145 NW SE 36 40S 24E 1855FSL 2100FEL
MCELMOCREEK 112 43037156190051 Active 14-20-0603-6145 SE SE 36 40S 24E 0595FSL 0595FEL

MCELMOCREEK F11 43037156170081 Shut-in 14-20-0603-6146 NW SW 36 40S 24E 1885FSL 0820FWL
MCELMOCREEK G12 43037156180081 Active 14-20-0603-6146 SE SW 36 40S 24E 1910FNL 2051FWL

MCELMOCREEK D15 430371634100$1 Active 14-20-0603-6147 NW SE 2 41S 24E 1830FSL 1830FEL

MCELMOCREEK A17 43037163380081 Active 14-20-0603-6148 NE NE 10 41S 24E 1270FNL 0660FEL

MCELMOCREEK C14 43037162650081 Active 14-20-0603-6509 SE NW 2 41S 24E 2140FNL 2140FWL

MCELMO CREEK D13 43037162670081 Active 14-20-0603-6510 NW NE 2 41S 24E 0820FNL 1920FEL
MCELMOCREEK E14 430371626800$1 Active 14-20-0603-6510 SE NE 2 41S 24E 2050FNL 0500FEL

MCELMO CREEK TO8 43037163770081 Shut-in 14-20-603-2048A SW SE 28 40S 25E 0660FSL 1980FEL

MCELMOCREEK RO9 43037161470081 Active 14-20-603-2057 NW NW 33 40S 25E 0500FNL 0625FWL
MCELMOCREEK R11A 43037301790081 Active 14-20-603-2057 NW SW 33 40S 25E 2030FSL 0680FWL
MCELMO CREEK R13 43037161480081 Active 14-20-603-2057 NW NW 4 41S 25E 0660FNL 0660FWL
MCELMOCREEK R15 430371614900$1 Active 14-20-603-2057 NW SW 4 41S 25E 1990FSL 0500FWL
MCELMOCREEK S10 43037163750081 Active 14-20-603-2057 SE NW 33 40S 25E 1980FNL 1980FWL
MCELMOCREEK S12 43037161500081 Active 14-20-603-2057 SE SW 33 40S 25E 0645FSL 2140FWL
MCELMO CREEK S14 430371615100$1 Active 14-20-603-2057 SE NW 4 41S 25E 2005FNL 1820FWL
MCELMOCREEK S16 430371615200$1 Active 14-20-603-2057 SE SW 4 41S 25E 0700FSL 1820FWL
MCELMOCREEK TO9A 43037300800081 Active 14-20-603-2057 NW NE 33 40S 25E 0940FNL 2035FEL
MCELMOCREEK T13 43037163780081 Active 14-20-603-2057 NW NE 4 41S 25E 0500FNL 2090FEL
MCELMOCREEK T15 430371637900$1 Active 14-20-603-2057 NW SE 4 41S 25E 1880FSL 1890FEL
MCELMOCREEK U10 430371638100$1 Active 14-20-603-2057 SE NE 33 40S 25E 1980FNL 0610FSL
MCELMOCREEK U12 43037161550081 Active 14-20-603-2057 SE SE 33 40S 25E 0660FSL 0805FEL
MCELMOCREEK U14 43037161560031 Active 14-20-603-2057 SE NE 4 41S 25E 1980FNL 0660FEL
MCELMOCREEK U16 430371615700$1 Active 14-20-603-2057 SE SE 4 41S 25E 0550FSL 0745FEL
MCELMO CREEK V13 43037163830081 Active 14-20-603-2057 NW NW 3 41S 25E 0660FNL 0660FWL
MCELMOCREEK V15 43037163840051 Active 14-20-603-2057 NW SW 3 41S 25E 1980FSL 0560FWL

MCELMOCREEK J17 43037154980081 Active 14-20-603-263 NW NW 7 41S 25E 0820FNL 0550FWL
MCELMOCREEK J19 430371635600$1 Active 14-20-603-263 NW SW 7 41S 25E 2056FNL 1997FWL
MCELMOCREEK J21 43037154990081 Active 14-20-603-263 NW NW 18 41S 25E 0400FNL 0575FWL
MCELMOCREEK K18 43037163570051 Active 14-20-603-263 SE NW 7 41S 25E 1830FNL 1808FWL
MCELMOCREEK K20 430371550300$1 Active 14-20-603-263 SE SW 7 41S 25E 0660FSL 1810FWL
MCELMOCREEK K22X 43037304000051 Active 14-20-603-263 SE NW 18 41S 25E 2082FNL 1588FWL
MCELMOCREEK K24 430371635800$1 Active 14-20-603-263 SE SW 18 41S 25E 0660FSL 1801FWL
MCELMOCREEK L17 43037163600081 Active 14-20-603-263 NW NE 7 41S 25E 0660FNL 1980FEL
MCELMOCREEK L19 43037155050051 Active 14-20-603-263 NW SE 7 41S 25E 1860FSL 2140FEL
MCELMOCREEK L21 430371550600$1 Active 14-20-603-263 NW NE 18 41S 25E 0820FNL 1980FEL
MCELMOCREEK L23 430371550700$1 Active 14-20-603-263 NW SE 18 41S 25E 1980FSL 1980FEL
MCELMOCREEK M18 43037155100081 Active 14-20-603-263 SE NE 7 41S 25E 1850FNL 0790FEL
MCELMOCREEK M20 43037155110051 Shut-in 14-20-603-263 SE SE 7 41S 25E 0660FSL 0660FEL
MCELMOCREEK N17 430371551400$1 Active 14-20-603-263 NW NW 8 41S 25E 0810FNL 0660FWL
MCELMOCREEK N19 43037155150051 Active 14-20-603-263 NW SW 8 41S 25E 1850FSL 0500FWL
MCELMOCREEK N21 43037155160081 Active 14-20-603-263 NW NW 17 41S 25E 0660FNL 0660FWL
MCELMOCREEK 018 430371551700$1 Active 14-20-603-263 SE NW 8 41S 25E 1830FNL 1890FWL
MCELMOCREEK P17 430371551900$1 Active 14-20-603-263 NW NE 8 41S 25E 0660FNL 1980FEL
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MCELMOCREEK 112 43037156190051 Active 14-20-0603-6145 SE SE 36 40S 24E 0595FSL 0595FEL

MCELMOCREEK F11 43037156170081 Shut-in 14-20-0603-6146 NW SW 36 40S 24E 1885FSL 0820FWL
MCELMOCREEK G12 43037156180081 Active 14-20-0603-6146 SE SW 36 40S 24E 1910FNL 2051FWL

MCELMOCREEK D15 430371634100$1 Active 14-20-0603-6147 NW SE 2 41S 24E 1830FSL 1830FEL

MCELMOCREEK A17 43037163380081 Active 14-20-0603-6148 NE NE 10 41S 24E 1270FNL 0660FEL

MCELMOCREEK C14 43037162650081 Active 14-20-0603-6509 SE NW 2 41S 24E 2140FNL 2140FWL

MCELMO CREEK D13 43037162670081 Active 14-20-0603-6510 NW NE 2 41S 24E 0820FNL 1920FEL
MCELMOCREEK E14 430371626800$1 Active 14-20-0603-6510 SE NE 2 41S 24E 2050FNL 0500FEL

MCELMO CREEK TO8 43037163770081 Shut-in 14-20-603-2048A SW SE 28 40S 25E 0660FSL 1980FEL

MCELMOCREEK RO9 43037161470081 Active 14-20-603-2057 NW NW 33 40S 25E 0500FNL 0625FWL
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GREATER ANETH FIELD UIC WELL LIST
McElmo Creek lease, San Juan County, Utah

3urface Lo<ation
Reg Lease Name Well ID API Num Status Reg Lease # Qtr 1 Qtr 2 Sec TN RNG NS Foot EW Foot

MCELMOCREEK P19 43037155200051 Active 14-20-603-263 NW SE 8 41S 25E 2140FSL 1980FEL
MCELMOCREEK P21 43037163690081 Active 14-20-603-263 NW NE 17 41S 25E 0660FNL 1980FEL
MCELMOCREEK P23A 430373143900$1 Active 14-20-603-263 SW NE 17 41S 25E 2531FNL 2325FEL

MCELMOCREEK L25 43037155080081 Active 14-20-603-264 NW NE 19 41S 25E 0660FNL 1980FEL

MCELMO CREEK R17 43037159760051 Active 14-20-603-359 NW NW 9 41S 25E 0740FNL 0560FWL
MCELMOCREEK R19 43037163730081 Active 14-20-603-359 NW SW 9 41S 25E 1980FSL 0660FWL
MCELMOCREEK R21 430371637400$1 Active 14-20-603-359 NW NW 16 41S 25E 0511FNL 0562FWL
MCELMOCREEK T17 43037163800081 Active 14-20-603-359 NW NE 9 41S 25E 0675FNL 1933FEL

MCELMOCREEK E21 430371634300$1 Active 14-20-603-370 NE NE 14 41S 24E 0660FNL 0660FEL
MCELMOCREEK E23 43037163440051 Active 14-20-603-370 NE SE 14 41S 24E 2031FSL 0711FEL
MCELMOCREEK G21A 430373097400$1 Active 14-20-603-370 NE NW 13 41S 24E 0867FNL 1883FWL
MCELMOCREEK G23 43037163480081 Shut-in 14-20-603-370 NE SW 13 41S 24E 2092FSL 1899FWL
MCELMOCREEK G25 43037163490081 Active 14-20-603-370 NE NW 24 41S 24E 0660FNL 1980FWL
MCELMOCREEK 123 43037163520081 Active 14-20-603-370 NE SE 13 41S 24E 1980FSL 0660FEL
MCELMOCREEK 125 430371635300$1 Active 14-20-603-370 NE NE 24 41S 24E 0530FNL 0820FEL

MCELMOCREEK J11 430371635400S1 TA'd 14-20-603-372 NW SW 31 40S 25E 1980FSL 0660FWL
MCELMOCREEK J13 43037163550081 Active 14-20-603-372 NW NW 6 41S 25E 0621FNL 0580FWL
MCELMOCREEK J15 43037159540081 Active 14-20-603-372 NW SW 6 41S 25E 1980FSL 0500FWL
MCELMOCREEK K12 430371595500$1 Active 14-20-603-372 SW SW 31 40S 25E 0670FSL 1970FWL
MCELMO CREEK K14 43037159560051 Active 14-20-603-372 SE NW 6 41S 25E 1851FNL 1885FWL
MCELMOCREEK K16 43037159570081 Active 14-20-603-372 SE SW 6 41S 25E 0660FSL 1816FWL
MCELMOCREEK LO9 43037163590081 Active 14-20-603-372 NW NE 31 40S 25E 0660FNL 1980FEL
MCELMOCREEK L13 43037159590081 Active 14-20-603-372 NW NE 6 41S 25E 0778FNL 1917FEL
MCELMOCREEK L15 430371596000$1 Active 14-20-603-372 NW SE 6 41S 25E 1820FSL 1830FEL
MCELMO CREEK M10 430371596100$1 Shut-in 14-20-603-372 SE NE 31 40S 25E 1980FNL 0530FEL
MCELMOCREEK M12 430371596200$1 Active 14-20-603-372 SE SE 31 40S 25E 0590FSL 0585FEL
MCELMOCREEK M14 43037159630031 Active 14-20-603-372 SE NE 6 41S 25E 2089FNL 0773FEL
MCELMOCREEK M16 43037163610051 Active 14-20-603-372 SE SE 6 41S 25E 0660FSL 0660FEL
MCELMOCREEK NO9 43037159640081 Shut-in 14-20-603-372 NW NW 32 40S 25E 0628FNL 0615FWL
MCELMOCREEK N11 43037159650051 Active 14-20-603-372 NW SW 32 40S 25E 2069FSL 0618FWL
MCELMOCREEK N13 43037159660081 Active 14-20-603-372 NW NW 5 41S 25E 0840FNL 0505FWL
MCELMOCREEK N15 43037163630051 Active 14-20-603-372 NW SW 5 41S 25E 2140FSL 820FWL
MCELMO CREEK 012 43037159680051 Active 14-20-603-372 SE SW 32 40S 25E 0809FSL 1832FWL
MCELMOCREEK 014 430371636500$1 Active 14-20-603-372 SE NW 5 41S 25E 2056FNL 1997FWL
MCELMOCREEK 016 43037159690051 Active 14-20-603-372 SE SW 5 41S 25E 0660FSL 1980FWL
MCELMOCREEK PO9 43037163670081 Active 14-20-603-372 NW NE 32 40S 25E 0598FNL 2100FEL
MCELMOCREEK P11 43037159710182 Active 14-20-603-372 NW SE 32 40S 25E 2105FSL 2006FEL
MCELMO CREEK P13 430371636800$1 Active 14-20-603-372 NW NE 5 41S 25E 0610FNL 1796FWL
MCELMOCREEK P15 430371597200$1 Active 14-20-603-372 NW SE 5 41S 25E 1980FSL 1980FEL
MCELMOCREEK Q10 43037159730181 Active 14-20-603-372 SE NE 32 40S 25E 1899FNL 0532FEL
MCELMOCREEK Q16 43037159750051 TA'd 14-20-603-372 SE SE 5 41S 25E 0660FSL 0660FEL

MCELMOCREEK F13 43037163450081 Active 14-20-603-4032 NW NW 1 41S 24E 0795FNL 0535FWL
MCELMOCREEK F15A 43037311490081 Active 14-20-603-4032 NW SW 1 41S 24E 1920FSL 0624FWL
MCELMOCREEK G14 43037161430081 Active 14-20-603-4032 SE NW 1 41S 24E 1980FNL 1980FWL
MCELMOCREEK G16 430371614400$1 Active 14-20-603-4032 SE SW 1 41S 24E 0820FSL 1820FWL
MCELMOCREEK H13 430371635100$1 Active 14-20-603-4032 NW NE 1 41S 24E 0540FNL 2110FEL
MCELMOCREEK I-14 430371614500$1 Active 14-20-603-4032 SE NE 1 41S 24E 1980FNL 0660FEL
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MCELMOCREEK P19 43037155200051 Active 14-20-603-263 NW SE 8 41S 25E 2140FSL 1980FEL
MCELMOCREEK P21 43037163690081 Active 14-20-603-263 NW NE 17 41S 25E 0660FNL 1980FEL
MCELMOCREEK P23A 430373143900$1 Active 14-20-603-263 SW NE 17 41S 25E 2531FNL 2325FEL

MCELMOCREEK L25 43037155080081 Active 14-20-603-264 NW NE 19 41S 25E 0660FNL 1980FEL

MCELMO CREEK R17 43037159760051 Active 14-20-603-359 NW NW 9 41S 25E 0740FNL 0560FWL
MCELMOCREEK R19 43037163730081 Active 14-20-603-359 NW SW 9 41S 25E 1980FSL 0660FWL
MCELMOCREEK R21 430371637400$1 Active 14-20-603-359 NW NW 16 41S 25E 0511FNL 0562FWL
MCELMOCREEK T17 43037163800081 Active 14-20-603-359 NW NE 9 41S 25E 0675FNL 1933FEL

MCELMOCREEK E21 430371634300$1 Active 14-20-603-370 NE NE 14 41S 24E 0660FNL 0660FEL
MCELMOCREEK E23 43037163440051 Active 14-20-603-370 NE SE 14 41S 24E 2031FSL 0711FEL
MCELMOCREEK G21A 430373097400$1 Active 14-20-603-370 NE NW 13 41S 24E 0867FNL 1883FWL
MCELMOCREEK G23 43037163480081 Shut-in 14-20-603-370 NE SW 13 41S 24E 2092FSL 1899FWL
MCELMOCREEK G25 43037163490081 Active 14-20-603-370 NE NW 24 41S 24E 0660FNL 1980FWL
MCELMOCREEK 123 43037163520081 Active 14-20-603-370 NE SE 13 41S 24E 1980FSL 0660FEL
MCELMOCREEK 125 430371635300$1 Active 14-20-603-370 NE NE 24 41S 24E 0530FNL 0820FEL

MCELMOCREEK J11 430371635400S1 TA'd 14-20-603-372 NW SW 31 40S 25E 1980FSL 0660FWL
MCELMOCREEK J13 43037163550081 Active 14-20-603-372 NW NW 6 41S 25E 0621FNL 0580FWL
MCELMOCREEK J15 43037159540081 Active 14-20-603-372 NW SW 6 41S 25E 1980FSL 0500FWL
MCELMOCREEK K12 430371595500$1 Active 14-20-603-372 SW SW 31 40S 25E 0670FSL 1970FWL
MCELMO CREEK K14 43037159560051 Active 14-20-603-372 SE NW 6 41S 25E 1851FNL 1885FWL
MCELMOCREEK K16 43037159570081 Active 14-20-603-372 SE SW 6 41S 25E 0660FSL 1816FWL
MCELMOCREEK LO9 43037163590081 Active 14-20-603-372 NW NE 31 40S 25E 0660FNL 1980FEL
MCELMOCREEK L13 43037159590081 Active 14-20-603-372 NW NE 6 41S 25E 0778FNL 1917FEL
MCELMOCREEK L15 430371596000$1 Active 14-20-603-372 NW SE 6 41S 25E 1820FSL 1830FEL
MCELMO CREEK M10 430371596100$1 Shut-in 14-20-603-372 SE NE 31 40S 25E 1980FNL 0530FEL
MCELMOCREEK M12 430371596200$1 Active 14-20-603-372 SE SE 31 40S 25E 0590FSL 0585FEL
MCELMOCREEK M14 43037159630031 Active 14-20-603-372 SE NE 6 41S 25E 2089FNL 0773FEL
MCELMOCREEK M16 43037163610051 Active 14-20-603-372 SE SE 6 41S 25E 0660FSL 0660FEL
MCELMOCREEK NO9 43037159640081 Shut-in 14-20-603-372 NW NW 32 40S 25E 0628FNL 0615FWL
MCELMOCREEK N11 43037159650051 Active 14-20-603-372 NW SW 32 40S 25E 2069FSL 0618FWL
MCELMOCREEK N13 43037159660081 Active 14-20-603-372 NW NW 5 41S 25E 0840FNL 0505FWL
MCELMOCREEK N15 43037163630051 Active 14-20-603-372 NW SW 5 41S 25E 2140FSL 820FWL
MCELMO CREEK 012 43037159680051 Active 14-20-603-372 SE SW 32 40S 25E 0809FSL 1832FWL
MCELMOCREEK 014 430371636500$1 Active 14-20-603-372 SE NW 5 41S 25E 2056FNL 1997FWL
MCELMOCREEK 016 43037159690051 Active 14-20-603-372 SE SW 5 41S 25E 0660FSL 1980FWL
MCELMOCREEK PO9 43037163670081 Active 14-20-603-372 NW NE 32 40S 25E 0598FNL 2100FEL
MCELMOCREEK P11 43037159710182 Active 14-20-603-372 NW SE 32 40S 25E 2105FSL 2006FEL
MCELMO CREEK P13 430371636800$1 Active 14-20-603-372 NW NE 5 41S 25E 0610FNL 1796FWL
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MCELMOCREEK F17 43037154930081 Active 14-20-603-4039 NW NW 12 41S 24E 0740FNL 0500FWL
MCELMOCREEK G18 43037154940051 Active 14-20-603-4039 SE NW 12 41S 24E 1980FNL 1980FWL
MCELMOCREEK H15 43037154950051 Active 14-20-603-4039 NW SE 1 41S 24E 1980FSL 1980FEL
MCELMOCREEK H17 43037154960081 Active 14-20-603-4039 NE NW 12 41S 24E 0660FNL 1980FEL

MCELMOCREEK 118 430371570900$1 Active 14-20-603-4495 SE NE 12 41S 24E 1840FNL 0555FEL

MCELMOCREEK E19 43037163420081 Shut-in 14-20-603-5449 NE SE 11 41S 24E 1980FSL 0660FEL

MCELMO CREEK G19 43037163460081 Active 14-20-603-5450 NE SW 12 41S 24E 1350FSL 1800FWL

MCELMOCREEK I20 43037157100081 Active 14-20-603-5451 SE SE 12 41S 24E 0990FSL 0500FEL

MCELMOCREEK NO7 43037163620081 Active I-149-IND-8839 NE SW 29 40S 25E 2083FSL 745FWL
MCELMOCREEK PO7 43037163660051 Active I-149-IND-8839 NW SE 29 40S 25E 1820FSL 2140FEL

MCELMOCREEK 010 43037159670051 Active NOG99041325 SE NW 32 40S 25E 2086FNL 1944FWL
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RECEIVED: October 01, 2012

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

NAVAJO C 42-6 (MCELMO M-14)  

2. TYPE OF WORK

DRILL NEW WELL      REENTER P&A WELL      DEEPEN WELL   
3. FIELD OR WILDCAT

GREATER ANETH  

4. TYPE OF WELL
Water Injection Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
MCELMO CREEK  

6. NAME OF OPERATOR
RESOLUTE NATURAL RESOURCES 

7. OPERATOR PHONE
303 534-4600 

8. ADDRESS OF OPERATOR
1675 Boradway Ste 1950, Denver, CO, 80202 

9. OPERATOR E-MAIL
pflynn@resoluteenergy.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

1420603372 

11. MINERAL OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   
12. SURFACE OWNERSHIP

FEDERAL     INDIAN     STATE     FEE   

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

Shiprock 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES   (Submit Commingling Application)    NO   

19. SLANT

   
VERTICAL    DIRECTIONAL    HORIZONTAL   

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2086 FNL   778 FEL  SENE  6   41.0 S  25.0 E  S 

Top of Uppermost Producing Zone 2086 FNL   728 FEL  SENE  6   41.0 S  25.0 E  S 

At Total Depth 2086 FNL   691 FEL  SENE  6   41.0 S  25.0 E  S 

21. COUNTY
SAN JUAN  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
691 

23. NUMBER OF ACRES IN DRILLING UNIT
40 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

1500 

26. PROPOSED DEPTH
MD: 5754     TVD: 5741 

27. ELEVATION - GROUND LEVEL

4751 

28. BOND NUMBER

B001263 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

lease produced water 

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 SURF  15  10.75  0 - 1203  32.75   H-40 ST&C  0.0  Class B  500  0.0  0.0

 PROD  9  7  0 - 5779  23.0   J-55 Casing/Tubing  0.0  Class B  300  0.0  0.0

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Sherry Glass  TITLE Sr Regulatory Technician  PHONE 303 573-4886 

SIGNATURE DATE 09/14/2012  EMAIL sglass@resoluteenergy.com 

API NUMBER ASSIGNED

    43037159630000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43037159630000API Well Number: 43037159630000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAMENaAndA MC4E2R6
(MCELMO M-14)

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI GREATER ANETH

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Water Injection Well Coalbed Methane Well: NO MCELMOCREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
RESOLLTTENATURALRESOURCES 303 534-4600

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1675 Boradway Ste 1950, Denver, CO, 80202 pflynn@resoluteenergy.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORS2003372 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

Shiprock YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION ATSURFACE 2086 FNL 778 FEL SENE 6 41.0 S 25.0 E S

Top of Uppermost Producing Zone 2086 FNL 728 FEL SENE 6 41.0 S 25.0 E S

At Total Depth 2086 FNL 691 FEL SENE 6 41.0 S 25.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
SAN JUAN 691 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 5754 TVD: 5741

1500

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4751 BOO1263 lease produced water

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

SURF 15 10.75 0 - 1203 32.75 H-40 ST&C 0.0 Class B 500 0.0 0.0

PROD 9 7 0 - 5779 23.0 J-55 Casing/Tubing 0.0 Class B 300 0.0 0.0

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Sherry Glass TITLE Sr Regulatory Technician PHONE 303 573-4886

SIGNATURE DATE 09/14/2012 EMAIL sglass@resoluteenergy.com

API NUMBER ASSIGNED APPROVAL
43037159630000

Permit Manager

RECEIVED: October 01,

API Well Number: 43037159630000

FORM 3
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES AMENDEDREPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAMENaAndA MC4E2R6
(MCELMO M-14)

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILLNEWWELL REENTER P&AWELL DEEPEN WELLI GREATER ANETH

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Water Injection Well Coalbed Methane Well: NO MCELMOCREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
RESOLLTTENATURALRESOURCES 303 534-4600

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
1675 Boradway Ste 1950, Denver, CO, 80202 pflynn@resoluteenergy.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORS2003372 FEDERAL INDIANISTATE FEE FEDERAL INDIAN STATE FEEI

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

Shiprock YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 2086 FNL 778 FEL SENE 6 41.0 S 25.0 E S

Top of Uppermost Producing Zone 2086 FNL 728 FEL SENE 6 41.0 S 25.0 E S

At Total Depth 2086 FNL 691 FEL SENE 6 41.0 S 25.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
SAN JUAN 691 40

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 5754 TVD: 5741

1500

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATERI
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

4751 BOO1263 lease produced water

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

SURF 15 10.75 0 - 1203 32.75 H-40 ST&C 0.0 Class B 500 0.0 0.0

PROD 9 7 0 - 5779 23.0 J-55 Casing/Tubing 0.0 Class B 300 0.0 0.0

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLATOR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT(IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLYOR HORIZONTALLY DRILLED) TOPOGRAPHICAL MAP

NAME Sherry Glass TITLE Sr Regulatory Technician PHONE 303 573-4886

SIGNATURE DATE 09/14/2012 EMAIL sglass@resoluteenergy.com

API NUMBER ASSIGNED APPROVAL
43037159630000

Permit Manager

RECEIVED: October 01,

donstaley
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RECEIVED: September 14, 2012

Sidetrack for Desert Creek IIC Horizon 

McElmo Creek Unit M-14 

2086’ FNL & 778’ FEL 

Sec 6, T41S, R25E 

San Juan County, Utah 

API 43-037-15963 

PRISM 0000308 

 

Discussion:  Sidetracking from the existing wellbore is expected to be the 

most expeditious method of getting past the expected formation damage from 

earlier cement squeeze work in the DC-IIC target intervals.  Kick and drop 

techniques will be used, with the new wellbore planned to be ~50-60’ away 

from the original borehole at TD.  Chinle isolation is included. 

 

 

Sidetrack Injection Procedure (Sundry – Notice of Intent) 

 

1. MIRU. 

 

2. Pull & LD injection tubing &packer. 

 

3. Make bit & scraper trip to PBD at 5614’. 

 

4. Run casing inspection log from PBD to 2000’, and cement bond log 

from PBD to 1000’.  Confirm TOC and cement quality in the kick off 

area; Identify the lower MetalSkin™ set depth for the injection packer 

seat; Confirm the top of Chinle. 

 

5. Set a CIBP at approximately 5400’ to isolate current perforations and 

provide a foundation for a whipstock.  Csg inspection & cement bond 

log will be used to select the final set depth.  Pressure test casing. 

 

6. Set a whipstock on top of the CIBP, oriented to 90
◦
 azimuth .  Cut a 6’ 

to 8’ window in the 7” casing . 

 

7. RIH with an adjustable mud motor and bit assembly to begin sidetrack 

operations.   

 

8. Start drilling the sidetrack, steering the wellbore so as to be 

approximately 50 feet away from the existing wellbore at the IIC top 

API Well Number: 43037159630000API Well Number: 43037159630000

Sidetrack forDesert Creek IIC Horizon
McElmo Creek Unit M-14

2086' FNL & 778' FEL
Sec 6, T41S, R25E

San Juan County, Utah
API 43-037-15963
PRISM 0000308

Discussion: Sidetracking fromthe existing wellbore is expected to be the
most expeditious method of getting past the expected formationdamage from
earlier cement squeeze work in the DC-IIC target intervals. Kick and drop
techniques will be used, with the new wellbore planned to be ~50-60' away
fromthe original borehole at TD. Chinle isolation is included.

Sidetrack Injection Procedure (Sundry - Notice of Intent)

1. MIRU.

2. Pull & LD injection tubing &packer.

3. Make bit & scraper trip to PBD at 5614'.

4. Run casing inspection log from PBD to 2000', and cement bond log
from PBD to 1000'. Confirm TOC and cement quality in the kick off
area; Identify the lower MetalSkinTM Set depth for the injection packer
seat; Confirm the top of Chinle.

5. Set a CIBP at approximately 5400' to isolate current perforations and
provide a foundation for a whipstock. Csg inspection & cement bond
log will be used to select the final set depth. Pressure test casing.

6. Set a whipstock on top of the CIBP, oriented to
90°

azimuth . Cut a 6'
to 8' window in the 7" casing .

7. RIH with an adjustable mud motor and bit assembly to begin sidetrack
operations.

8. Start drilling the sidetrack, steering the wellbore so as to be
approximately 50 feet away from the existing wellbore at the IIC top
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API Well Number: 43037159630000

Sidetrack forDesert Creek IIC Horizon
McElmo Creek Unit M-14

2086' FNL & 778' FEL
Sec 6, T41S, R25E

San Juan County, Utah
API 43-037-15963
PRISM 0000308

Discussion: Sidetracking fromthe existing wellbore is expected to be the
most expeditious method of getting past the expected formationdamage from
earlier cement squeeze work in the DC-IIC target intervals. Kick and drop
techniques will be used, with the new wellbore planned to be ~50-60' away
fromthe original borehole at TD. Chinle isolation is included.

Sidetrack Injection Procedure (Sundry - Notice of Intent)

1. MIRU.

2. Pull & LD injection tubing &packer.

3. Make bit & scraper trip to PBD at 5614'.

4. Run casing inspection log from PBD to 2000', and cement bond log
from PBD to 1000'. Confirm TOC and cement quality in the kick off
area; Identify the lower MetalSkinTM Set depth for the injection packer
seat; Confirm the top of Chinle.

5. Set a CIBP at approximately 5400' to isolate current perforations and
provide a foundation for a whipstock. Csg inspection & cement bond
log will be used to select the final set depth. Pressure test casing.

6. Set a whipstock on top of the CIBP, oriented to
90°

azimuth . Cut a 6'
to 8' window in the 7" casing .

7. RIH with an adjustable mud motor and bit assembly to begin sidetrack
operations.

8. Start drilling the sidetrack, steering the wellbore so as to be
approximately 50 feet away from the existing wellbore at the IIC top
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(5639’ TVD).  From there, drill through the IIC to TD w/plain drilling 

BHA and no mud motor. 

 

9. Drill to a total depth of 5741’TVD, ~7’ into the Chimney Rock shale. 

 

10.  Run a Gamma Ray/ Neutron log over the open hole section.  

 

11.  Stimulate the open hole section of the wellbore. 

 

12.  Retrieve whipstock & CIBP. 

 

13.  Install lower MetalSkin™ patch for the packer seat. 

 

14.  RIH and set injection well BHA:  wireline re-entry guide, profile 

nipple w/plug in place, Arrowset 1-X packer, with on/off tool.  This 

BHA to be set within the lower MetalSkin™ patch. 

 

15.  Isolate the lower wellbore and protect the packer assembly by 

dumping 2 sx sand on top of the packer w/plug. 

 

16.  Perforate at least 50’ below the top of Chinle formation with 4 spf 

over a two foot interval. 

 

17.  Set CICR at least 50’ above the perforated interval. 

 

18.  Sting into CICR and attempt to establish circulation to surface with 

fresh water, through the bradenhead. 

 

19.  If circulation is established, circulate cement to surface using 65/35 

Pozmix with 100% excess, i.e. calculated volume 250 sx, 100% 

excess = 500 sx.  Volumes will be re-calculated based on actual 

Chinle Top. 

 

20.  If unable to circulate cement to surface, attempt to squeeze a 

sufficient volume of cement to fill the casing below CICR to the 

perforated interval, plus 100 ft above top of Chinle using 65/35 

Pozmix with 100% excess. 

 

21.  Shut in 24 hours to allow cement to cure. 

 

API Well Number: 43037159630000API Well Number: 43037159630000

(5639' TVD). From there, drill through the IIC to TD w/plain drilling
BHA and no mud motor.

9. Drill to a total depth of 5741'TVD, ~7' into the Chimney Rock shale.

10. Run a Gamma Ray/ Neutron log over the open hole section.

11. Stimulate the open hole section of the wellbore.

12. Retrieve whipstock & CIBP.

13. Install lower MetalSkinTM patch for the packer seat.

14. RIH and set injection well BHA: wireline re-entry guide, profile
nipple w/plug in place, Arrowset 1-X packer, with on/off tool. This
BHA to be set within the lower MetalSkinTM patch.

15. Isolate the lower wellbore and protect the packer assembly by
dumping 2 sx sand on top of the packer w/plug.

16. Perforate at least 50' below the top of Chinle formation with 4 spf
over a two foot interval.

17. Set CICR at least 50' above the perforated interval.

18. Sting into CICR and attempt to establish circulation to surface with
fresh water, through the bradenhead.

19. If circulation is established, circulate cement to surface using 65/35
Pozmix with 100% excess, i.e. calculated volume 250 sx, 100%
excess = 500 sx. Volumes will be re-calculated based on actual
Chinle Top.

20. If unable to circulate cement to surface, attempt to squeeze a
sufficient volume of cement to fill the casing below CICR to the
perforated interval, plus 100 ft above top of Chinle using 65/35
Pozmix with 100% excess.

21. Shut in 24 hours to allow cement to cure.
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API Well Number: 43037159630000

(5639' TVD). From there, drill through the IIC to TD w/plain drilling
BHA and no mud motor.

9. Drill to a total depth of 5741'TVD, ~7' into the Chimney Rock shale.

10. Run a Gamma Ray/ Neutron log over the open hole section.

11. Stimulate the open hole section of the wellbore.

12. Retrieve whipstock & CIBP.

13. Install lower MetalSkinTM patch for the packer seat.

14. RIH and set injection well BHA: wireline re-entry guide, profile
nipple w/plug in place, Arrowset 1-X packer, with on/off tool. This
BHA to be set within the lower MetalSkinTM patch.

15. Isolate the lower wellbore and protect the packer assembly by
dumping 2 sx sand on top of the packer w/plug.

16. Perforate at least 50' below the top of Chinle formation with 4 spf
over a two foot interval.

17. Set CICR at least 50' above the perforated interval.

18. Sting into CICR and attempt to establish circulation to surface with
fresh water, through the bradenhead.

19. If circulation is established, circulate cement to surface using 65/35
Pozmix with 100% excess, i.e. calculated volume 250 sx, 100%
excess = 500 sx. Volumes will be re-calculated based on actual
Chinle Top.

20. If unable to circulate cement to surface, attempt to squeeze a
sufficient volume of cement to fill the casing below CICR to the
perforated interval, plus 100 ft above top of Chinle using 65/35
Pozmix with 100% excess.

21. Shut in 24 hours to allow cement to cure.
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22.  Drill out CICR and cement; pressure test repair. 

 

23.  Install upper Metalskin™ patch over Chinle perforated interval. 

 

24.  Perform “Mock” MIT to confirm integrity. 

 

25.  RIH and circulate sand off the injection packer.  Displace wellbore to 

packer fluid. 

 

26.  RIH with 2-7/8 inch injection tubing and on/off tool & tie onto the 

packer. 

 

27.  Rig up WL and retrieve plug from packer. 

 

28.  RDMOL. 

 

29.  Perform witnessed MIT. 

 

30.  Return the well to injection. 

 

 

Job Scope – Isolate existing perforations and sidetrack from the existing 

wellbore, to 5741’ TVD to allow injection into DC-IIC.  Stimulate the open 

hole section and reopen wellbore to original perforations.  Perform Chinle 

isolation.  Install an injection bottomhole assembly and return the well to 

injection in the DC-I & IIA along with the newly opened DC-IIC. 

API Well Number: 43037159630000API Well Number: 43037159630000

22. Drill out CICR and cement; pressure test repair.

23. Install upper MetalskinTM patch over Chinle perforated interval.

24. Perform "Mock" MIT to confirm integrity.

25. RIH and circulate sand off the injection packer. Displace wellbore to
packer fluid.

26. RIH with 2-7/8 inch injection tubing and on/off tool & tie onto the
packer.

27. Rig up WL and retrieve plug from packer.

28. RDMOL.

29. Perform witnessed MIT.

30. Return the well to injection.

Job Scope - Isolate existing perforations and sidetrack fromthe existing
wellbore, to 5741' TVD to allow injection into DC-IIC. Stimulate the open
hole section and reopen wellbore to original perforations. Perform Chinle
isolation. Install an injection bottomhole assembly and return the well to
injection in the DC-I & IIA along with the newly opened DC-IIC.
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API Well Number: 43037159630000

22. Drill out CICR and cement; pressure test repair.

23. Install upper MetalskinTM patch over Chinle perforated interval.

24. Perform "Mock" MIT to confirm integrity.

25. RIH and circulate sand off the injection packer. Displace wellbore to
packer fluid.

26. RIH with 2-7/8 inch injection tubing and on/off tool & tie onto the
packer.

27. Rig up WL and retrieve plug from packer.

28. RDMOL.

29. Perform witnessed MIT.

30. Return the well to injection.

Job Scope - Isolate existing perforations and sidetrack fromthe existing
wellbore, to 5741' TVD to allow injection into DC-IIC. Stimulate the open
hole section and reopen wellbore to original perforations. Perform Chinle
isolation. Install an injection bottomhole assembly and return the well to
injection in the DC-I & IIA along with the newly opened DC-IIC.
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ADDITIONAL INFORMATION TO SUPPORT  

Sundry – Notice of Intent 

Mc Elmo Creek Unit M-14 

Sidetrack to the DC-IIC Horizon from the vertical wellbore for 

Addition of Injection in DC-IIC 

 
 

1. Formation Tops 
 

Existing Formation Tops (ft MD): 

Upper Ismay:      5396 

Lower Ismay:      5468 

Gothic Shale:      5533 

Desert Creek IA:      5543 

Desert Creek IB:  5568 

Desert Creek IC:  5582    

Desert Creek IIA:  5604 

Desert Creek IIB:  5621 

Desert Creek IIC:            5639 

Desert Creek III:              5711 

Chimney Rock Shale:      5734 

 

2. Re-entry will be an open hole completion, sidetracked out of cased 

hole and involves setting a cast iron bridge plug above current 

perforations, setting a whipstock, drilling to the target depth, 

stimulating the exposed interval, setting a packer above the sidetrack 

window, and initiating CO2 and water injection into the open hole 

section, along with the original DC-I and DC-IIA perforated sections.   

 

3. Wellbore Diagrams –  

a) Existing Wellbore Diagram – Attachment No. 1 

b) Proposed Wellbore Diagram – Attachment No. 2 

 

4. BOP Diagram & Equipment Description – Attachment No. 3 

 

5. Drilling Mud Specifications 

a) Proposed to use N2 foamed fresh water fluid, in an 

underbalanced situation, or if conditions warrant,  

b) CaCl2 brine water will be used, and if required, 

API Well Number: 43037159630000API Well Number: 43037159630000

ADDITIONAL INFORMATION TO SUPPORT
Sundry -- Notice of Intent

Mc Elmo Creek Unit M-14
Sidetrack to the DC-IIC Horizon from the vertical wellbore for

Addition of Injection in DC-IIC

1. Formation Tops

Existing Formation Tops (ft MD):
Upper Ismay: 5396
Lower Ismay: 5468
Gothic Shale: 5533
Desert Creek IA: 5543
Desert Creek IB: 5568
Desert Creek IC: 5582
Desert Creek IIA: 5604
Desert Creek IIB: 5621
Desert Creek IIC: 5639
Desert Creek III: 5711
Chimney Rock Shale: 5734

2. Re-entry will be an open hole completion, sidetracked out of cased
hole and involves setting a cast iron bridge plug above current
perforations, setting a whipstock, drilling to the target depth,
stimulating the exposed interval, setting a packer above the sidetrack
window, and initiating CO2 and water injection into the open hole
section, along with the original DC-I and DC-IIA perforated sections.

3. Wellbore Diagrams -

a) Existing Wellbore Diagram - Attachment No. 1
b) Proposed Wellbore Diagram - Attachment No. 2

4. BOP Diagram & Equipment Description - Attachment No. 3

5. Drilling Mud Specifications
a) Proposed to use N2 foamed fresh water fluid, in an

underbalanced situation, or if conditions warrant,
b) CaCl2 brine water will be used, and if required,
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hole and involves setting a cast iron bridge plug above current
perforations, setting a whipstock, drilling to the target depth,
stimulating the exposed interval, setting a packer above the sidetrack
window, and initiating CO2 and water injection into the open hole
section, along with the original DC-I and DC-IIA perforated sections.

3. Wellbore Diagrams -

a) Existing Wellbore Diagram - Attachment No. 1
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c) Drilling mud with a salt polymer will be used to control 

formation pressure during the drilling operations. 

API Well Number: 43037159630000API Well Number: 43037159630000

c) Drilling mud with a salt polymer will be used to control
formation pressure during the drilling operations.

RECEIVED: September 14,

API Well Number: 43037159630000
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Azimuths to True North
Magnetic North: 10.35°

Magnetic Field
Strength: 50766.5snT

Dip Angle: 63.67°
Date: 9/13/2012

Model: IGRF2010

T M

Project: McELMO Creek Unit
Site: MCU M-14  2089' FNL & 773" FEL
Well: MUC M-14 Sec 6-T41S-R23E

Wellbore: STK #1
    Design #1

SECTION DETAILS

Sec MD Inc Azi TVD +N/-S +E/-W Dleg TFace VSect Target
1 5400.0 0.00 0.00 5400.0 0.0 0.0 0.00 0.00 0.0
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13 September, 2012

Plan: Design #1

McELMO Creek Unit
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STK #1

API Well Number: 43037159630000API Well Number: 43037159630000

MESMVEST
DIRECTIONAL
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McELMO Creek Unit
MCU M-14 2089' FNL & 773" FEL
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Plan: Design #1

Standard Planning Report
13 September, 2012
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Planning Report

Well MUC M-14 Sec 6-T41S-R23ELocal Co-ordinate Reference:Database: EDMDB
WELL KBE @ 4757.0usft (Original Well Elev)TVD Reference:Resolute Natural ResourcesCompany:

WELL KBE @ 4757.0usft (Original Well Elev)MD Reference:McELMO Creek UnitProject:
TrueNorth Reference:MCU M-14  2089' FNL & 773" FELSite:
Minimum CurvatureSurvey Calculation Method:MUC M-14 Sec 6-T41S-R23EWell:

STK #1Wellbore:
Design #1Design:

Map System:
Geo Datum:

Project

Map Zone:

System Datum:US State Plane 1927 (Exact solution)
NAD 1927 (NADCON CONUS)

McELMO Creek Unit

Utah South 4303

Mean Sea Level

Site Position:
From:

Site

Latitude:
Longitude:

Position Uncertainty:

Northing:

Easting:
Grid Convergence:

MCU M-14  2089' FNL & 773" FEL

Lat/Long
1.50 °Slot Radius: 13-3/16 "

239,937.33 usft

2,712,585.33 usft
0.0 usft

37° 18' 0.000 N
109° 3' 0.000 W

Well

Well Position

Longitude:

Latitude:

Easting:

Northing:

+E/-W

+N/-S

Position Uncertainty Ground Level:

MUC M-14 Sec 6-T41S-R23E

239,937.33 usft

2,712,585.33 usft

4,742.0 usftWellhead Elevation:0.0 usft

37° 18' 0.000 N

109° 3' 0.000 W

0.0 usft

0.0 usft

Wellbore

Declination
(°)

Field Strength
(nT)

Sample Date Dip Angle
(°)

STK #1

Model NameMagnetics

IGRF2010 9/13/2012 10.35 63.67 50,766

Phase:Version:

Audit Notes:

Design Design #1

PLAN

Vertical Section: Depth From (TVD)
(usft)

+N/-S
(usft)

Direction
(°)

+E/-W
(usft)

Tie On Depth: 5,400.0

90.000.00.00.0

Inclination
(°)

Azimuth
(°)

+E/-W
(usft)

TFO
(°)

+N/-S
(usft)

Measured
Depth
(usft)

Vertical 
Depth
(usft)

Dogleg
Rate

(°/100usft)

Build
Rate

(°/100usft)

Turn
Rate

(°/100usft)

Plan Sections

Target

0.000.000.000.000.00.05,400.00.000.005,400.0
90.0045.5710.0010.0033.70.05,593.690.0019.755,597.5

0.000.000.000.0050.00.05,639.090.0019.755,645.7 DC-IIC Target
0.000.000.000.0086.60.05,741.090.0019.755,754.1
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API Well Number: 43037159630000API Well Number: 43037159630000

MESWEST Planning Report MESWEST
DIRECTIONAL DIRECTIONAL

Database: EDMDB Local Co-ordinate Reference: Well MUC M-14 Sec 6-T41S-R23E
Company: Resolute Natural Resources TVD Reference: WELL KBE @4757.0usft (Original Well Elev)
Project: McELMO Creek Unit MD Reference: WELL KBE @4757.0usft (Original Well Elev)
Site: MCU M-14 2089' FNL & 773" FEL North Reference: True
Well: MUC M-14 Sec 6-T41S-R23E Survey Calculation Method: Minimum Curvature
Wellbore: STK #1
Design: Design #1

Project McELMO Creek Unit

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah South 4303

Site MCU M-14 2089' FNL & 773" FEL

Site Position: Northing: 239,937.33 usft Latitude: 37° 18' 0.000 N
From: Lat/Long Easting: 2,712,585.33 usft Longitude: 109° 3' 0.000 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.50 °

Well MUC M-14 Sec 6-T41S-R23E

Well Position +NI-S 0.0 usft Northing: 239,937.33 usft Latitude: 37° 18' 0.000 N
+El-W 0.0 usft Easting: 2,712,585.33 usft Longitude: 109° 3' 0.000 W

Position Uncertainty 0.0 usft Wellhead Elevation: Ground Level: 4,742.0 usft

Wellbore STK #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)
IGRF2010 9/13/2012 10.35 63.67 50,766

Design Design #1

Audit Notes:
Version: Phase: PLAN Tie On Depth: 5,400.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (°)

0.0 0.0 0.0 90.00

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (°) (°) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft) (°) Target

5,400.0 0.00 0.00 5,400.0 0.0 0.0 0.00 0.00 0.00 0.00
5,597.5 19.75 90.00 5,593.6 0.0 33.7 10.00 10.00 45.57 90.00
5,645.7 19.75 90.00 5,639.0 0.0 50.0 0.00 0.00 0.00 0.00 DC-IIC Target
5,754.1 19.75 90.00 5,741.0 0.0 86.6 0.00 0.00 0.00 0.00

9/13/2012 1:40:58PM Page 2 COMPASS 5000.1 Build 62
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API Well Number: 43037159630000

MESWEST Planning Report MESWEST
DIRECTIONAL DIRECTIONAL

Database: EDMDB Local Co-ordinate Reference: Well MUC M-14 Sec 6-T41S-R23E
Company: Resolute Natural Resources TVD Reference: WELL KBE @4757.0usft (Original Well Elev)
Project: McELMO Creek Unit MD Reference: WELL KBE @4757.0usft (Original Well Elev)
Site: MCU M-14 2089' FNL & 773" FEL North Reference: True
Well: MUC M-14 Sec 6-T41S-R23E Survey Calculation Method: Minimum Curvature
Wellbore: STK #1
Design: Design #1

Project McELMO Creek Unit

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah South 4303
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Position Uncertainty 0.0 usft Wellhead Elevation: Ground Level: 4,742.0 usft

Wellbore STK #1

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(°) (°) (nT)

IGRF2010 9/13/2012 10.35 63.67 50,766

Design Design #1

Audit Notes:
Version: Phase: PLAN Tie On Depth: 5,400.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (°)

0.0 0.0 0.0 90.00

Plan Sections

Measured Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Rate Rate Rate TFO
(usft) (°) (°) (usft) (usft) (usft) (°I100usft) (°I100usft) (°I100usft) (°) Target

5,400.0 0.00 0.00 5,400.0 0.0 0.0 0.00 0.00 0.00 0.00
5,597.5 19.75 90.00 5,593.6 0.0 33.7 10.00 10.00 45.57 90.00
5,645.7 19.75 90.00 5,639.0 0.0 50.0 0.00 0.00 0.00 0.00 DC-IIC Target
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Planning Report

Well MUC M-14 Sec 6-T41S-R23ELocal Co-ordinate Reference:Database: EDMDB
WELL KBE @ 4757.0usft (Original Well Elev)TVD Reference:Resolute Natural ResourcesCompany:

WELL KBE @ 4757.0usft (Original Well Elev)MD Reference:McELMO Creek UnitProject:
TrueNorth Reference:MCU M-14  2089' FNL & 773" FELSite:
Minimum CurvatureSurvey Calculation Method:MUC M-14 Sec 6-T41S-R23EWell:

STK #1Wellbore:
Design #1Design:

Measured
Depth
(usft)

Incl.
(°)

Az.
(°)

+E/-W
(usft)

Vertical
Section

(usft)

Dogleg
Rate

(°/100u
+N/-S
(usft)

Build
Rate

(°/100u

Turn
Rate

(°/100u

Planned Survey

Vertical 
Depth
(usft)

Subsea
(usft)

Comments/Formations
Closure 
Distance

(usft)

5,400.0 0.00 0.00 5,400.0 0.0 0.000.0 0.0 0.00 0.00-643.0 STK Pt =5400ftMD0.0
5,412.0 1.20 90.00 5,412.0 0.1 10.000.0 0.1 10.00 0.00-655.0 0.1
5,510.4 11.04 90.00 5,509.7 10.6 10.000.0 10.6 10.00 0.00-752.7 10.6
5,597.5 19.75 90.00 5,593.6 33.7 10.000.0 33.7 10.00 0.00-836.6 End of Build33.7
5,608.8 19.75 90.00 5,604.2 37.5 0.000.0 37.5 0.00 0.00-847.2 37.5
5,645.7 19.75 90.00 5,639.0 50.0 0.000.0 50.0 0.00 0.00-882.0 DC-IIC Target50.0
5,707.2 19.75 90.00 5,696.9 70.8 0.000.0 70.8 0.00 0.00-939.9 70.8
5,754.1 19.75 90.00 5,741.0 86.6 0.000.0 86.6 0.00 0.00-984.0 TD=5754.1ftMD86.6

Target Name
     - hit/miss target
     - Shape

TVD
(usft)

Northing
(usft)

Easting
(usft)

+N/-S
(usft)

+E/-W
(usft)

Design Targets

LongitudeLatitude

Dip Angle
(°)

Dip Dir.
(°)

DC-IIC Target 5,639.0 239,938.64 2,712,635.310.0 50.00.00 0.00 37° 18' 0.000 N 109° 2' 59.381 W
- plan hits target center
- Point

Measured
Depth
(usft)

Vertical
Depth
(usft)

+E/-W
(usft)

+N/-S
(usft)

Local Coordinates

Comment

Plan Annotations

5,400.0 5,400.0 0.0 0.0 STK Pt =5400ftMD
5,597.5 5,593.6 0.0 33.7 End of Build
5,754.1 5,741.0 0.0 86.6 TD=5754.1ftMD
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API Well Number: 43037159630000API Well Number: 43037159630000

MESWEST Planning Report MESWEST
DIRECTIONAL DIRECTIONAL

Database: EDMDB Local Co-ordinate Reference: Well MUC M-14 Sec 6-T41S-R23E
Company: Resolute Natural Resources TVD Reference: WELL KBE @4757.0usft (Original Well Elev)
Project: McELMO Creek Unit MD Reference: WELL KBE @4757.0usft (Original Well Elev)
Site: MCU M-14 2089' FNL & 773" FEL North Reference: True
Well: MUC M-14 Sec 6-T41S-R23E Survey Calculation Method: Minimum Curvature
Wellbore: STK #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Closure Dogleg Build Turn
Depth Incl. Az. Depth Subsea +NI-S +El-W Section Distance Rate Rate Rate Comments/Formations
(usft) (°) (°) (usft) (usft) (usft) (usft) (usft) (usft) (°I100u (°I100u (°I100u

5,400.0 0.00 0.00 5,400.0 -643.0 0.0 0.0 0.0 0.0 0.00 0.00 0.00 STK Pt =5400ftMD
5,412.0 1.20 90.00 5,412.0 -655.0 0.0 0.1 0.1 0.1 10.00 10.00 0.00
5,510.4 11.04 90.00 5,509.7 -752.7 0.0 10.6 10.6 10.6 10.00 10.00 0.00
5,597.5 19.75 90.00 5,593.6 -836.6 0.0 33.7 33.7 33.7 10.00 10.00 0.00 End of Build
5,608.8 19.75 90.00 5,604.2 -847.2 0.0 37.5 37.5 37.5 0.00 0.00 0.00
5,645.7 19.75 90.00 5,639.0 -882.0 0.0 50.0 50.0 50.0 0.00 0.00 0.00 DC-IIC Target
5,707.2 19.75 90.00 5,696.9 -939.9 0.0 70.8 70.8 70.8 0.00 0.00 0.00
5,754.1 19.75 90.00 5,741.0 -984.0 0.0 86.6 86.6 86.6 0.00 0.00 0.00 TD=5754.1ftMD

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (usft) (usft) (usft) (usft) (usft) Latitude Longitude

DC-IIC Target 0.00 0.00 5,639.0 0.0 50.0 239,938.64 2,712,635.31 37° 18'0.000 N 109° 2' 59.381 W
- plan hits target center
- Point

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usft) (usft) (usft) Comment

5,400.0 5,400.0 0.0 0.0 STK Pt =5400ftMD
5,597.5 5,593.6 0.0 33.7 End of Build
5,754.1 5,741.0 0.0 86.6 TD=5754.1ftMD
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API Well Number: 43037159630000

MESWEST Planning Report MESWEST
DIRECTIONAL DIRECTIONAL

Database: EDMDB Local Co-ordinate Reference: Well MUC M-14 Sec 6-T41S-R23E
Company: Resolute Natural Resources TVD Reference: WELL KBE @4757.0usft (Original Well Elev)
Project: McELMO Creek Unit MD Reference: WELL KBE @4757.0usft (Original Well Elev)
Site: MCU M-14 2089' FNL & 773" FEL North Reference: True
Well: MUC M-14 Sec 6-T41S-R23E Survey Calculation Method: Minimum Curvature
Wellbore: STK #1
Design: Design #1

Planned Survey

Measured Vertical Vertical Closure Dogleg Build Turn
Depth Incl. Az. Depth Subsea +NI-S +El-W Section Distance Rate Rate Rate Comments/Formations
(usft) (°) (°) (usft) (usft) (usft) (usft) (usft) (usft) (°I100u (°I100u (°I100u

5,400.0 0.00 0.00 5,400.0 -643.0 0.0 0.0 0.0 0.0 0.00 0.00 0.00 STK Pt =5400ftMD
5,412.0 1.20 90.00 5,412.0 -655.0 0.0 0.1 0.1 0.1 10.00 10.00 0.00
5,510.4 11.04 90.00 5,509.7 -752.7 0.0 10.6 10.6 10.6 10.00 10.00 0.00
5,597.5 19.75 90.00 5,593.6 -836.6 0.0 33.7 33.7 33.7 10.00 10.00 0.00 End of Build
5,608.8 19.75 90.00 5,604.2 -847.2 0.0 37.5 37.5 37.5 0.00 0.00 0.00
5,645.7 19.75 90.00 5,639.0 -882.0 0.0 50.0 50.0 50.0 0.00 0.00 0.00 DC-IIC Target
5,707.2 19.75 90.00 5,696.9 -939.9 0.0 70.8 70.8 70.8 0.00 0.00 0.00
5,754.1 19.75 90.00 5,741.0 -984.0 0.0 86.6 86.6 86.6 0.00 0.00 0.00 TD=5754.1ftMD

Design Targets

Target Name
- hit/miss target Dip Angle Dip Dir. TVD +NI-S +El-W Northing Easting
- Shape (°) (°) (usft) (usft) (usft) (usft) (usft) Latitude Longitude

DC-IIC Target 0.00 0.00 5,639.0 0.0 50.0 239,938.64 2,712,635.31 37° 18'0.000 N 109° 2' 59.381 W
- plan hits target center
- Point

Plan Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usft) (usft) (usft) Comment

5,400.0 5,400.0 0.0 0.0 STK Pt =5400ftMD
5,597.5 5,593.6 0.0 33.7 End of Build
5,754.1 5,741.0 0.0 86.6 TD=5754.1ftMD
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API Well Number: 43037159630000API Well Number: 43037159630000

Well Location - McElmo Creek Unit M-14
S89°56'34"E 2636.84'(SP)

S89°56'30"E* S89 56'30"E 2636.90'* (**)
1137.18' 1319.80'

N/4
SEC 5

Lot 4 Lot 3 Lot 2 Lot 1

SMcElmo Creek P
Unit M-14 BASIS OF BEARINGS

Lot 5 SE 4 SW/4 SE 4 GPS TRUE NORTH

NW 4 NE/4 NE 4 "778' FEL/ o soo looo

BHL 2080 FNL, 691 FEL

6 ----l----

"'=,°°°·

GROUND

I
WELL LOCATION:

Lot 6 McElrno Creek Unit M-14 LEGEND:
LATTITUDE:N 37.25282°

LONGITUDE:W 109.20901 m ß FND USBLM 3-1/4"

N=10064096.10, E=2307166.68 BC DATED 2004

UTAH SOUTH ZONE NAD83 L 90° TIE
ELEVATION= 4751.0' (NAVD88) (SP) SINGLE PROPORTIONATE
BASIS OF ELEVATIONS:GPS (C) CALCULATED
OBSERVATIONS,GEOIDO9, AT AN

* RECORDLot 7 OPUS ADJUSTED CONTROL POINT
WELL LOCATIONLOCATED IN THE NW/4, SEC 8,

T41S, R25E, SLM. (**) CC NOT SET

1148.73' 1321.12'

N89 47'18"W* N89°47'18"W 2642.24'*

I, Gerald G. Huddleston, do hereby certify that I am
a registered Utah land surveyor holding certificate
number 161297 as prescribed under the laws of
the State of Utah, and I further certify that under
authority of the owner I have surveyed the well No 161297
location as shown hereon and that the same is
correct and true to the best of my knowledge and
belief.

EXHIBIT A

FOOTAGE: 2086' FNL 778' FEL RESOLUTE
SEC 6, T41S, R25E, SLM, SAN JUAN COUNTY, UT NATURAL RESOURCES

LAT: N 37.25282° LON: W 109.20901° (NAD83) SURVEYED: 08/28/12

ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/08/12

NOTE: Re-entry of e×isting well. REVISION:

HUMMINGBIRDSURVEYING,LLC--- P.O. Box 416 Montezuma Creek, UT 84534 --- 970-570-5108

RECEIVED: September 14,

API Well Number: 43037159630000

Well Location - McElmo Creek Unit M-14
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SMcElmo Creek P
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WELL LOCATION:
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LATTITUDE:N 37.25282°

LONGITUDE:W 109.20901 m ß FND USBLM 3-1/4"

N=10064096.10, E=2307166.68 BC DATED 2004

UTAH SOUTH ZONE NAD83 L 90° TIE
ELEVATION= 4751.0' (NAVD88) (SP) SINGLE PROPORTIONATE
BASIS OF ELEVATIONS:GPS (C) CALCULATED
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* RECORDLot 7 OPUS ADJUSTED CONTROL POINT
WELL LOCATIONLOCATED IN THE NW/4, SEC 8,

T41S, R25E, SLM.
(**) CC NOT SET

1148.73' 1321.12'

N89 47'18"W* N89°47'18"W 2642.24'*

I, Gerald G. Huddleston, do hereby certify that I am
a registered Utah land surveyor holding certificate
number 161297 as prescribed under the laws of
the State of Utah, and I further certify that under
authority of the owner I have surveyed the well No 161297
location as shown hereon and that the same is
correct and true to the best of my knowledge and
belief.

EXHIBIT A

FOOTAGE: 2086' FNL 778' FEL RESOLUTE
SEC 6, T41S, R25E, SLM, SAN JUAN COUNTY, UT NATURAL RESOURCES

LAT: N 37.25282° LON: W 109.20901° (NAD83) SURVEYED: 08/28/12

ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/08/12

NOTE: Re-entry of e×isting well. REVISION:

HUMMINGBIRDSURVEYING,LLC--- P.O. Box 416 Montezuma Creek, UT 84534 --- 970-570-5108

RECEIVED: September 14,
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RECEIVED: September 14, 2012

API Well Number: 43037159630000API Well Number: 43037159630000

Well Pad - McElmo Creek Unit M-14
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It shall be the responibility of the
Contractor to verify the location, depth
and condition of all existing utilities and
conduct all necessary field investigations
prior to any e×cavation.
OneCall 800-662-5348

EXHIBIT B

FOOTAGE: 2086' FNL 778' FEL RESOLUTE
SEC 6, T41S, R25E, SLM, SAN JUAN COUNTY, UT NATURAL RESOURCES

LAT: N 37.25282° LON: W 109.20901° (NAD83) SURVEYED: 08/28/12

ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/08/12

NOTE: Re-entry of e×isting well. REVISION:

HUMMINGBIRDSURVEYING,LLC--- P.O. Box 416 Montezuma Creek, UT 84534 --- 970-570-5108

RECEIVED: September 14,
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SEC 6, T41S, R25E, SLM, SAN JUAN COUNTY, UT NATURAL RESOURCES
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HUMMINGBIRDSURVEYING,LLC--- P.O. Box 416 Montezuma Creek, UT 84534 --- 970-570-5108

RECEIVED: September 14,



RECEIVED: September 14, 2012
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Cross Section - McElmo Creek Unit M-14
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SEC 6, T41S, R25E, SLM, SAN JUAN COUNTY, UT NATURAL RESOURCES

LAT: N 37.25282° LON: W 109.20901° (NAD83) SURVEYED: 08/28/12

ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/09/12 FILE:
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ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/09/12 FILE:

NOTE: Re-entry of e×isting well. REVISION:
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Figure 30
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RECEIVED: September 14, 2012

McELMO CREEK UNIT # M-14 
GREATER ANETH FIELD  

SAN JUAN COUNTY, UTAH 

API 43-037-15963 

PRISM 0000308 

  TD      5770' 

                G.L.M. 10/28/02     MCU # M-14 

  SEC 6-T41S-R25E 

KB 4757'                               GL 4742' 

7" 23# J-55 set at 5779' w/ 300 sx.   

TOC at 4486‘/ Temp survey 

      ORIGINAL PBTD 5737’ 

2086' FNL & 778' FEL 

10-3/4" 32.75# H-40 set at 1203‘ 

 w/ 500 sx.  Circ to surface 

 5604-5621' w/4spf  Sqz'd off dtd 11/10/65 

 5540-5570’ w/4 spf dtd 02/23/95 

INJECTOR 

Arrowset I-X pkr at 5368’ w/1.81 profile & on/off above. 

2-7/8“ 6.5# J-55 TK Fiberlined  Tubing  3-11-2011 

 5638-5698'  w4spf  Sqz'd off dtd 11/10/65 

5596-5621’ w/4spf dtd 11/10/65 

5582-5587’ w/4spf dtd 11/10/65 

5542-5564’ w/4spf dtd 11/10/65 

5500-08'  Sqz’d 08/02/90 

Drilled out cmt to 5631’ dtd 11/10/65 

Tag hard at 5614’ dtd 02/23/95 
 5580-5608’ w/4 spf dtd 02/23/95 

Milled 2.5"x10' window at 5527’ 

Sqz’d 05/26/93 

Attachment 1: 

Existing Wellbore 

1.78 profile w/WL Re-entry guide below packer 

API Well Number: 43037159630000API Well Number: 43037159630000

McELMO CREEK UNIT # M-14 INJECTOR
GREATER ANETH FIELD
2086' FNL & 778' FEL
SEC 6-T41S-R25E

Attachment 1•
SAN JUAN COUNTY, UTAH
API 43-037-15963 Existing Wellbore
PRISM 0000308

KB 4757' GL 4742'

10-3/4" 32.75# H-40 set at 1203'
w/ 500 sx. Circ to surface

2-7/8" 6.5# J-55 TK Fiberlined Tubing 3-11-2011

Arrowset I-X pkr at 5368' w/1.81 profile & on/off above.

1.78 profile w/WL Re-entry guide below packer
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..'

5638-5698' w4spf Sqz'd off dtd 11/10/65

ORIGINAL PBTD 5737'
7" 23# J-55 set at 5779' w/ 300 sx.

TD 5770' TOC at 4486'/ Temp survey

G.L.M. 10/28/02 MCU #
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SEC 6-T41S-R25E
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API 43-037-15963 Existing Wellbore
PRISM 0000308
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10-3/4" 32.75# H-40 set at 1203'
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2-7/8" 6.5# J-55 TK Fiberlined Tubing 3-11-2011

Arrowset I-X pkr at 5368' w/1.81 profile & on/off above.

1.78 profile w/WL Re-entry guide below packer

Milled 2.5"x10' window at 5527' i
5500-08' Sqz'd 08/02/90
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Tag hard at 5614' dtd 02/23/95 5604-5621' w/4spf Sqz'd off dtd 11/10/65Drilled out cmt to 5631' dtd 11/10/65 .
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5638-5698' w4spf Sqz'd off dtd 11/10/65

ORIGINAL PBTD 5737'
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G.L.M. 10/28/02 MCU #



RECEIVED: September 14, 2012

McELMO CREEK UNIT # M-14 

GREATER ANETH FIELD  

SAN JUAN COUNTY, UTAH 

API 43-037-15963 

PRISM 0000308 

  TD      5770' 

                G.L.M. 10/28/02     MCU #  M-14 

  SEC 6-T41S-R25E 

KB 4757'                               GL 4742' 

7" 23# J-55 set at 5779' w/ 300 sx. 

  TOC at 4486' Temp survey 

      ORIG PBTD 5737’ 

2086' FNL & 778' FEL 

10-3/4" 32.75# H-40 set at 1203'  

w/ 500 sx.  Circ to surface 

 5604-5621' w/4spf  Sqz'd off dtd 11/10/65 

 5540-5570’ w/4 spf dtd 02/23/95 

INJECTOR 

Arrowset I-X pkr’ w/1.81 profile & on/off above. 

2-7/8“ 6.5# J-55 TK Fiberlined  Tubing 

 5638-5698'  w4spf  Sqz'd off dtd 11/10/65 

5596-5621’ w/4spf dtd 11/10/65 

5582-5587’ w/4spf dtd 11/10/65 

5542-5564’ w/4spf dtd 11/10/65 

5500-08'  Sqz’d 08/02/90 

 5580-5608’ w/4 spf dtd 02/23/95 

Milled 2.5"x10' window at 5527’ 

Sqz’d 05/26/93 

Attachment 2: 

Proposed Wellbore 

Sidetracked to DC-IIC, 

Open Hole Completion 

1.78 profile w/WL Re-entry guide below packer 

  TD 5741’ TVD 

Hole Size: 6-1/4” 

Top of Window ~ 5400’   

Upper MetalSkin 

Lower MetalSkin 

Chinle Squeeze perfs, 

Cemented to surface 

API Well Number: 43037159630000API Well Number: 43037159630000
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RECEIVED: September 14, 2012

API Well Number: 43037159630000API Well Number: 43037159630000

Well Location - McElmo Creek Unit M-14
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S89°56'30"E* S89 56'30"E 2636.90'* (**)
1137.18' 1319.80'
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SEC 5
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6 ----l----
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WELL LOCATION:

Lot 6 McElrno Creek Unit M-14 LEGEND:
LATTITUDE:N 37.25282°

LONGITUDE:W 109.20901 m ß FND USBLM 3-1/4"

N=10064096.10, E=2307166.68 BC DATED 2004

UTAH SOUTH ZONE NAD83 L 90° TIE
ELEVATION= 4751.0' (NAVD88) (SP) SINGLE PROPORTIONATE
BASIS OF ELEVATIONS:GPS (C) CALCULATED
OBSERVATIONS,GEOIDO9, AT AN

* RECORDLot 7 OPUS ADJUSTED CONTROL POINT
WELL LOCATIONLOCATED IN THE NW/4, SEC 8,

T41S, R25E, SLM. (**) CC NOT SET

1148.73' 1321.12'

N89 47'18"W* N89°47'18"W 2642.24'*

I, Gerald G. Huddleston, do hereby certify that I am
a registered Utah land surveyor holding certificate
number 161297 as prescribed under the laws of
the State of Utah, and I further certify that under
authority of the owner I have surveyed the well No 161297
location as shown hereon and that the same is
correct and true to the best of my knowledge and
belief.

EXHIBIT A

FOOTAGE: 2086' FNL 778' FEL RESOLUTE
SEC 6, T41S, R25E, SLM, SAN JUAN COUNTY, UT NATURAL RESOURCES

LAT: N 37.25282° LON: W 109.20901° (NAD83) SURVEYED: 08/28/12

ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/08/12

NOTE: Re-entry of e×isting well. REVISION:

HUMMINGBIRDSURVEYING,LLC--- P.O. Box 416 Montezuma Creek, UT 84534 --- 970-570-5108

RECEIVED: September 14,

API Well Number: 43037159630000

Well Location - McElmo Creek Unit M-14

S89°56'34"E 2636.84'(SP)
S89°56'30"E* S89 56'30"E 2636.90'* (**)

1137.18' 1319.80'
N/4

SEC 5

Lot 4 Lot 3 Lot 2 Lot 1

SMcElmo Creek P
Unit M-14 BASIS OF BEARINGS

Lot 5 SE 4 SW/4 SE 4 GPS TRUE NORTH

NW 4 NE/4 NE 4 "778' FEL/ o soo looo

BHL 2080 FNL, 691 FEL

6 ----l----

"'=,°°°·

GROUND

I
WELL LOCATION:

Lot 6 McElrno Creek Unit M-14 LEGEND:
LATTITUDE:N 37.25282°

LONGITUDE:W 109.20901 m ß FND USBLM 3-1/4"

N=10064096.10, E=2307166.68 BC DATED 2004

UTAH SOUTH ZONE NAD83 L 90° TIE
ELEVATION= 4751.0' (NAVD88) (SP) SINGLE PROPORTIONATE
BASIS OF ELEVATIONS:GPS (C) CALCULATED
OBSERVATIONS,GEOIDO9, AT AN

* RECORDLot 7 OPUS ADJUSTED CONTROL POINT
WELL LOCATIONLOCATED IN THE NW/4, SEC 8,

T41S, R25E, SLM.
(**) CC NOT SET

1148.73' 1321.12'

N89 47'18"W* N89°47'18"W 2642.24'*

I, Gerald G. Huddleston, do hereby certify that I am
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number 161297 as prescribed under the laws of
the State of Utah, and I further certify that under
authority of the owner I have surveyed the well No 161297
location as shown hereon and that the same is
correct and true to the best of my knowledge and
belief.
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LAT: N 37.25282° LON: W 109.20901° (NAD83) SURVEYED: 08/28/12

ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/08/12

NOTE: Re-entry of e×isting well. REVISION:

HUMMINGBIRDSURVEYING,LLC--- P.O. Box 416 Montezuma Creek, UT 84534 --- 970-570-5108
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conduct all necessary field investigations
prior to any e×cavation.
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EXHIBIT B

FOOTAGE: 2086' FNL 778' FEL RESOLUTE
SEC 6, T41S, R25E, SLM, SAN JUAN COUNTY, UT NATURAL RESOURCES

LAT: N 37.25282° LON: W 109.20901° (NAD83) SURVEYED: 08/28/12

ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/08/12

NOTE: Re-entry of e×isting well. REVISION:
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FOOTAGE: 2086' FNL 778' FEL RESOLUTE
SEC 6, T41S, R25E, SLM, SAN JUAN COUNTY, UT NATURAL RESOURCES

LAT: N 37.25282° LON: W 109.20901° (NAD83) SURVEYED: 08/28/12

ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/09/12 FILE:

NOTE: Re-entry of e×isting well. REVISION:

HUMMINGBIRDSURVEYING,LLC--- P.P. Box 416 Montezuma Creek, UT 84534 --- 970-570-5108
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ELEVATION: 4751.0' at ground level (NAVD88) DRAWN BY: GEL DATE: 09/09/12 FILE:

NOTE: Re-entry of e×isting well. REVISION:
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RECEIVED: October 01, 2012

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 9 /14 /2012 API NO. ASSIGNED: 43037159630000

WELL NAME: NAVAJO C 42-6 (MCELMO M-14)    

OPERATOR: RESOLUTE NATURAL RESOURCES (N2700) PHONE NUMBER: 303 573-4886

CONTACT: Sherry Glass    

PROPOSED LOCATION: SENE 06 410S 250E Permit Tech Review:

SURFACE: 2086 FNL 0778 FEL Engineering Review:

BOTTOM: 2086 FNL 0691 FEL Geology Review:

COUNTY: SAN JUAN 

LATITUDE: 37.25283 LONGITUDE: -109.20907

UTM SURF EASTINGS: 658828.00 NORTHINGS: 4124423.00

FIELD NAME: GREATER ANETH    

LEASE TYPE: 2 - Indian    

LEASE NUMBER: 1420603372             PROPOSED PRODUCING FORMATION(S): DESERT CREEK 

SURFACE OWNER: 2 - Indian COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2 -3 .

Bond: INDIAN - B001263      Unit:  MCELMO CREEK 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: lease produced water           Board Cause No:  Cause 152-09

RDCC Review:           Effective Date:   8 /27/2003

Fee Surface Agreement           Siting:  Suspends General Siting

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  610901 UNIT EFF:770119 COMM WIW:860424 FR N0920:950803 FR MEPNA:020417 FR N7370 6/01: OP FR N1855: 

Stipulations:         4 - Federal Approval - dmason
                             15 - Directional - dmason

API Well Number: 43037159630000API Well Number: 43037159630000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 9/14/2012 API NO. ASSIGNED: 43037159630000

WELL NAME: NAVAJO C 42-6 (MCELMO M-14)

OPERATOR: RESOLUTE NATURALRESOURCES (N2700) PHONE NUMBER: 303 573-4886

CONTACT: Sherry Glass

PROPOSED LOCATION: SENE 06 410S 250E Permit Tech Review:

SURFACE: 2086 FNL 0778 FEL Engineering Review:

BOTTOM: 2086 FNL 0691 FEL Geology Review:

COUNTY: SAN JUAN

LATITUDE: 37.25283 LONGITUDE: -109.20907

UTM SURF EASTINGS: 658828.00 NORTHINGS: 4124423.00

FIELD NAME: GREATERANETH

LEASE TYPE: 2 - Indian

LEASE NUMBER: 1420603372 PROPOSED PRODUCING FORMATION(S): DESERT CREEK

SURFACEOWNER: 2 - Indian COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: INDIAN - BOO1263 Unit: MCELMOCREEK

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: lease produced water Board Cause No: Cause 152-09

RDCC Review: Effective Date: 8/27/2003

Fee Surface Agreement Siting: Suspends General Siting

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed
610901 UNIT EFF:770119 COMM WIW:860424 FR NO920:950803 FR MEPNA:020417 FR N7370 6/01: OP FR N1855:

Stipulations: 4 - Federal Approval - dmason
15 - Directional - dmason

RECEIVED: October 01,

API Well Number: 43037159630000

WORKSHEET
APPLICATION FOR PERMIT TO DRILL

I

I

APD RECEIVED: 9/14/2012 API NO. ASSIGNED: 43037159630000

WELL NAME: NAVAJO C 42-6 (MCELMO M-14)

OPERATOR: RESOLUTE NATURALRESOURCES (N2700) PHONE NUMBER: 303 573-4886

CONTACT: Sherry Glass

PROPOSED LOCATION: SENE 06 410S 250E Permit Tech Review:

SURFACE: 2086 FNL 0778 FEL Engineering Review:

BOTTOM: 2086 FNL 0691 FEL Geology Review:

COUNTY: SAN JUAN

LATITUDE: 37.25283 LONGITUDE: -109.20907

UTM SURF EASTINGS: 658828.00 NORTHINGS: 4124423.00

FIELD NAME: GREATERANETH

LEASE TYPE: 2 - Indian

LEASE NUMBER: 1420603372 PROPOSED PRODUCING FORMATION(S): DESERT CREEK

SURFACEOWNER: 2 - Indian COALBED METHANE: NO

I

RECEIVED ANDIOR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: INDIAN - BOO1263 Unit: MCELMOCREEK

Potash R649-3-2. General

Oil Shale 190-5

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13 Drilling Unit

Water Permit: lease produced water Board Cause No: Cause 152-09

RDCC Review: Effective Date: 8/27/2003

Fee Surface Agreement Siting: Suspends General Siting

Intent to Commingle R649-3-11. Directional Drill

Commingling Approved

I

Comments: Presite Completed
610901 UNIT EFF:770119 COMM WIW:860424 FR NO920:950803 FR MEPNA:020417 FR N7370 6/01: OP FR N1855:

Stipulations: 4 - Federal Approval - dmason
15 - Directional - dmason

RECEIVED: October 01,



Permit To Drill
******************

Well Name:  NAVAJO C 42-6 (MCELMO M-14) 
API Well Number:   43037159630000

Lease Number:   1420603372
Surface Owner:   INDIAN 
Approval Date:    1 0 / 1 / 2 0 1 2

Issued to:
RESOLUTE NATURAL RESOURCES, 1675 Boradway Ste 1950, Denver, CO 80202

Authority:
Pursuant to Utah Code Ann. 40-6-1 et  seq. ,  and Utah Administrat ive Code
R649-3-1 et seq.,  the Utah Division of Oil,  Gas and Mining issues conditions of
approval,  and permit to drill  the listed well.  This permit is issued in accordance
with the requirements of  Cause 152-09.  The expected producing formation or  pool
is the DESERT CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will  require approval in accordance with R649-3-22.

Duration:
This approval shall  expire one year from the above date unless substantial  and
continuous operat ion is  underway,  or  a  request  for  extension is  made prior  to the
expirat ion date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq.,  the Oil and Gas
Conservation General Rules,  and the applicable terms and provisions of the
approved Application for permit to dril l .

Conditions of Approval:
State approval of this well  does not supercede the required federal  approval,  which
must be obtained prior to dri l l ing.  

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report  to the Division
within 30 days following completion of the well.  

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:
     •  Within 24 hours following the spudding of the well  -  contact Carol Daniels at
8 0 1 - 5 3 8 - 5 2 8 4
     (please leave a voicemail message if not available)
     OR
       submit an electronic sundry notice (pre-registration required) via the Utah Oil &

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: NAVAJO C 42-6 (MCELMO M-14)
API Well Number: 43037159630000

Lease Number: 1420603372
Surface Owner: INDIAN
Approval Date: 10/1/20 12

Issued to:
RESOLUTE NATURAL RESOURCES, 1675 Boradway Ste 1950, Denver, CO 80202

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of Cause 152-09. The expected producing formation or pool
is the DESERT CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which
must be obtained prior to drilling.

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report to the Division
within 30 days following completion of the well.

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil

State of Utah
DEPARTMENT OF NATURAL RESOURCES

- -/ MICHAELR.STYLER

GAR'R H BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
kkkkkkkkkkkkkkkkkk

Well Name: NAVAJO C 42-6 (MCELMO M-14)
API Well Number: 43037159630000

Lease Number: 1420603372
Surface Owner: INDIAN
Approval Date: 10/1/20 12

Issued to:
RESOLUTE NATURAL RESOURCES, 1675 Boradway Ste 1950, Denver, CO 80202

Authority:
Pursuant to Utah Code Ann. 40-6-1 et seq., and Utah Administrative Code
R649-3-1 et seq., the Utah Division of Oil, Gas and Mining issues conditions of
approval, and permit to drill the listed well. This permit is issued in accordance
with the requirements of Cause 152-09. The expected producing formation or pool
is the DESERT CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one
pool will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the
approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which
must be obtained prior to drilling.

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall
submit a complete angular deviation and directional survey report to the Division
within 30 days following completion of the well.

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the
following actions during drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at
801-538-5284

(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil



Gas website
         at  ht tp:/ /oi lgas.ogm.utah.gov

Reporting Requirements:
All reports,  forms and submittals as required by the Utah Oil  and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not l imited to:
     •  Entity Action Form (Form 6) - due within 5 days of spudding the well
     •  Monthly Status Report (Form 9) - due by 5th day of the following calendar
m o n t h
     •  Requests to Change Plans (Form 9) -  due prior to implementation
    • Written Notice of Emergency Changes (Form 9) - due within 5 days
     •  Notice of Operations Suspension or Resumption (Form 9) -  due prior to
implementa t ion
    •  Report of Water Encountered (Form 7) -  due within 30 days after completion
    •  Well Completion Report (Form 8) - due within 30 days after completion or
plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &

Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining,
including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar

month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to

implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or

plugging

Approved By:

For John Rogers
Associate Director, Oil &



RECEIVED: Oct. 26, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 1420603372 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 NAVAJO

7.UNIT or CA AGREEMENT NAME:
 MCELMO CREEK 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 NAVAJO C 42-6 (MCELMO M-14) 

2. NAME OF OPERATOR:
 RESOLUTE NATURAL RESOURCES

9. API NUMBER:
 43037159630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600  Ext 

9. FIELD and POOL or WILDCAT:
 GREATER ANETH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2086 FNL 0778 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 06 Township: 41.0S Range: 25.0E Meridian: S

COUNTY:
 SAN JUAN 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

10/26 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Resolute is currently drilling this well to deepen it. A completion report
will be submitted when the well is returned to production. Drilling

report is attached.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sherry Glass 303 573-4886

TITLE
 Sr Regulatory Technician

SIGNATURE
 N/A

DATE
 10/26/2012

October 29, 2012

Sundry Number: 31360 API Well Number: 43037159630000Sundry Number: 31360 API Well Number: 43037159630000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 1420603372

SUNDRY NOTICES AND REPORTS ON WELLS 6 F DIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. MCELMOCREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well NAVAJO C 42-6 (MCELMO M-14)

2. NAME OF OPERATOR: 9. API NUMBER:
RESOLUTE NATURALRESOURCES 43037159630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600 Ext GREATER ANETH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

2086 FNL 0778 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 06 Township: 41.0S Range: 25.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/26/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Resolute is currently drilling this well to deepen it. A completion report Accepted by the
will be submitted when the well is returned to production. Drilling Utah Division of

report is attached. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sherry Glass 303 573-4886 Sr Regulatory Technician

SIGNATURE DATE
N/A 10/26/2012

RECEIVED: Oct. 26,

Sundry Number: 31360 API Well Number: 43037159630000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 1420603372

SUNDRY NOTICES AND REPORTS ON WELLS 6 F DIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. MCELMOCREEK
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Water Injection Well NAVAJO C 42-6 (MCELMO M-14)

2. NAME OF OPERATOR: 9. API NUMBER:
RESOLUTE NATURALRESOURCES 43037159630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600 Ext GREATER ANETH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

2086 FNL 0778 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 06 Township: 41.0S Range: 25.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/26/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Resolute is currently drilling this well to deepen it. A completion report Accepted by the
will be submitted when the well is returned to production. Drilling Utah Division of

report is attached. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sherry Glass 303 573-4886 Sr Regulatory Technician

SIGNATURE DATE
N/A 10/26/2012

RECEIVED: Oct. 26,



RECEIVED: Oct. 26, 2012

Page  1/3

Well Name:   Mcelmo Cr M14

Report Printed:   10/25/2012www.peloton.com

Daily Well Report

API Number

43037159630000
Section

6
Township

41S
Range

25E
Field Name

McElmo Creek
County

San Juan
State/Province

Utah
Wellbore Config

Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time

10/19/1965 00:00
Rig Release Date/Time

Job Category

Completion/Workover
Primary Job Type

Recompletion
Secondary Job Type Working Interest (%)

71.25
Start Date

10/16/2012
End Date AFE Number

10012761
Objective

Job scope:  Retrieve existing tubing and packer, sidetrack out of the existing 7" casing at ~5400' and drill to a projected depth of 5741' TVD (~7' into Chimney
Rock shale) using nitrogen as required; stimulate the open hole IIC section, run new 2-7/8" TK Fiberline tubing with KC couplings and new injection packer.  
Since this well is on the Horsley-Witten list, Chinle isolation is planned, with MetalSkin™ patches included to ensure integrity of the shallow squeeze 
perforations.
.

Contractor

Four Corners Well Service
Rig Number

05
Rig Type Rig Start Date

10/16/2012
Rig Release Date

Report
Number Start Date End Date Summary

1
2
3 9/11/2012 9/11/2012 Locate and test 4 anchors to 25K, test ok, installed 4 anchors markers
4 9/17/2012 9/17/2012
5 9/18/2012 9/18/2012
6 9/20/2012 9/20/2012 Locate and test 4 anchors to 25K, test ok, installed 4 Anchor markers
7 10/1/2012 10/1/2012 Bust up concrete pad.
8 10/2/2012 10/2/2012 Break up concrete pad, load & haul to cmt to Lansing Yard
9 10/16/2012 10/17/2012 Report on MCU M #14 capital injector, 4CWS rig #5. Crew change JSA w/Dawn trucking. Job topic-rig move, 

heavy truck traffic on locations. Caught in-between equipment & trucks, rig crew stay clear and swamper's stay 
in sight of drivers, communication and teamwork. Load ramp and road rig to location. Spot ramp and park rig. 
Load & move all equipment off AU H#114. Spot FB tanks, CL pits, cuttings bin, power panel, 210 bbl storage 
tank, rig pump, gas buster, generator. swivel & power pack, closing unit, 3 pipe floats and fuel tank. Set stairs 
on rig and string out guy lines. Raise & scope derrick up, secure guy lines. RU 3" hardline f/WH tree to FB 
tanks. Open well up at 1900#. Returns of hvy CO2, gas and H2s w/readings of 10 to 50 ppm. Good wind 
direction. Crew change at 1800 hrs JSA & job topic was bleeding down well, high pressures w/CO2 & H2s 
present. Forklift operations overhead loads and congested location. Use spotter & tag lines. Pressure dropped 
to 400# in 3 hrs then slowly increased to 500#. SI and pump 35 bbls 10# brine to determine KWF and monitor. 
Built up to 800# . Call Terence at plant and order 40 bbls 14.5 ppg top kill and 350 bbls of 13.6 ppg mud to 
circulate into wellbore. Prep BOP, equipment and tools to ND/NUBOP. Change out rubber in rotating head. 40 
bbls of top kill mud arrived at 0100 hrs. Line up and pump mud. Well went on slight  vacume. ND WH & 
NUBOP. NU flex lines to gas buster and choke manifold. Pressure test BOP 200# low and 1000# high-good 
test. Started unloading 13.6 ppg mud @ 0400 hrs. RU floor, stairways and handrails. Crew change at 0600 hrs.

10 10/17/2012 10/18/2012 Capital, Side track & Recompletion
Crew change @ 0600 hrs. Safety mtg & fill out JSA. Set up Cat walk & pipe racks, J-off Pkr, Got 1,175 psi on 
csg & 0 psi on tbg, Circ 210 bbls of 13.8 mud dn Tbg. Shut Well in for 15 mins, Well's dead. J back on to pkr & 
unset Pkr, tbg starting to flow, check Mud weight ( 13.8 w/ 38 viscosity ). pump 23 bbls of 13.8 # dn Tbg, Tbg's 
dead. Lay dn tbg hanger & 1- 2-7/8' TKF lined Tbg, 1-10',1-6'  Subs, Lay dn 167 2- 7/8" TKF lined Tbg. Crew 
change at 1800 hrs, Fill out JSA & Talk about job task,  Load up 168 TKF line on MWS road trailer. Hydraulic 
hose on tbg tong, got a pin hole leak, replace hydraulic hose. Same time, start moving 86 DP onto pipe rack & 
tally. P/u bit, 3-DP & scraper, P/u 83 DP. Move 92 DP onto pipe rack & tally. Crew took lunch & warm up. P/u  
178th jnt  & Tag hard @ 5,614' pull up & tag hard again, ( no fill ), lay dn 4 Jnts. TOOH w/ 30 Std, Crew change 
at 1800 hrs, Fill out JSA  & talk about job task, continue TOOH w/ Bit & Scraper.

11 10/18/2012 10/19/2012 Capital Side track & Recompletion
Crew change @ 0600 hrs. Safety mtg & fill out JSA. TOOH w/ 160 Jnts fill the hole w/ 13.8 mud ( 10 bbls ) 
TOOH w/ 14 Jnts & lay dn bit & scraper. Spot blue Jet, Wire line.Safety mtg, R/u Wire line RIH w/ MTT, 40-Arm 
Caliper casing Inspection Log, Tag PBD @ 5,611', Log up to 1,000, POH & Lay dn MTT. Run RADII, Sector 
cement bond Log from 5,500 up to 1,000', POH w/ CBL Tool. Crew change at 1800 hrs, Fill out JSA, Talk about 
job task, lay CBL tool dn, P/u Composite plug RIH, Composite starting float, @ 1,500', going real slow, POH & 
put weight bar on line & RIH Still not going dn ( OD on composite - 5.3/4 ), Blue Jet has a cast iron plug ( OD 
5.1/2 ), Called Jim S. to get ok to run CIBP. POH w/ Composite and RIH w/ CIBP, still catching on collar & 
floating.run in 1,000' within 1.5 hr. POH w/ CIBP. Call in for a water mellon & Taper mill from Baker Tool. wait on 
tool. TIH w/ water mellon & Taper mills to 5,501' ( no tag ), TOOH w/ 100 Jns. Crew change @ 0600 hr, fill out 
JSA & talk about job task, continue TOOH & lay dn Water melon & taper mills.

NOTE : SET CAST IRON BRIDGE PLUG
              22'  Below Collar  @  5,369'
             Set Cast iron Bridge plug  @  5,391'
                8'  Above collar  @  5,399'

Sundry Number: 31360 API Well Number: 43037159630000Sundry Number: 31360 API Well Number: 43037159630000

RESOLUTE Daily Well Report

NATURALRESOURCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Job Category Primary Job Type Secondary Job Type Working Interest (%)
Completion/Workover Recompletion 71.25
Start Date End Date AFE Number

10/16/2012 10012761
Objective
Job scope: Retrieve existing tubingand packer, sidetrack out of the existing 7" casing at ~5400' and drill to a projected depth of 5741' TVD (~7'into Chimney
Rock shale) using nitrogen as required; stimulate the open hole IIC section, run new 2-7/8" TK Fiberline tubingwith KC couplings and new injection packer.
Since this well is on the Horsley-Witten list, Chinle isolation is planned, with MetalSkinTM patches included to ensure integrity of the shallow squeeze
perforations.

Contractor Rig Number Rig Type Rig Start Date Rig Release Date
Four Corners Well Service 05 10/16/2012

Report
Number Start Date End Date Summary

1
2
3 9/11/2012 9/11/2012 Locate and test 4 anchors to 25K, test ok, installed 4 anchors markers
4 9/17/2012 9/17/2012
5 9/18/2012 9/18/2012
6 9/20/2012 9/20/2012 Locate and test 4 anchors to 25K, test ok, installed 4 Anchor markers
7 10/1/2012 10/1/2012 Bust up concrete pad.
8 10/2/2012 10/2/2012 Break up concrete pad, load & haul to cmt to Lansing Yard
9 10/16/2012 10/17/2012 Report on MCU M #14 capital injector, 4CWS rig #5. Crew change JSA wlDawn trucking.Job topic-rigmove,

heavy trucktrafficon locations. Caught in-between equipment & trucks, rig crew stay clear and swamper's stay
in sight of drivers, communication and teamwork. Load ramp and road rig to location. Spot ramp and park rig.
Load & move all equipment offAU H#114. Spot FB tanks, CL pits, cuttings bin, power panel, 210 bbl storage
tank, rig pump, gas buster, generator. swivel & power pack, closing unit, 3 pipe floats and fuel tank. Set stairs
on rig and string out guy lines. Raise &scope derrick up, secure guy lines. RU 3" hardline flWH tree to FB
tanks. Open well up at 1900#. Returns of hvy CO2, gas and H2s wlreadings of 10 to 50 ppm. Good wind
direction. Crew change at 1800 hrs JSA &job topicwas bleeding down well, high pressures wlCO2 & H2s
present. Forklift operations overhead loads and congested location. Use spotter & tag lines. Pressure dropped
to 400#in 3 hrs then slowly increased to 500#. SI and pump 35 bbls 10# brine to determine KWF and monitor.
Built up to 800#. Call Terence at plant and order 40 bbls 14.5 ppg top killand 350 bbls of 13.6 ppg mud to
circulate into wellbore. Prep BOP, equipment and tools to NDINUBOP. Change out rubber in rotating head. 40
bbls of top killmud arrived at 0100 hrs. Line up and pump mud. Well went on slight vacume. ND WH &
NUBOP. NU flex lines to gas buster and choke manifold. Pressure test BOP 200#low and 1000# high-good
test. Started unloading 13.6 ppg mud @0400 hrs. RU floor, stairways and handrails. Crew change at 0600 hrs.

10 10/17/2012 10/18/2012 Capital, Side track & Recompletion
Crew change @0600 hrs. Safety mtg & fillout JSA. Set up Cat walk & pipe racks, J-off Pkr, Got 1,175 psi on
csg & Opsi on tbg, Circ 210 bbls of 13.8 mud dn Tbg. Shut Well in for 15 mins, Well's dead. J back on to pkr &
unset Pkr, tbg starting to flow, check Mud weight ( 13.8 wl 38 viscosity ). pump 23 bbls of 13.8 # dn Tbg, Tbg's
dead. Lay dn tbg hanger & 1- 2-7/8' TKF lined Tbg, 1-10',1-6' Subs, Lay dn 167 2- 7/8" TKF lined Tbg. Crew
change at 1800 hrs, Fillout JSA &Talk about job task, Load up 168 TKF line on MWS road trailer.Hydraulic
hose on tbg tong, got a pin hole leak, replace hydraulic hose. Same time, start moving 86 DP onto pipe rack &
tally.Plu bit, 3-DP & scraper, Plu 83 DP. Move 92 DP onto pipe rack & tally.Crew took lunch &warm up. Plu
178th jnt &Tag hard @5,614' pull up & tag hard again, ( no fill), lay dn 4 Jnts. TOOH wl 30 Std, Crew change
at 1800 hrs, Fillout JSA & talk about job task, continue TOOH wl Bit & Scraper.

11 10/18/2012 10/19/2012 Capital Side track & Recompletion
Crew change @0600 hrs. Safety mtg & fillout JSA. TOOH wl 160 Jnts fillthe hole wl 13.8 mud ( 10 bbls )
TOOH wl 14 Jnts & lay dn bit & scraper. Spot blue Jet, Wire line.Safety mtg, R/u Wire line RIH wl MTT,40-Arm
Caliper casing Inspection Log, Tag PBD @5,611', Log up to 1,000, POH & Lay dn MTT. Run RADII, Sector
cement bond Log from 5,500 up to 1,000', POH wl CBL Tool. Crew change at 1800 hrs, Fillout JSA, Talk about
job task, lay CBL tool dn, Plu Composite plug RIH, Composite starting float, @ 1,500', going real slow, POH &
put weight bar on line & RIH Still not going dn ( OD on composite - 5.3/4 ), Blue Jet has a cast iron plug ( OD
5.1/2 ), Called Jim S. to get ok to run CIBP. POH wl Composite and RIH wl CIBP, still catching on collar &
floating.run in 1,000'within 1.5 hr. POH wl CIBP. Call in for a water mellon &Taper mill from Baker Tool. wait on
tool.TlH wl water mellon &Taper mills to 5,501' ( no tag ),TOOH wl 100 Jns. Crew change @0600 hr, fillout
JSA & talk about job task, continue TOOH & lay dn Water melon & taper mills.

NOTE : SET CAST IRON BRIDGE PLUG
22' Below Collar @ 5,369'

Set Cast iron Bridge plug @ 5,391'
8' Above collar @ 5,399'
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Sundry Number: 31360 API Well Number: 43037159630000

RESOLUTE Daily Well Report

NATURALRESOURCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Job Category Primary Job Type Secondary Job Type Working Interest (%)
Completion/Workover Recompletion 71.25
Start Date End Date AFE Number

10/16/2012 10012761
Objective
Job scope: Retrieve existing tubingand packer, sidetrack out of the existing 7" casing at ~5400' and drill to a projected depth of 5741' TVD (~7'into Chimney
Rock shale) using nitrogen as required; stimulate the open hole IIC section, run new 2-7/8" TK Fiberline tubingwith KC couplings and new injection packer.
Since this well is on the Horsley-Witten list, Chinle isolation is planned, with MetalSkinTM patches included to ensure integrity of the shallow squeeze
perforations.

Contractor Rig Number Rig Type Rig Start Date Rig Release Date
Four Corners Well Service 05 10/16/2012

Report
Number Start Date End Date Summary

1
2
3 9/11/2012 9/11/2012 Locate and test 4 anchors to 25K, test ok, installed 4 anchors markers
4 9/17/2012 9/17/2012
5 9/18/2012 9/18/2012
6 9/20/2012 9/20/2012 Locate and test 4 anchors to 25K, test ok, installed 4 Anchor markers
7 10/1/2012 10/1/2012 Bust up concrete pad.
8 10/2/2012 10/2/2012 Break up concrete pad, load & haul to cmt to Lansing Yard
9 10/16/2012 10/17/2012 Report on MCU M #14 capital injector, 4CWS rig #5. Crew change JSA wlDawn trucking.Job topic-rigmove,

heavy trucktrafficon locations. Caught in-between equipment & trucks, rig crew stay clear and swamper's stay
in sight of drivers, communication and teamwork. Load ramp and road rig to location. Spot ramp and park rig.
Load & move all equipment offAU H#114. Spot FB tanks, CL pits, cuttings bin, power panel, 210 bbl storage
tank, rig pump, gas buster, generator. swivel & power pack, closing unit, 3 pipe floats and fuel tank. Set stairs
on rig and string out guy lines. Raise &scope derrick up, secure guy lines. RU 3" hardline flWH tree to FB
tanks. Open well up at 1900#. Returns of hvy CO2, gas and H2s wlreadings of 10 to 50 ppm. Good wind
direction. Crew change at 1800 hrs JSA &job topicwas bleeding down well, high pressures wlCO2 & H2s
present. Forklift operations overhead loads and congested location. Use spotter & tag lines. Pressure dropped
to 400#in 3 hrs then slowly increased to 500#. SI and pump 35 bbls 10# brine to determine KWF and monitor.
Built up to 800#. Call Terence at plant and order 40 bbls 14.5 ppg top killand 350 bbls of 13.6 ppg mud to
circulate into wellbore. Prep BOP, equipment and tools to NDINUBOP. Change out rubber in rotating head. 40
bbls of top killmud arrived at 0100 hrs. Line up and pump mud. Well went on slight vacume. ND WH &
NUBOP. NU flex lines to gas buster and choke manifold. Pressure test BOP 200#low and 1000# high-good
test. Started unloading 13.6 ppg mud @0400 hrs. RU floor, stairways and handrails. Crew change at 0600 hrs.

10 10/17/2012 10/18/2012 Capital, Side track & Recompletion
Crew change @0600 hrs. Safety mtg & fillout JSA. Set up Cat walk & pipe racks, J-off Pkr, Got 1,175 psi on
csg & Opsi on tbg, Circ 210 bbls of 13.8 mud dn Tbg. Shut Well in for 15 mins, Well's dead. J back on to pkr &
unset Pkr, tbg starting to flow, check Mud weight ( 13.8 wl 38 viscosity ). pump 23 bbls of 13.8 # dn Tbg, Tbg's
dead. Lay dn tbg hanger & 1- 2-7/8' TKF lined Tbg, 1-10',1-6' Subs, Lay dn 167 2- 7/8" TKF lined Tbg. Crew
change at 1800 hrs, Fillout JSA &Talk about job task, Load up 168 TKF line on MWS road trailer.Hydraulic
hose on tbg tong, got a pin hole leak, replace hydraulic hose. Same time, start moving 86 DP onto pipe rack &
tally.Plu bit, 3-DP & scraper, Plu 83 DP. Move 92 DP onto pipe rack & tally.Crew took lunch &warm up. Plu
178th jnt &Tag hard @5,614' pull up & tag hard again, ( no fill), lay dn 4 Jnts. TOOH wl 30 Std, Crew change
at 1800 hrs, Fillout JSA & talk about job task, continue TOOH wl Bit & Scraper.

11 10/18/2012 10/19/2012 Capital Side track & Recompletion
Crew change @0600 hrs. Safety mtg & fillout JSA. TOOH wl 160 Jnts fillthe hole wl 13.8 mud ( 10 bbls )
TOOH wl 14 Jnts & lay dn bit & scraper. Spot blue Jet, Wire line.Safety mtg, R/u Wire line RIH wl MTT,40-Arm
Caliper casing Inspection Log, Tag PBD @5,611', Log up to 1,000, POH & Lay dn MTT. Run RADII, Sector
cement bond Log from 5,500 up to 1,000', POH wl CBL Tool. Crew change at 1800 hrs, Fillout JSA, Talk about
job task, lay CBL tool dn, Plu Composite plug RIH, Composite starting float, @ 1,500', going real slow, POH &
put weight bar on line & RIH Still not going dn ( OD on composite - 5.3/4 ), Blue Jet has a cast iron plug ( OD
5.1/2 ), Called Jim S. to get ok to run CIBP. POH wl Composite and RIH wl CIBP, still catching on collar &
floating.run in 1,000'within 1.5 hr. POH wl CIBP. Call in for a water mellon &Taper mill from Baker Tool. wait on
tool.TlH wl water mellon &Taper mills to 5,501' ( no tag ),TOOH wl 100 Jns. Crew change @0600 hr, fillout
JSA & talk about job task, continue TOOH & lay dn Water melon & taper mills.

NOTE : SET CAST IRON BRIDGE PLUG
22' Below Collar @ 5,369'

Set Cast iron Bridge plug @ 5,391'
8' Above collar @ 5,399'
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Well Name:   Mcelmo Cr M14

Report Printed:   10/25/2012www.peloton.com

Daily Well Report

API Number

43037159630000
Section

6
Township

41S
Range

25E
Field Name

McElmo Creek
County

San Juan
State/Province

Utah
Wellbore Config

Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time

10/19/1965 00:00
Rig Release Date/Time

Report
Number Start Date End Date Summary

12 10/19/2012 10/20/2012 Capital Side track & Recompletion
Lay dn 20 DP & lay Dn mills, Move 20 HWDP to pipe rack & Tally, P/u CIBP w/ collar locator, 2 7/8" eue pin x- 
over, 2 7/8"H-90 box x 2 7/8" AOH pin x- over, P/u 20  Jnts of spiral H-90 HWDP, 2 7/8" AOH box x 2 7/8: H-90 
pin x- over. TIH w/ 152 Jnts of 2 7/8" DP, found csg collar 11' on 152  Jnt @ 5,402', came up 13' & set CIBP @ 
5,394'. Rotate 10 rounds to the right, pull up 25-K over string weight, sat dn 25-K 2-times. Came up 4-K over 
string weight & rotate 5 more rounds to get sting out of CIBP w/ setting tool. Crew took lunch. Circ 13.8 mud to 
pit w/ 217 bbls of P/w. Pres test CIBP @ 500 psi for 30 min, Held good. Bled pres off.TOOH w/ setting tool. P/u 
& m/u whipstock to mills, Attempt to TIH, hit tight spot @ 84', made several attempt to get through, but not able 
to get pass tight spot, TOOH & lay dn whipstock. P/u 6.25 String mill and TIH, Work the tight spot @ 84 in the 
csg. Finished dressing up tight spot. P/u 7" anchor, excluder sub, 7' path master whipstock, 6.25 window mill, 
6.25 flex mill, 1- 3 1/2' if DP, 1- 3.1/2  if P x -over  x  2-7/8  AOH B, 1- 2-7/8 AOH UBHO Sub, 1- 2-7/8 H-90 b x 
2-7/8  AOH P x-over, TIH w/ 20 Jnts of Spiral H-90  HWDP, 1- 2-7/8  AOH b x 2- 7/8 H-90 x-over, TIH to 5,384' ( 
150 Jnts ). R/u wireline and Orientate whipstock @ 88.91, tag BP @ 5,389' & set anchor w/ 10-K down & pull up
8-K over to make sure anchor is set & pull wire line up to 500', sat down 30- K to shear anchor. R/dn Wire line. 
Crew change @ 0600, Fill out JSA & safety topic, pinch point & hand placement, R/u swivel and start circ.

13 10/20/2012 10/21/2012 Crew change @ 0600 Hrs, Fill out JSA & safety topic, pinch point & hand placement, R/u swivel and Start 
circulating. Mill 6' from 5,374.93 to 5,380.93, had to shut dn the rig pump, to replace valve seat. Replaced valve 
seat on pump. Get circ, continue milling out window. Swivel unit shut down, no diesel in tank, fill the tank up, rig 
crew don't have a primer pump.Called Eddie w/ weatherford, let him know what's going w/ his unit and He said 
he'll sent somebody out to fixed it. while were waiting on weatherford, Took diesel filters off, found out, need to 
replace diesel filters, don't have any diesel filters on loc.So we rinse it out w/ diesel & put filters back on engine 
& prime up the diesel  ( putting air to diesel tank ) and got it started. Crew change at 1800 hrs, Fill out JSA 
Continue milling out window, got 4' rat hole, mill stoped making hole, went ahead & ream the window until we 
were able to go up & down with out any drag, talk to Baker tool hand & Directional hand and decided to TOOH 
& TBIH w/ 6.25 Bit to drill out 2' more. lay dn swivel. Stewart & stevenson work on swivel unit & leaking oil from 
motor. TOOH w/160 Jnts.

14 10/21/2012 10/22/2012 Crew change @ 0600, Fill out JSA & safety topic, hand placement. Continue TOOH & lay dn  Mill Tools. TBIH 
w/ 6.25 Bit & 170 Jnts. Got a called from Eddie w/ Weatherford, saying that the swivel unit motor is shock and 
he don't have another swivel in shop.So I called, High Tech, No answer, left a message, Called  Knight  and 
they have a 3.50 Swivel. I called Donnie and him told  about the swivel. Attempt to get circulation, rig pump 
went down, Fixed pump ( couple springs went out ).Start up the pump, Got circ, drill out 2', total 7' into 
formation. Pull up above Whipstock. Circulate hole for 1 hr. R/dn swivel w/ 1 Jnt. Crew change at 1800 hrs, Fill 
out JSA.TOOH w/ 6.25 bit. Crew took a break.P/u Hughes/ STX-30DX Bit- .75, 1- motor 7/8 2.0 Stage- O.D.- 
5.06,  UBHO- O.D.-4.75  (1) Monel O.D.-4.50, (2) Monel O.D.-4.75 Total BHA= 89.92, & pres test String, 
Leaking from set screw on UBHO Sub. Wait on Gyro/data UBHOSub from Farmington  For 2- Hrs.N/u UBHO 
Sub, Pres Test String, Good.

15 10/22/2012 10/23/2012 On the MCU M-14, capital expense project, Four Corner Well Services Rig #5, 0600,  crew change, fill out 
HJSA w/crew, talk about job task, RIH  w/BHA on drill pipe, pinch points an house keeping were discussed, 
clean up floor,  continue to RIH w/BHA, on 10 stands of 2 7/8" heavy weight , spiral drill pipe, 30 stands of 2 7/8"
AOH drill pipe , bit to 2600', set DP in slips, RU TIW, RU flow tee, RUkelly, RU pump, pump thru motor, 800# 
press, good signal, shut down pump, RD kelly, flow tee, TIW, cont to RIH with 44 more stands of 2 7/8" AOH DP,
bit to 5378', PU and RUpower swivel, ru wireline lubicator on swivel, run wire thur swivel, set gyro in joint # 169, 
pu with swivel, rih with gyro, stop gyro @2500', test gyro, working good, cont to rih w/ gyro to 5378', tested gyro 
, working good, pump thru motor, could not get rate or press needed to start drilling with rig pump, call out for a 
second pump, Call Donnie Trimble inform on situaition, shut down wait on pump, 01800 crew change, HJSA 
w/crew, talk about ru second pump, strike zone while rigging up, were discussed, wait on pump.Pump 
delivered,02200,  spot in , rig up pump, start up press up, found leak on discharge line, 2" nipple on 6" well 
flange was wash out, call out welder, waited for welder, welder on location 0300, welded new nipple on flange, 
crew rig flange back on to pump. 0600 crew change.

Sundry Number: 31360 API Well Number: 43037159630000Sundry Number: 31360 API Well Number: 43037159630000

RESOLUTE Daily Well Report

NATURALRESOURCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) asing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Report

Number Start Date End Date Summary
12 10/19/2012 10/20/2012 Capital Side track & Recompletion

Lay dn 20 DP & lay Dn mills, Move 20 HWDP to pipe rack &Tally, Plu CIBP wl collar locator, 2 7/8" eue pin x-
over, 2 7/8"H-90 box x 2 7/8" AOH pin x- over, Plu 20 Jnts of spiral H-90 HWDP, 2 7/8" AOH box x 2 7/8: H-90
pin x- over. TlH wl 152 Jnts of 2 7/8" DP, found csg collar 11' on 152 Jnt @5,402', came up 13' & set CIBP @
5,394'. Rotate 10 rounds to the right, pull up 25-K over string weight, sat dn 25-K 2-times. Came up 4-K over
string weight & rotate 5 more rounds to get sting out of CIBP wl setting tool. Crew took lunch. Circ 13.8 mud to
pit wl 217 bbls of Plw. Pres test CIBP @500 psi for 30 min, Held good. Bled pres off.TOOH wl setting tool. Plu
& m/u whipstock to mills, Attempt to TlH, hit tightspot @84', made several attempt to get through, but not able
to get pass tightspot, TOOH & lay dn whipstock. Plu 6.25 String mill and TlH, Work the tightspot @84 in the
csg. Finished dressing up tightspot. Plu 7" anchor, excluder sub, 7' path master whipstock, 6.25 window mill,
6.25 flex mill, 1- 3 1/2' if DP, 1- 3.1/2 if Px -over x 2-7/8 AOH B, 1- 2-7/8 AOH UBHO Sub, 1- 2-7/8 H-90 bx
2-7/8 AOH P x-over, TlH wl 20 Jnts of Spiral H-90 HWDP, 1- 2-7/8 AOH bx 2- 7/8 H-90 x-over, TlH to 5,384' (
150 Jnts ). R/u wireline and Orientate whipstock @88.91, tag BP @ 5,389' & set anchor wl 10-K down & pull up
8-K over to make sure anchor is set & pull wire line up to 500', sat down 30- K to shear anchor. Rldn Wire line.
Crew change @0600, Fillout JSA &safety topic, pinch point & hand placement, R/u swivel and start circ.

13 10/20/2012 10/21/2012 Crew change @0600 Hrs, Fillout JSA &safety topic, pinch point & hand placement, R/u swivel and Start
circulating. Mill6' from 5,374.93 to 5,380.93, had to shut dn the rig pump, to replace valve seat. Replaced valve
seat on pump. Get circ, continue milling out window. Swivel unit shut down, no diesel in tank, fillthe tank up, rig
crew don't have a primer pump.Called Eddie wl weatherford, let him know what's going wl his unit and He said
he'll sent somebody out to fixed it. while were waiting on weatherford, Took diesel filters off, found out, need to
replace diesel filters, don't have any diesel filters on loc.So we rinse it out wl diesel & put filters back on engine
& prime up the diesel ( putting air to diesel tank ) and got it started. Crew change at 1800 hrs, Fillout JSA
Continue milling out window, got 4' rat hole, mill stoped making hole, went ahead & ream the window until we
were able to go up &down with out any drag, talk to Baker tool hand & Directional hand and decided to TOOH
&TBlH wl 6.25 Bit to drill out 2' more. lay dn swivel. Stewart & stevenson work on swivel unit & leaking oil from
motor. TOOH wl160 Jnts.

14 10/21/2012 10/22/2012 Crew change @0600, Fillout JSA &safety topic, hand placement. Continue TOOH & lay dn MillTools. TBlH
wl 6.25 Bit & 170 Jnts. Got a called from Eddie wl Weatherford, saying that the swivel unit motor is shock and
he don't have another swivel in shop.So I called, High Tech, No answer, left a message, Called Knight and
they have a 3.50 Swivel. I called Donnie and him told about the swivel. Attempt to get circulation, rig pump
went down, Fixed pump ( couple springs went out ).Start up the pump, Got circ, drill out 2', total 7' into
formation. Pull up above Whipstock. Circulate hole for 1 hr. Rldn swivel wl 1 Jnt. Crew change at 1800 hrs, Fill
out JSA.TOOH wl 6.25 bit. Crew took a break.Plu Hughes/ STX-30DX Bit-

.75,

1- motor 7/8 2.0 Stage- O.D.-
5.06, UBHO- O.D.-4.75 (1) Monel O.D.-4.50, (2) Monel O.D.-4.75 Total BHA= 89.92, & pres test String,
Leaking from set screw on UBHO Sub. Wait on Gyroldata UBHOSub from Farmington For 2- Hrs.N/u UBHO
Sub, Pres Test String, Good.

15 10/22/2012 10/23/2012 On the MCU M-14, capital expense project, Four Corner Well Services Rig #5, 0600, crew change, fillout
HJSAwlcrew, talk about job task, RIH wlBHAon drill pipe, pinch points an house keeping were discussed,
clean up floor, continue to RIH wlBHA, on 10 stands of 2 7/8" heavy weight , spiral drill pipe, 30 stands of 2 7/8"
AOH drill pipe , bit to 2600', set DP in slips, RU TlW, RU flow tee, RUkelly, RU pump, pump thru motor, 800#
press, good signal, shut down pump, RD kelly, flow tee, TlW, cont to RIH with 44 more stands of 2 7/8" AOH DP,
bit to 5378', PU and RUpower swivel, ru wireline lubicator on swivel, run wire thur swivel, set gyro in joint# 169,
pu with swivel, rih with gyro, stop gyro @2500',test gyro, working good, cont to rih wl gyro to 5378', tested gyro
, working good, pump thru motor, could not get rate or press needed to start drilling with rig pump, call out for a
second pump, Call Donnie Trimble inform on situaition, shut down wait on pump, 01800 crew change, HJSA
wlcrew, talk about ru second pump, strike zone while rigging up, were discussed, wait on pump.Pump
delivered,02200, spot in , rig up pump, start up press up, found leak on discharge line, 2" nipple on 6" well
flange was wash out, call out welder, waited for welder, welder on location 0300, welded new nipple on flange,
crew rig flange back on to pump. 0600 crew change.
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Report

Number Start Date End Date Summary
12 10/19/2012 10/20/2012 Capital Side track & Recompletion

Lay dn 20 DP & lay Dn mills, Move 20 HWDP to pipe rack &Tally, Plu CIBP wl collar locator, 2 7/8" eue pin x-
over, 2 7/8"H-90 box x 2 7/8" AOH pin x- over, Plu 20 Jnts of spiral H-90 HWDP, 2 7/8" AOH box x 2 7/8: H-90
pin x- over. TlH wl 152 Jnts of 2 7/8" DP, found csg collar 11' on 152 Jnt @5,402', came up 13' & set CIBP @
5,394'. Rotate 10 rounds to the right, pull up 25-K over string weight, sat dn 25-K 2-times. Came up 4-K over
string weight & rotate 5 more rounds to get sting out of CIBP wl setting tool. Crew took lunch. Circ 13.8 mud to
pit wl 217 bbls of Plw. Pres test CIBP @500 psi for 30 min, Held good. Bled pres off.TOOH wl setting tool. Plu
& m/u whipstock to mills, Attempt to TlH, hit tightspot @84', made several attempt to get through, but not able
to get pass tightspot, TOOH & lay dn whipstock. Plu 6.25 String mill and TlH, Work the tightspot @84 in the
csg. Finished dressing up tightspot. Plu 7" anchor, excluder sub, 7' path master whipstock, 6.25 window mill,
6.25 flex mill, 1- 3 1/2' if DP, 1- 3.1/2 if Px -over x 2-7/8 AOH B, 1- 2-7/8 AOH UBHO Sub, 1- 2-7/8 H-90 bx
2-7/8 AOH P x-over, TlH wl 20 Jnts of Spiral H-90 HWDP, 1- 2-7/8 AOH bx 2- 7/8 H-90 x-over, TlH to 5,384' (
150 Jnts ). R/u wireline and Orientate whipstock @88.91, tag BP @ 5,389' & set anchor wl 10-K down & pull up
8-K over to make sure anchor is set & pull wire line up to 500', sat down 30- K to shear anchor. Rldn Wire line.
Crew change @0600, Fillout JSA &safety topic, pinch point & hand placement, R/u swivel and start circ.

13 10/20/2012 10/21/2012 Crew change @0600 Hrs, Fillout JSA &safety topic, pinch point & hand placement, R/u swivel and Start
circulating. Mill6' from 5,374.93 to 5,380.93, had to shut dn the rig pump, to replace valve seat. Replaced valve
seat on pump. Get circ, continue milling out window. Swivel unit shut down, no diesel in tank, fillthe tank up, rig
crew don't have a primer pump.Called Eddie wl weatherford, let him know what's going wl his unit and He said
he'll sent somebody out to fixed it. while were waiting on weatherford, Took diesel filters off, found out, need to
replace diesel filters, don't have any diesel filters on loc.So we rinse it out wl diesel & put filters back on engine
& prime up the diesel ( putting air to diesel tank ) and got it started. Crew change at 1800 hrs, Fillout JSA
Continue milling out window, got 4' rat hole, mill stoped making hole, went ahead & ream the window until we
were able to go up &down with out any drag, talk to Baker tool hand & Directional hand and decided to TOOH
&TBlH wl 6.25 Bit to drill out 2' more. lay dn swivel. Stewart & stevenson work on swivel unit & leaking oil from
motor. TOOH wl160 Jnts.

14 10/21/2012 10/22/2012 Crew change @0600, Fillout JSA &safety topic, hand placement. Continue TOOH & lay dn MillTools. TBlH
wl 6.25 Bit & 170 Jnts. Got a called from Eddie wl Weatherford, saying that the swivel unit motor is shock and
he don't have another swivel in shop.So I called, High Tech, No answer, left a message, Called Knight and
they have a 3.50 Swivel. I called Donnie and him told about the swivel. Attempt to get circulation, rig pump
went down, Fixed pump ( couple springs went out ).Start up the pump, Got circ, drill out 2', total 7' into
formation. Pull up above Whipstock. Circulate hole for 1 hr. Rldn swivel wl 1 Jnt. Crew change at 1800 hrs, Fill
out JSA.TOOH wl 6.25 bit. Crew took a break.Plu Hughes/ STX-30DX Bit-

.75,

1- motor 7/8 2.0 Stage- O.D.-
5.06, UBHO- O.D.-4.75 (1) Monel O.D.-4.50, (2) Monel O.D.-4.75 Total BHA= 89.92, & pres test String,
Leaking from set screw on UBHO Sub. Wait on Gyroldata UBHOSub from Farmington For 2- Hrs.N/u UBHO
Sub, Pres Test String, Good.

15 10/22/2012 10/23/2012 On the MCU M-14, capital expense project, Four Corner Well Services Rig #5, 0600, crew change, fillout
HJSAwlcrew, talk about job task, RIH wlBHAon drill pipe, pinch points an house keeping were discussed,
clean up floor, continue to RIH wlBHA, on 10 stands of 2 7/8" heavy weight , spiral drill pipe, 30 stands of 2 7/8"
AOH drill pipe , bit to 2600', set DP in slips, RU TlW, RU flow tee, RUkelly, RU pump, pump thru motor, 800#
press, good signal, shut down pump, RD kelly, flow tee, TlW, cont to RIH with 44 more stands of 2 7/8" AOH DP,
bit to 5378', PU and RUpower swivel, ru wireline lubicator on swivel, run wire thur swivel, set gyro in joint# 169,
pu with swivel, rih with gyro, stop gyro @2500',test gyro, working good, cont to rih wl gyro to 5378', tested gyro
, working good, pump thru motor, could not get rate or press needed to start drilling with rig pump, call out for a
second pump, Call Donnie Trimble inform on situaition, shut down wait on pump, 01800 crew change, HJSA
wlcrew, talk about ru second pump, strike zone while rigging up, were discussed, wait on pump.Pump
delivered,02200, spot in , rig up pump, start up press up, found leak on discharge line, 2" nipple on 6" well
flange was wash out, call out welder, waited for welder, welder on location 0300, welded new nipple on flange,
crew rig flange back on to pump. 0600 crew change.
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API Number

43037159630000
Section

6
Township

41S
Range

25E
Field Name

McElmo Creek
County

San Juan
State/Province

Utah
Wellbore Config

Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time

10/19/1965 00:00
Rig Release Date/Time

Report
Number Start Date End Date Summary

16 10/23/2012 10/24/2012 On the MCU M-14, injector, capital expences , Four Corners Well Service Rig #5, 0600, crew change, hjsa 
w/crew, talk about job task , drilling open hole, comunication was discussed, start pumps, pump thur motor with 
prod. water, psi to 1950#, 200 gals per min rate.start drilling, went thur window okay at 5383', slide drill from 
5389' to 5413', ran survey, pu gyro to surface, made connection, joint #170, rih w/gryo, bench mark @2500' 
gryo working, check every 500' to 5000', gyro working, tag up an slide drill from 5413' to 5416', lost signal from 
gyro , would not reset, pooh with gyro, replace, rih, bench mark @2000',3000',4000',5000', good signal, start 
drilling, slide drill from 5416' to 5421', survey, returns show sand an shale rock.01800 crew change, hjsa 
w/crew, talk about rigging down wireline, suspended loads an tag line were discussed,  pooh with gyro , lay 
down , rig down wireline, move out. est cir, 1950# psi, 200 gals min., slide drill from 5421' to 5429', survey,time 
drill from 5429' to 5444', survey , returns rock , slide drill from 5444' to 5473', survey make conection Jnt.#171,  
est cir, 1950# pump psi, 200 gals /min, 92.8 az., 4.8 degrees decline, rop 9.0' hr, slide drill from 5444' to 5505' , 
returns fo rock an sand,  0600 crew change.

17 10/24/2012 10/25/2012 On the MCU M-14, injector, capital expences, Four Corners Well Services Rig #5, 0600 crew change , HJSA 
w/crew, talk about job task, cont drilling, talk about hearing protection, made connection, pu joint # 173 with 
swivel, est cir. with rig pump, 1950#/200 gals min rate, slide drill to 5515', well started flowing, co2, cont to drill 
out to 5525', well started flowing back fluids, pu bit off bottom, shut down pump, shut in well psi to 200#, one 
hour si 700#, 2 hrs 950#, call eng. call Donnie Trimble, talk about stuation, will kill well , pooh with mud motor, 
rih with bit cont to d/o @1200 si 1250#, 10# deliveried to location, open csg psi thur choke, pump 200 bbls ran 
survey during pumping, psi down to 150#, cont to flow back thur choke, shut down pump, drill pipe 0#, rd swivel,
ru elevator, pooh with 6 joints 2 7/8" AOH DP, bit to 5347'. add tiw, flow tee, fcp down to 0#, 01630, shut in well, 
01800 , sicp 950#, crew change,hjsa with crew, talk about loading hole with 13.3# mud, an windy conditions. 
13.3# mud delivered, sicp 1100#, open csg thur choke start pumping mud, pump 185 bbls,13.3# mud, shut 
down pump, psi to zero, watch for flow, rd kelly,flow tee, tiw, pooh with 73 stand 2 7/8" AOH dp, one single, x/o, 
10 stands 2 7/8" hwy spril dp, x/o, layed down  2 7/8" ubho sub, x/o, 2-4 3/4" monels , 4 3/4" ubho sub,4 3/4" 
motor, 6 1/4" bit.lunch, rih 6 1/4" bit, bit sub, 10 stands of 2 7/8" hwy spril dp, x/o, 75 stands an one single, bit to 
5350'. 0600 crew change
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API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) asing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Report

Number Start Date End Date Summary
16 10/23/2012 10/24/2012 On the MCU M-14, injector, capital expences , Four Corners Well Service Rig #5, 0600, crew change, hjsa

wlcrew, talk about job task , drilling open hole, comunication was discussed, start pumps, pump thur motor with
prod. water, psi to 1950#, 200 gals per min rate.start drilling, went thur window okay at 5383', slide drill from
5389' to 5413', ran survey, pu gyro to surface, made connection, joint#170, rih wlgryo, bench mark @2500'
gryo working, check every 500' to 5000', gyro working, tag up an slide drill from 5413' to 5416', lost signal from
gyro , would not reset, pooh with gyro, replace, rih, bench mark @2000',3000',4000',5000',good signal, start
drilling, slide drill from 5416' to 5421', survey, returns show sand an shale rock.01800 crew change, hjsa
wlcrew, talk about rigging down wireline, suspended loads an tag line were discussed, pooh with gyro , lay
down , rig down wireline, move out. est cir, 1950# psi, 200 gals min., slide drill from 5421' to 5429', survey,time
drill from 5429' to 5444', survey , returns rock , slide drill from 5444' to 5473', survey make conection Jnt.#171,
est cir, 1950# pump psi, 200 gals Imin, 92.8 az., 4.8 degrees decline, rop 9.0' hr, slide drill from 5444' to 5505',
returns fo rock an sand, 0600 crew change.

17 10/24/2012 10/25/2012 On the MCU M-14, injector, capital expences, Four Corners Well Services Rig #5, 0600 crew change , HJSA
wlcrew, talk about job task, cont drilling, talk about hearing protection, made connection, pu joint# 173 with
swivel, est cir. with rig pump, 1950#l200 gals min rate, slide drill to 5515', well started flowing, co2, cont to drill
out to 5525', well started flowing back fluids, pu bit off bottom, shut down pump, shut in well psi to 200#, one
hour si 700#, 2 hrs 950#, call eng. call Donnie Trimble, talk about stuation, will killwell , pooh with mud motor,
rih with bit cont to dlo @1200si 1250#, 10# deliveried to location, open csg psi thur choke, pump 200 bbls ran
survey during pumping, psi down to 150#, cont to flow back thur choke, shut down pump, drill pipe 0#, rd swivel,
ru elevator, pooh with 6 joints 2 7/8"AOH DP, bit to 5347'. add tiw,flow tee, fcp down to 0#, 01630, shut in well,
01800 , sicp 950#, crew change,hjsa with crew, talk about loading hole with 13.3# mud, an windy conditions.
13.3# mud delivered, sicp 1100#, open csg thur choke start pumping mud, pump 185 bbls,13.3# mud, shut
down pump, psi to zero, watch for flow, rd kelly,flow tee, tiw,pooh with 73 stand 2 7/8" AOH dp, one single, xlo,
10 stands 2 7/8" hwy spril dp, xlo, layed down 2 7/8" ubho sub, xlo, 2-4 3/4" monels , 4 3/4" ubho sub,4 3/4"
motor, 6 1/4" bit.lunch, rih 6 1/4" bit, bit sub, 10 stands of 2 7/8" hwy spril dp, xlo, 75 stands an one single, bit to
5350'. 0600 crew change
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16 10/23/2012 10/24/2012 On the MCU M-14, injector, capital expences , Four Corners Well Service Rig #5, 0600, crew change, hjsa

wlcrew, talk about job task , drilling open hole, comunication was discussed, start pumps, pump thur motor with
prod. water, psi to 1950#, 200 gals per min rate.start drilling, went thur window okay at 5383', slide drill from
5389' to 5413', ran survey, pu gyro to surface, made connection, joint#170, rih wlgryo, bench mark @2500'
gryo working, check every 500' to 5000', gyro working, tag up an slide drill from 5413' to 5416', lost signal from
gyro , would not reset, pooh with gyro, replace, rih, bench mark @2000',3000',4000',5000',good signal, start
drilling, slide drill from 5416' to 5421', survey, returns show sand an shale rock.01800 crew change, hjsa
wlcrew, talk about rigging down wireline, suspended loads an tag line were discussed, pooh with gyro , lay
down , rig down wireline, move out. est cir, 1950# psi, 200 gals min., slide drill from 5421' to 5429', survey,time
drill from 5429' to 5444', survey , returns rock , slide drill from 5444' to 5473', survey make conection Jnt.#171,
est cir, 1950# pump psi, 200 gals Imin, 92.8 az., 4.8 degrees decline, rop 9.0' hr, slide drill from 5444' to 5505',
returns fo rock an sand, 0600 crew change.

17 10/24/2012 10/25/2012 On the MCU M-14, injector, capital expences, Four Corners Well Services Rig #5, 0600 crew change , HJSA
wlcrew, talk about job task, cont drilling, talk about hearing protection, made connection, pu joint# 173 with
swivel, est cir. with rig pump, 1950#l200 gals min rate, slide drill to 5515', well started flowing, co2, cont to drill
out to 5525', well started flowing back fluids, pu bit off bottom, shut down pump, shut in well psi to 200#, one
hour si 700#, 2 hrs 950#, call eng. call Donnie Trimble, talk about stuation, will killwell , pooh with mud motor,
rih with bit cont to dlo @1200si 1250#, 10# deliveried to location, open csg psi thur choke, pump 200 bbls ran
survey during pumping, psi down to 150#, cont to flow back thur choke, shut down pump, drill pipe 0#, rd swivel,
ru elevator, pooh with 6 joints 2 7/8"AOH DP, bit to 5347'. add tiw,flow tee, fcp down to 0#, 01630, shut in well,
01800 , sicp 950#, crew change,hjsa with crew, talk about loading hole with 13.3# mud, an windy conditions.
13.3# mud delivered, sicp 1100#, open csg thur choke start pumping mud, pump 185 bbls,13.3# mud, shut
down pump, psi to zero, watch for flow, rd kelly,flow tee, tiw,pooh with 73 stand 2 7/8" AOH dp, one single, xlo,
10 stands 2 7/8" hwy spril dp, xlo, layed down 2 7/8" ubho sub, xlo, 2-4 3/4" monels , 4 3/4" ubho sub,4 3/4"
motor, 6 1/4" bit.lunch, rih 6 1/4" bit, bit sub, 10 stands of 2 7/8" hwy spril dp, xlo, 75 stands an one single, bit to
5350'. 0600 crew change
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 1420603372 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 NAVAJO

7.UNIT or CA AGREEMENT NAME:
 MCELMO CREEK 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 NAVAJO C 42-6 (MCELMO M-14) 

2. NAME OF OPERATOR:
 RESOLUTE NATURAL RESOURCES

9. API NUMBER:
 43037159630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600  Ext 

9. FIELD and POOL or WILDCAT:
 GREATER ANETH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2086 FNL 0778 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 06 Township: 41.0S Range: 25.0E Meridian: S

COUNTY:
 SAN JUAN 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

11/16 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Resolute has completed deepening the MCU M-14 on 10-27-12. A
completion report will be filed when the well is put back to production.

A drilling report is attached.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sherry Glass 303 573-4886

TITLE
 Sr Regulatory Technician

SIGNATURE
 N/A

DATE
 11/29/2012

December 03, 2012

Sundry Number: 32508 API Well Number: 43037159630000Sundry Number: 32508 API Well Number: 43037159630000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 1420603372

SUNDRY NOTICES AND REPORTS ON WELLS 6 F DIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. MCELMOCREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well NAVAJO C 42-6 (MCELMO M-14)

2. NAME OF OPERATOR: 9. API NUMBER:
RESOLUTE NATURALRESOURCES 43037159630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600 Ext GREATER ANETH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

2086 FNL 0778 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 06 Township: 41.0S Range: 25.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

11/16/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Resolute has completed deepening the MCU M-14 on 10-27-12. A Accepted by the
completion report will be filed when the well is put back to production. Utah Division of

A drilling report is attached. Oil, Gas and Mining

FOR RECORD ONLY
December 03, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sherry Glass 303 573-4886 Sr Regulatory Technician

SIGNATURE DATE
N/A 11/29/2012

RECEIVED: Nov. 29,

Sundry Number: 32508 API Well Number: 43037159630000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 1420603372

SUNDRY NOTICES AND REPORTS ON WELLS 6 F DIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. MCELMOCREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well NAVAJO C 42-6 (MCELMO M-14)

2. NAME OF OPERATOR: 9. API NUMBER:
RESOLUTE NATURALRESOURCES 43037159630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600 Ext GREATER ANETH

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: SAN JUAN

2086 FNL 0778 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 06 Township: 41.0S Range: 25.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

11/16/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Resolute has completed deepening the MCU M-14 on 10-27-12. A Accepted by the
completion report will be filed when the well is put back to production. Utah Division of

A drilling report is attached. Oil, Gas and Mining

FOR RECORD ONLY
December 03, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sherry Glass 303 573-4886 Sr Regulatory Technician

SIGNATURE DATE
N/A 11/29/2012

RECEIVED: Nov. 29,
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Well Name:   Mcelmo Cr M14

Report Printed:   11/16/2012www.peloton.com

Daily Well Report

API Number

43037159630000
Section

6
Township

41S
Range

25E
Field Name

McElmo Creek
County

San Juan
State/Province

Utah
Wellbore Config

Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time

10/19/1965 00:00
Rig Release Date/Time

Job Category

Completion/Workover
Primary Job Type

Recompletion
Secondary Job Type Working Interest (%)

71.25
Start Date

10/16/2012
End Date

11/6/2012
AFE Number

10012761
Objective

Job scope:  Retrieve existing tubing and packer, sidetrack out of the existing 7" casing at ~5400' and drill to a projected depth of 5741' TVD (~7' into Chimney
Rock shale) using nitrogen as required; stimulate the open hole IIC section, run new 2-7/8" TK Fiberline tubing with KC couplings and new injection packer.  
Since this well is on the Horsley-Witten list, Chinle isolation is planned, with MetalSkin™ patches included to ensure integrity of the shallow squeeze 
perforations.
.

Contractor

Four Corners Well Service
Rig Number

05
Rig Type Rig Start Date

10/16/2012
Rig Release Date

11/6/2012
Report

Number Start Date End Date Summary

1 9/11/2012 9/11/2012 Locate and test 4 anchors to 25K, test ok, installed 4 anchors markers
2 9/17/2012 9/17/2012
3 9/18/2012 9/18/2012
4 9/20/2012 9/20/2012 Locate and test 4 anchors to 25K, test ok, installed 4 Anchor markers
5 10/1/2012 10/1/2012 Bust up concrete pad.
6 10/2/2012 10/2/2012 Break up concrete pad, load & haul to cmt to Lansing Yard
7 10/16/2012 10/17/2012 Report on MCU M #14 capital injector, 4CWS rig #5. Crew change JSA w/Dawn trucking. Job topic-rig move, 

heavy truck traffic on locations. Caught in-between equipment & trucks, rig crew stay clear and swamper's stay 
in sight of drivers, communication and teamwork. Load ramp and road rig to location. Spot ramp and park rig. 
Load & move all equipment off AU H#114. Spot FB tanks, CL pits, cuttings bin, power panel, 210 bbl storage 
tank, rig pump, gas buster, generator. swivel & power pack, closing unit, 3 pipe floats and fuel tank. Set stairs 
on rig and string out guy lines. Raise & scope derrick up, secure guy lines. RU 3" hardline f/WH tree to FB 
tanks. Open well up at 1900#. Returns of hvy CO2, gas and H2s w/readings of 10 to 50 ppm. Good wind 
direction. Crew change at 1800 hrs JSA & job topic was bleeding down well, high pressures w/CO2 & H2s 
present. Forklift operations overhead loads and congested location. Use spotter & tag lines. Pressure dropped 
to 400# in 3 hrs then slowly increased to 500#. SI and pump 35 bbls 10# brine to determine KWF and monitor. 
Built up to 800# . Call Terence at plant and order 40 bbls 14.5 ppg top kill and 350 bbls of 13.6 ppg mud to 
circulate into wellbore. Prep BOP, equipment and tools to ND/NUBOP. Change out rubber in rotating head. 40 
bbls of top kill mud arrived at 0100 hrs. Line up and pump mud. Well went on slight  vacume. ND WH & 
NUBOP. NU flex lines to gas buster and choke manifold. Pressure test BOP 200# low and 1000# high-good 
test. Started unloading 13.6 ppg mud @ 0400 hrs. RU floor, stairways and handrails. Crew change at 0600 hrs.

8 10/17/2012 10/18/2012 Capital, Side track & Recompletion
Crew change @ 0600 hrs. Safety mtg & fill out JSA. Set up Cat walk & pipe racks, J-off Pkr, Got 1,175 psi on 
csg & 0 psi on tbg, Circ 210 bbls of 13.8 mud dn Tbg. Shut Well in for 15 mins, Well's dead. J back on to pkr & 
unset Pkr, tbg starting to flow, check Mud weight ( 13.8 w/ 38 viscosity ). pump 23 bbls of 13.8 # dn Tbg, Tbg's 
dead. Lay dn tbg hanger & 1- 2-7/8' TKF lined Tbg, 1-10',1-6'  Subs, Lay dn 167 2- 7/8" TKF lined Tbg. Crew 
change at 1800 hrs, Fill out JSA & Talk about job task,  Load up 168 TKF line on MWS road trailer. Hydraulic 
hose on tbg tong, got a pin hole leak, replace hydraulic hose. Same time, start moving 86 DP onto pipe rack & 
tally. P/u bit, 3-DP & scraper, P/u 83 DP. Move 92 DP onto pipe rack & tally. Crew took lunch & warm up. P/u  
178th jnt  & Tag hard @ 5,614' pull up & tag hard again, ( no fill ), lay dn 4 Jnts. TOOH w/ 30 Std, Crew change 
at 1800 hrs, Fill out JSA  & talk about job task, continue TOOH w/ Bit & Scraper.

9 10/18/2012 10/19/2012 Capital Side track & Recompletion
Crew change @ 0600 hrs. Safety mtg & fill out JSA. TOOH w/ 160 Jnts fill the hole w/ 13.8 mud ( 10 bbls ) 
TOOH w/ 14 Jnts & lay dn bit & scraper. Spot blue Jet, Wire line.Safety mtg, R/u Wire line RIH w/ MTT, 40-Arm 
Caliper casing Inspection Log, Tag PBD @ 5,611', Log up to 1,000, POH & Lay dn MTT. Run RADII, Sector 
cement bond Log from 5,500 up to 1,000', POH w/ CBL Tool. Crew change at 1800 hrs, Fill out JSA, Talk about 
job task, lay CBL tool dn, P/u Composite plug RIH, Composite starting float, @ 1,500', going real slow, POH & 
put weight bar on line & RIH Still not going dn ( OD on composite - 5.3/4 ), Blue Jet has a cast iron plug ( OD 
5.1/2 ), Called Jim S. to get ok to run CIBP. POH w/ Composite and RIH w/ CIBP, still catching on collar & 
floating.run in 1,000' within 1.5 hr. POH w/ CIBP. Call in for a water mellon & Taper mill from Baker Tool. wait on 
tool. TIH w/ water mellon & Taper mills to 5,501' ( no tag ), TOOH w/ 100 Jns. Crew change @ 0600 hr, fill out 
JSA & talk about job task, continue TOOH & lay dn Water melon & taper mills.

NOTE : SET CAST IRON BRIDGE PLUG
              22'  Below Collar  @  5,369'
             Set Cast iron Bridge plug  @  5,391'
                8'  Above collar  @  5,399'

Sundry Number: 32508 API Well Number: 43037159630000Sundry Number: 32508 API Well Number: 43037159630000

RESOLUTE Daily Well Report

NATURALRESOURCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Job Category Primary Job Type Secondary Job Type Working Interest (%)
Completion/Workover Recompletion 71.25
Start Date End Date AFE Number

10/16/2012 11/6/2012 10012761
Objective
Job scope: Retrieve existing tubingand packer, sidetrack out of the existing 7" casing at ~5400' and drill to a projected depth of 5741' TVD (~7'into Chimney
Rock shale) using nitrogen as required; stimulate the open hole IIC section, run new 2-7/8" TK Fiberline tubingwith KC couplings and new injection packer.
Since this well is on the Horsley-Witten list, Chinle isolation is planned, with MetalSkinTM patches included to ensure integrity of the shallow squeeze
perforations.

Contractor Rig Number Rig Type Rig Start Date Rig Release Date
Four Corners Well Service 05 10/16/2012 11/6/2012

Report
Number Start Date End Date Summary

1 9/11/2012 9/11/2012 Locate and test 4 anchors to 25K, test ok, installed 4 anchors markers
2 9/17/2012 9/17/2012
3 9/18/2012 9/18/2012
4 9/20/2012 9/20/2012 Locate and test 4 anchors to 25K, test ok, installed 4 Anchor markers
5 10/1/2012 10/1/2012 Bust up concrete pad.
6 10/2/2012 10/2/2012 Break up concrete pad, load & haul to cmt to Lansing Yard
7 10/16/2012 10/17/2012 Report on MCU M #14 capital injector, 4CWS rig #5. Crew change JSA wlDawn trucking.Job topic-rigmove,

heavy trucktrafficon locations. Caught in-between equipment & trucks, rig crew stay clear and swamper's stay
in sight of drivers, communication and teamwork. Load ramp and road rig to location. Spot ramp and park rig.
Load & move all equipment offAU H#114. Spot FB tanks, CL pits, cuttings bin, power panel, 210 bbl storage
tank, rig pump, gas buster, generator. swivel & power pack, closing unit, 3 pipe floats and fuel tank. Set stairs
on rig and string out guy lines. Raise &scope derrick up, secure guy lines. RU 3" hardline flWH tree to FB
tanks. Open well up at 1900#. Returns of hvy CO2, gas and H2s wlreadings of 10 to 50 ppm. Good wind
direction. Crew change at 1800 hrs JSA &job topicwas bleeding down well, high pressures wlCO2 & H2s
present. Forklift operations overhead loads and congested location. Use spotter & tag lines. Pressure dropped
to 400#in 3 hrs then slowly increased to 500#. SI and pump 35 bbls 10# brine to determine KWF and monitor.
Built up to 800#. Call Terence at plant and order 40 bbls 14.5 ppg top killand 350 bbls of 13.6 ppg mud to
circulate into wellbore. Prep BOP, equipment and tools to NDINUBOP. Change out rubber in rotating head. 40
bbls of top killmud arrived at 0100 hrs. Line up and pump mud. Well went on slight vacume. ND WH &
NUBOP. NU flex lines to gas buster and choke manifold. Pressure test BOP 200#low and 1000# high-good
test. Started unloading 13.6 ppg mud @0400 hrs. RU floor, stairways and handrails. Crew change at 0600 hrs.

8 10/17/2012 10/18/2012 Capital, Side track & Recompletion
Crew change @0600 hrs. Safety mtg & fillout JSA. Set up Cat walk & pipe racks, J-off Pkr, Got 1,175 psi on
csg & Opsi on tbg, Circ 210 bbls of 13.8 mud dn Tbg. Shut Well in for 15 mins, Well's dead. J back on to pkr &
unset Pkr, tbg starting to flow, check Mud weight ( 13.8 wl 38 viscosity ). pump 23 bbls of 13.8 # dn Tbg, Tbg's
dead. Lay dn tbg hanger & 1- 2-7/8' TKF lined Tbg, 1-10',1-6' Subs, Lay dn 167 2- 7/8" TKF lined Tbg. Crew
change at 1800 hrs, Fillout JSA &Talk about job task, Load up 168 TKF line on MWS road trailer.Hydraulic
hose on tbg tong, got a pin hole leak, replace hydraulic hose. Same time, start moving 86 DP onto pipe rack &
tally.Plu bit, 3-DP & scraper, Plu 83 DP. Move 92 DP onto pipe rack & tally.Crew took lunch &warm up. Plu
178th jnt &Tag hard @5,614' pull up & tag hard again, ( no fill), lay dn 4 Jnts. TOOH wl 30 Std, Crew change
at 1800 hrs, Fillout JSA & talk about job task, continue TOOH wl Bit & Scraper.

9 10/18/2012 10/19/2012 Capital Side track & Recompletion
Crew change @0600 hrs. Safety mtg & fillout JSA. TOOH wl 160 Jnts fillthe hole wl 13.8 mud ( 10 bbls )
TOOH wl 14 Jnts & lay dn bit & scraper. Spot blue Jet, Wire line.Safety mtg, R/u Wire line RIH wl MTT,40-Arm
Caliper casing Inspection Log, Tag PBD @5,611', Log up to 1,000, POH & Lay dn MTT. Run RADII, Sector
cement bond Log from 5,500 up to 1,000', POH wl CBL Tool. Crew change at 1800 hrs, Fillout JSA, Talk about
job task, lay CBL tool dn, Plu Composite plug RIH, Composite starting float, @ 1,500', going real slow, POH &
put weight bar on line & RIH Still not going dn ( OD on composite - 5.3/4 ), Blue Jet has a cast iron plug ( OD
5.1/2 ), Called Jim S. to get ok to run CIBP. POH wl Composite and RIH wl CIBP, still catching on collar &
floating.run in 1,000'within 1.5 hr. POH wl CIBP. Call in for a water mellon &Taper mill from Baker Tool. wait on
tool.TlH wl water mellon &Taper mills to 5,501' ( no tag ),TOOH wl 100 Jns. Crew change @0600 hr, fillout
JSA & talk about job task, continue TOOH & lay dn Water melon & taper mills.

NOTE : SET CAST IRON BRIDGE PLUG
22' Below Collar @ 5,369'

Set Cast iron Bridge plug @ 5,391'
8' Above collar @ 5,399'
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Sundry Number: 32508 API Well Number: 43037159630000

RESOLUTE Daily Well Report

NATURALRESOURCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Job Category Primary Job Type Secondary Job Type Working Interest (%)
Completion/Workover Recompletion 71.25
Start Date End Date AFE Number

10/16/2012 11/6/2012 10012761
Objective
Job scope: Retrieve existing tubingand packer, sidetrack out of the existing 7" casing at ~5400' and drill to a projected depth of 5741' TVD (~7'into Chimney
Rock shale) using nitrogen as required; stimulate the open hole IIC section, run new 2-7/8" TK Fiberline tubingwith KC couplings and new injection packer.
Since this well is on the Horsley-Witten list, Chinle isolation is planned, with MetalSkinTM patches included to ensure integrity of the shallow squeeze
perforations.

Contractor Rig Number Rig Type Rig Start Date Rig Release Date
Four Corners Well Service 05 10/16/2012 11/6/2012

Report
Number Start Date End Date Summary

1 9/11/2012 9/11/2012 Locate and test 4 anchors to 25K, test ok, installed 4 anchors markers
2 9/17/2012 9/17/2012
3 9/18/2012 9/18/2012
4 9/20/2012 9/20/2012 Locate and test 4 anchors to 25K, test ok, installed 4 Anchor markers
5 10/1/2012 10/1/2012 Bust up concrete pad.
6 10/2/2012 10/2/2012 Break up concrete pad, load & haul to cmt to Lansing Yard
7 10/16/2012 10/17/2012 Report on MCU M #14 capital injector, 4CWS rig #5. Crew change JSA wlDawn trucking.Job topic-rigmove,

heavy trucktrafficon locations. Caught in-between equipment & trucks, rig crew stay clear and swamper's stay
in sight of drivers, communication and teamwork. Load ramp and road rig to location. Spot ramp and park rig.
Load & move all equipment offAU H#114. Spot FB tanks, CL pits, cuttings bin, power panel, 210 bbl storage
tank, rig pump, gas buster, generator. swivel & power pack, closing unit, 3 pipe floats and fuel tank. Set stairs
on rig and string out guy lines. Raise &scope derrick up, secure guy lines. RU 3" hardline flWH tree to FB
tanks. Open well up at 1900#. Returns of hvy CO2, gas and H2s wlreadings of 10 to 50 ppm. Good wind
direction. Crew change at 1800 hrs JSA &job topicwas bleeding down well, high pressures wlCO2 & H2s
present. Forklift operations overhead loads and congested location. Use spotter & tag lines. Pressure dropped
to 400#in 3 hrs then slowly increased to 500#. SI and pump 35 bbls 10# brine to determine KWF and monitor.
Built up to 800#. Call Terence at plant and order 40 bbls 14.5 ppg top killand 350 bbls of 13.6 ppg mud to
circulate into wellbore. Prep BOP, equipment and tools to NDINUBOP. Change out rubber in rotating head. 40
bbls of top killmud arrived at 0100 hrs. Line up and pump mud. Well went on slight vacume. ND WH &
NUBOP. NU flex lines to gas buster and choke manifold. Pressure test BOP 200#low and 1000# high-good
test. Started unloading 13.6 ppg mud @0400 hrs. RU floor, stairways and handrails. Crew change at 0600 hrs.

8 10/17/2012 10/18/2012 Capital, Side track & Recompletion
Crew change @0600 hrs. Safety mtg & fillout JSA. Set up Cat walk & pipe racks, J-off Pkr, Got 1,175 psi on
csg & Opsi on tbg, Circ 210 bbls of 13.8 mud dn Tbg. Shut Well in for 15 mins, Well's dead. J back on to pkr &
unset Pkr, tbg starting to flow, check Mud weight ( 13.8 wl 38 viscosity ). pump 23 bbls of 13.8 # dn Tbg, Tbg's
dead. Lay dn tbg hanger & 1- 2-7/8' TKF lined Tbg, 1-10',1-6' Subs, Lay dn 167 2- 7/8" TKF lined Tbg. Crew
change at 1800 hrs, Fillout JSA &Talk about job task, Load up 168 TKF line on MWS road trailer.Hydraulic
hose on tbg tong, got a pin hole leak, replace hydraulic hose. Same time, start moving 86 DP onto pipe rack &
tally.Plu bit, 3-DP & scraper, Plu 83 DP. Move 92 DP onto pipe rack & tally.Crew took lunch &warm up. Plu
178th jnt &Tag hard @5,614' pull up & tag hard again, ( no fill), lay dn 4 Jnts. TOOH wl 30 Std, Crew change
at 1800 hrs, Fillout JSA & talk about job task, continue TOOH wl Bit & Scraper.

9 10/18/2012 10/19/2012 Capital Side track & Recompletion
Crew change @0600 hrs. Safety mtg & fillout JSA. TOOH wl 160 Jnts fillthe hole wl 13.8 mud ( 10 bbls )
TOOH wl 14 Jnts & lay dn bit & scraper. Spot blue Jet, Wire line.Safety mtg, R/u Wire line RIH wl MTT,40-Arm
Caliper casing Inspection Log, Tag PBD @5,611', Log up to 1,000, POH & Lay dn MTT. Run RADII, Sector
cement bond Log from 5,500 up to 1,000', POH wl CBL Tool. Crew change at 1800 hrs, Fillout JSA, Talk about
job task, lay CBL tool dn, Plu Composite plug RIH, Composite starting float, @ 1,500', going real slow, POH &
put weight bar on line & RIH Still not going dn ( OD on composite - 5.3/4 ), Blue Jet has a cast iron plug ( OD
5.1/2 ), Called Jim S. to get ok to run CIBP. POH wl Composite and RIH wl CIBP, still catching on collar &
floating.run in 1,000'within 1.5 hr. POH wl CIBP. Call in for a water mellon &Taper mill from Baker Tool. wait on
tool.TlH wl water mellon &Taper mills to 5,501' ( no tag ),TOOH wl 100 Jns. Crew change @0600 hr, fillout
JSA & talk about job task, continue TOOH & lay dn Water melon & taper mills.

NOTE : SET CAST IRON BRIDGE PLUG
22' Below Collar @ 5,369'

Set Cast iron Bridge plug @ 5,391'
8' Above collar @ 5,399'
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Well Name:   Mcelmo Cr M14

Report Printed:   11/16/2012www.peloton.com

Daily Well Report

API Number

43037159630000
Section

6
Township

41S
Range

25E
Field Name

McElmo Creek
County

San Juan
State/Province

Utah
Wellbore Config

Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time

10/19/1965 00:00
Rig Release Date/Time

Report
Number Start Date End Date Summary

10 10/19/2012 10/20/2012 Capital Side track & Recompletion
Lay dn 20 DP & lay Dn mills, Move 20 HWDP to pipe rack & Tally, P/u CIBP w/ collar locator, 2 7/8" eue pin x- 
over, 2 7/8"H-90 box x 2 7/8" AOH pin x- over, P/u 20  Jnts of spiral H-90 HWDP, 2 7/8" AOH box x 2 7/8: H-90 
pin x- over. TIH w/ 152 Jnts of 2 7/8" DP, found csg collar 11' on 152  Jnt @ 5,402', came up 13' & set CIBP @ 
5,394'. Rotate 10 rounds to the right, pull up 25-K over string weight, sat dn 25-K 2-times. Came up 4-K over 
string weight & rotate 5 more rounds to get sting out of CIBP w/ setting tool. Crew took lunch. Circ 13.8 mud to 
pit w/ 217 bbls of P/w. Pres test CIBP @ 500 psi for 30 min, Held good. Bled pres off.TOOH w/ setting tool. P/u 
& m/u whipstock to mills, Attempt to TIH, hit tight spot @ 84', made several attempt to get through, but not able 
to get pass tight spot, TOOH & lay dn whipstock. P/u 6.25 String mill and TIH, Work the tight spot @ 84 in the 
csg. Finished dressing up tight spot. P/u 7" anchor, excluder sub, 7' path master whipstock, 6.25 window mill, 
6.25 flex mill, 1- 3 1/2' if DP, 1- 3.1/2  if P x -over  x  2-7/8  AOH B, 1- 2-7/8 AOH UBHO Sub, 1- 2-7/8 H-90 b x 
2-7/8  AOH P x-over, TIH w/ 20 Jnts of Spiral H-90  HWDP, 1- 2-7/8  AOH b x 2- 7/8 H-90 x-over, TIH to 5,384' ( 
150 Jnts ). R/u wireline and Orientate whipstock @ 88.91, tag BP @ 5,389' & set anchor w/ 10-K down & pull up
8-K over to make sure anchor is set & pull wire line up to 500', sat down 30- K to shear anchor. R/dn Wire line. 
Crew change @ 0600, Fill out JSA & safety topic, pinch point & hand placement, R/u swivel and start circ.

11 10/20/2012 10/21/2012 Crew change @ 0600 Hrs, Fill out JSA & safety topic, pinch point & hand placement, R/u swivel and Start 
circulating. Mill 6' from 5,374.93 to 5,380.93, had to shut dn the rig pump, to replace valve seat. Replaced valve 
seat on pump. Get circ, continue milling out window. Swivel unit shut down, no diesel in tank, fill the tank up, rig 
crew don't have a primer pump.Called Eddie w/ weatherford, let him know what's going w/ his unit and He said 
he'll sent somebody out to fixed it. while were waiting on weatherford, Took diesel filters off, found out, need to 
replace diesel filters, don't have any diesel filters on loc.So we rinse it out w/ diesel & put filters back on engine 
& prime up the diesel  ( putting air to diesel tank ) and got it started. Crew change at 1800 hrs, Fill out JSA 
Continue milling out window, got 4' rat hole, mill stoped making hole, went ahead & ream the window until we 
were able to go up & down with out any drag, talk to Baker tool hand & Directional hand and decided to TOOH 
& TBIH w/ 6.25 Bit to drill out 2' more. lay dn swivel. Stewart & stevenson work on swivel unit & leaking oil from 
motor. TOOH w/160 Jnts.

12 10/21/2012 10/22/2012 Crew change @ 0600, Fill out JSA & safety topic, hand placement. Continue TOOH & lay dn  Mill Tools. TBIH 
w/ 6.25 Bit & 170 Jnts. Got a called from Eddie w/ Weatherford, saying that the swivel unit motor is shock and 
he don't have another swivel in shop.So I called, High Tech, No answer, left a message, Called  Knight  and 
they have a 3.50 Swivel. I called Donnie and him told  about the swivel. Attempt to get circulation, rig pump 
went down, Fixed pump ( couple springs went out ).Start up the pump, Got circ, drill out 2', total 7' into 
formation. Pull up above Whipstock. Circulate hole for 1 hr. R/dn swivel w/ 1 Jnt. Crew change at 1800 hrs, Fill 
out JSA.TOOH w/ 6.25 bit. Crew took a break.P/u Hughes/ STX-30DX Bit- .75, 1- motor 7/8 2.0 Stage- O.D.- 
5.06,  UBHO- O.D.-4.75  (1) Monel O.D.-4.50, (2) Monel O.D.-4.75 Total BHA= 89.92, & pres test String, 
Leaking from set screw on UBHO Sub. Wait on Gyro/data UBHOSub from Farmington  For 2- Hrs.N/u UBHO 
Sub, Pres Test String, Good.

13 10/22/2012 10/23/2012 On the MCU M-14, capital expense project, Four Corner Well Services Rig #5, 0600,  crew change, fill out 
HJSA w/crew, talk about job task, RIH  w/BHA on drill pipe, pinch points an house keeping were discussed, 
clean up floor,  continue to RIH w/BHA, on 10 stands of 2 7/8" heavy weight , spiral drill pipe, 30 stands of 2 7/8"
AOH drill pipe , bit to 2600', set DP in slips, RU TIW, RU flow tee, RUkelly, RU pump, pump thru motor, 800# 
press, good signal, shut down pump, RD kelly, flow tee, TIW, cont to RIH with 44 more stands of 2 7/8" AOH DP,
bit to 5378', PU and RUpower swivel, ru wireline lubicator on swivel, run wire thur swivel, set gyro in joint # 169, 
pu with swivel, rih with gyro, stop gyro @2500', test gyro, working good, cont to rih w/ gyro to 5378', tested gyro 
, working good, pump thru motor, could not get rate or press needed to start drilling with rig pump, call out for a 
second pump, Call Donnie Trimble inform on situaition, shut down wait on pump, 01800 crew change, HJSA 
w/crew, talk about ru second pump, strike zone while rigging up, were discussed, wait on pump.Pump 
delivered,02200,  spot in , rig up pump, start up press up, found leak on discharge line, 2" nipple on 6" well 
flange was wash out, call out welder, waited for welder, welder on location 0300, welded new nipple on flange, 
crew rig flange back on to pump. 0600 crew change.

Sundry Number: 32508 API Well Number: 43037159630000Sundry Number: 32508 API Well Number: 43037159630000

RESOLUTE Daily Well Report

NATURALRESOURCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) asing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Report

Number Start Date End Date Summary
10 10/19/2012 10/20/2012 Capital Side track & Recompletion

Lay dn 20 DP & lay Dn mills, Move 20 HWDP to pipe rack &Tally, Plu CIBP wl collar locator, 2 7/8" eue pin x-
over, 2 7/8"H-90 box x 2 7/8" AOH pin x- over, Plu 20 Jnts of spiral H-90 HWDP, 2 7/8" AOH box x 2 7/8: H-90
pin x- over. TlH wl 152 Jnts of 2 7/8" DP, found csg collar 11' on 152 Jnt @5,402', came up 13' & set CIBP @
5,394'. Rotate 10 rounds to the right, pull up 25-K over string weight, sat dn 25-K 2-times. Came up 4-K over
string weight & rotate 5 more rounds to get sting out of CIBP wl setting tool. Crew took lunch. Circ 13.8 mud to
pit wl 217 bbls of Plw. Pres test CIBP @500 psi for 30 min, Held good. Bled pres off.TOOH wl setting tool. Plu
& m/u whipstock to mills, Attempt to TlH, hit tightspot @84', made several attempt to get through, but not able
to get pass tightspot, TOOH & lay dn whipstock. Plu 6.25 String mill and TlH, Work the tightspot @84 in the
csg. Finished dressing up tightspot. Plu 7" anchor, excluder sub, 7' path master whipstock, 6.25 window mill,
6.25 flex mill, 1- 3 1/2' if DP, 1- 3.1/2 if Px -over x 2-7/8 AOH B, 1- 2-7/8 AOH UBHO Sub, 1- 2-7/8 H-90 bx
2-7/8 AOH P x-over, TlH wl 20 Jnts of Spiral H-90 HWDP, 1- 2-7/8 AOH bx 2- 7/8 H-90 x-over, TlH to 5,384' (
150 Jnts ). R/u wireline and Orientate whipstock @88.91, tag BP @ 5,389' & set anchor wl 10-K down & pull up
8-K over to make sure anchor is set & pull wire line up to 500', sat down 30- K to shear anchor. Rldn Wire line.
Crew change @0600, Fillout JSA &safety topic, pinch point & hand placement, R/u swivel and start circ.

11 10/20/2012 10/21/2012 Crew change @0600 Hrs, Fillout JSA &safety topic, pinch point & hand placement, R/u swivel and Start
circulating. Mill6' from 5,374.93 to 5,380.93, had to shut dn the rig pump, to replace valve seat. Replaced valve
seat on pump. Get circ, continue milling out window. Swivel unit shut down, no diesel in tank, fillthe tank up, rig
crew don't have a primer pump.Called Eddie wl weatherford, let him know what's going wl his unit and He said
he'll sent somebody out to fixed it. while were waiting on weatherford, Took diesel filters off, found out, need to
replace diesel filters, don't have any diesel filters on loc.So we rinse it out wl diesel & put filters back on engine
& prime up the diesel ( putting air to diesel tank ) and got it started. Crew change at 1800 hrs, Fillout JSA
Continue milling out window, got 4' rat hole, mill stoped making hole, went ahead & ream the window until we
were able to go up &down with out any drag, talk to Baker tool hand & Directional hand and decided to TOOH
&TBlH wl 6.25 Bit to drill out 2' more. lay dn swivel. Stewart & stevenson work on swivel unit & leaking oil from
motor. TOOH wl160 Jnts.

12 10/21/2012 10/22/2012 Crew change @0600, Fillout JSA &safety topic, hand placement. Continue TOOH & lay dn MillTools. TBlH
wl 6.25 Bit & 170 Jnts. Got a called from Eddie wl Weatherford, saying that the swivel unit motor is shock and
he don't have another swivel in shop.So I called, High Tech, No answer, left a message, Called Knight and
they have a 3.50 Swivel. I called Donnie and him told about the swivel. Attempt to get circulation, rig pump
went down, Fixed pump ( couple springs went out ).Start up the pump, Got circ, drill out 2', total 7' into
formation. Pull up above Whipstock. Circulate hole for 1 hr. Rldn swivel wl 1 Jnt. Crew change at 1800 hrs, Fill
out JSA.TOOH wl 6.25 bit. Crew took a break.Plu Hughes/ STX-30DX Bit-

.75,

1- motor 7/8 2.0 Stage- O.D.-
5.06, UBHO- O.D.-4.75 (1) Monel O.D.-4.50, (2) Monel O.D.-4.75 Total BHA= 89.92, & pres test String,
Leaking from set screw on UBHO Sub. Wait on Gyroldata UBHOSub from Farmington For 2- Hrs.N/u UBHO
Sub, Pres Test String, Good.

13 10/22/2012 10/23/2012 On the MCU M-14, capital expense project, Four Corner Well Services Rig #5, 0600, crew change, fillout
HJSAwlcrew, talk about job task, RIH wlBHAon drill pipe, pinch points an house keeping were discussed,
clean up floor, continue to RIH wlBHA, on 10 stands of 2 7/8" heavy weight , spiral drill pipe, 30 stands of 2 7/8"
AOH drill pipe , bit to 2600', set DP in slips, RU TlW, RU flow tee, RUkelly, RU pump, pump thru motor, 800#
press, good signal, shut down pump, RD kelly, flow tee, TlW, cont to RIH with 44 more stands of 2 7/8" AOH DP,
bit to 5378', PU and RUpower swivel, ru wireline lubicator on swivel, run wire thur swivel, set gyro in joint# 169,
pu with swivel, rih with gyro, stop gyro @2500',test gyro, working good, cont to rih wl gyro to 5378', tested gyro
, working good, pump thru motor, could not get rate or press needed to start drilling with rig pump, call out for a
second pump, Call Donnie Trimble inform on situaition, shut down wait on pump, 01800 crew change, HJSA
wlcrew, talk about ru second pump, strike zone while rigging up, were discussed, wait on pump.Pump
delivered,02200, spot in , rig up pump, start up press up, found leak on discharge line, 2" nipple on 6" well
flange was wash out, call out welder, waited for welder, welder on location 0300, welded new nipple on flange,
crew rig flange back on to pump. 0600 crew change.
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10 10/19/2012 10/20/2012 Capital Side track & Recompletion

Lay dn 20 DP & lay Dn mills, Move 20 HWDP to pipe rack &Tally, Plu CIBP wl collar locator, 2 7/8" eue pin x-
over, 2 7/8"H-90 box x 2 7/8" AOH pin x- over, Plu 20 Jnts of spiral H-90 HWDP, 2 7/8" AOH box x 2 7/8: H-90
pin x- over. TlH wl 152 Jnts of 2 7/8" DP, found csg collar 11' on 152 Jnt @5,402', came up 13' & set CIBP @
5,394'. Rotate 10 rounds to the right, pull up 25-K over string weight, sat dn 25-K 2-times. Came up 4-K over
string weight & rotate 5 more rounds to get sting out of CIBP wl setting tool. Crew took lunch. Circ 13.8 mud to
pit wl 217 bbls of Plw. Pres test CIBP @500 psi for 30 min, Held good. Bled pres off.TOOH wl setting tool. Plu
& m/u whipstock to mills, Attempt to TlH, hit tightspot @84', made several attempt to get through, but not able
to get pass tightspot, TOOH & lay dn whipstock. Plu 6.25 String mill and TlH, Work the tightspot @84 in the
csg. Finished dressing up tightspot. Plu 7" anchor, excluder sub, 7' path master whipstock, 6.25 window mill,
6.25 flex mill, 1- 3 1/2' if DP, 1- 3.1/2 if Px -over x 2-7/8 AOH B, 1- 2-7/8 AOH UBHO Sub, 1- 2-7/8 H-90 bx
2-7/8 AOH P x-over, TlH wl 20 Jnts of Spiral H-90 HWDP, 1- 2-7/8 AOH bx 2- 7/8 H-90 x-over, TlH to 5,384' (
150 Jnts ). R/u wireline and Orientate whipstock @88.91, tag BP @ 5,389' & set anchor wl 10-K down & pull up
8-K over to make sure anchor is set & pull wire line up to 500', sat down 30- K to shear anchor. Rldn Wire line.
Crew change @0600, Fillout JSA &safety topic, pinch point & hand placement, R/u swivel and start circ.

11 10/20/2012 10/21/2012 Crew change @0600 Hrs, Fillout JSA &safety topic, pinch point & hand placement, R/u swivel and Start
circulating. Mill6' from 5,374.93 to 5,380.93, had to shut dn the rig pump, to replace valve seat. Replaced valve
seat on pump. Get circ, continue milling out window. Swivel unit shut down, no diesel in tank, fillthe tank up, rig
crew don't have a primer pump.Called Eddie wl weatherford, let him know what's going wl his unit and He said
he'll sent somebody out to fixed it. while were waiting on weatherford, Took diesel filters off, found out, need to
replace diesel filters, don't have any diesel filters on loc.So we rinse it out wl diesel & put filters back on engine
& prime up the diesel ( putting air to diesel tank ) and got it started. Crew change at 1800 hrs, Fillout JSA
Continue milling out window, got 4' rat hole, mill stoped making hole, went ahead & ream the window until we
were able to go up &down with out any drag, talk to Baker tool hand & Directional hand and decided to TOOH
&TBlH wl 6.25 Bit to drill out 2' more. lay dn swivel. Stewart & stevenson work on swivel unit & leaking oil from
motor. TOOH wl160 Jnts.

12 10/21/2012 10/22/2012 Crew change @0600, Fillout JSA &safety topic, hand placement. Continue TOOH & lay dn MillTools. TBlH
wl 6.25 Bit & 170 Jnts. Got a called from Eddie wl Weatherford, saying that the swivel unit motor is shock and
he don't have another swivel in shop.So I called, High Tech, No answer, left a message, Called Knight and
they have a 3.50 Swivel. I called Donnie and him told about the swivel. Attempt to get circulation, rig pump
went down, Fixed pump ( couple springs went out ).Start up the pump, Got circ, drill out 2', total 7' into
formation. Pull up above Whipstock. Circulate hole for 1 hr. Rldn swivel wl 1 Jnt. Crew change at 1800 hrs, Fill
out JSA.TOOH wl 6.25 bit. Crew took a break.Plu Hughes/ STX-30DX Bit-

.75,

1- motor 7/8 2.0 Stage- O.D.-
5.06, UBHO- O.D.-4.75 (1) Monel O.D.-4.50, (2) Monel O.D.-4.75 Total BHA= 89.92, & pres test String,
Leaking from set screw on UBHO Sub. Wait on Gyroldata UBHOSub from Farmington For 2- Hrs.N/u UBHO
Sub, Pres Test String, Good.

13 10/22/2012 10/23/2012 On the MCU M-14, capital expense project, Four Corner Well Services Rig #5, 0600, crew change, fillout
HJSAwlcrew, talk about job task, RIH wlBHAon drill pipe, pinch points an house keeping were discussed,
clean up floor, continue to RIH wlBHA, on 10 stands of 2 7/8" heavy weight , spiral drill pipe, 30 stands of 2 7/8"
AOH drill pipe , bit to 2600', set DP in slips, RU TlW, RU flow tee, RUkelly, RU pump, pump thru motor, 800#
press, good signal, shut down pump, RD kelly, flow tee, TlW, cont to RIH with 44 more stands of 2 7/8" AOH DP,
bit to 5378', PU and RUpower swivel, ru wireline lubicator on swivel, run wire thur swivel, set gyro in joint# 169,
pu with swivel, rih with gyro, stop gyro @2500',test gyro, working good, cont to rih wl gyro to 5378', tested gyro
, working good, pump thru motor, could not get rate or press needed to start drilling with rig pump, call out for a
second pump, Call Donnie Trimble inform on situaition, shut down wait on pump, 01800 crew change, HJSA
wlcrew, talk about ru second pump, strike zone while rigging up, were discussed, wait on pump.Pump
delivered,02200, spot in , rig up pump, start up press up, found leak on discharge line, 2" nipple on 6" well
flange was wash out, call out welder, waited for welder, welder on location 0300, welded new nipple on flange,
crew rig flange back on to pump. 0600 crew change.
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25E
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San Juan
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Wellbore Config

Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time

10/19/1965 00:00
Rig Release Date/Time

Report
Number Start Date End Date Summary

14 10/23/2012 10/24/2012 On the MCU M-14, injector, capital expences , Four Corners Well Service Rig #5, 0600, crew change, hjsa 
w/crew, talk about job task , drilling open hole, comunication was discussed, start pumps, pump thur motor with 
prod. water, psi to 1950#, 200 gals per min rate.start drilling, went thur window okay at 5383', slide drill from 
5389' to 5413', ran survey, pu gyro to surface, made connection, joint #170, rih w/gryo, bench mark @2500' 
gryo working, check every 500' to 5000', gyro working, tag up an slide drill from 5413' to 5416', lost signal from 
gyro , would not reset, pooh with gyro, replace, rih, bench mark @2000',3000',4000',5000', good signal, start 
drilling, slide drill from 5416' to 5421', survey, returns show sand an shale rock.01800 crew change, hjsa 
w/crew, talk about rigging down wireline, suspended loads an tag line were discussed,  pooh with gyro , lay 
down , rig down wireline, move out. est cir, 1950# psi, 200 gals min., slide drill from 5421' to 5429', survey,time 
drill from 5429' to 5444', survey , returns rock , slide drill from 5444' to 5473', survey make conection Jnt.#171,  
est cir, 1950# pump psi, 200 gals /min, 92.8 az., 4.8 degrees decline, rop 9.0' hr, slide drill from 5444' to 5505' , 
returns fo rock an sand,  0600 crew change.

15 10/24/2012 10/25/2012 On the MCU M-14, injector, capital expences, Four Corners Well Services Rig #5, 0600 crew change , HJSA 
w/crew, talk about job task, cont drilling, talk about hearing protection, made connection, pu joint # 173 with 
swivel, est cir. with rig pump, 1950#/200 gals min rate, slide drill to 5515', well started flowing, co2, cont to drill 
out to 5525', well started flowing back fluids, pu bit off bottom, shut down pump, shut in well psi to 200#, one 
hour si 700#, 2 hrs 950#, call eng. call Donnie Trimble, talk about stuation, will kill well , pooh with mud motor, 
rih with bit cont to d/o @1200 si 1250#, 10# deliveried to location, open csg psi thur choke, pump 200 bbls ran 
survey during pumping, psi down to 150#, cont to flow back thur choke, shut down pump, drill pipe 0#, rd swivel,
ru elevator, pooh with 6 joints 2 7/8" AOH DP, bit to 5347'. add tiw, flow tee, fcp down to 0#, 01630, shut in well, 
01800 , sicp 950#, crew change,hjsa with crew, talk about loading hole with 13.3# mud, an windy conditions. 
13.3# mud delivered, sicp 1100#, open csg thur choke start pumping mud, pump 185 bbls,13.3# mud, shut 
down pump, psi to zero, watch for flow, rd kelly,flow tee, tiw, pooh with 73 stand 2 7/8" AOH dp, one single, x/o, 
10 stands 2 7/8" hwy spril dp, x/o, layed down  2 7/8" ubho sub, x/o, 2-4 3/4" monels , 4 3/4" ubho sub,4 3/4" 
motor, 6 1/4" bit.lunch, rih 6 1/4" bit, bit sub, 10 stands of 2 7/8" hwy spril dp, x/o, 75 stands an one single, bit to 
5350'. 0600 crew change

16 10/25/2012 10/26/2012 On the MCU M-14, injector, capital expences, Four Corners Well Services Rig # 5, 0600 crew change, hjsa 
w/crew, talk about job task,displacing mud w/ produce water, press ,possible  h2s, were dicussed, water truck 
on location , start moving produce water, start rig pump, recovered 200 bbls 13# mud, shut down pump, rd kelly,
flow tee, tiw, pu joint #172, change out stripping rubber, rih joint 172,173, 174, 175, ru swivel, pu joint #176 rih 
tag up @5525', est cir w/rig pump, pump pressure 400#, 120 gals /min, wob 11 poiints, d/o to 5539', cir clean, 
make connection, pu joint #177 w/swivel, est cir w/rig pump, d/o to 5571', rop 16'/hr, cir clean, shut down pump, 
make connection, pu joint#178 with swivel, 01800, crew change, talk about job task, drilling open hole, hearing 
protection, windy condition, were discussed, cont to drill open hole, d/o joint #178,179,180,  d/o to 5665', dp psi 
420#, 10 pt on bit, 66 rpm, rop 4.5'/hr, 120 gals fluids/min. 6ppm h2s at flow back tank, cir clean,0600 crew 
change

17 10/26/2012 10/27/2012 On the MCU M-14, injector , capital expences, Four Corners Wells Service Rig #5, 0600 crew change, hjsa 
w/crew , talk about job task, drill out open hole, pinch points, handplacement, an h2s, were decussed, cont to 
d/o , joint #181,182,183, drill from 5665' to 5741', dp psi 420#, 11 points on bit, 66 rpm, rop 15', 120 gals /min on
pump. pu bit off bottom, cir well , pump psi 250#, cir clean, shut down pump, lay down one joint w/swivel, rd 
swivel, ru elevators, lay down 12 more joints 2 7/8" AOH dp. bit @ 5350',  ru rig pump, displace well bore w/200 
bbls 13# mud.,01800, crew change, hjsa w/crew, talk about job task, pooh w/tbg an bha, pinch points an h2s 
were dicussed, pooh with 75 stands of 2 7/8" AOH dp, 10 stands 2 7/8" hwy wt spril dp, bit sub, 6 1/4" bit.ru 
wireline flange, miru wireline, hjsa w/crew, talk about suspended loads, ru chem frac, rih , shot chem frac from 
5675'-5685', 5657'-5667' pooh setting tool , chem frac fired okay. rd wireline mo, rih w/10 stands 2 7/8" hwy spril
dp, pooh , lay down, pu an rih, bull plugged 4' X2 7/8" eue perf sub, x/o,12 joints of 2 7/8" AOH dp., treating 
packer, 35 stands 2 7/8" AOH drill pipe, well started flowing up dp, ru tiw, flow tee ,kelly, start flowing back dp, 
shut well in. wait on mud
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14 10/23/2012 10/24/2012 On the MCU M-14, injector, capital expences , Four Corners Well Service Rig #5, 0600, crew change, hjsa

wlcrew, talk about job task , drilling open hole, comunication was discussed, start pumps, pump thur motor with
prod. water, psi to 1950#, 200 gals per min rate.start drilling, went thur window okay at 5383', slide drill from
5389' to 5413', ran survey, pu gyro to surface, made connection, joint#170, rih wlgryo, bench mark @2500'
gryo working, check every 500' to 5000', gyro working, tag up an slide drill from 5413' to 5416', lost signal from
gyro , would not reset, pooh with gyro, replace, rih, bench mark @2000',3000',4000',5000',good signal, start
drilling, slide drill from 5416' to 5421', survey, returns show sand an shale rock.01800 crew change, hjsa
wlcrew, talk about rigging down wireline, suspended loads an tag line were discussed, pooh with gyro , lay
down , rig down wireline, move out. est cir, 1950# psi, 200 gals min., slide drill from 5421' to 5429', survey,time
drill from 5429' to 5444', survey , returns rock , slide drill from 5444' to 5473', survey make conection Jnt.#171,
est cir, 1950# pump psi, 200 gals Imin, 92.8 az., 4.8 degrees decline, rop 9.0' hr, slide drill from 5444' to 5505',
returns fo rock an sand, 0600 crew change.

15 10/24/2012 10/25/2012 On the MCU M-14, injector, capital expences, Four Corners Well Services Rig #5, 0600 crew change , HJSA
wlcrew, talk about job task, cont drilling, talk about hearing protection, made connection, pu joint# 173 with
swivel, est cir. with rig pump, 1950#l200 gals min rate, slide drill to 5515', well started flowing, co2, cont to drill
out to 5525', well started flowing back fluids, pu bit off bottom, shut down pump, shut in well psi to 200#, one
hour si 700#, 2 hrs 950#, call eng. call Donnie Trimble, talk about stuation, will killwell , pooh with mud motor,
rih with bit cont to dlo @1200si 1250#, 10# deliveried to location, open csg psi thur choke, pump 200 bbls ran
survey during pumping, psi down to 150#, cont to flow back thur choke, shut down pump, drill pipe 0#, rd swivel,
ru elevator, pooh with 6 joints 2 7/8"AOH DP, bit to 5347'. add tiw,flow tee, fcp down to 0#, 01630, shut in well,
01800 , sicp 950#, crew change,hjsa with crew, talk about loading hole with 13.3# mud, an windy conditions.
13.3# mud delivered, sicp 1100#, open csg thur choke start pumping mud, pump 185 bbls,13.3# mud, shut
down pump, psi to zero, watch for flow, rd kelly,flow tee, tiw,pooh with 73 stand 2 7/8" AOH dp, one single, xlo,
10 stands 2 7/8" hwy spril dp, xlo, layed down 2 7/8" ubho sub, xlo, 2-4 3/4" monels , 4 3/4" ubho sub,4 3/4"
motor, 6 1/4" bit.lunch, rih 6 1/4" bit, bit sub, 10 stands of 2 7/8" hwy spril dp, xlo, 75 stands an one single, bit to
5350'. 0600 crew change

16 10/25/2012 10/26/2012 On the MCU M-14, injector, capital expences, Four Corners Well Services Rig # 5, 0600 crew change, hjsa
wlcrew, talk about job task,displacing mud wl produce water, press ,possible h2s, were dicussed, water truck
on location , start moving produce water, start rig pump, recovered 200 bbls 13# mud, shut down pump, rd kelly,
flow tee, tiw,pu joint#172, change out stripping rubber, rih joint 172,173, 174, 175, ru swivel, pu joint#176 rih
tag up @5525',est cir wlrig pump, pump pressure 400#, 120 gals Imin, wob 11 poiints, dlo to 5539', cir clean,
make connection, pu joint#177 w/swivel, est cir wlrig pump, dlo to 5571', rop 16'lhr, cir clean, shut down pump,
make connection, pu joint#178with swivel, 01800, crew change, talk about job task, drilling open hole, hearing
protection, windy condition, were discussed, cont to drill open hole, dlo joint#178,179,180, dlo to 5665', dp psi
420#, 10 pt on bit, 66 rpm, rop 4.5'lhr, 120 gals fluids/min. 6ppm h2s at flow back tank, cir clean,0600 crew
change

17 10/26/2012 10/27/2012 On the MCU M-14, injector , capital expences, Four Corners Wells Service Rig #5, 0600 crew change, hjsa
wlcrew , talk about job task, drill out open hole, pinch points, handplacement, an h2s, were decussed, cont to
dlo , joint#181,182,183, drill from 5665' to 5741', dp psi 420#, 11 points on bit, 66 rpm, rop 15', 120 gals Imin on
pump. pu bit off bottom, cir well , pump psi 250#, cir clean, shut down pump, lay down one jointw/swivel, rd
swivel, ru elevators, lay down 12 more joints 2 7/8" AOH dp. bit @5350', ru rig pump, displace well bore wl200
bbls 13# mud.,01800, crew change, hjsa wlcrew, talk about job task, pooh wltbg an bha, pinch points an h2s
were dicussed, pooh with 75 stands of 2 7/8" AOH dp, 10 stands 2 7/8" hwy wt spril dp, bit sub, 6 1/4" bit.ru
wireline flange, miru wireline, hjsa wlcrew, talk about suspended loads, ru chem frac, rih , shot chem frac from
5675'-5685', 5657'-5667' pooh setting tool , chem frac fired okay. rd wireline mo, rih wl10 stands 2 7/8" hwy spril
dp, pooh , lay down, pu an rih, bull plugged 4'X2 7/8" eue perf sub, xlo,12 joints of 2 7/8"AOH dp., treating
packer, 35 stands 2 7/8" AOH drill pipe, well started flowing up dp, ru tiw,flow tee ,kelly, start flowing back dp,
shut well in. wait on mud
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14 10/23/2012 10/24/2012 On the MCU M-14, injector, capital expences , Four Corners Well Service Rig #5, 0600, crew change, hjsa

wlcrew, talk about job task , drilling open hole, comunication was discussed, start pumps, pump thur motor with
prod. water, psi to 1950#, 200 gals per min rate.start drilling, went thur window okay at 5383', slide drill from
5389' to 5413', ran survey, pu gyro to surface, made connection, joint#170, rih wlgryo, bench mark @2500'
gryo working, check every 500' to 5000', gyro working, tag up an slide drill from 5413' to 5416', lost signal from
gyro , would not reset, pooh with gyro, replace, rih, bench mark @2000',3000',4000',5000',good signal, start
drilling, slide drill from 5416' to 5421', survey, returns show sand an shale rock.01800 crew change, hjsa
wlcrew, talk about rigging down wireline, suspended loads an tag line were discussed, pooh with gyro , lay
down , rig down wireline, move out. est cir, 1950# psi, 200 gals min., slide drill from 5421' to 5429', survey,time
drill from 5429' to 5444', survey , returns rock , slide drill from 5444' to 5473', survey make conection Jnt.#171,
est cir, 1950# pump psi, 200 gals Imin, 92.8 az., 4.8 degrees decline, rop 9.0' hr, slide drill from 5444' to 5505',
returns fo rock an sand, 0600 crew change.

15 10/24/2012 10/25/2012 On the MCU M-14, injector, capital expences, Four Corners Well Services Rig #5, 0600 crew change , HJSA
wlcrew, talk about job task, cont drilling, talk about hearing protection, made connection, pu joint# 173 with
swivel, est cir. with rig pump, 1950#l200 gals min rate, slide drill to 5515', well started flowing, co2, cont to drill
out to 5525', well started flowing back fluids, pu bit off bottom, shut down pump, shut in well psi to 200#, one
hour si 700#, 2 hrs 950#, call eng. call Donnie Trimble, talk about stuation, will killwell , pooh with mud motor,
rih with bit cont to dlo @1200si 1250#, 10# deliveried to location, open csg psi thur choke, pump 200 bbls ran
survey during pumping, psi down to 150#, cont to flow back thur choke, shut down pump, drill pipe 0#, rd swivel,
ru elevator, pooh with 6 joints 2 7/8"AOH DP, bit to 5347'. add tiw,flow tee, fcp down to 0#, 01630, shut in well,
01800 , sicp 950#, crew change,hjsa with crew, talk about loading hole with 13.3# mud, an windy conditions.
13.3# mud delivered, sicp 1100#, open csg thur choke start pumping mud, pump 185 bbls,13.3# mud, shut
down pump, psi to zero, watch for flow, rd kelly,flow tee, tiw,pooh with 73 stand 2 7/8" AOH dp, one single, xlo,
10 stands 2 7/8" hwy spril dp, xlo, layed down 2 7/8" ubho sub, xlo, 2-4 3/4" monels , 4 3/4" ubho sub,4 3/4"
motor, 6 1/4" bit.lunch, rih 6 1/4" bit, bit sub, 10 stands of 2 7/8" hwy spril dp, xlo, 75 stands an one single, bit to
5350'. 0600 crew change

16 10/25/2012 10/26/2012 On the MCU M-14, injector, capital expences, Four Corners Well Services Rig # 5, 0600 crew change, hjsa
wlcrew, talk about job task,displacing mud wl produce water, press ,possible h2s, were dicussed, water truck
on location , start moving produce water, start rig pump, recovered 200 bbls 13# mud, shut down pump, rd kelly,
flow tee, tiw,pu joint#172, change out stripping rubber, rih joint 172,173, 174, 175, ru swivel, pu joint#176 rih
tag up @5525',est cir wlrig pump, pump pressure 400#, 120 gals Imin, wob 11 poiints, dlo to 5539', cir clean,
make connection, pu joint#177 w/swivel, est cir wlrig pump, dlo to 5571', rop 16'lhr, cir clean, shut down pump,
make connection, pu joint#178with swivel, 01800, crew change, talk about job task, drilling open hole, hearing
protection, windy condition, were discussed, cont to drill open hole, dlo joint#178,179,180, dlo to 5665', dp psi
420#, 10 pt on bit, 66 rpm, rop 4.5'lhr, 120 gals fluids/min. 6ppm h2s at flow back tank, cir clean,0600 crew
change

17 10/26/2012 10/27/2012 On the MCU M-14, injector , capital expences, Four Corners Wells Service Rig #5, 0600 crew change, hjsa
wlcrew , talk about job task, drill out open hole, pinch points, handplacement, an h2s, were decussed, cont to
dlo , joint#181,182,183, drill from 5665' to 5741', dp psi 420#, 11 points on bit, 66 rpm, rop 15', 120 gals Imin on
pump. pu bit off bottom, cir well , pump psi 250#, cir clean, shut down pump, lay down one jointw/swivel, rd
swivel, ru elevators, lay down 12 more joints 2 7/8" AOH dp. bit @5350', ru rig pump, displace well bore wl200
bbls 13# mud.,01800, crew change, hjsa wlcrew, talk about job task, pooh wltbg an bha, pinch points an h2s
were dicussed, pooh with 75 stands of 2 7/8" AOH dp, 10 stands 2 7/8" hwy wt spril dp, bit sub, 6 1/4" bit.ru
wireline flange, miru wireline, hjsa wlcrew, talk about suspended loads, ru chem frac, rih , shot chem frac from
5675'-5685', 5657'-5667' pooh setting tool , chem frac fired okay. rd wireline mo, rih wl10 stands 2 7/8" hwy spril
dp, pooh , lay down, pu an rih, bull plugged 4'X2 7/8" eue perf sub, xlo,12 joints of 2 7/8"AOH dp., treating
packer, 35 stands 2 7/8" AOH drill pipe, well started flowing up dp, ru tiw,flow tee ,kelly, start flowing back dp,
shut well in. wait on mud
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API Number

43037159630000
Section

6
Township

41S
Range

25E
Field Name

McElmo Creek
County

San Juan
State/Province

Utah
Wellbore Config

Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time

10/19/1965 00:00
Rig Release Date/Time

Report
Number Start Date End Date Summary

18 10/27/2012 10/28/2012 Daily report on MCU M #14 capital injector 4CWS rig #5. Crew change, 1 man short. Toolpusher will operate rig.
JSA & job topic-bleed off backside, high pressures, possible H2S, CO2 & LEL. Watch wind direction and gas 
monitors. Baker pumping delayed w/truck problem in Farmington. Waiting on 50 bbls of 13.0 ppg mud to be 
delivered to use as top kill on DP. Open up CSG w/900# to FB tank on 1/4" choke. High levels of LEL, CO2 & 
H2S blowing back on location. Shut well.. Open up @ 800 psi bleed off to 200 psi. Pump 12 bbls 13.0 ppg mud-
top kill. DP on vacume. Continue TIH another 35 stds of 2 7/8" AOH DP pumping top kill every 12 stds. PU 
single jnts & set treating PKR @ 5344', EOT @ 5734'. Load backside w/produced water & test PKR to 1000 
psi-good. Spot Baker trucks & RU hard line. Group JSA w/17 men pressent. Review job plan, max pressures 
and rates. emergency contacts, shower trailer & stop job authority. Test hard line to 5000 psi-good. Pump 17 
bbls fresh water ahead  @ 2.3 bpm to 951# to load DP & shut down. Open bypass & spot 34 bbls 28% HCI acid
f/EOT to depth of 5468' and shut in for 1 hr. Continue pumping last 114 bbls acid @ 3.0 bpm w/ max pressure of
205# w/averge of 66 psi. Displace w/26 bbls @ 3.8 bpm fresh water to EOT and shut in f/2hrs. ISIP of 0# on a 
suction. Monitor pressure. Crew change @ 1800 hrs, JSA and job plan.Topic-flowing back acid 
stimulation-watch gas levels, monitors and wind directions. Releasing PKR & TOOH. Check DP, still on 
vacume. Open up to FB tank & monitor-no flow. Bleed off 500# on backside and release PKR. No flow on well. 
LD 12 single jnts & TOOH to 1673'. Kick & flow on CSG of 250 psi to FB tanks. Choke back & pump 95 bbls 
produced water-DP 0#, CSG lt blow. SI, wait f/prod water. TBG 200#, CSG 280#. Pump 20 bbls DP. Continue 
TOOH & LD PKR. TIH to 2526' w/kill string. SI well in, wait on Weatherford/metalskin tool hand. Crew change 
@ 0600 hrs.

19 10/28/2012 10/29/2012 Daily report on MCU M #14 capital injector 4CWS rig #5. Crew change JSA & job plan-forklift ops, killing well & 
PU BHA f/TIH with mill run to prep f/lower metal skin install. Use spotters & tag lines. Pinch points,  caught 
in-between and teamwork. First day f/new floor hand on crew. Move & strap 4 -3 1/2" DC's. Weatherford called 
to inform that tool hand held up in Denver airport. Farmington tool hand leaving town to start job. Csg 500# & 
DP 425#. Bleed off Csg thru choke manifold & start pumping produced down kill string, well killed. TOOH 36 
stds 2 7/8" f/2526' to surface. SI well. Tool hand on loc @ 1030 hrs. Spot trailer, unload & tally all metal skin 
equipment. PU 1st 3 1/2" DC & MU bit sub, scraper, melon mill & 6 1/4" bit. PU 3 more DC's & start TIH. Tag 
solid 84' in. PU pwr swvl & RU to rotate & dress Csg w/6.3035" OD mill. No progress. Call Jim Styler to inform. 
Call f/6.25" OD mill f/town (no tapered mill available, will run w/bit again).TOOH & LD BHA & DC's. Wait on new 
mill. Mill on location @ 1730 hrs, unload. Crew change @ 1800 hrs. JSA & job plan-MU mill BHA, TIH & TOOH. 
Keeping well killed-H2s & gas pressent. Start MU BHA w/6.25" OD mill. Problem-did not send different xo's 
required f/scraper to mill & mill back to 6 1/4" bit. Wait for xo's to arrive.Tool hand & crew continue to MU 
metalskin assembly & rack back in derrick during down time.Mill on loc @ 2030 hrs. MU BHA, DC's & TIH to 
5171' . RU pwr swvl, PU 6 single jnts & rotate to a depth of 5360' . RD pwr swvl. Break to eat. LD 6 single jnts. 
TOOH to surface & LD mills. Crew change @ 0600 hrs.

20 10/29/2012 10/30/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change @ 0600 hrs, JSA & job topic-PU 
metalskin BHA & TIH. First time operation f/crew. Good clear communication w/tool hand. Forklift ops-use 
spotters & tag lines. Pinch points, caught in-between and stop job authority. MU metalskin BHA & TIH w/163 
jnts 2 7/8" DP to 5343' (32' above window). Tie back on single line. RU Wilson Services pump truck. Pump up to
4500# & release pressure. Strip thru & set metalskin liner pulling 140k to 160k. Bottom @ 5343', top @ 5274'. 
Liner specifications as follows; OD-6.166", ID-5.678", Drift-5.458", Burst of 5000# & Collapses of 3390#. RD 
Wilson Services & release. Break to eat. Go back to double line and TOOH 81 stds. LD metalskin equipment & 
1 single. Secure well. Crew change @ 1800 hrs JSA & job topic-TIH w/injection PKR, TOOH, TIH w/RBP, 
TOOH. Pinch points, teamwork, derrick man 100% tie off & forklift ops. Use spotters & tag lines. Move organize 
& store Weatherford equipment for use on upper metalskin. PU 7" Arrowset 1x injection PKR w/plug in place & 
TIH 168 jnts 2 7/8" DP. Set w/elements @ 5313.52' (30' f/bottom of metalskin), pull 30k to set.  RU & load 
backside w/produced water. SI and pressure test PKR to 1000#-good test. Bleed off and LD 117 single jnts of 2 
7/8" DP on racks & move to pipe float. Crew change @ 0600 hrs.
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RESOLUTE Daily Well Report
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Well Name: Mcelmo Cr M14
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43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
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18 10/27/2012 10/28/2012 Daily report on MCU M #14 capital injector 4CWS rig #5. Crew change, 1 man short. Toolpusher will operate rig.

JSA &job topic-bleedoff backside, high pressures, possible H2S, CO2 & LEL. Watch wind direction and gas
monitors. Baker pumping delayed wltruck problem in Farmington. Waiting on 50 bbls of 13.0 ppg mud to be
delivered to use as top killon DP. Open up CSG wl900#to FB tank on 1/4" choke. High levels of LEL, CO2 &
H2S blowing back on location. Shut well.. Open up @800 psi bleed off to 200 psi. Pump 12 bbls 13.0 ppg mud-
top kill. DP on vacume. Continue TlH another 35 stds of 2 7/8" AOH DP pumping top killevery 12 stds. PU
single jnts & set treating PKR @5344', EOT @5734'. Load backside w/produced water & test PKR to 1000
psi-good. Spot Baker trucks & RU hard line. Group JSA wl17 men pressent. Review job plan, max pressures
and rates. emergency contacts, shower trailer& stop job authority. Test hard line to 5000 psi-good. Pump 17
bbls fresh water ahead @2.3 bpm to 951# to load DP & shut down. Open bypass &spot 34 bbls 28% HCI acid
flEOT to depth of 5468' and shut in for 1 hr. Continue pumping last 114 bbls acid @3.0 bpm wl max pressure of
205# wlaverge of 66 psi. Displace wl26 bbls @3.8 bpm fresh water to EOT and shut in f/2hrs. ISIP of 0# on a
suction. Monitor pressure. Crew change @ 1800 hrs, JSA and job plan.Topic-flowing back acid
stimulation-watch gas levels, monitors and wind directions. Releasing PKR &TOOH. Check DP, still on
vacume. Open up to FB tank & monitor-no flow. Bleed off 500# on backside and release PKR. No flow on well.
LD 12 single jnts &TOOH to 1673'. Kick & flow on CSG of 250 psi to FB tanks. Choke back & pump 95 bbls
produced water-DP 0#, CSG It blow. SI, wait f/prod water. TBG 200#, CSG 280#. Pump 20 bbls DP. Continue
TOOH & LD PKR. TlH to 2526' wlkill string. SI well in, wait on Weatherford/metalskin tool hand. Crew change
@0600 hrs.

19 10/28/2012 10/29/2012 Daily report on MCU M #14 capital injector 4CWS rig #5. Crew change JSA &job plan-forklift ops, killingwell &
PU BHAflTlH with mill run to prep fllower metal skin install. Use spotters & tag lines. Pinch points, caught
in-between and teamwork. First day flnew floor hand on crew. Move &strap 4 -3 1/2" DC's. Weatherford called
to inform that tool hand held up in Denver airport. Farmington tool hand leaving town to start job. Csg 500# &
DP 425#. Bleed off Csg thru choke manifold & start pumping produced down killstring, well killed. TOOH 36
stds 2 7/8" f/2526' to surface. SI well. Tool hand on loc @ 1030 hrs. Spot trailer,unload & tallyall metal skin
equipment. PU 1st 3 1/2" DC & MU bit sub, scraper, melon mill &6 1/4" bit. PU 3 more DC's &start TlH. Tag
solid 84' in. PU pwr swvl & RU to rotate & dress Csg wl6.3035" OD mill. No progress. Call Jim Styler to inform.
Call fl6.25" OD mill f/town (no tapered mill available, will run wlbit again).TOOH & LD BHA & DC's. Wait on new
mill. Millon location @ 1730 hrs, unload. Crew change @ 1800 hrs. JSA &job plan-MU mill BHA, TlH &TOOH.
Keeping well killed-H2s & gas pressent. Start MU BHAwl6.25" OD mill. Problem-did not send different xo's
required flscraper to mill & mill back to 6 1/4" bit. Wait for xo's to arrive.Tool hand &crew continue to MU
metalskin assembly & rack back in derrick during down time.Mill on loc @2030 hrs. MU BHA, DC's &TlH to
5171' . RU pwr swvl, PU 6 single jnts & rotate to a depth of 5360' . RD pwr swvl. Break to eat. LD 6 single jnts.
TOOH to surface & LD mills. Crew change @0600 hrs.

20 10/29/2012 10/30/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change @0600 hrs, JSA &job topic-PU
metalskin BHA &TlH. First time operation f/crew. Good clear communication wltool hand. Forklift ops-use
spotters & tag lines. Pinch points, caught in-between and stop job authority. MU metalskin BHA &TlH wl163
jnts 2 7/8" DP to 5343' (32'above window). Tie back on single line. RU Wilson Services pump truck. Pump up to
4500# & release pressure. Strip thru & set metalskin liner pulling 140k to 160k. Bottom @5343', top @5274'.
Liner specifications as follows; OD-6.166", ID-5.678", Drift-5.458", Burst of 5000# & Collapses of 3390#. RD
Wilson Services & release. Break to eat. Go back to double line and TOOH 81 stds. LD metalskin equipment &
1 single. Secure well. Crew change @ 1800 hrs JSA &job topic-TlH w/injection PKR, TOOH, TlH wlRBP,
TOOH. Pinch points, teamwork,derrick man 100% tie off & forkliftops. Use spotters & tag lines. Move organize
&store Weatherford equipment for use on upper metalskin. PU 7" Arrowset 1x injection PKR w/plug in place &
TlH 168 jnts 2 7/8" DP. Set wlelements @5313.52' (30' flbottom of metalskin), pull 30k to set. RU & load
backside w/produced water. SI and pressure test PKR to 1000#-good test. Bleed off and LD 117 single jnts of 2
7/8" DP on racks & move to pipe float. Crew change @0600 hrs.
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18 10/27/2012 10/28/2012 Daily report on MCU M #14 capital injector 4CWS rig #5. Crew change, 1 man short. Toolpusher will operate rig.

JSA &job topic-bleedoff backside, high pressures, possible H2S, CO2 & LEL. Watch wind direction and gas
monitors. Baker pumping delayed wltruck problem in Farmington. Waiting on 50 bbls of 13.0 ppg mud to be
delivered to use as top killon DP. Open up CSG wl900#to FB tank on 1/4" choke. High levels of LEL, CO2 &
H2S blowing back on location. Shut well.. Open up @800 psi bleed off to 200 psi. Pump 12 bbls 13.0 ppg mud-
top kill. DP on vacume. Continue TlH another 35 stds of 2 7/8" AOH DP pumping top killevery 12 stds. PU
single jnts & set treating PKR @5344', EOT @5734'. Load backside w/produced water & test PKR to 1000
psi-good. Spot Baker trucks & RU hard line. Group JSA wl17 men pressent. Review job plan, max pressures
and rates. emergency contacts, shower trailer& stop job authority. Test hard line to 5000 psi-good. Pump 17
bbls fresh water ahead @2.3 bpm to 951# to load DP & shut down. Open bypass &spot 34 bbls 28% HCI acid
flEOT to depth of 5468' and shut in for 1 hr. Continue pumping last 114 bbls acid @3.0 bpm wl max pressure of
205# wlaverge of 66 psi. Displace wl26 bbls @3.8 bpm fresh water to EOT and shut in f/2hrs. ISIP of 0# on a
suction. Monitor pressure. Crew change @ 1800 hrs, JSA and job plan.Topic-flowing back acid
stimulation-watch gas levels, monitors and wind directions. Releasing PKR &TOOH. Check DP, still on
vacume. Open up to FB tank & monitor-no flow. Bleed off 500# on backside and release PKR. No flow on well.
LD 12 single jnts &TOOH to 1673'. Kick & flow on CSG of 250 psi to FB tanks. Choke back & pump 95 bbls
produced water-DP 0#, CSG It blow. SI, wait f/prod water. TBG 200#, CSG 280#. Pump 20 bbls DP. Continue
TOOH & LD PKR. TlH to 2526' wlkill string. SI well in, wait on Weatherford/metalskin tool hand. Crew change
@0600 hrs.

19 10/28/2012 10/29/2012 Daily report on MCU M #14 capital injector 4CWS rig #5. Crew change JSA &job plan-forklift ops, killingwell &
PU BHAflTlH with mill run to prep fllower metal skin install. Use spotters & tag lines. Pinch points, caught
in-between and teamwork. First day flnew floor hand on crew. Move &strap 4 -3 1/2" DC's. Weatherford called
to inform that tool hand held up in Denver airport. Farmington tool hand leaving town to start job. Csg 500# &
DP 425#. Bleed off Csg thru choke manifold & start pumping produced down killstring, well killed. TOOH 36
stds 2 7/8" f/2526' to surface. SI well. Tool hand on loc @ 1030 hrs. Spot trailer,unload & tallyall metal skin
equipment. PU 1st 3 1/2" DC & MU bit sub, scraper, melon mill &6 1/4" bit. PU 3 more DC's &start TlH. Tag
solid 84' in. PU pwr swvl & RU to rotate & dress Csg wl6.3035" OD mill. No progress. Call Jim Styler to inform.
Call fl6.25" OD mill f/town (no tapered mill available, will run wlbit again).TOOH & LD BHA & DC's. Wait on new
mill. Millon location @ 1730 hrs, unload. Crew change @ 1800 hrs. JSA &job plan-MU mill BHA, TlH &TOOH.
Keeping well killed-H2s & gas pressent. Start MU BHAwl6.25" OD mill. Problem-did not send different xo's
required flscraper to mill & mill back to 6 1/4" bit. Wait for xo's to arrive.Tool hand &crew continue to MU
metalskin assembly & rack back in derrick during down time.Mill on loc @2030 hrs. MU BHA, DC's &TlH to
5171' . RU pwr swvl, PU 6 single jnts & rotate to a depth of 5360' . RD pwr swvl. Break to eat. LD 6 single jnts.
TOOH to surface & LD mills. Crew change @0600 hrs.

20 10/29/2012 10/30/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change @0600 hrs, JSA &job topic-PU
metalskin BHA &TlH. First time operation f/crew. Good clear communication wltool hand. Forklift ops-use
spotters & tag lines. Pinch points, caught in-between and stop job authority. MU metalskin BHA &TlH wl163
jnts 2 7/8" DP to 5343' (32'above window). Tie back on single line. RU Wilson Services pump truck. Pump up to
4500# & release pressure. Strip thru & set metalskin liner pulling 140k to 160k. Bottom @5343', top @5274'.
Liner specifications as follows; OD-6.166", ID-5.678", Drift-5.458", Burst of 5000# & Collapses of 3390#. RD
Wilson Services & release. Break to eat. Go back to double line and TOOH 81 stds. LD metalskin equipment &
1 single. Secure well. Crew change @ 1800 hrs JSA &job topic-TlH w/injection PKR, TOOH, TlH wlRBP,
TOOH. Pinch points, teamwork,derrick man 100% tie off & forkliftops. Use spotters & tag lines. Move organize
&store Weatherford equipment for use on upper metalskin. PU 7" Arrowset 1x injection PKR w/plug in place &
TlH 168 jnts 2 7/8" DP. Set wlelements @5313.52' (30' flbottom of metalskin), pull 30k to set. RU & load
backside w/produced water. SI and pressure test PKR to 1000#-good test. Bleed off and LD 117 single jnts of 2
7/8" DP on racks & move to pipe float. Crew change @0600 hrs.
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21 10/30/2012 10/31/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change @ 0600 hrs. JSA & job topic- was TIH 
w/RBP-pinch points, teamwork & proper backup on tongs to prevent slip cuts. TIH to 1616' & set RBP. Release 
& circulate fresh water to clean wellbore. Dump sand on top of RBP. LD 4 singles & TOOH 22 stds to surface. 
RU Blue Jet-group JSA, review depths & hazards. Turn phone's off. Stay clear of wireline operations. RIH w/2' 
gun, perforate f/1565' to 1567' w/4 spf, come out w/WL, all shots fired good. RD WL & release. RU to circulate 
thru Braden head. Start pumping @ .5 bbl/min w/pressure of 1000#, pump total of 100 bbls without circulation. 
Called to inform Jim Styler. RD off Bradenhead . Crew change @ 1800 hrs. JSA & job topic-TIH w/CICR, good 
communication w/tool hand, & pinch points. TIH & set CICR @ 1454'. Wait on Haliburton to arrive. Spot & RU 
hardline & water supply. Group JSA-12 men present. Review job, max pressure's, emergency numbers, Lat & 
Long. Possible high pressures & stay clear of hardlines & trucks. Pressure test to 3000#-good. Start w/20 bbl 
water ahead. Established good circulation @ 1.3 bpm. Pump 500 SKS 1.91 YLD, 170 bbls of 12.4# lead cmt. 
Had cmt returns after 117 bbls. Pump 50 SKS, 1.15 YLD, 10.2 bbls 15.8# tail cmt. Displace w/6 bbl water. Sting 
out leaving 1/2 bbl on CICR. Had 63 bbls of cmt returns. RD Haliburton off DP. Rack 1 std in derrick & reverse 
circulate 12 bbls water until clean. RD & release cmt crew. TOOH to surface. Secure well. WOC f/24 hrs.

22 10/31/2012 11/1/2012 Daily report for MCU M #14 capital injector 4CWS rig #5. Crew change @ 0600 hrs. WOC. JSA & job 
topic-service rig & equipment, power wash equipment & housekeeping. Shut down all equipment before any 
service work, slick surface's & trip hazards. Service rig unit & rig pump. Power wash rig, pump, closed loop pit 
system & catwalk. Inventory & record S/N on Weatherford rental equipment. Crew change @ 1800 hrs. JSA & 
job topic-power wash derrick, 100% tied off. RU flow line f/mud cross to gas buster, fall protection. Move & tally 
DC's, forklift ops use spotters. Start task, completed all. MU 6 1/4" junk mill, xo sub on first 3 1/2" DC. PU total 
of 6 DC's & TIH w/2 7/8" AOH DP. Tag up @ 1435'. RU power swivel. Establish circulation @ 3 BPM w/fresh 
water. Start milling-WOB 2-3K, 60 RPM w/CP of 500 psi. Returns of fine CMT cuttings.. Mill f/1435' to 1455' jnt 
#41. Crew change @ 0600 hrs

23 11/1/2012 11/2/2012 Capital Side track & Recompletion.
Crew change @ 0600 hrs. Safety mtg, Fill out JSA. Continue to mill out CICR @ 1,454' w/ 4 points on mill 
&1500 torque on swivel, mill out CIRC on Jnt-41 ( 11 -hrs on milling out CICR ) & continue milling out cmt to 
1,530.'on Jnt-43 ( Avg time 3- hrs per Jnt ).Crew change @ 0600 Hrs.

 CICR @ 1,454' & RBP @ 1,613'

24 11/2/2012 11/3/2012 Capital Side track & Recompletion.
Crew change @ 0600 hrs. Safety mtg, Fill out JSA. Continue milling out cmt to 1,568'.'on Jnt- 44. N/dn Swivel. 
TOOH w/ Junk Mill, lay it dn, TBIH w/ 6" fishing magnet, Tag Cmt. & TOOH w/ pieces of CICR, TBIH w/ fishing 
magnet & P/u Swivel, Circ w/ 1200 psi on pump for 30 min. N/dn Swivel, TOOH w/ Magnet ( Big chunks of 
CICR ), Crew change @ 1800 Hrs, Safety mtg, Fill out JSA, TBIH w/ magnet, P/u Swivel &  Circ w/ 1200 psi on 
pump for 30  mins, N/dn swivel, TOOH & lay dn Fishing magnet ( small pieces of CICR ).TBIH w/ 6 1/4" Bit. Tag 
& N/u Swivel w/  Jnt -45, Got circ, Drill out end of cmt.@ 1,611'. Pres test Csg @ 1,100 psi for 30 mins, slow 
leak, Bled pres off, pres back up to 1,100 psi for 30 mins, tested Good, Bled pres off, Circ clean w/ P/w for 1- 
Hr. N/dn swivel. TOOH & lay dn Fishing magnet, P/u Bit, scraper & String mill, TBIH dn to 1,600', Crew change 
@ 0600 Hrs.

25 11/3/2012 11/4/2012 On the MCU M-14, capital project , injector, Four Corners Well Service Rig #5, 0600, crew change, hjsa w/ 
crew, talk about job task, pooh w/ drill collars an laying down, pinch points, were discussed, pooh with 23 stands
of 2 7/8" AOH dp, 6 - 3 1/2" drill collars, lay down . RIH w/retrieving head, on 51 joints 2 7/8" AOH dp, to 1600', 
ru swivel,  , start rig pump, cir sand off of RBP, shut down pump, latch an release RBP with swivel, rd swivel, 
hang back, ru elevators, pooh with 7 joints of 2 7/8" aoh dp, lay down, pooh with an stand back 22 stands,lay 
down RBP an retrieving head. Change over tools to run metal skins, tongs an elevatoers, ru metal skins, pu an 
rih with two metal skins, made up an rih setting tool, two joint 2 7/8" eue tbg, x/o to 2 7/8" AOH, crew change 
@1800, hjsa w/crew, talk about job task , rih with dp, setting metal skins, pinch points an tag lines were 
discussed.Rih w/21 stands 2 7/8" AOH dp., pu one single, ru tbg swivel rih, spot metal skin patch @ 1532' thur 
1602', ru pump truck to tbg swivel, pump up an set anchor w/ 4500#, twice, set metal skin , set 55' w/ rig , than 
jack last 15' with pump truck. lay down three joints, rd tbg swivel an pump truck, pooh with 38 joints of 2 7/8" 
AOH lay down, move to trailer, lay down BHA, load out weatherford tools, move out. move over 90 joints 2 7/8" 
TK fiberline w/kc couplings, tally, rih with on/off tool, nickel coated nipple, 105 joints 2 7/8" TK tbg, 3360', 0600 
crew change,

Sundry Number: 32508 API Well Number: 43037159630000Sundry Number: 32508 API Well Number: 43037159630000

RESOLUTE Daily Well Report

NATURALRESOURCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) asing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Report

Number Start Date End Date Summary
21 10/30/2012 10/31/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change @0600 hrs. JSA &job topic-was TlH

wlRBP-pinch points, teamwork& proper backup on tongs to prevent slip cuts. TlH to 1616' & set RBP. Release
&circulate fresh water to clean wellbore. Dump sand on top of RBP. LD 4 singles &TOOH 22 stds to surface.
RU Blue Jet-group JSA, review depths & hazards. Turn phone's off. Stay clear of wireline operations. RIH wl2'
gun, perforate fl1565' to 1567' wl4 spf, come out wlWL, all shots fired good. RD WL & release. RU to circulate
thru Braden head. Start pumping @ .5 bbl/min w/pressure of 1000#, pump total of 100 bbls without circulation.
Called to inform Jim Styler. RD off Bradenhead . Crew change @ 1800 hrs. JSA &job topic-TlH wlCICR, good
communication wltool hand, & pinch points. TlH & set CICR @ 1454'. Wait on Haliburton to arrive. Spot & RU
hardline &water supply. Group JSA-12 men present. Review job, max pressure's, emergency numbers, Lat &
Long. Possible high pressures &stay clear of hardlines & trucks. Pressure test to 3000#-good. Start wl20 bbl
water ahead. Established good circulation @ 1.3 bpm. Pump 500 SKS 1.91 YLD, 170 bbls of 12.4# lead cmt.
Had cmt returns after 117 bbls. Pump 50 SKS, 1.15 YLD, 10.2 bbls 15.8# tailcmt. Displace wl6 bbl water. Sting
out leaving 1/2 bbl on CICR. Had 63 bbls of cmt returns. RD Haliburton off DP. Rack 1 std in derrick & reverse
circulate 12 bbls water until clean. RD & release cmt crew. TOOH to surface. Secure well. WOC f/24 hrs.

22 10/31/2012 11/1/2012 Daily report for MCU M #14 capital injector 4CWS rig #5. Crew change @0600 hrs. WOC. JSA &job
topic-servicerig &equipment, power wash equipment & housekeeping. Shut down all equipment before any
service work, slick surface's & trip hazards. Service rig unit & rig pump. Power wash rig, pump, closed loop pit
system & catwalk. Inventory & record SIN on Weatherford rental equipment. Crew change @ 1800 hrs. JSA &
job topic-powerwash derrick, 100% tied off. RU flow line flmud cross to gas buster, fall protection. Move & tally
DC's, forkliftops use spotters. Start task, completed all. MU 6 1/4" junk mill, xo sub on first 3 1/2" DC. PU total
of 6 DC's &TlH wl2 7/8"AOH DP. Tag up @ 1435'. RU power swivel. Establish circulation @3 BPM wlfresh
water. Start milling-WOB 2-3K, 60 RPM wlCP of 500 psi. Returns of fine CMT cuttings.. Millfl1435' to 1455' jnt
#41. Crew change @0600 hrs

23 11/1/2012 11/2/2012 Capital Side track & Recompletion.
Crew change @0600 hrs. Safety mtg, Fillout JSA. Continue to mill out CICR @ 1,454' wl 4 points on mill
&1500 torque on swivel, mill out CIRC on Jnt-41 ( 11 -hrs on milling out CICR ) &continue milling out cmt to
1,530.'on Jnt-43 (Avg time 3- hrs per Jnt ).Crew change @0600 Hrs.

CICR @ 1,454' & RBP @ 1,613'

24 11/2/2012 11/3/2012 Capital Side track & Recompletion.
Crew change @0600 hrs. Safety mtg, Fillout JSA. Continue milling out cmt to 1,568'.'on Jnt- 44. Nldn Swivel.
TOOH wl Junk Mill, lay it dn, TBlH wl 6" fishing magnet, Tag Cmt. &TOOH wl pieces of CICR, TBlH wl fishing
magnet & Plu Swivel, Circ wl 1200 psi on pump for 30 min. Nldn Swivel, TOOH wl Magnet ( Big chunks of
CICR ), Crew change @ 1800 Hrs, Safety mtg, Fillout JSA, TBlH wl magnet, Plu Swivel & Circ wl 1200 psi on
pump for 30 mins, Nldn swivel, TOOH & lay dn Fishing magnet ( small pieces of CICR ).TBlH wl 6 1/4" Bit. Tag
& N/u Swivel wl Jnt -45, Got circ, Drillout end of cmt.@ 1,611'. Pres test Csg @ 1,100 psi for 30 mins, slow
leak, Bled pres off, pres back up to 1,100 psi for 30 mins, tested Good, Bled pres off, Circ clean wl Plw for 1-
Hr. Nldn swivel. TOOH & lay dn Fishing magnet, Plu Bit, scraper & String mill, TBlH dn to 1,600', Crew change
@0600 Hrs.

25 11/3/2012 11/4/2012 On the MCU M-14, capital project , injector, Four Corners Well Service Rig #5, 0600, crew change, hjsa wl
crew, talk about job task, pooh wl drill collars an laying down, pinch points, were discussed, pooh with 23 stands
of 2 7/8" AOH dp, 6 - 3 1/2" drill collars, lay down . RIH wlretrieving head, on 51 joints 2 7/8" AOH dp, to 1600',
ru swivel, , start rig pump, cir sand off of RBP, shut down pump, latch an release RBP with swivel, rd swivel,
hang back, ru elevators, pooh with 7 joints of 2 7/8" aoh dp, lay down, pooh with an stand back 22 stands,lay
down RBP an retrieving head. Change over tools to run metal skins, tongs an elevatoers, ru metal skins, pu an
rih with two metal skins, made up an rih setting tool, twojoint2 7/8" eue tbg, xlo to 2 7/8" AOH, crew change
@1800,hjsa wlcrew, talk about job task , rih with dp, setting metal skins, pinch points an tag lines were
discussed.Rih wl21 stands 2 7/8" AOH dp., pu one single, ru tbg swivel rih, spot metal skin patch @ 1532' thur
1602', ru pump truck to tbg swivel, pump up an set anchor wl 4500#, twice, set metal skin , set 55' wl rig , than
jack last 15' with pump truck. lay down three joints, rd tbg swivel an pump truck, pooh with 38 joints of 2 7/8"
AOH lay down, move to trailer,lay down BHA, load out weatherford tools, move out. move over 90 joints 2 7/8"
TK fiberline wlkc couplings, tally,rih with onloff tool, nickel coated nipple, 105 joints 2 7/8" TK tbg, 3360', 0600
crew change,
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Well Name:   Mcelmo Cr M14

Report Printed:   11/16/2012www.peloton.com

Daily Well Report

API Number

43037159630000
Section

6
Township

41S
Range

25E
Field Name

McElmo Creek
County

San Juan
State/Province

Utah
Wellbore Config

Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time

10/19/1965 00:00
Rig Release Date/Time

Report
Number Start Date End Date Summary

26 11/4/2012 11/5/2012 On the MCU M-14, injector, capital expences, Four Corners Well Service Rig #5, 0600, crew change, hjsa 
w/crew, talk about job task rih with TK tbg, pinch points an handplacement were decussed,cont to rih with 68 
more joints on/off tool to 5308', ru rig pump, cir top of plug, shut down pump, close pipe rams , pressure csg up 
to 1000#, (mock mit) held for 30 mins, , good test , bd, displace csg with 220 bbls packer fluid, space out tbg, 
pu tbg hanger add on stainless seat nipple an tiw valve, set in hanger latching on/off tool, 10k on tbg hanger, 
18k on packer, set lock downs, rd power swivel, ru rig pump to csg, press to 1050#, mock mit, held for 30 mins, 
good solid test. bd pressure, rd tongs,slips,gaurds,ladder,floor,bop stack,add new ring gasket, remove tiw from 
hanger, ru well head an master valves, test seal to 2000# good test, bd pressure, miru slick line unit, ru to well 
head, rih with spear to 5200", ru rig pump to tbg, pressure up to 1200#, cont to rih with spear tag up plug 5321', 
pierces plug , tbg went on vacum, pooh w/spear,01800, crew change, hjsa w/crew talk about job task, recover 
plug an start rigging down equipment,teamwork was decussed,   ru overshot, rih latch an retrieve 1.81" F-plug. 
pooh, shut in well, rd slickline, move out, rd equipment, haul off fluids , equipment an rig ready to move.

27 11/5/2012 11/6/2012 On the MCU M-14, injector capital expence, Four Corner Well Service Rig #5, 0600 crew change, hjsa w/crew, 
talk about job task, scoping down derrick, moving rig, talk about teamwork, miru super sucker, start cleaning out
mud pits, haul off three loads of water, untie guy lines, scope down derrick, tie up guy lines on rig, drive off of rig
ramp, Dawn Trucking on location 01200, hjsa w/ drivers, talk about route an speed, spotters., road rig to 
location, load out rig ramp, move to location, finish cleaning out mud pit, found out cement was set up in flow 
back tank,

Sundry Number: 32508 API Well Number: 43037159630000Sundry Number: 32508 API Well Number: 43037159630000

RESOLUTE Daily Well Report

NATURALRESOURCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) asing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Report

Number Start Date End Date Summary
26 11/4/2012 11/5/2012 On the MCU M-14, injector, capital expences, Four Corners Well Service Rig #5, 0600, crew change, hjsa

wlcrew, talk about job task rih with TK tbg, pinch points an handplacement were decussed,cont to rih with 68
more joints onloff tool to 5308', ru rig pump, cir top of plug, shut down pump, close pipe rams , pressure csg up
to 1000#, (mock mit) held for 30 mins, , good test , bd, displace csg with 220 bbls packer fluid, space out tbg,
pu tbg hanger add on stainless seat nipple an tiwvalve, set in hanger latching onloff tool, 10k on tbg hanger,
18k on packer, set lock downs, rd power swivel, ru rig pump to csg, press to 1050#, mock mit, held for 30 mins,
good solid test. bd pressure, rd tongs,slips,gaurds,ladder,floor,bopstack,add new ring gasket, remove tiwfrom
hanger, ru well head an master valves, test seal to 2000# good test, bd pressure, miru slick line unit, ru to well
head, rih with spear to 5200", ru rig pump to tbg, pressure up to 1200#, cont to rih with spear tag up plug 5321',
pierces plug , tbg went on vacum, pooh w/spear,01800, crew change, hjsa wlcrew talk about job task, recover
plug an start rigging down equipment,teamwork was decussed, ru overshot, rih latch an retrieve 1.81" F-plug.
pooh, shut in well, rd slickline, move out, rd equipment, haul off fluids , equipment an rig ready to move.

27 11/5/2012 11/6/2012 On the MCU M-14, injector capital expence, Four Corner Well Service Rig #5, 0600 crew change, hjsa wlcrew,
talk about job task, scoping down derrick, moving rig, talk about teamwork,miru super sucker, start cleaning out
mud pits, haul off three loads of water, untie guy lines, scope down derrick, tie up guy lines on rig, drive off of rig
ramp, Dawn Trucking on location 01200, hjsa wl drivers, talk about route an speed, spotters., road rig to
location, load out rig ramp, move to location, finish cleaning out mud pit, found out cement was set up in flow
back tank,
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Sundry Number: 32508 API Well Number: 43037159630000

RESOLUTE Daily Well Report

NATURALRESOURCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) asing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Report

Number Start Date End Date Summary
26 11/4/2012 11/5/2012 On the MCU M-14, injector, capital expences, Four Corners Well Service Rig #5, 0600, crew change, hjsa

wlcrew, talk about job task rih with TK tbg, pinch points an handplacement were decussed,cont to rih with 68
more joints onloff tool to 5308', ru rig pump, cir top of plug, shut down pump, close pipe rams , pressure csg up
to 1000#, (mock mit) held for 30 mins, , good test , bd, displace csg with 220 bbls packer fluid, space out tbg,
pu tbg hanger add on stainless seat nipple an tiwvalve, set in hanger latching onloff tool, 10k on tbg hanger,
18k on packer, set lock downs, rd power swivel, ru rig pump to csg, press to 1050#, mock mit, held for 30 mins,
good solid test. bd pressure, rd tongs,slips,gaurds,ladder,floor,bopstack,add new ring gasket, remove tiwfrom
hanger, ru well head an master valves, test seal to 2000# good test, bd pressure, miru slick line unit, ru to well
head, rih with spear to 5200", ru rig pump to tbg, pressure up to 1200#, cont to rih with spear tag up plug 5321',
pierces plug , tbg went on vacum, pooh w/spear,01800, crew change, hjsa wlcrew talk about job task, recover
plug an start rigging down equipment,teamwork was decussed, ru overshot, rih latch an retrieve 1.81" F-plug.
pooh, shut in well, rd slickline, move out, rd equipment, haul off fluids , equipment an rig ready to move.

27 11/5/2012 11/6/2012 On the MCU M-14, injector capital expence, Four Corner Well Service Rig #5, 0600 crew change, hjsa wlcrew,
talk about job task, scoping down derrick, moving rig, talk about teamwork,miru super sucker, start cleaning out
mud pits, haul off three loads of water, untie guy lines, scope down derrick, tie up guy lines on rig, drive off of rig
ramp, Dawn Trucking on location 01200, hjsa wl drivers, talk about route an speed, spotters., road rig to
location, load out rig ramp, move to location, finish cleaning out mud pit, found out cement was set up in flow
back tank,
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RECEWED
STATE OF UTAH AMENDED REPORT FORM 8

DEPARTMENT OF NATURALRESOURCES JAN22 2013 (highlight changes)
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

DIV.0FOILGASAMENG 1420603372
6. IF INDIAN,ALLOTTEEOR TRIBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG Navajo

1a. TYPE OF WELL:
LL

ASLL DRY OTHER WSÍOf injeCÍiOD 7. UNITor CA AGREEMENT NAME

McElmo Creek
b. TYPE OF WORK: 8. WELL NAME and NUMBER:W HOR Z. EP- -TRY EFSFŸR.

OTHER
2. NAMEOF OPERATOR: 9. API NUMBER:

Resolute Natural Resources 4303715963
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1675 Broadway, Ste 195(eny Denver STATE CO zo 80202 (303) 573-4886 Greater Aneth
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR SECTION, TOWNSHIP, RANGE,

MERIDIANATSURFACE: 2086 FNL, 778 FEL
SENE 6 41S 25E S

AT TOP PRODUCING INTERVALREPORTED BELOW: 2086 FNL, 728 FEL
12. COUNTY 13. STATEATTOTALDEPTH: 2086 FNL, 691 FEL San Juan UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):
10/16/2012 10/26/2012 11/12/2012 ABANDONED READYTOPRODUCE 4751 GL

18. TOTAL DEPTH: MD 5,741 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD
PLUG SET:

TVD 5,741 TVD TVD
22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copyof each) 23.

WAS WELL CORED? NO YES (Submit analysis)Cement bond log
WAS DST RUN7 NO YES (Submit report)
D1RECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SlZE SIZE/GRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENF
S

KES VOLSWMRE
BL) CEMENT TOP ** AMOUNTPULLED

15 10.75 H-40 32.75 0 1,203 8 500 0 CIR
9 7.0 J-55 23 0 5,779 B 300 4486 TS

25. TUBINGRECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.875 5,308
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(ToplBot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Desert Creek IIC 5,657 5,685 5,500 5,508 openO Squeezed

(B) 5,542 5,621 Geen Squeezed

(c) 5,540 5,608 open 2 Squeezed

(D) 5,604 5,698 open O SQueezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

5657 to TD open hole 17 bbis FW head, 148 bbls 28% HCI acid, 26 bbls FW flush

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY · ·

injectingO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON

RECEWED
STATE OF UTAH AMENDED REPORT FORM 8

DEPARTMENT OF NATURALRESOURCES JAN22 2013 (highlight changes)
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

DIV.0FOILGASAMENG 1420603372
6. IF INDIAN,ALLOTTEEOR TRIBE NAMEWELL COMPLETION OR RECOMPLETION REPORT AND LOG Navajo

1a. TYPE OF WELL:
LL

ASLL DRY OTHER WSÍOf injeCÍiOD 7. UNITor CA AGREEMENT NAME

McElmo Creek
b. TYPE OF WORK: 8. WELL NAME and NUMBER:W HOR Z. EP- -TRY EFSFŸR.

OTHER
2. NAMEOF OPERATOR: 9. API NUMBER:

Resolute Natural Resources 4303715963
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1675 Broadway, Ste 195(eny Denver STATE CO zo 80202 (303) 573-4886 Greater Aneth
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR SECTION, TOWNSHIP, RANGE,

MERIDIANATSURFACE: 2086 FNL, 778 FEL
SENE 6 41S 25E S

AT TOP PRODUCING INTERVALREPORTED BELOW: 2086 FNL, 728 FEL
12. COUNTY 13. STATEATTOTALDEPTH: 2086 FNL, 691 FEL San Juan UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):
10/16/2012 10/26/2012 11/12/2012 ABANDONED READYTOPRODUCE 4751 GL

18. TOTAL DEPTH: MD 5,741 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD
PLUG SET:

TVD 5,741 TVD TVD
22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copyof each) 23.

WAS WELL CORED? NO YES (Submit analysis)Cement bond log
WAS DST RUN7 NO YES (Submit report)
D1RECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SlZE SIZE/GRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENF
S

KES VOLSWMRE
BL) CEMENT TOP ** AMOUNTPULLED

15 10.75 H-40 32.75 0 1,203 8 500 0 CIR
9 7.0 J-55 23 0 5,779 B 300 4486 TS

25. TUBINGRECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.875 5,308
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(ToplBot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Desert Creek IIC 5,657 5,685 5,500 5,508 openO Squeezed

(B) 5,542 5,621 Geen Squeezed

(c) 5,540 5,608 open 2 Squeezed

(D) 5,604 5,698 open O SQueezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

5657 to TD open hole 17 bbis FW head, 148 bbls 28% HCI acid, 26 bbls FW flush

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY · ·

injectingO SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON



31. INITIALPRODUCTION INTERVALA (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALB (As shown in Item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALC (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD;

RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -Þ

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include Aqulfers): 34. FORMATION (Log) MARKERS:

Show all important zones ofporosityand contentsthereof:Cored intervals and attdrill-stem tests, including depth interval
tested, cushion used, timetoolopen,flowing and shut-in pressures and recoveries.

Formation o Bo m Descriptions, Contents, etc. Name (Measu
edpDepth)

Upper Ismay 5,396 Chimney Rock Shale 5,734
Lower Ismay 5,468
Gothic Shale 5,533
Desert Creek IA 5,543
Desert Creek IB 5,568
Desert Creek IC 5,582
Desert Creek IIA 5,604
Desert Creek IIB 5,621
Desert Creek IlC 5,639
Desert Creek III 5,711

35. ADDITIONALREMARK: (Include plugging procedure)

Injection line plumbed in 11-28-12, MIT done 11-7-12, attached to this report, SITP 855 psi, SICP 0 psi.

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) Sherry Glass TITLE Sr Regulatory Technician

SIGNATURE DATE 1/16/2012

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below theprevious bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM24: Cement Top-Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIALPRODUCTION INTERVALA (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: -+

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: ->

INTERVALB (As shown in Item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALC (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD;

RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GASIOILRATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

INTERVALD (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -Þ

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

33. SUMMARYOF POROUS ZONES (Include Aqulfers): 34. FORMATION (Log) MARKERS:

Show all important zones ofporosityand contentsthereof:Cored intervals and attdrill-stem tests, including depth interval
tested, cushion used, timetoolopen,flowing and shut-in pressures and recoveries.

Formation o Bo m Descriptions, Contents, etc. Name (Measu
edpDepth)

Upper Ismay 5,396 Chimney Rock Shale 5,734
Lower Ismay 5,468
Gothic Shale 5,533
Desert Creek IA 5,543
Desert Creek IB 5,568
Desert Creek IC 5,582
Desert Creek IIA 5,604
Desert Creek IIB 5,621
Desert Creek IlC 5,639
Desert Creek III 5,711

35. ADDITIONALREMARK: (Include plugging procedure)

Injection line plumbed in 11-28-12, MIT done 11-7-12, attached to this report, SITP 855 psi, SICP 0 psi.

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME(PLEASE PRINT) Sherry Glass TITLE Sr Regulatory Technician

SIGNATURE DATE 1/16/2012

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drillinghorizontal laterals from an existing well bore • significantly deepening an existing well bore below theprevious bottom-hole depth
• recompleting to a different producing formation • drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM24: Cement Top-Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



RESOLUTE Daily Well Report

NATURALREscuRcts

Well Name: Mcelmo Cr M14
API Number Section |Township Range Field Name County StateÏProvince Wellbore ConÏÍg
43037159630000 6 |41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevatlon (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Date/Time

10/19/1965 00:00
Job Category Primary Job Type Secondary Job Type Working Interest (%)
MIT Mechanical Integrity Test
Start Date End Date AFE Number

11/7/2012 11/7/2012
Objective

Contractor Rig Number Rig Type Rig Start Date Rig Release Date

Report
Number Start Date End Date Summary

1 11/7/2012 11/7/2012 Road wtr truck&Wilson pressure truckto loc. JSA, Tailgate Safety Mtg. (Other crews on loc, comm, sign
JSA's &discuss). SITP 855 psig. SICP 0 psig. 7" csg. Pkr @5,368.31. MIRUTest Unit. Blowdown tbg to
tank. Could not get down below 790 psig. PT csg to 1,100 psig w/30 gallons methanol wtr. Chart well for 30
min. on 3,000 psig chart. Held Steady. Passed MIT witnessed by Jean BIAw/NNEPA.. RDMOTest Unit

I
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1 11/7/2012 11/7/2012 Road wtr truck&Wilson pressure truckto loc. JSA, Tailgate Safety Mtg. (Other crews on loc, comm, sign
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RESOLUTE Daily Activity and Cost Summary

NATuxALREsouncts

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province Wellbore Config
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground DisÏance(ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release Dateffime

¯
10/19/1965 00:00

Job Category Primary Job Type Secondary Job Type Working Interest (%)
Completion/Workover Recompletion 71.25
Start Date End Date AFE Number

10/16/2012 11/6/2012
Objective
Job scope: Retrieve existing tubingand packer, sidetrack out of the existing 7" casing at ~5400' and drill to a projected depth of 5741' TVD (~T into Chimney
Rock shale) using nitrogen as required; stimulate the open hole IICsection, run new 2-7/8" TK Fiberline tubingwith KC couplings and new injection packer.Since this well is on the Horsley-Witten list, Chinie isolation is planned, with MetalSkin= patches included to ensure integrity of the shallow squeeze
perforations.

Contractor Rig Number Rig Start Date Rig Release Date
Four Corners Well Service 05 10/16/2012 11/6/2012
Report
Number Statt Date End Date DayTotal CumTo Date Summary

1 9/11/2012 9/11/2012 Locate and test 4 anchors to25K, test ok, installed 4 anchors markers
2 9/17/2012 9/17/2012
3 9/18/2012 9/18/2012
4 9/20/2012 9/20/2012 Locate and test 4 anchors to 25K, test ok, installed 4 Anchor markers
5 10/1/2012 |10/1/2012 Bust up concretepad.
6110/2/2012 '10/2/2012 Break up concrete pad, load & haul to cmt to Lansing Yard
7 10/16/2012 10/17/2012 Report on MCU M#14 capital injector, 4CWS rig #5. Crew change JSA w/Dawn

trucking.Job topic-rigmove, heavy trucktrafficon locations. Caught in-between
equipment &trucks,rig crew stay clear and swamper's stay in sight of drivers,
communication and teamwork.Load ramp and road rig to location. Spot ramp and
park rig. Load & move all equipment offAU H#114. Spot FB tanks, CL pits, cuttings
bin, power panel, 210 bbi storage tank, rig pump, gas buster, generator. swivel &
power pack, closing unit, 3 pipe floats and fuel tank. Set stairs on rig and string out guy
lines. Raise &scope derrick up, secure guy lines. RU 3" hardline f/WHtree to FB
tanks. Open well up at 1900#. Returns of hvy CO2, gas and H2s w/readings of 10 to
50 ppm. Good wind direction. Crew change at 1800 hrs JSA &job topicwas bleeding
down well, high pressures w/CO2 & H2s present. Forkliftoperations overhead loads
and congested location. Use spotter &tag lines. Pressure dropped to 400# in 3 hrs
then slowly increased to 500#. SI and pump 35 bbis 10# brine to determine KWFand
monitor. Builtup to 800# . Call Terence at plant and order 40 bbis 14.5 ppg top killand
350 bbis of 13.6 ppg mud to circulate into wellbore. Prep BOP, equipment and toolsto
NDINUBOP.Change out rubber in rotating head. 40 bbis of top killmud arrived at
0100 hrs. Line up and pump mud. Well went on slight vacume. NDWH &NUBOP. NU
flex lines to gas buster and choke manifold. Pressure test BOP 200# low and 1000#
high-good test. Started unloading 13.6 ppg mud @0400 hrs. RU floor, stairways and
handrails. Crew change at 0600 hrs.

8 10/17/2012 10/18/2012 Capital, Side track& Recompletion
Crew change @0600 hrs. Safety mtg &fillout JSA. Set up Cat walk &pipe racks,
J-off Pkr, Got 1,175 psi on csg & 0 psi on tbg, Circ 210 bbis of 13.8 mud dn Tbg. Shut
Well in for 15 mins, Well's dead. J back on to pkr &unset Pkr, tbg starting to flow,
check Mud weight ( 13.8 w/ 38 viscosity ). pump 23 bbis of 13.8 # dn Tbg, Tbg's dead.
Lay dn tbg hanger & 1- 2-7/8' TKF lined Tbg, 1-10',1-6' Subs, Lay dn 167 2-7/8" TKF
lined Tbg. Crew change at 1800 hrs, Fillout JSA &Talk about job task, Load up 168
TKF line on MWS road trailer.Hydraulic hose on tbg tong, got a pin hole leak, replace
hydraulic hose. Same time,start moving 86 DP onto pipe rack &tally.Plu bit, 3-DP &
scraper, Plu 83 DP. Move 92 DP onto pipe rack &tally.Crew took lunch &warm up.
Plu 178th jnt &Tag hard @5,614' pull up &tag hard again, ( no fill), lay dn 4 Jnts.
TOOH w/ 30 Std, Crew change at 1800 hrs, Fillout JSA &talkabout job task,
continue TOOH w/ Bit &Scraper.
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¯
10/19/1965 00:00

Job Category Primary Job Type Secondary Job Type Working Interest (%)
Completion/Workover Recompletion 71.25
Start Date End Date AFE Number

10/16/2012 11/6/2012
Objective
Job scope: Retrieve existing tubingand packer, sidetrack out of the existing 7" casing at ~5400' and drill to a projected depth of 5741' TVD (~T into Chimney
Rock shale) using nitrogen as required; stimulate the open hole IICsection, run new 2-7/8" TK Fiberline tubingwith KC couplings and new injection packer.
Since this well is on the Horsley-Witten list, Chinie isolation is planned, with MetalSkin= patches included to ensure integrity of the shallow squeeze
perforations.

Contractor Rig Number Rig Start Date Rig Release Date
Four Corners Well Service 05 10/16/2012 11/6/2012
Report
Number Statt Date End Date DayTotal CumTo Date Summary

1 9/11/2012 9/11/2012 Locate and test 4 anchors to25K, test ok, installed 4 anchors markers
2 9/17/2012 9/17/2012
3 9/18/2012 9/18/2012
4 9/20/2012 9/20/2012 Locate and test 4 anchors to 25K, test ok, installed 4 Anchor markers
5 10/1/2012 |10/1/2012 Bust up concretepad.
6110/2/2012 '10/2/2012 Break up concrete pad, load & haul to cmt to Lansing Yard
7 10/16/2012 10/17/2012 Report on MCU M#14 capital injector, 4CWS rig #5. Crew change JSA w/Dawn

trucking.Job topic-rigmove, heavy trucktrafficon locations. Caught in-between
equipment &trucks,rig crew stay clear and swamper's stay in sight of drivers,
communication and teamwork.Load ramp and road rig to location. Spot ramp and
park rig. Load & move all equipment offAU H#114. Spot FB tanks, CL pits, cuttings
bin, power panel, 210 bbi storage tank, rig pump, gas buster, generator. swivel &
power pack, closing unit, 3 pipe floats and fuel tank. Set stairs on rig and string out guy
lines. Raise &scope derrick up, secure guy lines. RU 3" hardline f/WHtree to FB
tanks. Open well up at 1900#. Returns of hvy CO2, gas and H2s w/readings of 10 to
50 ppm. Good wind direction. Crew change at 1800 hrs JSA &job topicwas bleeding
down well, high pressures w/CO2 & H2s present. Forkliftoperations overhead loads
and congested location. Use spotter &tag lines. Pressure dropped to 400# in 3 hrs
then slowly increased to 500#. SI and pump 35 bbis 10# brine to determine KWFand
monitor. Builtup to 800# . Call Terence at plant and order 40 bbis 14.5 ppg top killand
350 bbis of 13.6 ppg mud to circulate into wellbore. Prep BOP, equipment and toolsto
NDINUBOP.Change out rubber in rotating head. 40 bbis of top killmud arrived at
0100 hrs. Line up and pump mud. Well went on slight vacume. NDWH &NUBOP. NU
flex lines to gas buster and choke manifold. Pressure test BOP 200# low and 1000#
high-good test. Started unloading 13.6 ppg mud @0400 hrs. RU floor, stairways and
handrails. Crew change at 0600 hrs.

8 10/17/2012 10/18/2012 Capital, Side track& Recompletion
Crew change @0600 hrs. Safety mtg &fillout JSA. Set up Cat walk &pipe racks,
J-off Pkr, Got 1,175 psi on csg & 0 psi on tbg, Circ 210 bbis of 13.8 mud dn Tbg. Shut
Well in for 15 mins, Well's dead. J back on to pkr &unset Pkr, tbg starting to flow,
check Mud weight ( 13.8 w/ 38 viscosity ). pump 23 bbis of 13.8 # dn Tbg, Tbg's dead.
Lay dn tbg hanger & 1- 2-7/8' TKF lined Tbg, 1-10',1-6' Subs, Lay dn 167 2-7/8" TKF
lined Tbg. Crew change at 1800 hrs, Fillout JSA &Talk about job task, Load up 168
TKF line on MWS road trailer.Hydraulic hose on tbg tong, got a pin hole leak, replace
hydraulic hose. Same time,start moving 86 DP onto pipe rack &tally.Plu bit, 3-DP &
scraper, Plu 83 DP. Move 92 DP onto pipe rack &tally.Crew took lunch &warm up.
Plu 178th jnt &Tag hard @5,614' pull up &tag hard again, ( no fill), lay dn 4 Jnts.
TOOH w/ 30 Std, Crew change at 1800 hrs, Fillout JSA &talkabout job task,
continue TOOH w/ Bit &Scraper.
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RESOLUTE Daily Activity and Cost Summary

NAYuRAL REsouRCES

Well Name: Mcelmo Cr M14
API Number Section Township Range Field Name County State/Province We11boreConfig
43037159630000 6 41S 25E McElmo Creek San Juan Utah Vertical
Ground Elevation (ft) Casing Flange Elevation (ft) KB-Ground Distance (ft) KB-Casing Flange Distance (ft) Well Spud Date/Time Rig Release DatelTime

10/19/1965 00:00
Report

Number Start Date End Date Day Total Cum To Date Summary
9 10/18/2012 10/19/2012 Capital Side track& Recompletion

Crew change @0600 hrs. Safety mtg &fillout JSA. TOOH w/ 160 Jnts fillthe hole w/
13.8 mud ( 10 bbis ) TOOH w/ 14 Jnts & lay dn bit &scraper. Spot blue Jet, Wire
line.Safety mtg, R/u Wire line RIH w/ MTT,40-Arm Caliper casing Inspection Log, Tag
PBD @5,611', Log up to 1,000, POH & Lay dn MTT.Run RADII, Sector cement bond
Log from 5,500 up to 1,000', POH w/ CBL Tool. Crew change at 1800 hrs, Fillout JSA,
Talk about job task, lay CBL tooldn, Plu Composite plug RIH, Composite starting float,
@ 1,500', going real slow, POH & put weight bar on line &RIH Still not going dn ( OD
on composite - 5.3/4 ), Blue Jet has a cast iron plug ( OD 5.1/2 ), Called Jim S. to get
ok to run CIBP. POH w/ Composite and RIH w/ CIBP, still catching on collar &
floating.run in 1,000' within 1.5 hr. POH wl CIBP. Call in for a water mellon &Taper mill
from Baker Tool. wait on tool.TIHw/ water mellon &Taper mills to 5,501' ( no tag )TOOH wl 100 Jns. Crew change @0600 hr, fillout JSA &talkabout job task, continue
TOOH &lay dn Water melon & taper mills.

NOTE : SET CAST IRON BRIDGE PLUG
22' Below Collar @ 5,369'
Set Cast iron Bridge plug @ 5,391'

8' Above collar @ 5,399'

10 10/19/2012 10/20/207
¯

Capital Side track& Recompletion
Lay dn 20 DP & lay Dn mills, Move 20 HWDP to pipe rack & Tally, Plu ClBP w/ collar
locator, 2 7/8" eue pin x- over, 2 7/8"H-90 box x 2 7/8" AOH pin x- over, Plu 20 Jnts of
spiral H-90 HWDP, 2 7/8"AOH box x 2 7/8: H-90 pin x- over. TlH w/ 152 Jnts of 2 7/8"
DP, found csg collar 11' on 152 Jnt @5,402', came up 13' &set ClBP @5,394'.
Rotate 10 rounds to the right, pull up 25-K over string weight, sat dn 25-K 2-times.
Came up 4-K over string weight &rotate 5 more rounds to get sting out of CIBP w/
setting tool.Crew took lunch. Circ 13.8 mud to pit w/ 217 bbis of P/w. Pres test CIBP
@500 psi for 30 min, Held good. Bled pres off.TOOH w/ setting tool.Plu & m/u
whipstock to mills,Attempt to TlH, hit tightspot @84', made several attempt to get
through,but not able to get pass tightspot, TOOH & lay dn whipstock. Plu 6.25 String
milland TlH, Work the tightspot @84 in the csg. Finished dressing up tightspot. Plu
7" anchor, excluder sub, T path master whipstock, 6.25 window mill,6.25 flex mill, 1- 3
1/2' if DP, 1- 3.1/2 if Px -over x 2-7/8 AOH B, 1- 2-7/8 AOH UBHO Sub, 1- 2-7/8
H-90 bx 2-7/8 AOH P x-over, TlH w/ 20 Jnts of Spiral H-90 HWDP, 1- 2-7/8 AOH bx
2- 7/8 H-90 x-over, TIH to 5,384' ( 150 Jnts ). R/u wireline and Orientate whipstock @
88.91, tag BP @5,389' &set anchor w/ 10-K down & pull up 8-K over to make sure
anchor is set &pull wire line up to 500', sat down 30- K to shear anchor. R/dn Wire
line. Crew change @0600, Fill out JSA &safety topic,pinch point & hand placement,
R/u swivel and start circ.

11 10/20/2012 10/21/2012
¯

Crew change @0600 Hrs, Fillout JSA &safety topic,pinch point &hand placement,
R/u swivel and Start circulating. Mill6' from 5,374.93 to 5,380.93, had to shut dn the
rig pump, to replace valve seat. Replaced valve seat on pump. Get circ, continue
millingout window. Swivel unit shut down, no diesel in tank, fillthe tank up, rig crew
don't have a primer pump.Called Eddie wl weatherford, let him know what's going w/
his unit and He said he'll sent somebody out to fixed it. while were waiting on
weatherford, Took diesel filters off,found out, need to replace diesel filters, don't have
any diesel filters on loc.So we rinse it out w/ diesel &put filters back on engine &prime
up the diesel ( putting air to diesel tank ) and got it started. Crew change at 1800 hrs,
Fillout JSA Continue millingout window, got 4' rat hole, millstoped making hole, went
ahead &ream the window until we were able to go up &down with out any drag, talk I
to Baker toolhand & Directional hand and decided to TOOH &TBIHw/ 6.25 Bit to drill
out 2' more. lay dn swivel. Stewart & stevenson work on swivel unit & leaking oil from
motor. TOOH w/160 Jnts.
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9 10/18/2012 10/19/2012 Capital Side track& Recompletion

Crew change @0600 hrs. Safety mtg &fillout JSA. TOOH w/ 160 Jnts fillthe hole w/
13.8 mud ( 10 bbis ) TOOH w/ 14 Jnts & lay dn bit &scraper. Spot blue Jet, Wire
line.Safety mtg, R/u Wire line RIH w/ MTT,40-Arm Caliper casing Inspection Log, Tag
PBD @5,611', Log up to 1,000, POH & Lay dn MTT.Run RADII, Sector cement bond
Log from 5,500 up to 1,000', POH w/ CBL Tool. Crew change at 1800 hrs, Fillout JSA,
Talk about job task, lay CBL tooldn, Plu Composite plug RIH, Composite starting float,
@ 1,500', going real slow, POH & put weight bar on line &RIH Still not going dn ( OD
on composite - 5.3/4 ), Blue Jet has a cast iron plug ( OD 5.1/2 ), Called Jim S. to get
ok to run CIBP. POH w/ Composite and RIH w/ CIBP, still catching on collar &
floating.run in 1,000' within 1.5 hr. POH wl CIBP. Call in for a water mellon &Taper mill
from Baker Tool. wait on tool.TIHw/ water mellon &Taper mills to 5,501' ( no tag )
TOOH wl 100 Jns. Crew change @0600 hr, fillout JSA &talkabout job task, continue
TOOH &lay dn Water melon & taper mills.

NOTE : SET CAST IRON BRIDGE PLUG
22' Below Collar @ 5,369'
Set Cast iron Bridge plug @ 5,391'

8' Above collar @ 5,399'

10 10/19/2012 10/20/207
¯

Capital Side track& Recompletion
Lay dn 20 DP & lay Dn mills, Move 20 HWDP to pipe rack & Tally, Plu ClBP w/ collar
locator, 2 7/8" eue pin x- over, 2 7/8"H-90 box x 2 7/8" AOH pin x- over, Plu 20 Jnts of
spiral H-90 HWDP, 2 7/8"AOH box x 2 7/8: H-90 pin x- over. TlH w/ 152 Jnts of 2 7/8"
DP, found csg collar 11' on 152 Jnt @5,402', came up 13' &set ClBP @5,394'.
Rotate 10 rounds to the right, pull up 25-K over string weight, sat dn 25-K 2-times.
Came up 4-K over string weight &rotate 5 more rounds to get sting out of CIBP w/
setting tool.Crew took lunch. Circ 13.8 mud to pit w/ 217 bbis of P/w. Pres test CIBP
@500 psi for 30 min, Held good. Bled pres off.TOOH w/ setting tool.Plu & m/u
whipstock to mills,Attempt to TlH, hit tightspot @84', made several attempt to get
through,but not able to get pass tightspot, TOOH & lay dn whipstock. Plu 6.25 String
milland TlH, Work the tightspot @84 in the csg. Finished dressing up tightspot. Plu
7" anchor, excluder sub, T path master whipstock, 6.25 window mill,6.25 flex mill, 1- 3
1/2' if DP, 1- 3.1/2 if Px -over x 2-7/8 AOH B, 1- 2-7/8 AOH UBHO Sub, 1- 2-7/8
H-90 bx 2-7/8 AOH P x-over, TlH w/ 20 Jnts of Spiral H-90 HWDP, 1- 2-7/8 AOH bx
2- 7/8 H-90 x-over, TIH to 5,384' ( 150 Jnts ). R/u wireline and Orientate whipstock @
88.91, tag BP @5,389' &set anchor w/ 10-K down & pull up 8-K over to make sure
anchor is set &pull wire line up to 500', sat down 30- K to shear anchor. R/dn Wire
line. Crew change @0600, Fill out JSA &safety topic,pinch point & hand placement,
R/u swivel and start circ.

11 10/20/2012 10/21/2012
¯

Crew change @0600 Hrs, Fillout JSA &safety topic,pinch point &hand placement,
R/u swivel and Start circulating. Mill6' from 5,374.93 to 5,380.93, had to shut dn the
rig pump, to replace valve seat. Replaced valve seat on pump. Get circ, continue
millingout window. Swivel unit shut down, no diesel in tank, fillthe tank up, rig crew
don't have a primer pump.Called Eddie wl weatherford, let him know what's going w/
his unit and He said he'll sent somebody out to fixed it. while were waiting on
weatherford, Took diesel filters off,found out, need to replace diesel filters, don't have
any diesel filters on loc.So we rinse it out w/ diesel &put filters back on engine &prime
up the diesel ( putting air to diesel tank ) and got it started. Crew change at 1800 hrs,
Fillout JSA Continue millingout window, got 4' rat hole, millstoped making hole, went
ahead &ream the window until we were able to go up &down with out any drag, talk I
to Baker toolhand & Directional hand and decided to TOOH &TBIHw/ 6.25 Bit to drill
out 2' more. lay dn swivel. Stewart & stevenson work on swivel unit & leaking oil from
motor. TOOH w/160 Jnts.
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¯
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Number Start Date End Date Day Total Cum To Date Summary

12 10/21/2012 10/22/2012 Crew change @0600, Fillout JSA &safety topic,hand placement. Continue TOOH &
lay dn MillTools. TBlH w/ 6.25 Bit & 170 Jnts. Got a called from Eddie wl
Weatherford, saying that the swivel unit motor is shock and he don't have another
swivel in shop.So i called, High Tech, No answer, left a message, Called Knight and
they have a 3.50 Swivel. I called Donnie and him told about the swivel. Attempt to get
circulation, rig pump went down, Fixed pump ( couple springs went out ).Start up the
pump, Got circ, drillout 2', total 7' into formation. Pull up above Whipstock. Circulate
hole for 1 hr R/dn swivel w/ 1 Jnt. Crew change at 1800 hrs, Fillout JSA.TOOH w/
6.25 bit. Crew tooka break.Plu Hughes/ STX-30DX Bit-

.75,

1- motor 7/8 2.0 Stage-
O.D.- 5.06, UBHO- O.D.-4.75 (1) Monel O.D.-4.50, (2) Monel O.D.-4.75 Total BHA=
89.92, &pres test String, Leaking from set screw on UBHO Sub. Wait on Gyro/data
UBHOSub from Farmington For 2- Hrs.N/u UBHO Sub, Pres Test String, Good.

13 10/22/2012 10/23/2012 On the MCU M-14, capital expense project, Four Corner Well Services Rig #5, 0600,
crew change, fillout HJSA wlcrew, talkabout job task, RIH w/BHAon drill pipe, pinch
points an house keeping were discussed, clean up floor, continue to RIHwlBHA,on
10 stands of 2 7/8" heavy weight , spiral drill pipe, 30 stands of 2 7/8" AOH drillpipe ,

bit to 2600', set DP in slips, RU TlW, RU flow tee, RUkelly,RU pump, pump thru motor,
800# press, good signal, shut down pump, RD kelly,flow tee, TlW, cont to RIHwith 44
more stands of 2 7/8" AOH DP, bit to 5378', PU and RUpower swivel,ru wireline
lubicator on swivel, run wire thur swivel, set gyro in joint# 169, pu with swivel, rih with
gyro, stop gyro @2500',test gyro, working good, cont to rih w/ gyro to 5378', tested
gyro , working good, pump thru motor, could not get rate or press needed to start
drillingwith rig pump, call out for a second pump, Call Donnie Trimble inform on
situaition, shut down wait on pump, 01800 crew change, HJSAw/crew, talkabout ru
second pump, strike zone while rigging up, were discussed, wait on pump.Pump
delivered,02200, spot in , rig up pump, start up press up, found leak on discharge line,
2" nipple on 6" well flange was wash out, callout welder, waited for welder, welder on
location 0300, welded new nipple on flange, crew rig flange back on to pump. 0600
crew change.

14 10/23/2012 10/24/2012 On the MCUM-14, injector, capital expences
, Four Corners Well Service Rig #5,

0600, crew change, hjsa w/crew, talkabout job task , drilling open hole, comunication
was discussed, start pumps, pump thur motorwith prod. water, psi to 1950#, 200 gals
per min rate.start drilling,went thurwindow okay at 5383', slide drillfrom 5389' to
5413', ran survey, pu gyro to surface, made connection, joint#170, rih w/gryo, bench
mark @2500'gryo working, check every 500' to 5000', gyro working, tag up an slide
drillfrom 5413' to 5416', lost signal from gyro , would not reset, pooh with gyro,
replace, rih, bench mark @2000',3000',4000',5000',good signal, start drilling,slide drill
from 5416' to 5421', survey, returns show sand an shale rock.01800 crew change, hjsa
w/crew, talkabout rigging down wireline, suspended loads an tag line were discussed,
pooh with gyro , lay down , rig down wireline, move out. est cir, 1950# psi, 200 gals
min., slide drillfrom 5421' to 5429', survey,time drill from 5429' to 5444', survey ,

returns rock , slide drillfrom 5444' to 5473', survey make conection Jnt.#171, est cir,
1950# pump psi, 200 gals Imin, 92.8 az., 4.8 degrees decline, rop 9.0' hr, slide drill
from 5444' to 5505' , returns fo rock an sand, 0600 crew change.
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800# press, good signal, shut down pump, RD kelly,flow tee, TlW, cont to RIHwith 44
more stands of 2 7/8" AOH DP, bit to 5378', PU and RUpower swivel,ru wireline
lubicator on swivel, run wire thur swivel, set gyro in joint# 169, pu with swivel, rih with
gyro, stop gyro @2500',test gyro, working good, cont to rih w/ gyro to 5378', tested
gyro , working good, pump thru motor, could not get rate or press needed to start
drillingwith rig pump, call out for a second pump, Call Donnie Trimble inform on
situaition, shut down wait on pump, 01800 crew change, HJSAw/crew, talkabout ru
second pump, strike zone while rigging up, were discussed, wait on pump.Pump
delivered,02200, spot in , rig up pump, start up press up, found leak on discharge line,
2" nipple on 6" well flange was wash out, callout welder, waited for welder, welder on
location 0300, welded new nipple on flange, crew rig flange back on to pump. 0600
crew change.

14 10/23/2012 10/24/2012 On the MCUM-14, injector, capital expences
, Four Corners Well Service Rig #5,

0600, crew change, hjsa w/crew, talkabout job task , drilling open hole, comunication
was discussed, start pumps, pump thur motorwith prod. water, psi to 1950#, 200 gals
per min rate.start drilling,went thurwindow okay at 5383', slide drillfrom 5389' to
5413', ran survey, pu gyro to surface, made connection, joint#170, rih w/gryo, bench
mark @2500'gryo working, check every 500' to 5000', gyro working, tag up an slide
drillfrom 5413' to 5416', lost signal from gyro , would not reset, pooh with gyro,
replace, rih, bench mark @2000',3000',4000',5000',good signal, start drilling,slide drill
from 5416' to 5421', survey, returns show sand an shale rock.01800 crew change, hjsa
w/crew, talkabout rigging down wireline, suspended loads an tag line were discussed,
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15 10/24/2012 10/25/2012 On the MCUM-14, injector, capital expences, Four Corners Well Services Rig #5,
0600 crew change , HJSA w/crew, talkabout job task, cont drilling,talkabout hearing
protection, made connection, pu joint# 173 with swivel, est cir. with rig pump,
1950#l200 gals min rate, slide drill to 5515', well started flowing, co2, cont to drillout to
5525', well started flowing back fluids, pu bit off bottom, shut down pump, shut in well
psi to 200#, one hour si 700#, 2 hrs 950#, call eng. call Donnie Trimble, talkabout
stuation, willkillwell , pooh with mud motor, rih with bit cont to dlo @1200si 1250#,
10# deliveried to location, open csg psi thurchoke, pump 200 bbis ran survey during
pumping, psi down to 150#, cont to flow back thur choke, shut down pump, drill pipe
0#, rd swivel, ru elevator, pooh with 6 joints2 7/8"AOH DP, bit to 534T. add tiw,flow
tee, fcp down to 0#, 01630, shut in well, 01800 , sicp 950#, crewchange,hjsa with
crew, talkabout loading hole with 13.3# mud, an windy conditions. 13.3# mud
delivered, sicp 1100#, open csg thur choke start pumping mud, pump 185 bbis,13.3#
mud, shut down pump, psi to zero, watch for flow, rd kelly,flowtee, tiw,pooh with 73
stand 2 7/8"AOH dp, one single,xlo, 10 stands 2 7/8" hwy spril dp, x/o, layed down 2
7/8" ubho sub, x/o, 2-4 3/4" monels , 4 3/4" ubho sub,4 3/4" motor, 6 1/4" bit.lunch, rih
6 1/4" bit, bit sub, 10 stands of 2 7/8" hwy spril dp, x/o, 75 stands an one single, bit to
5350'. 0600 crew change

16 10/25/2012 10/26/2012 On the MCUM-14, injector, capital expences, F ur Corners Well Services Rig # 5,
0600 crew change, hjsa wlcrew, talk aboutjob task,displacingmud w/ produce water,
press ,possible h2s, were dicussed, water truckon location , start moving produce
water, start rig pump, recovered 200 bbis 13# mud, shut down pump, rd kelly,flow tee,
tiw,pu joint#172, change out stripping rubber, rih joint 172,173, 174, 175, ru swivel, pu
joint#176 rih tag up @5525',est cir wlrig pump, pump pressure 400#, 120 gals /min,
wob 11 poiints, dlo to 5539', cir clean, make connection, pu joint#177 w/swivel, est cir
wlrig pump, d/o to 5571', rop 16'/hr, cir clean, shut down pump, make connection, pu
joint#178with swivel, 01800, crew change, talkabout job task, drillingopen hole,
hearing protection, windy condition, were discussed, cont to drillopen hole, dlo joint
#178,179,180, d/o to 5665', dp psi 420#, 10 pt on bit, 66 rpm, rop 4.5'lhr, 120 gals
fluids/min. 6ppm h2s at flow back tank, cir clean,0600 crew change

17 10/26/2012 10/27/2012 On the MCUM-14, injector , capital expences, Four Corners Wells Service Rig #5,
0600 crew change, hjsa w/crew , talk aboutjob task, drill out open hole, pinch points,
handplacement, an h2s, were decussed, cont to d/o , joint#181,182,183, drillfrom
5665' to 5741', dp psi 420#, 11 points on bit, 66 rpm, rop 15', 120 gals Imin on pump.
pu bit offbottom, cir well , pump psi 250#, cir clean, shut down pump, lay down one
jointw/swivel, rd swivel, ru elevators, lay down 12 more joints2 7/8" AOH dp. bit @
5350', ru rig pump, displace well bore w/200 bbis 13# mud.,01800, crew change, hjsa
w/crew, talkabout job task, pooh wltbg an bha, pinch points an h2s were dicussed,
pooh with 75 stands of 2 7/8" AOH dp, 10 stands 2 7/8" hwy wt spril dp, bit sub, 6 1/4"
bit.ru wireline flange, miru wireline, hjsa w/crew, talk about suspended loads, ru chem
frac, rih , shot chem frac from 5675'-5685', 5657'-5667' pooh setting tool , chem frac
fired okay. rd wireline mo, rih wl10 stands 2 7/8" hwy spril dp, pooh , lay down, pu an
rih, bull plugged 4' X2 7/8" eue perf sub, x/o,12 joints of 2 7/8" AOH dp., treating
packer, 35 stands 2 7/8" AOH drillpipe, well started flowing up dp, ru tiw,flow tee
,kelly, start flowing back dp, shut well in. wait on mud
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0600 crew change, hjsa wlcrew, talk aboutjob task,displacingmud w/ produce water,
press ,possible h2s, were dicussed, water truckon location , start moving produce
water, start rig pump, recovered 200 bbis 13# mud, shut down pump, rd kelly,flow tee,
tiw,pu joint#172, change out stripping rubber, rih joint 172,173, 174, 175, ru swivel, pu
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wob 11 poiints, dlo to 5539', cir clean, make connection, pu joint#177 w/swivel, est cir
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hearing protection, windy condition, were discussed, cont to drillopen hole, dlo joint
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5665' to 5741', dp psi 420#, 11 points on bit, 66 rpm, rop 15', 120 gals Imin on pump.
pu bit offbottom, cir well , pump psi 250#, cir clean, shut down pump, lay down one
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18 10/27/2012 10/28/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change, 1 man short.

Toolpusher willoperate rig. JSA &job topic-bleedoff backside, high pressures,
possible H2S, CO2 & LEL.Watch wind direction and gas monitors.Baker pumping
delayed wltruck problem in Farmington. Waiting on 50 bbis of 13.0 ppg mud tobe
delivered to use as top killon DP. Open up CSG w/900# to FB tank on 1/4" choke.
High levels of LEL,CO2 &H2S blowing back on location. Shut well.. Open up @800
psi bleed off to 200 psi. Pump 12 bbis 13.0 ppg mud- top kill.DP on vacume. Continue
TIH another 35 stds of 2 7/8" AOH DP pumping top killevery 12 stds. PU single jnts &
set treatingPKR @5344', EOT @5734'. Load backside w/produced water &test PKR
to 1000 psi-good. Spot Baker trucks& RU hard line. Group JSAw/17 men pressent.
Review job plan, max pressures and rates. emergencycontacts, shower trailer&stop
job authority. Test hard line to 5000 psi-good. Pump 17 bbis fresh water ahead @2.3
bpm to 951#to load DP &shut down. Open bypass &spot 34 bbis 28% HCI acid
f/EOT to depth of 5468' and shut in for 1 hr. Continue pumping last 114 bbis acid @3.0 bpm w/ max pressure of 205# wlaverge of 66 psi. Displace w/26 bbis @3.8 bpm
fresh water to EOT and shut in f/2hrs. ISIP of 0# on a suction. Monitor pressure. Crew
change @1800 hrs, JSA and job plan.Topic-flowing back acid stimulation-watch gas
levels, monitors and wind directions. Releasing PKR & TOOH. Check DP, still on
vacume. Open up to FB tank &monitor-no flow. Bleed off 500# on backside and
release PKR. No flow on well. LD 12 single jnts & TOOH to 1673'. Kick&flow on CSG
of 250 psi to FB tanks. Choke back & pump 95 bbis produced water-DP 0#, CSG It
blow. SI, wait f/prod water. TBG 200#, CSG 280#. Pump 20 bbis DP. Continue TOOH
& LD PKR. TlH to 2526' wlkill string. SI well in, wait on Weatherford/metalskin tool
hand. Crew change @0600 hrs.

19 10/28/2012 10/29/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change JSA &job
plan-forkliftops, killingwell & PU BHAfíTlH with mill run to prep f/lower metal skin
install. Use spotters &tag lines. Pinch points, caught in-between and teamwork.First
day f/new floor hand on crew. Move &strap 4 -3 1/2" DC's. Weatherford called to
inform that toolhand held up in Denver airport. Farmington toolhand leaving townto
start job. Csg 500# & DP 425#. Bleed off Csg thru choke manifold &start pumping
produced down killstring,well killed. TOOH 36 stds 2 7/8" f/2526' to surface. SI well.
Tool hand on loc @1030 hrs. Spot trailer,unload &tallyallmetal skin equipment. PU
1st 3 1/2" DC & MU bit sub, scraper, melon mill&6 1/4" bit. PU 3 moreDC's &start
TlH. Tag solid 84' in. PU pwr swvl &RU to rotate &dress Csg wl6.3035" OD mill.No
progress. Call Jim Styler to inform. Call f/6.25" OD millf/town (no tapered mill
available, willrun w/bit again).TOOH & LD BHA & DC's. Wait on new mill. Mill on
location @1730 hrs, unload. Crew change @1800 hrs. JSA &job plan-MU millBHA,
TlH &TOOH. Keeping well killed-H2s &gas pressent. Start MU BHAw/6.25" OD mill.
Problem-did not send different xo's required f/scraper to mill&millback to 6 1/4" bit.
Wait for xo's to arrive.Tool hand &crew continue to MUmetalskinassembly & rack
back in derrick during down time.Millon loc @2030 hrs. MU BHA, DC's &TlH to 5171'
. RU pwr swvl, PU 6 single jnts &rotate to a depth of 5360' . RD pwr swvl. Break to
eat. LD6 single jnts. TOOH to surface & LD mills. Crew change @0600 hrs.

20 10/29/2012 10/30/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change @0600 hrs,
JSA &job topic-PU metalskin BHA&TlH. First timeoperation f/crew. Good clear
communicationwltool hand. Forkliftops-use spotters &tag lines. Pinch points, caught
in-between and stop job authority. MU metalskin BHA&TlH w/163 jnts 2 7/8" DP to
5343' (32' above window). Tie back on single line. RU Wilson Services pump truck.
Pump up to4500# &release pressure. Strip thru&set metalskin liner pulling 140k to
160k. Bottom @5343', top @5274'. Liner specifications as follows; OD-6.166",
ID-5.678", Drift-5.458", Burst of 5000# &Collapses of 3390#. RD Wilson Services &
release. Break to eat. Go back to double line and TOOH 81 stds. LD metalskin
equipment & 1 single. Secure well. Crew change @ 1800 hrs JSA &job topic-TlH
w/injection PKR, TOOH, TIH w/RBP, TOOH. Pinch points, teamwork,derrick man
100% tie off &forkliftops. Use spotters &tag lines. Move organize &store
Weatherford equipment for use on upper metalskin. PU 7" Arrowset 1x injection PKR
w/plug in place &TlH 168 jnts 2 7/8" DP. Set wlelements @5313.52' (30' flbottom of
metalskin), pull 30k to set. RU &load backside w/produced water. Si and pressure
test PKR to 1000#-good test. Bleed off and LD 117 single jnts of 2 7/8" DP on racks &
move to pipe float. Crew change @0600 hrs.
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Toolpusher willoperate rig. JSA &job topic-bleedoff backside, high pressures,
possible H2S, CO2 & LEL.Watch wind direction and gas monitors.Baker pumping
delayed wltruck problem in Farmington. Waiting on 50 bbis of 13.0 ppg mud tobe
delivered to use as top killon DP. Open up CSG w/900# to FB tank on 1/4" choke.
High levels of LEL,CO2 &H2S blowing back on location. Shut well.. Open up @800
psi bleed off to 200 psi. Pump 12 bbis 13.0 ppg mud- top kill.DP on vacume. Continue
TIH another 35 stds of 2 7/8" AOH DP pumping top killevery 12 stds. PU single jnts &
set treatingPKR @5344', EOT @5734'. Load backside w/produced water &test PKR
to 1000 psi-good. Spot Baker trucks& RU hard line. Group JSAw/17 men pressent.
Review job plan, max pressures and rates. emergencycontacts, shower trailer&stop
job authority. Test hard line to 5000 psi-good. Pump 17 bbis fresh water ahead @2.3
bpm to 951#to load DP &shut down. Open bypass &spot 34 bbis 28% HCI acid
f/EOT to depth of 5468' and shut in for 1 hr. Continue pumping last 114 bbis acid @
3.0 bpm w/ max pressure of 205# wlaverge of 66 psi. Displace w/26 bbis @3.8 bpm
fresh water to EOT and shut in f/2hrs. ISIP of 0# on a suction. Monitor pressure. Crew
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vacume. Open up to FB tank &monitor-no flow. Bleed off 500# on backside and
release PKR. No flow on well. LD 12 single jnts & TOOH to 1673'. Kick&flow on CSG
of 250 psi to FB tanks. Choke back & pump 95 bbis produced water-DP 0#, CSG It
blow. SI, wait f/prod water. TBG 200#, CSG 280#. Pump 20 bbis DP. Continue TOOH
& LD PKR. TlH to 2526' wlkill string. SI well in, wait on Weatherford/metalskin tool
hand. Crew change @0600 hrs.

19 10/28/2012 10/29/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change JSA &job
plan-forkliftops, killingwell & PU BHAfíTlH with mill run to prep f/lower metal skin
install. Use spotters &tag lines. Pinch points, caught in-between and teamwork.First
day f/new floor hand on crew. Move &strap 4 -3 1/2" DC's. Weatherford called to
inform that toolhand held up in Denver airport. Farmington toolhand leaving townto
start job. Csg 500# & DP 425#. Bleed off Csg thru choke manifold &start pumping
produced down killstring,well killed. TOOH 36 stds 2 7/8" f/2526' to surface. SI well.
Tool hand on loc @1030 hrs. Spot trailer,unload &tallyallmetal skin equipment. PU
1st 3 1/2" DC & MU bit sub, scraper, melon mill&6 1/4" bit. PU 3 moreDC's &start
TlH. Tag solid 84' in. PU pwr swvl &RU to rotate &dress Csg wl6.3035" OD mill.No
progress. Call Jim Styler to inform. Call f/6.25" OD millf/town (no tapered mill
available, willrun w/bit again).TOOH & LD BHA & DC's. Wait on new mill. Mill on
location @1730 hrs, unload. Crew change @1800 hrs. JSA &job plan-MU millBHA,
TlH &TOOH. Keeping well killed-H2s &gas pressent. Start MU BHAw/6.25" OD mill.
Problem-did not send different xo's required f/scraper to mill&millback to 6 1/4" bit.
Wait for xo's to arrive.Tool hand &crew continue to MUmetalskinassembly & rack
back in derrick during down time.Millon loc @2030 hrs. MU BHA, DC's &TlH to 5171'
. RU pwr swvl, PU 6 single jnts &rotate to a depth of 5360' . RD pwr swvl. Break to
eat. LD6 single jnts. TOOH to surface & LD mills. Crew change @0600 hrs.

20 10/29/2012 10/30/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change @0600 hrs,
JSA &job topic-PU metalskin BHA&TlH. First timeoperation f/crew. Good clear
communicationwltool hand. Forkliftops-use spotters &tag lines. Pinch points, caught
in-between and stop job authority. MU metalskin BHA&TlH w/163 jnts 2 7/8" DP to
5343' (32' above window). Tie back on single line. RU Wilson Services pump truck.
Pump up to4500# &release pressure. Strip thru&set metalskin liner pulling 140k to
160k. Bottom @5343', top @5274'. Liner specifications as follows; OD-6.166",
ID-5.678", Drift-5.458", Burst of 5000# &Collapses of 3390#. RD Wilson Services &
release. Break to eat. Go back to double line and TOOH 81 stds. LD metalskin
equipment & 1 single. Secure well. Crew change @ 1800 hrs JSA &job topic-TlH
w/injection PKR, TOOH, TIH w/RBP, TOOH. Pinch points, teamwork,derrick man
100% tie off &forkliftops. Use spotters &tag lines. Move organize &store
Weatherford equipment for use on upper metalskin. PU 7" Arrowset 1x injection PKR
w/plug in place &TlH 168 jnts 2 7/8" DP. Set wlelements @5313.52' (30' flbottom of
metalskin), pull 30k to set. RU &load backside w/produced water. Si and pressure
test PKR to 1000#-good test. Bleed off and LD 117 single jnts of 2 7/8" DP on racks &
move to pipe float. Crew change @0600 hrs.
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21 10/30/2012 10/31/2012 Daily report on MCU M#14 capital injector 4CWS rig #5. Crew change @0600 hrs.

JSA &job topic-was TIHw/RBP-pinch points, teamwork&proper backup on tongs to
prevent slip cuts. TlH to 1616' &set RBP. Release &circulate fresh water to clean
wellbore.Dump sand on top of RBP. LD4 singles &TOOH 22 stds to surface. RU Blue
Jet-group JSA, review depths & hazards. Turn phone's off. Stay clear of wireline
operations. RIH w/2' gun, perforate f/1565' to 1567' w/4 spf, come out w/WL, all shots
fired good. RD WL &release. RU to circulatethruBraden head. Start pumping @ .5

bbilmin w/pressure of 1000#, pump totalof 100 bbis without circulation.Called to
inform Jim Styler. RD off Bradenhead . Crew change @ 1800 hrs. JSA &job topic-TIH
w/CICR, good communication wltool hand, & pinch points. TlH &set CICR @1454'.
Wait on Haliburton to arrive. Spot & RU hardline &water supply.Group JSA-12 men
present. Review job, max pressure's, emergency numbers, Lat & Long. Possible high
pressures &stay clear of hardlines & trucks.Pressure test to 3000#-good. Start w/20
bbi water ahead. Established good circulation @ 1.3 bpm. Pump 500 SKS 1.91 YLD,
170 bbis of 12,4# Iead cmt. Had cmt returns after 117 bbis. Pump 50 SKS, 1.15 YLD,
10.2 bbis 15.8# tailcmt. Displace w/6 bbl water. Sting out leaving 1/2 bbl on CICR.
Had 63 bbis of cmt returns. RD Haliburton off DP. Rack 1 std in derrick &reverse
circulate 12 bbis water until clean. RD & release cmt crew. TOOH to surface. Secure
well. WOC f/24 hrs.

22 10/31/2012 11/1/2012 Daily report for MCU M#14 capital injector 4CWS rig #5. Crew change @0600 hrs.
WOC. JSA &job topic-servicerig &equipment, power wash equipment &
housekeeping. Shut down all equipment before any service work, slick surface's &trip
hazards. Service rig unit & rig pump. Power wash rig, pump, closed loop pit system &
catwalk. Inventory &record S/N on Weatherford rental equipment. Crew change @
1800 hrs. JSA &job topic-powerwash derrick, 100% tied off. RU flow line f/mud cross
togas buster, fall protection. Move & tallyDC's, forkliftops use spotters.Start task,
completed all. MU 6 1/4"junk mill, xo sub on first 3 1/2" DC. PU total of 6 DC's &TIH
w/2 7/8" AOH DP. Tag up @ 1435'. RU power swivel. Establish circulation @3 BPM
w/fresh water. Start milling-WOB2-3K, 60 RPM w/CP of 500 psi. Returns of fine CMT
cuttings.. Millf/1435' to 1455' jnt#41. Crew change @0600 hrs

23 11/1/2012 11/2/2012 Capital Side track &Recompletion.
Crew change @0600 hrs. Safety mtg, Fillout JSA. Continue to millout CICR @
1,454' w/ 4 points on mill&1500 torque on swivel, millout CIRC on Jnt-41 ( 11 -hrs on
millingout CICR ) &continue millingout cmt to 1,530.'on Jnt-43 (Avg time3- hrs per
Jnt).Crew change @0600 Hrs.

i i
CICR @1,454' & RBP @ 1,613'

24 11/2/2012 11/3/2012 Capital Side track & Recompletion.
Crew change @0600 hrs. Safety mtg, Fillout JSA. Continue millingout cmt to
1,568'.'on Jnt- 44. N/dn Swivel. TOOH w/ Junk Mill,lay it dn, TBIHwl 6" fishing
magnet, Tag Cmt. &TOOH w/ pieces of CICR, TBlH wl fishing magnet &Plu Swivel,
Circ w/ 1200 psi on pump for 30 min. N/dn Swivel, TOOH w/ Magnet ( Big chunks of
CICR ), Crew change @ 1800 Hrs, Safety mtg, Fillout JSA, TBIHwl magnet, Plu
Swivel & Circ wl 1200 psi on pump for 30 mins, N/dn swivel, TOOH &lay dn Fishing
magnet (small pieces of CICR ).TBIH wl 6 1/4" Bit. Tag & N/u Swivel w/ Jnt -45, Got
circ, Drillout end of cmt.@ 1,611'. Pres test Csg @ 1,100 psi for 30 mins, slow leak,
Bled pres off, pres back up to 1,100 psi for 30 mins, tested Good, Bled pres off, Circ
clean w/ Plw for 1- Hr. N/dn swivel. TOOH &lay dn Fishing magnet, Plu Bit, scraper &
String mill,TBlH dn to 1,600', Crew change @0600 Hrs.
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well. WOC f/24 hrs.
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housekeeping. Shut down all equipment before any service work, slick surface's &trip
hazards. Service rig unit & rig pump. Power wash rig, pump, closed loop pit system &
catwalk. Inventory &record S/N on Weatherford rental equipment. Crew change @
1800 hrs. JSA &job topic-powerwash derrick, 100% tied off. RU flow line f/mud cross
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completed all. MU 6 1/4"junk mill, xo sub on first 3 1/2" DC. PU total of 6 DC's &TIH
w/2 7/8" AOH DP. Tag up @ 1435'. RU power swivel. Establish circulation @3 BPM
w/fresh water. Start milling-WOB2-3K, 60 RPM w/CP of 500 psi. Returns of fine CMT
cuttings.. Millf/1435' to 1455' jnt#41. Crew change @0600 hrs
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1,454' w/ 4 points on mill&1500 torque on swivel, millout CIRC on Jnt-41 ( 11 -hrs on
millingout CICR ) &continue millingout cmt to 1,530.'on Jnt-43 (Avg time3- hrs per
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25 11/3/2012 11/4/2012 On the MCU M-14, capital project , injector, Four Corners Well Service Rig #5, 0600,
crew change, hjsa w/ crew, talkabout job task, pooh w/ drillcollars an laying down,
pinch points, were discussed, pooh with 23 stands of 2 7/8" AOH dp, 6 - 3 1/2" drill
collars, lay down . RIH w/retrieving head, on 51 joints2 7/8" AOH dp, to 1600', ru
swivel, , start rig pump, cir sand off of RBP, shut down pump, latch an release RBP
with swivel, rd swivel, hang back, ru elevators, pooh with 7 jointsof 2 7/8" aoh dp, lay
down, pooh with an stand back 22 stands,Iay down RBP an retrieving head. Change
over toolsto run metal skins, tongs an elevatoers, ru metal skins, pu an rih with two
metal skins, made up an rih setting tool,twojoint2 7/8" eue tbg, x/o to 2 7/8"AOH,
crew change @1800,hjsa w/crew, talk about job task

, rih with dp, setting metal skins,
pinch points an tag lines were discussed.Rih wl21 stands 2 7/8"AOH dp., pu one
single, ru tbg swivel rih, spot metal skin patch @ 1532' thur 1602', ru pump truckto tbg
swivel, pump up an set anchor w/ 4500#, twiœ, set metal skin , set 55' w/ rig , than
jack last 15' with pump truck.Iay down three joints, rd tbg swivel an pump truck,pooh
with 38 jointsof 2 7/8" AOH Iay down, move to trailer,lay down BHA, load out
weatherford tools, move out. move over 90 joints2 7/8" TK fiberline w/kc couplings,
tally,rih with onloff tool,nickel coated nipple, 105 joints2 7/8" TK tbg, 3360', 0600
crew change,

26 11/4/2012 11/5/2012 On the MCU M-14, injector, capital expences, Four Comers Well Service Rig #5, 0600,
crew change, hjsa w/crew, talkabout job task rih with TK tbg, pinch points an
handplacement were decussed,cont to rih with 68 morejointsonloff toolto 5308', ru
rig pump, cir top of plug, shut down pump, close pipe rams , pressure csg up to 1000#,
(mock mit) held for 30 mins, , good test , bd, displace csg with 220 bbis packer fluid,
space out tbg, pu tbg hanger add on stainless seat nipple an tiwvalve, set in hanger
latching onloff tool,10k on tbg hanger, 18k on packer, set lock downs, rd power swivel,
ru rig pump to csg, press to 1050#, mock mit,held for 30 mins,good solid test. bd
pressure, rd tongs,slips,gaurds,ladder,floor,bopstack,add new ring gasket, remove tiw
from hanger, ru well head an master valves, test seal to 2000# good test, bd pressure,
miru slick line unit, ru to well head, rih with spear to 5200", ru rig pump to tbg, pressure
up to 1200#, cont to rih with spear tag up plug 5321', pierces plug , tbg went on
vacum, pooh w/spear,01800, crew change, hjsa w/crew talkabout job task, recover
plug an start rigging down equipment,teamwork was decussed, ru overshot, rih latch
an retrieve 1.81" F-plug. pooh, shut in well, rd slickline, move out, rd equipment, haul
off fluids , equipment an rig ready to move.

27 11/5/2012 11/6/2012 On the MCU M-14, injector capital expence, Four Corner Well Service Rig #5, 0600
crew change, hjsa wlcrew, talk about job task, scoping down derrick, moving rig, talk
about teamwork,miru super sucker, start cleaning out mud pits, haul off three loads of
water, untie guy lines, scope down derrick, tie up guy lines on rig, drive off of rig ramp,
Dawn Trucking on location 01200, hjsa w/ drivers, talkabout route an speed, spotters.,
road rig to location, load out rig ramp, moveto location, finish cleaning out mud pit,
found out cement was set up in flow back tank,

28 11/12/2012 11/12/2012 Material transportedby 3 Rivers, 146/159/149, Disposed of cement and drillmud
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latching onloff tool,10k on tbg hanger, 18k on packer, set lock downs, rd power swivel,
ru rig pump to csg, press to 1050#, mock mit,held for 30 mins,good solid test. bd
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McELMO CREEK UNIT # M-14 INJECTOR
GREATERANETH FIELD
2086' FNL & 778' FEL
SEC 6-T41S-R25E Attachment 2:
SAN JUAN COUNTY, UTAH Wellbore
API 43-037-15963 Sidetracked to DC-HC,
PRISM 0000308 .Open Hole Completion

KB 4766' GL 4751'

10-3/4" 32.75# H-40 set at 1203'
wl 500 sx. Circ to surface

Upper MetalSkin Chinle Squeeze perfs,
Cemented to surface

2-7/8" 6.5# J-55 TK Fiberlined Tubing

Lower MetalSkin
Arrowset I-Xpkr' w/1.81 profile & on/off above.

Top of Window ~ 5400' , y 1.78 profile w/WL Re-entry guide below packer

Hole Size: 6-1/4" 5500-08' Sqz'd 08/02/90
Milled2.5"x10' window at 552T

O 5542-5564' w/4spf dtd 11/10/65 Sqz'd 05/26/93

O 5582-558T w/4spf dtd 11/10/65
O 5596-5621' w/4spf dtd 11/10/65
g 5540-5570' w/4 spf dtd 02/23/95

5580-5608' w/4 spf dtd 02/23/95
5604-5621' w/4spf Sqz'd off dtd 11/10/65
5638-5698' w4spf Sqz'd off dtd 11/10/65

ORIG PBTD 5737

TD 5741' TVD 7" 23# J-55 set at 5779' w/ 300 sx.
TD 5770' TOC at 4486' Temp survey

G.L.M. 10/28/02 MCU#
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RECEIVED: Oct. 15, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 1420603372 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 NAVAJO

7.UNIT or CA AGREEMENT NAME:
 MCELMO CREEK 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 NAVAJO C 42-6 (MCELMO M-14) 

2. NAME OF OPERATOR:
 RESOLUTE NATURAL RESOURCES

9. API NUMBER:
 43037159630000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1675 Boradway Ste 1950 , Denver, CO, 80202 303 534-4600  Ext 

9. FIELD and POOL or WILDCAT:
 GREATER ANETH 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2086 FNL 0778 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 06 Township: 41.0S Range: 25.0E Meridian: S

COUNTY:
 SAN JUAN 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

10/28 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Resolute proposes to perform UIC repairs on the subject well.
Attachments include the proposed procedure and well bore diagram.

Work is expected to commence 10-28-13.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sherry Glass 303 573-4886

TITLE
 Sr Regulatory Technician

SIGNATURE
 N/A

DATE
 10/15/2013

October 15, 2013

Sundry Number: 43800 API Well Number: 43037159630000Sundry Number: 43800 API Well Number: 43037159630000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY
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5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING 1420603372

SUNDRY NOTICES AND REPORTS ON WELLS 6 F DIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. MCELMOCREEK
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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Attachments include the proposed procedure and well bore diagram. utah Division of

Work is expected to commence 10-28-13. Oil, Gas and Mining
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N/A 10/15/2013
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RECEIVED: Oct. 15, 2013

Resolute
Natural Resources

McElmo Creek Unit M-14 Injector 
2089' FNL, 773' FEL

SENE section 6-T41S-R25E

43-037-15963

UIC repair

Job Scope

Job Scope:  Pressure test to attempt to identify the leak location.  Pull tubing & packer.  Clean out to 

PBTD.  Replace 2-7/8" tubing & packer.

Procedure

NOTE: Set a wireline plug below the packer and pressure test the tbg & csg annulus to attempt to identify the leak source.

1.    MIRU WSU, LOTO, backflow the well to reduce pressure.  Establish KWF.

2.    Kill well as necessary.

3.    ND WH, NU BOPE.

4.    PT BOP against landing donut.

5.    J-off packer, circulate KWF.

6.    POOH, LD 2-7/8” TK Fiberline tbg.  On-off tool at ~5313' KB.  Inspect for coupling and other leaks

      on the trip out.

7.    If necessary, pending WL work outcome, PU workstring tubing and TIH to recover the

      Arrowset 1-X packer.

8.  RIH w/replacement Arrowset 1-X packer w plug in place, depending on step 7.  Set pkr at ~5315' KB.

     8a.  Packer detail from bottom.  WL entry nipple, 1.78" ID R profile nipple, 6' pup jt, Packer, T-2 On/off connector w 1.81" ID F profile.

9.  Jay off packer & circ packer fluid up backside.

10.  Perform mock MIT on csg annulus to 1000 psi for 30 min.

11.  POOH & LD workstring.

12.  PU new 2-7/8" TK Fiberlined tubing w/KC couplings and on/off tool.  

       12a.  Include a 1.87" ID F profile nippple just above the On/Off connector skirt.

13.  Jay onto packer, space out & land tubing.  Perform mock MIT after landing tbg.

14.  ND BOP, NU WH.

15.  MIRU slickline unit. Test lubricator to 2500 psi.

16.  RIH gauge ring, shear plug, and retrieve plug. RDMO slickline unit.

17.  RD WSU.

18.  Schedule MIT w/NNEPA.

19.  Notify the Area Production Supervisor that well is ready to return to injection.

20.  RDMOL.  

Sundry Number: 43800 API Well Number: 43037159630000Sundry Number: 43800 API Well Number: 43037159630000

RESOLUTE
NATURAL RESOURCES

McElmo Creek Unit M-14 Injector
2089' FNL, 773' FEL

SENE section 6-T41S-R25E
43-037-15963

UIC repair

Job Scope
Job Scope: Pressure test to attempt to identify the leak location. Pull tubing & packer. Clean out to
PBTD. Replace 2-7/8" tubing & packer.

Procedure

NOTE: Set a wireline plug below the packer and pressure test the tbg & csg annulus to attemp

1. MIRU WSU, LOTO, backflow the well to reduce pressure. Establish KWF.
2. Kill well as necessary.
3. ND WH, NU BOPE.
4. PT BOP against landing donut.
5. J-off packer, circulate KWF.
6. POOH, LD 2-7/8" TK Fiberline tbg. On-off tool at ~5313' KB. Inspect for coupling and o

on the trip out.
7. If necessary, pending WL work outcome, PU workstring tubing and TIH to recover the

Arrowset 1-X packer.
8. RIH w/replacement Arrowset 1-X packer w plug in place, depending on step 7. Set pkr at -

8a. Packer detail from bottom. WL entry nipple, 1.78" ID R profile nipple, 6' pup jt, Packe
9. Jay off packer & circ packer fluid up backside.
10. Perform mock MIT on csg annulus to 1000 psi for 30 min.
11. POOH & LD workstring.
12. PU new 2-7/8" TK Fiberlined tubing w/KC couplings and on/off tool.

12a. Include a 1.87" ID F profile nippple just above the On/Off connector skirt.
13. Jay onto packer, space out & land tubing. Perform mock MIT after landing tbg.
14. ND BOP, NU WH.
15. MIRU slickline unit. Test lubricator to 2500 psi.
16. RIH gauge ring, shear plug, and retrieve plug. RDMO slickline unit.
17. RD WSU.
18. Schedule MIT w/NNEPA.
19. Notify the Area Production Supervisor that well is ready to return to injection.
20. RDMOL.
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Sundry Number: 43800 API Well Number: 43037159630000

RESOLUTE
NATURAL RESOURCES

McElmo Creek Unit M-14 Injector
2089' FNL, 773' FEL

SENE section 6-T41S-R25E
43-037-15963

UIC repair

Job Scope
Job Scope: Pressure test to attempt to identify the leak location. Pull tubing & packer. Clean out to
PBTD. Replace 2-7/8" tubing & packer.

Procedure

NOTE: Set a wireline plug below the packer and pressure test the tbg & csg annulus to attemp

1. MIRU WSU, LOTO, backflow the well to reduce pressure. Establish KWF.
2. Kill well as necessary.
3. ND WH, NU BOPE.
4. PT BOP against landing donut.
5. J-off packer, circulate KWF.
6. POOH, LD 2-7/8" TK Fiberline tbg. On-off tool at ~5313' KB. Inspect for coupling and o

on the trip out.
7. If necessary, pending WL work outcome, PU workstring tubing and TIH to recover the

Arrowset 1-X packer.
8. RIH w/replacement Arrowset 1-X packer w plug in place, depending on step 7. Set pkr at -

8a. Packer detail from bottom. WL entry nipple, 1.78" ID R profile nipple, 6' pup jt, Packe
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RECEIVED: Oct. 15,



RECEIVED: Oct. 15, 2013

NOTE: Set a wireline plug below the packer and pressure test the tbg & csg annulus to attempt to identify the leak source.

6.    POOH, LD 2-7/8” TK Fiberline tbg.  On-off tool at ~5313' KB.  Inspect for coupling and other leaks

8.  RIH w/replacement Arrowset 1-X packer w plug in place, depending on step 7.  Set pkr at ~5315' KB.

     8a.  Packer detail from bottom.  WL entry nipple, 1.78" ID R profile nipple, 6' pup jt, Packer, T-2 On/off connector w 1.81" ID F profile.

Sundry Number: 43800 API Well Number: 43037159630000Sundry Number: 43800 API Well Number: 43037159630000
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Sundry Number: 43800 API Well Number: 43037159630000Sundry Number: 43800 API Well Number: 43037159630000

Permian Summary Report: Meelmo Cr M14
Date printed: 10/192013
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